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1. Introduction 

The following three WFs were discussed in offline session
R1-1714911
WF on new candidate beam indication, ZTE

R1-1714955
WF on PRACH for beam failure recovery request transmission, Huawei

R1-1715225
WF on beam recovery request transmission, LGE

Among them, some agreements have been reached for R1-1714911, and proposals related to R1-1714955 and R1-1715225 were suggested to have more discussion offline.
2.  Offline Discussion Summary
WF on new candidate beam identification, ZTE
Offline agreements
· In addition to periodic CSI-RS, SS-block within the serving cell can be used for new candidate beam identification

· The following options can be configured for new candidate beam identification  

· CSI-RS only

· Note: in this case, SSB will not be configured for new candidate beam identification

· SS block only

· Note: in this case, CSI-RS will not be configured for new candidate beam identification

· FFS: CSI-RS + SS block
WF on PRACH for beam failure recovery request transmission, Huawei, HiSilicon, [LG Electronics], Ericsson, CATT, NTT DOCOMO, Oppo
· For beam failure recovery request transmission on PRACH, support using the resource that is CDM with other PRACH  resources.

· Note that CDM means the same sequence design with PRACH preambles. 
· Further consider whether TDM with other PRACH is needed

Continue offline discussion among companies 

WF on beam recovery request transmission, LGE

· When beam failure is declared and at least one new candidate beam is identified, non-contention based channel based on PRACH can be used for beam recovery request transmission. 

· FFS

· When beam failure is declared and at least one new candidate beam is identified, PUCCH can be used for beam recovery request transmission.
· At least for the UE without beam correspondence

· When a subset of serving control channels fails, UE should report related information 
· FFS: PUCCH channel(s) is used for beam switching request transmission.
Continue offline discussion among companies 

