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1. Overall Description:

RAN1 has reached the following agreements on Enhancements to LTE operation in unlicensed spectrum during RAN1#90:
Autonomous uplink access with Frame Structure type 3

Agreement:

· The support of autonomous uplink access with frame structure type 3 is specified within the scope of Release 15 FeLAA WI.
Conclusions:

· RAN1 observes the following for autonomous uplink access
· UL latency can be lowered due to reduced scheduling control signalling compared to a fully scheduled UL transmission
· UL throughput performance can be significantly better than scheduled UL at least for low cell loads, where few nodes contend for the channel
Agreements:

· AUL operation is UE specifically RRC configured

· The time-domain resources for AUL operation are RRC configured

· FFS: configuration details (e.g. subframe bitmap or a periodic configuration, etc.)

· Activation and deactivation of AUL operation is supported using a DCI with its CRC scrambled with a specific RNTI

· FFS which DCI format 
· FFS whether the RNTI is the SPS RNTI or a new RNTI

· FFS: additional limitations to AUL subframes e.g. depending on scheduled transmissions

· FFS: whether in addition to the RRC configured subframes also other subframes can be dynamically enabled for AUL

· Frequency domain resources (i.e. interlaces) for AUL transmissions are indicated to the UE by the eNodeB via the Activation DCI 

· The MCS of AUL transmissions is indicated to the UE by the eNodeB via the Activation DCI 

Agreement:
· Additional HARQ processes are not introduced for AUL transmission (i.e. AUL supports 16 HARQ processes just like Re-14 eLAA) 

· The HARQ process IDs allowed for AUL operation are UE specifically RRC configured
· All 16 HARQ-processes can be used for scheduled transmissions
Working assumption:
· Both scheduled and autonomous retransmission are supported for AUL transmissions.
2. Actions:
To RAN WG2:
RAN1 respectfully asks RAN2 to take the above information into account.
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