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1 Introduction
In this contribution, a text proposal is provided for sPDSCH transmission to support 256-QAM by using DCI format 7-1A/7-1B/7-1C/7-1D/7-1E/7-1F/7-1G for short TTI operations.  

2. Discussion
Proposal: 
· Introduces separate RRC configurations (i.e. tbsIndexAlt-STTI and tbsIndexAlt2-STTI) to use I_TBS (33A and 33B) for 256QAM for sTTI operations with following details: 

·  tbsIndexAlt-STTI: indicates the applicability of the alternative TBS index ITBS 33A to all sTTIs scheduled by DCI format 7-1F or 7-1G. 
· tbsIndexAlt2-STTI: indicates the applicability of the alternative TBS index ITBS 33B to all sTTIs scheduled by DCI format 7-1D/7-1C/7-1B. 
3. TP / Pseudo draft CR to 36.213
	Modified clause 


7.1.7.2
Transport block size determination

For BL/CE UEs configured with CEModeA, [image: image1.wmf]1
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 is used in place of [image: image2.wmf]MCS
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in the rest of this Subclause 

If the DCI CRC is scrambled by P-RNTI, RA-RNTI, or SI-RNTI then 
-
for DCI format 1A or DCI format 6-1A: 
-
the UE shall set the TBS index ([image: image3.wmf]TBS
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) equal to [image: image4.wmf]MCS
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 and determine its TBS by the procedure in Subclause 7.1.7.2.1 for [image: image5.wmf]26
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-
for DCI format 1C and DCI format 6-2: 
-
the UE shall set the TBS index ([image: image6.wmf]TBS
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) equal to [image: image7.wmf]MCS
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 and determine its TBS from Table 7.1.7.2.3-1.

else if the DCI CRC is scrambled by SC-RNTI then 

-
the UE shall set the TBS index ([image: image8.wmf]TBS
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) equal to [image: image9.wmf]MCS
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 and determine its TBS from Table 7.1.7.2.3-1.

else if the higher layer parameter altCQI-Table-r12 is configured, then
-
for DCI format 1A with CRC scrambled by C-RNTI and for DCI format 1/1A/2/2A/2B/2C/2D with CRC scrambled by SPS C-RNTI:

-
for [image: image10.wmf]28
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, the UE shall first determine the TBS index ([image: image11.wmf]TBS
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) using[image: image12.wmf]MCS
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and Table 7.1.7.1-1 except if the transport block is disabled in DCI formats 2, 2A, 2B, 2C and 2D as specified below. For a transport block that is not mapped to more than single-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.1.

-
for[image: image13.wmf]31
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, the TBS is assumed to be as determined from DCI transported in the latest PDCCH/EPDCCH for the same transport block using [image: image14.wmf]33
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. If there is no PDCCH/EPDCCH for the same transport block using[image: image15.wmf]26
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, and if the initial PDSCH for the same transport block is semi-persistently scheduled, the TBS shall be determined from the most recent semi-persistent scheduling assignment PDCCH/EPDCCH.

-
In DCI formats 2, 2A, 2B, 2C and 2D a transport block is disabled if [image: image16.wmf]0
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 and if rvidx = 1 otherwise the transport block is enabled.
-
for DCI format 1/1B/1D/2/2A/2B/2C/2D with CRC scrambled by C-RNTI

-
for [image: image17.wmf]27
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, the UE shall first determine the TBS index ([image: image18.wmf]TBS

I

) using[image: image19.wmf]MCS
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and Table 7.1.7.1-1A except if the transport block is disabled in DCI formats 2, 2A, 2B, 2C and 2D as specified below. When [image: image20.wmf]27
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, if the UE is scheduled by DCI formats 2C/2D and is configured with a33 in tbsIndexAlt, [image: image21.wmf]TBS
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 is 33A, or if the UE is scheduled by DCI formats 1/1B/2/2A and is configured with b33 in tbsIndexAlt2, [image: image22.wmf]TBS
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 is 33B; otherwise [image: image23.wmf]TBS
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 is 33. For a transport block that is not mapped to more than single-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.1. For a transport block that is mapped to two-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.2. For a transport block that is mapped to three-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.4. For a transport block that is mapped to four-layer spatial multiplexing, the TBS is determined by the procedure in Subclause 7.1.7.2.5.

-
for [image: image24.wmf]31
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, the TBS is assumed to be as determined from DCI transported in the latest PDCCH/EPDCCH for the same transport block using [image: image25.wmf]27
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-
In DCI formats 2, 2A, 2B, 2C and 2D a transport block is disabled if [image: image26.wmf]0
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 and if rvidx = 1 otherwise the transport block is enabled.
else if the higher layer parameter altCQI-Table-STTI-r15 is configured, then
- for DCI format 7-1A/7-1B/7-1C/7-1D/7-1E/7-1F/7-1G with CRC scrambled by SPS C-RNTI:

-
for [image: image27.wmf]28
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, the UE shall determine the TBS index ([image: image28.wmf]TBS
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) using[image: image29.wmf]MCS
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 by the procedure in Subclause 7.1.7. 

-
for[image: image30.wmf]31
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, the TBS is assumed to be as determined from DCI transported in the latest PDCCH/SPDCCH for the same transport block using [image: image31.wmf]33
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. If there is no PDCCH/SPDCCH for the same transport block using[image: image32.wmf]26
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, and if the initial PDSCH for the same transport block is semi-persistently scheduled, the TBS shall be determined from the most recent semi-persistent scheduling assignment PDCCH/SPDCCH.

-
for DCI format 7-1A/7-1B/7-1C/7-1D/7-1E/7-1F/7-1G with CRC scrambled by C-RNTI

-
for [image: image33.wmf]27
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, the UE shall first determine the TBS index ([image: image34.wmf]TBS
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) using[image: image35.wmf]MCS
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and Table 7.1.7.1-1A. When 
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, if the UE is scheduled by DCI formats 7-1F/7-1G and is configured with a33 in tbsIndexAlt-STTI, 
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 is 33A, or if the UE is scheduled by DCI formats 7-1D/7-1C/7-1B and is configured with b33 in tbsIndexAlt2-STTI, 
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 is 33B; otherwise 
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, [image: image41.wmf]TBS
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 is 33. The TBS is determined by the procedure in Subclause 7.1.7. 

-
for [image: image42.wmf]31
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, the TBS is assumed to be as determined from DCI transported in the latest PDCCH/SPDCCH for the same transport block using [image: image43.wmf]27
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.
else if the UE supports ce-pdsch-pusch-maxBandwidth with value ≥5MHz

…………………………………..
	End of modifications
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