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1. Introduction & Background

In RAN1#92bis, the channel access were discussed and the following agreements were achieved [1]

Agreement:
· Study possible enhancements for HARQ operation 

· Study changes needed for Configured Grant support in NR-U
· Baseline for study: If absence of Wi-Fi cannot be guaranteed (e.g. by regulation) 

in the band (sub-7 GHz) where NR-U is operating, the NR-U operating bandwidth is an integer  multiple of 20MHz 
· At least for band where absence of Wi-Fi cannot be guaranteed (e.g. by regulation), LBT can be performed in units of 20 MHz. 

· FFS: details on how to perform LBT for as single carrier with bandwidth greater than 20 MHz, i.e., integer multiples of 20 MHz.

· Study whether or not the following techniques enhance performance beyond the baseline LBT mechanisms

· Techniques to cope with directional antennas/transmissions
· Receiver assisted LBT : RTS/CTS type mechanism
· On-demand receiver assisted LBT: For example receiver assisted LBT enabled only when needed 

· Techniques to enhance spatial reuse 
· Preamble detection

· Enhancements to baseline LBT mechanisms above 7 GHz
· Note: LTE-LAA LBT mechanism are assumed as baseline for evaluations for 5GHz. 

· Note: Other aspects are not precluded from being included

In RAN1#93 meeting, the channel access were further discussed [2]

Agreement:
· LTE-LAA channel access mechanism is adopted as baseline for 5GHz 

· Further enhancements not precluded 

· LTE-LAA channel access mechanism is adopted as starting point of the design for 6GHz 

· Further enhancements not precluded 

· For 5GHz band, a no-LBT option is beneficial for NR-U, such as for supporting fast A/N feedback, and is permitted per regulation. 

· Restrictions/conditions on when no-LBT option can be used will be further identified, e.g., in consideration of fair coexistence. 

· No-LBT option can be applied to 6GHz band if allowed by regulation

· Restrictions/conditions on when no-LBT option can be used will be further identified, if fair coexistence criterion is defined for 6GHz band

Note: Channel access mechanisms need to comply with regulations and may therefore need to be adapted for particular frequency ranges.
In this contribution, we will discuss the enhanced channel access schemes for NR unlicensed spectrum regarding the directional antennas/transmissions, wideband operation, spatial reuse, etc. This contribution is the revised from R1- 1803857.
2. Channel access schemes in NR unlicensed spectrum
In the LTE LAA, the channel access scheme is based on omni-directional channel sensing for a single channel with 20 MHz bandwidth. However, in NR, the channel bandwidth becomes wider, the BWP is introduced for power saving and more flexible transmision, and beamforming transmission in mmWave is used to combat the  high path loss. With all these new features, the legacy LBT scheme in LTE LAA will result in a low spectrum efficiency in the NR unlicensed spectrum. Hence enhanced schemes should be investigated to adapt to the NR features.
1.1. Beam-specific LBT
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Figure 1: [image: image1.emf]gNB

WiFi AP

beam-specific LBT
In mmWave, most of the nodes transmit using beam forming with massive MIMO antennas, including NR nodes, WiFi nodes, etc. Beamforming can strengthen the signal to the desired beam direction with minimum interference to other directions in spatial domain thus enable the spatial resource reuse. Therefore, it would be feasible to apply directional channel sensing in a beam forming system. If traditional omni-directional channel sensing is performed, the transmission in any direction from other nodes will block the channel. For example as shown in Figure 1-1, both the gNB and the WiFi AP transmit with beamforming. If omni-directional LBT is performed, only one node is allowed to transmit in the unlicensed spectrum, e.g. WiFi as shown in the left part of Figure 1-2. If beam specific LBT is performed at the gNB, then it is possible for both of the nodes to transmit at the same time as shown in the right part of Figure 1-2.The transmission of the gNB with beam 2 and 3 will not interfere with the transmission of the WiFi AP. Therefore, the gNB can transmit simultaneously with the WiFi AP. The spectrum efficiency is greatly increased compared with that of the omini-directional LBT scheme.
Proposal 1: Beam-specific LBT scheme should be investigated for NR unlicensed spectrum.
1.2. LBT for wider bandwidth
In NR, due to the UE capability, a UE may not support the whole bandwidth of the system. The gNB will configure at most four DL BWPs and four UL BWPs for paired spectrum and at most four DL/UL BWP pairs for unpaired spectrum. Only one active DL BWP and one UL BWP or one DL/UL BWP pair is activated at a time. In [1], it is suggested that the LBT can be performed in the unit of 20MHz in order to reduce the impact on the surrounding WiFi systems. However, in the scenarios where absence of the WiFi or the other technology sharing the carrier can be guaranteed on a long term basis (e.g. by level of regulation), 20MHz LBT will be very inefficient for the BWPs with large bandwidth. Therefore, the LBT with bandwidth larger than 20MHz should be supported in order to improve the LBT efficiency, e.g. BWP-specific LBT.
Besides, when transmitting in the unlicensed spectrum, if the transmission node only monitors the channel in the active BWP in which data was transmitted last time and detects the channel to be BUSY, even if the channels of other inactive BWPs may be IDLE, it cannot perform data transmission. Therefore, a more flexible BWP-specific monitoring and activation scheme should be supported.
In Figure 2, we show an illustration of the BWP-specific LBT scheme for NR unlicensed spectrum. The UE is connected to a Pcell via an active BWP in the licensed spectrum. The active DL BWP in the unlicensed spectrum depends on the channel sensing result. gNB performs LBT on all configured BWPs in the unlicensed spectrum, when IDLE BWPs are detected, gNB selects one IDLE BWP as the active DL BWP in the unlicensed spectrum. The previous active DL BWP will be chosen as the active BWP with high priority if it is detected as IDLE. The UE will be informed via the active DL BWP in the licensed spectrum and switch to the active DL BWP in the unlicensed spectrum if it is different from the previous active DL BWP. 
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Figure 2 BWP-specific LBT
In the case of SA operation, there is no Pcell in the licensed spectrum for active BWP indication for unlicensed spectrum.  Therefore, in order to obtain the active DL BWP, UE needs to monitor all the configured DL BWPs simultaneously. Only PDCCH in each DL BWP needs to be monitored. When a PDCCH is detected, the corresponding DL BWP will be the active DL BWP for this UE. 
Besides, UE can be configured with a wide DL BWP which is overlapping with all the other configured DL BWPs, as shown in Figure 2. The dashed rectangle is BWP4with bandwidth equal to the summation of the bandwidth of BWP1, BWP2 and BWP3.  gNB can perform LBT in the non-overlapped smaller DL BWPs, if all the smaller DL BWPs are detected as idle, gNB can perform transmission in the wide DL BWP. In this way, the spectrum efficiency can be fully exploited and the UE only works on one active DL BWP.
In NR, wider channel bandwidth, e.g. 80MHz is supported for data transmission such as eMBB. Therefore, wideband BWP may be configured to high capability UEs as shown in Figure 3. The BWP1 of UE1 is a wideband BWP, which is overlapped with the frequency range of BWP1, BWP2 and BWP3 of UE2. When these two kinds of UEs are scheduled simultaneously in the unlicensed carrier, the BWP-specific LBT may not work very well since the bandwidth of these BWPs are significantly different.
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Figure 3: LBT for wideband BWP
According to the BWP-specific LBT, a single LBT will be performed in BWP1 of UE1. Single LBT over a wideband BWP is simple but may lead to inefficient channel usage. As illustrated in Figure 3, UE2 is transmitting in active BWP3, which will interfere with the BWP1 of UE1. If single LBT is performed, the whole BWP1 may be detected as BUSY, and the other IDLE parts of the BWP1 will be wasted. Then subband LBT can be performed to avoid the interference between the narrowband BWP and the wideband BWP. A wideband BWP can be sensed by several subband LBTs as shown in Figure 3. All the IDLE subbands can be used for data transmission. E.g. the subband 4 is detected as BUSY since it is interfered by the active BWP3 of UE2, subband 1-3 are detected as IDLE, then the frequency range from subband1 to subband3 can be used for data transmission by UE1. 
When gNB performs subband LBT in a UE’s DL BWP, gNB should configure CORESET in each LBT subband. If a subband is detected as busy, the control information can be sent from other idle subband. Proposal 2: Both BWP-specific and subband LBT scheme should be investigated for NR unlicensed spectrum.
1.3. Nominal channel bandwidth

In unlicensed spectrum, regulations regarding nominal channel bandwidth are defined in [3]. The nominal channel bandwidth is the widest band of frequencies, inclusive of guard band, assigned to a single channel. The occupied channel bandwidth is the bandwidth containing 99% of the power of the signal. These definitions are defined according to a single channel bandwidth. However, BWP is introduced in NR, which is only part of the system bandwidth. The BWP can be activated by DCI, timer, or RRC signaling. UE will transmit only within its active UL BWP. In BWP operation, there is no clear view of the UL channel bandwidth for each UE. Therefore, the nominal channel bandwidth of the UE should be clarified in the NR unlicensed spectrum. Since the transmission of the UE is only performed in the active UL BWP, and the LBT should be performed in a unit of 20MHz when WiFi is present, it is reasonable to define the bandwidth of the active UL BWP as the maximum nominal channel bandwidth of the UE. Meanwhile, since the active UL BWP can be any one of the configured UL BWPs, the maximum nominal channel bandwidth of the UE changes according to its active UL BWP.
Proposal 3: The bandwidth of the UL BWP can be considered as the maximum nominal channel bandwidth for UE in the NR unlicensed spectrum.
1.4. Coordinated LBT scheme
In LTE and NR, interference mitigation and suppression schemes have been extensively studied, which make it possible for the operator to transmit with frequency reuse factor 1. In the unlicensed spectrum, these techniques and schemes can also be used to mitigate the interference. In LTE-LAA, each node performs LBT independently and hence may cause inter-node blocking within the same operator and make it impossible to achieve frequency reuse factor 1. This would decrease the spectrum efficiency. In NR unlicensed operation, it would be a good opportunity to investigate the enhanced LBT solution to enable higher frequency reuse within an operator, especially for the new spectrum with few or no legacy system. 
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Figure 4: Coordinated LBT scheme
Coordinated LTB schemes among the gNBs of a single operator can ensure simultaneous sensing and transmission of these gNBs in the unlicensed spectrum. As long as the gNBs of the same operator can distinguish each other, they will not treat same operator gNB as an interferer. In Figure 4, we show an example of the coordinated LBT scheme, the gNB1, gNB2 and gNB3 of the operator 1 are able to distinguish each other via some signal detection. If there is no transmission from other nodes, e.g., gNB1 of operator 2, the channel can be detected as “IDLE” for all the gNBs of operator 1. All these gNBs can transmit simultaneously in the unlicensed spectrum. In order to perform coordinated LBT, synchronization and information exchange among gNBs are required. In Figure 4, gNB1 is the first one to obtain the channel and starts to transmit. It then broadcasts its MCOT to gNB2 and gNB3. When there is data for transmission, gNB2 and gNB3 listen to the channel, if there are no other interferer except gNB1 is detected, the channel is considered as “IDLE”. gNB2 and gNB3 can start their transmission within the MCOT of gNB1. In this way, the spectrum efficiency is greatly improved.
In addition, coordinated LTB schemes can also be performed in a synchronized way if more than one gNB have data for transmission. For example, gNB1, gNB2 and gNB3 can start LBT at the same time, and perform CCA/eCCA with a common set of parameters, e.g. contention window, slot duration of eCCA, defer duration, etc. With the coordinated LBT scheme, the three gNBs may start transmission at the same time and hence enhance the spectrum efficiency.
Proposal 4: Coordinated LBT scheme should be investigated for NR unlicensed spectrum.
1.5. Energy detection threshold

In LTE-LAA, since the channel is fixed to be 20 MHz and omni-directional channel detection is perform, the energy detection threshold is unique for the transmission node. However, in NR unlicensed spectrum, when introducing beam-specific or BWP-specific LBT, the energy detection threshold for the transmission node may change according to the specific LBT object, e.g. beam, or BWP.
In LTE-LAA, the maximum energy detection threshold is defined as below in [4] 
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Where:
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 is the set maximum eNB output power in dBm for the carrier;

-
eNB uses the set maximum transmission power over a single carrier irrespective of whether single carrier or multi-carrier transmission is employed
-
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BWMHz is the single carrier bandwidth in MHz.
The energy detection threshold 
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is chosen to be less than or equal to 
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. From the equation we can see that
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depends on the channel bandwidth and the transmit power of the node. Therefore, for BWP-specific LBT scheme, 
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should be modified to be BWP-specific since different BWPs may have different bandwidth or transmission power. For beam-specific LBT scheme, 
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should be modified to be beam-specific since different beams may have different beamforming gains and EIRP. At the UE side, similar modifications should also be made to adapt to the BWP-specific or beam-specific LBT schemes.
Proposal 5: The energy detection threshold should be modified to adapt to the BWP-specific or beam-specific LBT schemes.
3. Conclusion

In this contribution, we discussed different channel access schemes adapting to the NR new features. The following proposals are given:

Proposal 1: Beam-specific LBT scheme should be investigated for NR unlicensed spectrum.

Proposal 2: Both BWP-specific and subband LBT scheme should be investigated for NR unlicensed spectrum.
Proposal 3: BWP can be considered as the maximum nominal channel bandwidth for UE in the NR unlicensed spectrum.
Proposal 4: Coordinated LBT scheme should be investigated for NR unlicensed spectrum.
Proposal 5: The energy detection threshold should be modified to adapt to the BWP-specific or beam-specific LBT schemes.
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