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1. Overall Description:
RAN1 thanks RAN2 for the liaison statement “LS on ssb-PositionsInBurst mismatch in SIB1 and ServingcellConfigCommon” in R1-1808860(R2-1810976) with the following actions:
1. RAN2 respectfully asks RAN1 the specific intention/functionalities of 8+8 bit format in SIB1 and the 64 full bit map format in ServingCellConfigCommon.
2. RAN2 respectfully asks RAN1 to consider the above options, and feedback the preferred solution according to RAN1 functionality.

RAN1 discussed the issue and have the following answers to the actions:
1. [bookmark: _GoBack]The 8+8 bitmap SIB1 provides a compact indication of the transmitted SSB and is also the basis for the SSB to RO mapping when the UE accesses the cell. The full bitmap was intended to provide additional granularity in signalling of transmitted SSBs for rate matching purposes, but is not used in the indication of RACH occasions.
2. From RAN1’s perspective, option 1 would be sufficient for HO purposes. The network would then indicate SSB to make sure the SSB to RO mapping is correct. 

2. Actions:
To RAN2 group.
ACTION: 	RAN1 respectfully asks RAN2 to take the above information into consideration.

3. Date of Next TSG-RAN1 Meetings:
TSG-RAN1 Meeting #94bis		8th – 12th October 2018			Chengdu, China
TSG-RAN1 Meeting #95			12th – 16th November 2018		Spokane, WA, USA
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