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	Reason for change:
	The following was agreed in RAN1#92:
· COT Sharing indication (1 bit: indicating if subframe n+X is an applicable subframe for UL to DL sharing) 
· X is configured by the eNB as part of AUL RRC configuration and 1 < X < 5

The corresponding RRC parameter subframeOffsetCOT-Sharing has also been captured into 36.331. However, the related part is missing from RAN1 specifications.
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	Adding decription for determination of COT sharing indication into 37.213
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	The symbol in which UE-to-eNodeB COT sharing is undefined
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[bookmark: _Toc516817352]4.1.3	Channel access procedure for transmissions including PDCCH and not including PDSCH









If a PUSCH transmission in subframe n indicates COT sharing, an eNB may transmit a transmission including PDCCH but not including PDSCH on the same carrier in subframe n + X, where X is given by subframeOffsetCOT-Sharing, immediately after sensing the channel to be idle for at least a sensing interval , if the duration of the PDCCH is less than or equal to two OFDM symbols length and it shall contain at least AUL-DFI or UL grant to the UE from which the PUSCH transmission indicating COT sharing was received.  consists of a duration immediately followed by one slot duration  and includes an idle slot duration at start of . The channel is considered to be idle for  if it is sensed to be idle during the slot durations of .
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