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1. Overall Description:
RAN1 would like to thank RAN2 for their LS in R1-1808168 (R2-1808168) providing update on the SI-window related agreements. In the LS RAN2 also asked whether it is necessary to avoid supporting SIB1 and SI message in the same SI transmission window, and if not, define a solution to allow the overlapping transmissions. RAN1 discussed the question raised by RAN2 and would like to provide following answer:

[bookmark: _GoBack]As per UE procedures for receiving the PDSCH [1], IDLE mode UE is able to decode two PDSCHs each scheduled with SI-RNTI, P-RNTI, RA-RNTI or TC-RNTI, it would not be necessary to avoid possible overlap of SIB1 and SI transmission.  While, the overlap avoidance is not necessary, RAN1 felt that in order to avoid unnecessary UE processing it would be beneficial to introduce mechanism to avoid it. Therefore, RAN1 would request RAN2 to introduce SIB1-RNTI for SIB1 transmission.


2. Actions:
To RAN2:
ACTION: 	RAN1 respectfully asks RAN2 to take the above answer in to account. 

3. Date of Next RAN1 Meetings:
TSG RAN1 Meeting #94bis		8 – 12 October, 2018		Chengdu, China
TSG RAN1 Meeting #95		 12 – 16 November, 2018	Spokane, USA
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