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1. Overall Description:

RAN2 discussed the default values for the L1 parameters which are required during the transition from RRC IDLE/INACTIVE to RRC CONNECTED state (i.e. required parameters before the dedicated configuration is provided by NW) but for which the values are not provided via MIB or SIB. 
From the analysis submitted to RAN2#103 (see the attachment), RAN2 foresaw that default values for many L1 parameters have been already defined in RAN1 specification. Then, RAN2 agreed not to specify the default values in NR RRC spec and refer to RAN1 specification for all the L1 parameters (including those for which default values are described in field description already). 
It is noted that the default values specified in field description of TS38.331 are not applicable for IDLE/INACTIVE to RRC CONNECTED state.
RAN2 would like RAN1 to define the default values in RAN1 spec for all the L1 parameters which are required during the transition from RRC IDLE/INACTIVE to RRC CONNECTED state but for which the values are not provided via MIB or SIB.
2. Actions:

To RAN WG1 group.

ACTION: 
RAN2 respectfully asks RAN1 to define the default value for the L1 parameters required during the transition from RRC IDLE/INACTIVE to RRC CONNECTED state but for which the values are not provided via MIB or SIB.
3. Date of Next TSG-RAN WG2 Meetings:

TSG-RAN WG2 Meeting #103bis 

8 - 12 Oct 2018 
Chengdu, China.

TSG-RAN WG2 Meeting #104 
12 - 16 Nov 2018

Spokane, US.
