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1. Overall Description:
RAN1 has discussed the need for network synchronization for handover purposes and made the following agreements and working assumptions:
· 
· For L = 4, adopt the following text proposal in section 6.3.3.2 in 38.211:
· For handover purposes to a target cell in paired or unpaired spectrum where the target cell uses L = 4, the UE may assume the absolute value of the time difference between radio frame i in the current cell and radio frame i in the target cell is less than 153600Ts if the association pattern period in Section 8.1 of [38.213] is not equal to 10ms
· Working assumptions for L = 8, adopt the following text proposal in section 6.3.3.2 in 38.211:
· For inter frequency handover purposes where the source cell is either in paired or unpaired spectrum and the target cell is in unpaired spectrum and uses L = 8, the UE may assume the absolute value of the time difference between radio frame i in the current cell and radio frame i in the target cell is less than 76800Ts 
· For L=64
· For intra frequency handover to a target cell in FR2 in same frequency layer, the UE can determine the start of the frame and the SFN based on the timing of the source cell or a cell on the same frequency as the target cell.
· UE can always assume that the cells are synchronized as per RAN4 agreement
· For inter frequency handover to a target cell in FR2, it is up to UE implementation to determine the start of the frame and the SFN on the target cell.

Note: the above agreement is not be captured in the Oct. RAN1 spec update, and is to be confirmed (or otherwise) by Nov. meeting depending on RAN2’s reply LS.
· If no RAN2 LS received by the end of RAN1#95, the above agreement will be captured in RAN1 spec.

From the specification text in 38.331, clause 5.3.5.5.2, where it is stated that for Reconfiguration with sync the UE shall “start synchronising to the DL of the target SpCell and acquire the MIB of the target SpCell as specified in 5.2.2.3.1”, there was discussion in RAN1 that a UE is mandated to read PBCH upon handover and before sending RACH. However, there was also discussion in RAN1 that in some other parts of RAN2 specifications, the above procedure may not be the case. RAN1 would like to ask RAN2 to provide a clear answer regarding whether or not a UE is mandated to read PBCH upon handover and before sending RACH.

2. Actions:
To RAN2 group.
ACTION: 	RAN1 respectfully asks RAN2 to answer the above issue at the earliest convenience as RAN1 plans to conclude the issue by RAN1#95

3. Date of Next TSG-RAN1 Meetings:
TSG-RAN1 Meeting #95			12th – 16th November 2018		Spokane, WA, USA
TSG-RAN1 Meeting #96			25th February – 1st March 2019		Athens, Greece

