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*** Unchanged text is omitted ***
DCI format 1_0 is used for the scheduling of PDSCH in one DL cell. 
The following information is transmitted by means of the DCI format 1_0 with CRC scrambled by C-RNTI or CS-RNTI or MCS-C-RNTI:
-	Identifier for DCI formats – 1 bits
-	The value of this bit field is always set to 1, indicating a DL DCI format


-	Frequency domain resource assignment –  bits where  is given by subclause 7.3.1.0
If the CRC of the DCI format 1_0 is scrambled by C-RNTI and the "Frequency domain resource assignment" field are of all ones, the DCI format 1_0 is for random access procedure initiated by a PDCCH order, with all remaining fields set as follows:
-	Random Access Preamble index – 6 bits according to ra-PreambleIndex in Subclause 5.1.2 of [8, TS38.321]
-	UL/SUL indicator – 1 bit. If the value of the "Random Access Preamble index" is not all zeros and if the UE is configured with SUL in the cell, this field indicates which UL carrier in the cell to transmit the PRACH according to Table 7.3.1.1.1-1; otherwise, this field is reserved
-	SS/PBCH index – 6 bits. If the value of the "Random Access Preamble index" is not all zeros, this field indicates the SS/PBCH that shall be used to determine the RACH occasion for the PRACH transmission; otherwise, this field is reserved. 
-	PRACH Mask index – 4 bits. If the value of the "Random Access Preamble index" is not all zeros, this field indicates the RACH occasion associated with the SS/PBCH indicated by "SS/PBCH index" for the PRACH transmission, according to Subclause 5.1.1 of [8, TS38.321]; otherwise, this field is reserved
-	Reserved bits – 10 bits. If the UE is configured to monitor PDCCH candidates with carrier indicator field as described in Subclause 10.1 of [5, TS38.213], the 3 MSB bits correspond to the carrier indicator field.
*** Unchanged text is omitted ***
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