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	Reason for change:
	In 38.213, failureDetectionResources and candidateBeamRSList are descibied as provided per serving cell. They should be provided per BWP per serving cell, according to 38.331. 

	
	

	Summary of change:
	Clarify in TS38.213 that failureDetectionResources and candidateBeamRSList are configured per BWP per serving cell.

	
	

	Consequences if not approved:
	Misalignement between 38.213 and 38.331.
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	Other comments:
	Isolated impact:
This change request aligns the configuration of BFR-related reference signal resources in 38.213 with what is already in 38.331, and does not change the implementations as there is no functional change.
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A UE can be provided, for each BWP of a serving cell, a set  of periodic CSI-RS resource configuration indexes by failureDetectionResources and a set  of periodic CSI-RS resource configuration indexes and/or SS/PBCH block indexes by candidateBeamRSList for radio link quality measurements on the BWP of the serving cell. If the UE is not provided failureDetectionResources, the UE determines the set  to include periodic CSI-RS resource configuration indexes with same values as the RS indexes in the RS sets indicated by TCI-state for respective CORESETs that the UE uses for monitoring PDCCH and, if there are two RS indexes in a TCI state, the set  includes RS indexes with QCL-TypeD configuration for the corresponding TCI states. The UE expects the set  to include up to two RS indexes. The UE expects single port RS in the set . 
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