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	Reason for change:
	In current specifications, there is no restriction on the number of codewords that can be supported for SPS PDSCH. However, only 1 HARQ-ACK bit is generated for SPS PDSCH. The behavior when SPS is activated with two codewords is unclear.

	
	

	Summary of change:
	Add the restriction that DL SPS can only be activated with one codeword.

	
	

	Consequences if not approved:
	If not approved, the behavior when SPS is activated with two codewords is unclear.
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	Other comments:
	Isolated impact analysis:
There is no implementation impact as the UEs are already expected to be implemented according to the CR. If a UE would not be implemented according to the CR and had certain behavior implemented for DL SPS activated with two codewords, the behavior would be unknown to the gNB, and gNB cannot use it.
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[bookmark: _Toc4424289]10.2	PDCCH validation for DL SPS and UL grant Type 2
A UE validates, for scheduling activation or scheduling release, a DL SPS assignment PDCCH or configured UL grant Type 2 PDCCH if
-	the CRC of a corresponding DCI format is scrambled with a CS-RNTI provided by cs-RNTI, and
-	the new data indicator field for the enabled transport block is set to '0'. 
Validation of the DCI format is achieved if 
-	all fields for the DCI format are set according to Table 10.2-1 or Table 10.2-2, and. 
-	if DCI format 1_1 is used to activate DL SPS, only one codeword is enabled via “Antenna port(s)” field as described in Subclause 7.3.1.2.2 of [5, TS 38.212].
If validation is achieved, the UE considers the information in the DCI format as a valid activation or valid release of DL SPS or configured UL grant Type 2. If validation is not achieved, the UE discards all the information in the DCI format.
Table 10.2-1: Special fields for DL SPS and UL grant Type 2 scheduling activation PDCCH validation
	
	DCI format 0_0/0_1 
	DCI format 1_0
	DCI format 1_1

	HARQ process number
	set to all '0's
	set to all '0's
	set to all '0's

	Redundancy version
	set to '00'
	set to '00'
	For the enabled transport block: set to '00'



Table 10.2-2: Special fields for DL SPS and UL grant Type 2 scheduling release PDCCH validation
	
	DCI format 0_0 
	DCI format 1_0

	HARQ process number
	set to all '0's
	set to all '0's

	Redundancy version
	set to '00'
	set to '00'

	Modulation and coding scheme
	set to all '1's
	set to all '1's

	Frequency domain resource assignment
	set to all '1's
	set to all '1's



