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[bookmark: _Toc11324465]5.3.2	OFDM baseband signal generation for PRACH

The time-continuous signal  on antenna port  for PRACH is defined by


where  and 

-	 is given by clause 6.3.3; 


-	 is the subcarrier spacing of the initial uplink bandwidth part during initial access. Otherwise,  is the subcarrier spacing of the active uplink bandwidth part; 
-	 is the largest  value among the subcarrier spacing configurations by the higher-layer parameter scs-SpecificCarrierList;
-	[image: ] is the lowest numbered resource block of the initial uplink bandwidth part and is derived by the higher-layer parameter initialUplinkBWP during initial access. Otherwise, [image: ] is the lowest numbered resource block of the active uplink bandwidth part and is derived by the higher-layer parameter BWP-Uplink; 
-	[image: ] is the frequency offset of lowest PRACH transmission occasion in frequency domain with respect to PRB 0 of the initial uplink bandwidth part given by the higher-layer parameter msg1-FrequencyStart during initial access associated with the initial uplink bandwidth part. Otherwise, [image: ] is the frequency offset of lowest PRACH transmission occasion in frequency domain with respect to physical resource block 0 of the active uplink bandwidth part given by the higher-layer parameter msg1-FrequencyStart associated with the active uplink bandwidth part;
-	[image: ] is the PRACH transmission occasion index in frequency domain for a given PRACH transmission occasion in one time instance as given by clause 6.3.3.2; 
-	[image: ] is the number of resource blocks occupied and is given by the parameter allocation expressed in number of RBs for PUSCH in Table 6.3.3.2-1. 


-	 and  are given by clause 6.3.3
-	 where 


-	for ,  



-	for ,  is the number of times the interval  overlaps with either time instance 0 or time instance  in a subframe


The starting position  of the PRACH preamble in a subframe (for ) or in a 60 kHz slot (for ) is given by

	
where 
-	the subframe or 60 kHz slot is assumed to start at [image: ] ;
-	a timing advance value  shall be assumed; 
-	 and  are given by clause 5.3.1;
-	[image: ] shall be assumed for [image: ], otherwise it is given by [image: ] and the symbol position [image: ] is given by
	
where 
-	[image: ] is given by the parameter "starting symbol" in Tables 6.3.3.2-2 to 6.3.3.2-4;


-	[image: ] is the PRACH transmission occasion within the PRACH slot, numbered in increasing order from 0 to [image: ] within a RACH slot where [image: ] is given Tables 6.3.3.2-2 to 6.3.3.2-4 for  and fixed to 1 for ;
-	[image: ] is given by Tables 6.3.3.2-2 to 6.3.3.2-4;
-	[image: ] is given by
-	if [image: ], then [image: ]
-	if [image: ] and either of "Number of PRACH slots within a subframe" in Tables 6.3.3.2-2 to 6.3.3.2-3 or "Number of PRACH slots within a 60 kHz slot" in Table 6.3.3.2-4 is equal to 1, then [image: ]
-	otherwise, [image: ]	Comment by Stefan Parkvall: The formatting should be B2, not B1
If the preamble format given by Tables 6.3.3.2-2 to 6.3.3.2-4 is A1/B1, A2/B2 or A3/B3, then
-	if , then the PRACH preamble with the corresponding PRACH preamble format from B1, B2 and B3 is transmitted in the PRACH transmission occasion;
-	otherwise the PRACH preamble with the corresponding PRACH preamble format from A1, A2 and A3 is transmitted in the PRACH transmission occasion
[bookmark: _Toc11324474]

6.3.1.1	Scrambling

For the single codeword, the block of bits , where  is the number of bits in codeword  transmitted on the physical channel, shall be scrambled prior to modulation, resulting in a block of scrambled bits  according to the following pseudo code
Set i = 0
while 

if 	// UCI placeholder bits


else

if 	// UCI placeholder bits


else


end if
end if 
i = i + 1
end while
where x and y are tags defined in [4, TS 38.212] and where the scrambling sequence  is given by clause 5.2.1. The scrambling sequence generator shall be initialized with 


where

-	 equals the higher-layer parameter dataScramblingIdentityPUSCH if configured and the RNTI equals the C-RNTI, MCS-C-RNTI or CS-RNTI, and the transmission is not scheduled using DCI format 0_0 in a common search space,

-	 otherwise
and where [image: ] corresponds to the RNTI associated with the PUSCH transmission as described in clause 6.1 of [6, TS 38.214] and clause 8.3 of [5, TS 38.213].


[bookmark: _Toc11324510][bookmark: _Toc11324560]6.4.1.1.3	Precoding and mapping to physical resources 

The sequence  shall be mapped to the intermediate quantity  according to 
-	if transform precoding is not enabled, 


-	if transform precoding is enabled




where , , and  are given by Tables 6.4.1.1.3-1 and 6.4.1.1.3-2 and the configuration type is given by the higher-layer parameter DMRS-UplinkConfig, and both  and  correspond to .  The intermediate quantity   if either  or  does not correspond to .
The intermediate quantity  shall be precoded, multiplied with the amplitude scaling factor [image: ] in order to conform to the transmit power specified in [6, TS 38.214], and mapped to physical resources according to
	[image: ]
where 

-	the precoding matrix  is given by clause 6.3.1.5, 

-	the set of antenna ports  is given by clause 6.3.1.5, and
-	the set of antenna ports [image: ] is given by [6, TS 38.214];
and the following conditions are fulfilled:
-	the resource elements  are within the common resource blocks allocated for PUSCH transmission.

[bookmark: _Hlk497489559]The reference point for  is 
-	subcarrier 0 in common resource block 0 if transform precoding is not enabled, and
-	subcarrier 0 of the lowest-numbered resource block of the scheduled PUSCH allocation if transform precoding is enabled.


The reference point for  and the position  of the first DM-RS symbol depends on the mapping type:
-	for PUSCH mapping type A: 

-	 is defined relative to the start of the slot if frequency hopping is disabled and relative to the start of each hop in case frequency hopping is enabled

-	 is given by the higher-layer parameter dmrs-TypeA-Position
-	for PUSCH mapping type B: 

-	 is defined relative to the start of the scheduled PUSCH resources if frequency hopping is disabled and relative to the start of each hop in case frequency hopping is enabled

-	 

The position(s) of the DM-RS symbols is given by  and duration  where
-	 is the duration between the first OFDM symbol of the slot and the last OFDM symbol of the scheduled PUSCH resources in the slot for PUSCH mapping type A according to Tables 6.4.1.1.3-3 and 6.4.1.1.3-4 if intra-slot frequency hopping is not used, or 
-	 is the duration of scheduled PUSCH resources for PUSCH mapping type B according to Tables 6.4.1.1.3-3 and 6.4.1.1.3-4 if intra-slot frequency hopping is not used, or
-	 is the duration per hop according to Table 6.4.1.1.3-6 if intra-slot frequency hopping is used. 
-	if the higher-layer parameter maxLength in DMRS-UplinkConfig is not configured, the tables shall be used according to single-symbol DM-RS
-	if the higher-layer parameter maxLength in DMRS-UplinkConfig is equal to 'len2', the associated DCI or configured grant configuration determines whether single-symbol or double-symbol DM-RS shall be used
-	if the higher-layer parameter dmrs-AdditionalPosition is not set to 'pos0' and intra-slot frequency hopping is enabled according to clause 7.3.1.1.2 in [4, TS 38.212] and by higher layer, Tables 6.4.1.1.3-6 shall be used assuming dmrs-AdditionalPosition is equal to 'pos1' for each hop.
For PUSCH mapping type A, the case dmrs-AdditionalPosition equal to 'pos3' is only supported when dmrs-TypeA-Position is equal to 'pos2'. For PUSCH mapping type A,  symbols in Table 6.4.1.1.3-4 is only applicable when dmrs-TypeA-Position is equal to 'pos2'.


The time-domain index  and the supported antenna ports  are given by Table 6.4.1.1.3-5. 

Table 6.4.1.1.3-1: Parameters for PUSCH DM-RS configuration type 1.
	

	CDM group
	

	[image: ]
	[image: ]

	
	
	
	[image: ]
	[image: ]
	[image: ]
	[image: ]

	0
	0
	0
	+1
	+1
	+1
	+1

	1
	0
	0
	+1
	-1
	+1
	+1

	2
	1
	1
	+1
	+1
	+1
	+1

	3
	1
	1
	+1
	-1
	+1
	+1

	4
	0
	0
	+1
	+1
	+1
	-1

	5
	0
	0
	+1
	-1
	+1
	-1

	6
	1
	1
	+1
	+1
	+1
	-1

	7
	1
	1
	+1
	-1
	+1
	-1



Table 6.4.1.1.3-2: Parameters for PUSCH DM-RS configuration type 2.
	

	CDM group
	

	[image: ]
	[image: ]

	
	
	
	[image: ]
	[image: ]
	[image: ]
	[image: ]

	0
	0
	0
	+1
	+1
	+1
	+1

	1
	0
	0
	+1
	-1
	+1
	+1

	2
	1
	2
	+1
	+1
	+1
	+1

	3
	1
	2
	+1
	-1
	+1
	+1

	4
	2
	4
	+1
	+1
	+1
	+1

	5
	2
	4
	+1
	-1
	+1
	+1

	6
	0
	0
	+1
	+1
	+1
	-1

	7
	0
	0
	+1
	-1
	+1
	-1

	8
	1
	2
	+1
	+1
	+1
	-1

	9
	1
	2
	+1
	-1
	+1
	-1

	10
	2
	4
	+1
	+1
	+1
	-1

	11
	2
	4
	+1
	-1
	+1
	-1




Table 6.4.1.1.3-3: PUSCH DM-RS positions  within a slot for single-symbol DM-RS and intra-slot frequency hopping disabled.
	   in symbols
	
DM-RS positions 

	
	PUSCH mapping type A
	PUSCH mapping type B

	
	dmrs-AdditionalPosition
	dmrs-AdditionalPosition

	
	pos0
	pos1
	pos2
	pos3
	pos0
	pos1
	pos2
	pos3

	<4
	-
	-
	-
	-
	[image: ]
	[image: ]
	[image: ]
	[image: ]

	4
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]

	5
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ], 4
	[image: ], 4
	[image: ], 4

	6
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ], 4
	[image: ], 4
	[image: ], 4

	7
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ]
	[image: ], 4
	[image: ], 4
	[image: ], 4

	8
	[image: ]
	[image: ], 7
	[image: ], 7
	[image: ], 7
	[image: ]
	[image: ], 6
	[image: ], 3, 6
	[image: ], 3, 6

	9
	[image: ]
	[image: ], 7
	[image: ], 7
	[image: ], 7
	[image: ]
	[image: ], 6
	[image: ], 3, 6
	[image: ], 3, 6

	10
	[image: ]
	[image: ], 9
	[image: ], 6, 9
	[image: ], 6, 9
	[image: ]
	[image: ], 8
	[image: ], 4, 8
	[image: ], 3, 6, 9

	11
	[image: ]
	[image: ], 9
	[image: ], 6, 9
	[image: ], 6, 9
	[image: ]
	[image: ], 8
	[image: ], 4, 8
	[image: ], 3, 6, 9

	12
	[image: ]
	[image: ], 9
	[image: ], 6, 9
	[image: ], 5, 8, 11
	[image: ]
	[image: ], 10
	[image: ], 5, 10
	[image: ], 3, 6, 9

	13
	[image: ]
	[image: ], 11
	[image: ], 7, 11
	[image: ], 5, 8, 11
	[image: ]
	[image: ], 10
	[image: ], 5, 10
	[image: ], 3, 6, 9

	14
	[image: ]
	[image: ], 11
	[image: ], 7, 11
	[image: ], 5, 8, 11
	[image: ]
	[image: ], 10
	[image: ], 5, 10
	[image: ], 3, 6, 9




Table 6.4.1.1.3-4: PUSCH DM-RS positions  within a slot for double-symbol DM-RS and intra-slot frequency hopping disabled.
	  in symbols
	
DM-RS positions 

	
	PUSCH mapping type A
	PUSCH mapping type B

	
	dmrs-AdditionalPosition
	dmrs-AdditionalPosition

	
	pos0
	pos1
	pos2
	pos3
	pos0
	pos1
	pos2
	pos3

	<4
	-
	-
	
	
	-
	-
	
	

	4
	[image: ]
	[image: ]
	
	
	-
	-
	
	

	5
	[image: ]
	[image: ]
	
	
	[image: ]
	[image: ]
	
	

	6
	[image: ]
	[image: ]
	
	
	[image: ]
	[image: ]
	
	

	7
	[image: ]
	[image: ]
	
	
	[image: ]
	[image: ]
	
	

	8
	[image: ]
	[image: ]
	
	
	[image: ]
	[image: ], 5
	
	

	9
	[image: ]
	[image: ]
	
	
	[image: ]
	[image: ], 5
	
	

	10
	[image: ]
	
, 8
	
	
	[image: ]
	[image: ], 7
	
	

	11
	[image: ]
	
, 8
	
	
	[image: ]
	[image: ], 7
	
	

	12
	[image: ]
	
, 8
	
	
	[image: ]
	[image: ], 9
	
	

	13
	[image: ]
	
, 10
	
	
	[image: ]
	[image: ], 9
	
	

	14
	[image: ]
	
, 10
	
	
	[image: ]
	[image: ], 9
	
	




Table 6.4.1.1.3-5: PUSCH DM-RS time index .
	DM-RS duration
	

	Supported antenna ports 

	
	
	Configuration type 1
	Configuration type 2

	single-symbol DM-RS
	0
	0 – 3
	0 – 5

	double-symbol DM-RS
	0, 1
	0 – 7
	0 – 11




Table 6.4.1.1.3-6: PUSCH DM-RS positions  within a slot for single-symbol DM-RS and intra-slot frequency hopping enabled. 
	  in symbols
	DM-RS positions 

	
	PUSCH mapping type A
	PUSCH mapping type B


	
	
	
	

	
	dmrs-AdditionalPosition
	dmrs-AdditionalPosition
	dmrs-AdditionalPosition

	
	pos0
	pos1
	pos0
	pos1
	pos0
	pos1

	
	1st
hop
	2nd
hop
	1st
hop
	2nd
hop
	1st
hop
	2nd
hop
	1st
hop
	2nd
hop
	1st
hop
	2nd
hop
	1st
hop
	2nd
hop

	≤3
	-
	-
	-
	-
	-
	-
	-
	-
	0
	0
	
	0

	4
	2
	0
	2
	0
	3
	0
	3
	0
	0
	0
	
	0

	5, 6
	2
	0
	2
	0, 4
	3
	0
	3
	0, 4
	0
	0
	
	0, 4

	7
	2
	0
	2, 6
	0, 4
	3
	0
	3
	0, 4
	0
	0
	
	0, 4





[bookmark: _Toc11324516]6.4.1.2.2.1	Precoding and mapping to physical resources if transform precoding is not enabled
The UE shall transmit phase-tracking reference signals only in the resource blocks used for the PUSCH, and only if the procedure in [6, TS 38.214] indicates that phase-tracking reference signals are being used.
The PUSCH PT-RS shall be mapped to resource elements according to
	

when all the following conditions are fulfilled
-	[image: ] is within the OFDM symbols allocated for the PUSCH transmission
-	resource element [image: ] is not used for DM-RS
[bookmark: _Hlk512961480]-	 and  correspond to 

The quantities  and  are given by Tables 6.4.1.1.3-1 and 6.4.1.1.3-2, the configuration type is given by the higher-layer parameter DMRS-UplinkConfig, and the precoding matrix  is given by clause 6.3.1.5. The quantity  is an amplitude scaling factor to conform with the transmit power specified in clause 6.2.2 of [6, TS 38.214].
The set of time indices [image: ] defined relative to the start of the PUSCH allocation is defined by


1. set  and 

2. if any symbol in the interval  overlaps with a symbol used for DM-RS according to clause 6.4.1.1.3

-	set 
-	set [image: ] to the symbol index of the DM-RS symbol in case of a single-symbol DM-RS or to the symbol index of the second DM-RS symbol in case of a double-symbol DM-RS

-	repeat from step 2 as long as  is inside the PUSCH allocation

3. add  to the set of time indices for PT-RS
4. increment [image: ] by one

5. repeat from step 2 above as long as  is inside the PUSCH allocation
where [image: ] is defined in Table 6.2.3.1-1 of [6, TS 38.214].


For the purpose of PT-RS mapping, the resource blocks allocated for PUSCH transmission are numbered from 0 to  from the lowest scheduled resource block to the highest. The corresponding subcarriers in this set of resource blocks are numbered in increasing order starting from the lowest frequency from 0 to . The subcarriers to which the PT-RS shall be mapped are given by


where
-	[image: ]
-	[image: ] is given by Table 6.4.1.2.2.1-1 for the DM-RS port associated with the PT-RS port according to clause 6.2.3 in [6, TS 38.214]. If the higher-layer parameter resourceElementOffset in PTRS-UplinkConfig is not configured, the column corresponding to 'offset00' shall be used.

-	is the RNTI associated with the DCI scheduling the transmission using C-RNTI, CS-RNTI, MCS-C-RNTI, SP-CSI-RNTI, or is the CS-RNTI in case of configured grant

-	 is the number of resource blocks scheduled
-	 is given by [6, TS 38.214].
Table 6.4.1.2.2.1-1: The parameter [image: ] .
	DM-RS antenna port



	[image: ]

	
	DM-RS Configuration type 1
	DM-RS Configuration type 2

	
	resourceElementOffset
	resourceElementOffset

	
	offset00
	offset01
	offset10
	offset11
	offset00
	offset01
	offset10
	offset11

	0
	0
	2
	6
	8
	0
	1
	6
	7

	1
	2
	4
	8
	10
	1
	6
	7
	0

	2
	1
	3
	7
	9
	2
	3
	8
	9

	3
	3
	5
	9
	11
	3
	8
	9
	2

	4
	-
	-
	-
	-
	4
	5
	10
	11

	5
	-
	-
	-
	-
	5
	10
	11
	4



 

7.4.1.1.2	Mapping to physical resources
The UE shall assume the PDSCH DM-RS being mapped to physical resources according to configuration type 1 or configuration type 2 as given by the higher-layer parameter dmrs-Type.


The UE shall assume the sequence  is scaled by a factor  to conform with the transmission power specified in [6, TS 38.214] and mapped to resource elements  according to




where , , and  are given by Tables 7.4.1.1.2-1 and 7.4.1.1.2-2 and the following conditions are fulfilled:
-	the resource elements are within the common resource blocks allocated for PDSCH transmission

The reference point for  is 
-	subcarrier 0 of the lowest-numbered resource block in CORESET 0 if the corresponding PDCCH is associated with CORESET 0 and Type0-PDCCH common search space and is addressed to SI-RNTI;
-	otherwise, subcarrier 0 in common resource block 0 


The reference point for  and the position  of the first DM-RS symbol depends on the mapping type:
-	for PDSCH mapping type A: 

-	 is defined relative to the start of the slot


-	if the higher-layer parameter dmrs-TypeA-Position is equal to 'pos3' and  otherwise
-	for PDSCH mapping type B: 

-	 is defined relative to the start of the scheduled PDSCH resources

-	 

The position(s) of the DM-RS symbols is given by  and duration  where
-	for PDSCH mapping type A,  is the duration is between the first OFDM symbol of the slot and the last OFDM symbol of the scheduled PDSCH resources in the slot 
-	for PDSCH mapping type B,  is the duration is the number of OFDM symbols of the scheduled PDSCH resources
[bookmark: _Hlk500881005][bookmark: _Hlk512350165]and according to Tables 7.4.1.1.2-3 and 7.4.1.1.2-4. The case dmrs-AdditionalPosition equals to 'pos3' is only supported when dmrs-TypeA-Position is equal to 'pos2'. For PDSCH mapping type A,  and  symbols in Tables 7.4.1.1.2-3 and 7.4.1.1.2-4 respectively is only applicable when dmrs-TypeA-Position is equal to 'pos2'. For PDSCH mapping Type A single-symbol DM-RS,  except if all of the following conditions are fulfilled in which case :
[bookmark: _GoBack]-	the higher-layer parameter lte-CRS-ToMatchAround is configured and any PDSCH DM-RS symbol conincides with any symbol containing LTE cell-specific reference signals as indicated by the higher-layer parameter lte-CRS-ToMatchAround; and
-	the higher-layer parameters dmrs-AdditionalPosition is equal to 'pos1' and ; and
-	the UE has indicated it is capable of additionalDMRS-DL-Alt 
For PDSCH mapping type B

-	if the PDSCH duration  is 2, 4, or 7 OFDM symbols for normal cyclic prefix or 2, 4, 6 OFDM symbols for extended cyclic prefix, and the front-loaded DM-RS of the PDSCH allocation collides with resources reserved for a search space set associated with a CORESET,  shall be incremented such that the first DM-RS symbol occurs immediately after the CORESET and until no collision with any CORESET occurs, and
-	if the PDSCH duration  is 2 symbols, the UE is not expected to receive a DM-RS symbol beyond the second symbol,
-	if the PDSCH duration  is 4 symbols, the UE is not expected to receive a DM-RS symbol beyond the third symbol,
-	if the PDSCH duration  is 7 symbols for normal cyclic prefix or 6 symbols for extended cyclic prefix, 
-	the UE is not expected to receive the first front-loaded DM-RS beyond the fourth symbol, and
-	if one additional single-symbol DM-RS is configured, the UE only expects the additional DM-RS to be transmitted on the 5th or 6th symbol when the front-loaded DM-RS symbol is in the 1st or 2nd symbol, respectively, of the PDSCH duration, otherwise the UE should expect that the additional DM-RS is not transmitted.
-	if the PDSCH duration  is 2 or 4 OFDM symbols, only single-symbol DM-RS is supported.
The time-domain index  and the supported antenna ports  are given by Table 7.4.1.1.2-5 where 
-	single-symbol DM-RS is used if the higher-layer parameter maxLength in the DMRS-DownlinkConfig IE is not configured
-	single-symbol or double-symbol DM-RS is determined by the associated DCI if the higher-layer parameter maxLength in the DMRS-DownlinkConfig IE is equal to 'len2'.
In absence of CSI-RS configuration, and unless otherwise configured, the UE may assume PDSCH DM-RS and SS/PBCH block to be quasi co-located with respect to Doppler shift, Doppler spread, average delay, delay spread, and, when applicable, spatial Rx parameters. The UE may assume that the PDSCH DM-RS within the same CDM group are quasi co-located with respect to Doppler shift, Doppler spread, average delay, delay spread, and spatial Rx. The UE may assume that DMRS ports associated with a PDSCH are QCL with QCL Type A, Type D (when applicable) and average gain.
The UE may assume that no DM-RS collides with the SS/PBCH block.
Table 7.4.1.1.2-1: Parameters for PDSCH DM-RS configuration type 1.
	
	
CDM group 
	
	[image: ]
	[image: ]

	
	
	
	[image: ]
	[image: ]
	[image: ]
	[image: ]

	1000
	0
	0
	+1
	+1
	+1
	+1

	1001
	0
	0
	+1
	-1
	+1
	+1

	1002
	1
	1
	+1
	+1
	+1
	+1

	1003
	1
	1
	+1
	-1
	+1
	+1

	1004
	0
	0
	+1
	+1
	+1
	-1

	1005
	0
	0
	+1
	-1
	+1
	-1

	1006
	1
	1
	+1
	+1
	+1
	-1

	1007
	1
	1
	+1
	-1
	+1
	-1



Table 7.4.1.1.2-2: Parameters for PDSCH DM-RS configuration type 2.
	
	
CDM group 
	
	[image: ]
	[image: ]

	
	
	
	[image: ]
	[image: ]
	[image: ]
	[image: ]

	1000
	0
	0
	+1
	+1
	+1
	+1

	1001
	0
	0
	+1
	-1
	+1
	+1

	1002
	1
	2
	+1
	+1
	+1
	+1

	1003
	1
	2
	+1
	-1
	+1
	+1

	1004
	2
	4
	+1
	+1
	+1
	+1

	1005
	2
	4
	+1
	-1
	+1
	+1

	1006
	0
	0
	+1
	+1
	+1
	-1

	1007
	0
	0
	+1
	-1
	+1
	-1

	1008
	1
	2
	+1
	+1
	+1
	-1

	1009
	1
	2
	+1
	-1
	+1
	-1

	1010
	2
	4
	+1
	+1
	+1
	-1

	1011
	2
	4
	+1
	-1
	+1
	-1




Table 7.4.1.1.2-3: PDSCH DM-RS positions  for single-symbol DM-RS.
	 in symbols
	
DM-RS positions 

	
	PDSCH mapping type A
	PDSCH mapping type B

	
	dmrs-AdditionalPosition
	dmrs-AdditionalPosition

	
	pos0
	pos1
	pos2
	pos3
	pos0
	pos1
	pos2
	pos3

	2
	-
	-
	-
	-
	

	

	
	

	3
	

	

	

	

	-
	-
	
	

	4
	

	

	

	

	

	

	
	

	5
	

	

	

	

	-
	-
	
	

	6
	

	

	

	

	[image: ]
	[image: ]
	
	

	7
	

	

	

	

	

	[image: ]
	
	

	8
	

	
, 7
	
, 7
	
, 7
	-
	-
	
	

	9
	

	
, 7
	
, 7
	
, 7
	-
	-
	
	

	10
	

	
, 9
	
, 6, 9
	
, 6, 9
	-
	-
	
	

	11
	

	
, 9
	
, 6, 9
	
, 6, 9
	-
	-
	
	

	12
	

	
, 9
	
, 6, 9
	
, 5, 8, 11
	-
	-
	
	

	13
	

	
, 
	
, 7, 11
	
, 5, 8, 11
	-
	-
	
	

	14
	

	
, 
	
, 7, 11
	
, 5, 8, 11
	-
	-
	
	




Table 7.4.1.1.2-4: PDSCH DM-RS positions  for double-symbol DM-RS.
	 in symbols
	
DM-RS positions 

	
	PDSCH mapping type A
	PDSCH mapping type B

	
	dmrs-AdditionalPosition
	dmrs-AdditionalPosition

	
	pos0
	pos1
	pos2
	pos0
	pos1
	pos2

	<4
	
	
	
	-
	-
	

	4
	

	

	
	-
	-
	

	5
	

	

	
	-
	-
	

	6
	

	

	
	[image: ]
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	7
	

	

	
	

	

	

	8
	

	

	
	-
	-
	

	9
	

	

	
	-
	-
	

	10
	

	
, 8
	
	-
	-
	

	11
	

	
, 8
	
	-
	-
	

	12
	

	
, 8
	
	-
	-
	

	13
	

	
, 10
	
	-
	-
	

	14
	

	
, 10
	
	-
	-
	





Table 7.4.1.1.2-5: PDSCH DM-RS time index  and antenna ports .
	Single or double symbol DM-RS
	

	
Supported antenna ports 

	
	
	Configuration type 1
	Configuration type 2

	single
	0
	1000 – 1003
	1000 – 1005

	double
	0, 1
	1000 – 1007
	1000 – 1011





[bookmark: _Toc11324563]7.4.1.2.2	Mapping to physical resources
The UE shall assume phase-tracking reference signals being present only in the resource blocks used for the PDSCH, and only if the procedure in [6, TS 38.214] indicates phase-tracking reference signals being used.
If present, the UE shall assume the PDSCH PT-RS is scaled by a factor  to conform with the transmission power specified in clause 4.1 of [6, TS 38.214] and mapped to resource elements according to

[bookmark: _Hlk500883235]when all the following conditions are fulfilled

-	 is within the OFDM symbols allocated for the PDSCH transmission
-	resource element    is not used for DM-RS, non-zero-power CSI-RS (except for those configured for mobility measurements or with resourceType in corresponding CSI-ResourceConfig configured as 'aperiodic'), zero-power CSI-RS, SS/PBCH block, a detected PDCCH according to clause 5.1.4.1 of [6, TS38.214], or is declared as 'not available' by clause 5.1.4 of [6, TS 38.214]

[bookmark: _Hlk497126566]The set of time indices  defined relative to the start of the PDSCH allocation is defined by

1.	set  and 
2.	if any symbol in the interval  overlaps with a symbol used for DM-RS according to clause 7.4.1.1.2
-	set 

-	set  to the symbol index of the DM-RS symbol in case of a single-symbol DM-RS and to the symbol index of the second DM-RS symbol in case of a double-symbol DM-RS
-	repeat from step 2 as long as  is inside the PDSCH allocation
3.	add  to the set of time indices for PT-RS

4.	increment  by one
5.	repeat from step 2 above as long as  is inside the PDSCH allocation

where .


For the purpose of PT-RS mapping, the resource blocks allocated for PDSCH transmission are numbered from 0 to  from the lowest scheduled resource block to the highest. The corresponding subcarriers in this set of resource blocks are numbered in increasing order starting from the lowest frequency from 0 to . The subcarriers to which the UE shall assume the PT-RS is mapped are given by


where 
-	
-	[image: ] is given by Table 7.4.1.2.2-1 for the DM-RS port associated with the PT-RS port according to clause 5.1.6.2 3 in [6, TS 38.214]. If the higher-layer parameter resourceElementOffset in the PTRS-DownlinkConfig IE is not configured, the column corresponding to 'offset00' shall be used.

-	 is the RNTI associated with the DCI scheduling the transmission

-	 is the number of resource blocks scheduled
-	 is given by [6, TS 38.214].
Table 7.4.1.2.2-1: The parameter [image: ].
	DM-RS antenna port
[image: ]
	[image: ]

	
	DM-RS Configuration type 1
	DM-RS Configuration type 2

	
	resourceElementOffset
	resourceElementOffset

	
	offset00
	offset01
	offset10
	offset11
	offset00
	offset01
	offset10
	offset11

	1000
	0
	2
	6
	8
	0
	1
	6
	7

	1001
	2
	4
	8
	10
	1
	6
	7
	0

	1002
	1
	3
	7
	9
	2
	3
	8
	9

	1003
	3
	5
	9
	11
	3
	8
	9
	2

	1004
	-
	-
	-
	-
	4
	5
	10
	11

	1005
	-
	-
	-
	-
	5
	10
	11
	4





[bookmark: _Toc11324571][bookmark: _Toc11324573]7.4.1.5.1	General
Zero-power (ZP) and non-zero-power (NZP) CSI-RS are defined
-	for a non-zero-power CSI-RS configured by the NZP-CSI-RS-Resource IE or by the CSI-RS-Resource-Mobility field in the CSI-RS-ResourceConfigMobility IE, the sequence shall be generated according to clause 7.4.1.5.2 and mapped to resource elements according to clause 7.4.1.5.3
-	for a zero-power CSI-RS configured by the ZP-CSI-RS-Resource IE, the UE shall assume that the resource elements defined in clause 7.4.1.5.3 are not used for PDSCH transmission subject to subclause 5.1.4.2 of [6, TS 38.214]. The UE performs the same measurement/reception on channels/signals except PDSCH regardless of whether they collide with ZP CSI-RS or not. 
 

7.4.1.5.3	Mapping to physical resources

For each CSI-RS configured, the UE shall assume the sequence  being mapped to resources elements  according to 
[image: ]
when the following conditions are fulfilled:
-	the resource element  is within the resource blocks occupied by the CSI-RS resource for which the UE is configured
The reference point for  is subcarrier 0 in common resource block 0.
The value of [image: ] is given by the higher-layer parameter density in the CSI-RS-ResourceMapping IE or the CSI-RS-CellMobility IE and the number of ports  is given by the higher-layer parameter nrofPorts.
The UE is not expected to receive CSI-RS and DM-RS on the same resource elements.


[bookmark: _Hlk494285052]The UE shall assume  for a non-zero-power CSI-RS where  is selected such that the power offset specified by the higher-layer parameter powerControlOffsetSS in the NZP-CSI-RS-Resource IE, if provided, is fulfilled.



The quantities , , , and  are given by Tables 7.4.1.5.3-1 to 7.4.1.5.3-6 where each  in a given row of Table 7.4.1.5.3-1 corresponds to a CDM group of size 1 (no CDM) or size 2, 4, or 8. The CDM type is provided by the higher layer parameter cdm-Type in the CSI-RS-ResourceMapping IE. The indices  and  index resource elements within a CDM group.
The time-domain locations  and  are provided by the higher-layer parameters firstOFDMSymbolInTimeDomain and firstOFDMSymbolInTimeDomain2, respectively, in the CSI-RS-ResourceMapping IE or the CSI-RS-ResourceConfigMobility IE and defined relative to the start of a slot.
[bookmark: _Hlk498073117][bookmark: _Hlk494448553]The frequency-domain location is given by a bitmap provided by the higher-layer parameter frequencyDomainAllocation in the CSI-RS-ResourceMapping IE or the CSI-RS-ResourceConfigMobility IE with the bitmap and value of  in Table 7.4.1.5.3-1 given by

-	,  for row 1 of Table 7.4.1.5.3-1

-	,  for row 2 of Table 7.4.1.5.3-1

-	,  for row 4 of Table 7.4.1.5.3-1

-	,  for all other cases


where  is the bit number of the  bit in the bitmap set to one, repeated across every  of the resource blocks configured for CSI-RS reception by the UE. The starting position and number of the resource blocks in which the UE shall assume that CSI-RS is transmitted are given by the higher-layer parameters freqBand and density in the CSI-RS-ResourceMapping IE for the bandwidth part given by the higher-layer parameter BWP-Id in the CSI-ResourceConfig IE or given by the higher-layer parameters nrofPRBs in the CSI-RS-CellMobility IE where the the startPRB given by csi-rs-MeasurementBW is relative to common resource block 0. 

[bookmark: _Hlk500920575]The UE shall assume that a CSI-RS is transmitted using antenna ports  numbered according to

	





where  is the sequence index provided by Tables 7.4.1.5.3-2 to 7.4.1.5.3-5,  is the CDM group size, and  is the number of CSI-RS ports. The CDM group index  given in Table 7.4.1.5.3-1 corresponds to the time/frequency locations  for a given row of the table. The CDM groups are numbered in order of increasing frequency domain allocation first and then increasing time domain allocation. For a CSI-RS resource configured as periodic or semi-persistent by the higher-layer parameter resourceType or configured by the higher-layer parameter CSI-RS-CellMobility, the UE shall assume that the CSI-RS is transmitted in slots satisfying




where the periodicity  (in slots) and slot offset  are obtained from the higher-layer parameter CSI-ResourcePeriodicityAndOffset or slotConfig. The UE shall assume that CSI-RS is transmitted in a candidate slot as described in clause 11.1 of [5, TS 38.213]. 
The UE may assume that antenna ports within a CSI-RS resource are quasi- co-located with QCL Type A, Type D (when applicable), and average gain.

Table 7.4.1.5.3-1: CSI-RS locations within a slot.
	Row
	Ports[image: ]
	Density [image: ]
	cdm-Type
	[image: ]
	CDM group index [image: ]
	[image: ]
	[image: ]

	1
	1
	3
	noCDMNo CDM
	, , 
	0,0,0
	0
	0

	2
	1
	1, 0.5
	noCDMNo CDM
	,
	0
	0
	0

	3
	2
	1, 0.5
	fd-CDM2FD-CDM2
	,
	0
	0, 1
	0

	4
	4
	1
	fd-CDM2FD-CDM2
	,
	0,1
	0, 1
	0

	5
	4
	1
	fd-CDM2FD-CDM2
	,
	0,1
	0, 1
	0

	6
	8
	1
	fd-CDM2FD-CDM2
	, , , 
	0,1,2,3
	0, 1
	0

	7
	8
	1
	fd-CDM2FD-CDM2
	, ,, 
	0,1,2,3
	0, 1
	0

	8
	8
	1
	cdm4-FD2-TD2CDM4 (FD2,TD2)
	 , 
	0,1
	0, 1
	0, 1

	9
	12
	1
	fd-CDM2FD-CDM2
	, , , ,, 
	0,1,2,3,4,5
	0, 1
	0

	10
	12
	1
	cdm4-FD2-TD2CDM4 (FD2,TD2)
	, , 
	0,1,2
	0, 1
	0, 1

	11
	16
	1, 0.5
	fd-CDM2FD-CDM2
	, , , ,, , , 
	0,1,2,3,
4,5,6,7
	0, 1
	0

	12
	16
	1, 0.5
	cdm4-FD2-TD2CDM4 (FD2,TD2)
	, , , 
	0,1,2,3
	0, 1
	0, 1

	13
	24
	1, 0.5
	fd-CDM2FD-CDM2
	, , , , , ,, , , , , 
	0,1,2,3,4,5,
6,7,8,9,10,11
	0, 1
	0

	14
	24
	1, 0.5
	cdm4-FD2-TD2CDM4 (FD2,TD2)
	, , , , , 
	0,1,2,3,4,5
	0, 1
	0, 1

	15
	24
	1, 0.5
	cdm8-FD2-TD4CDM8 (FD2,TD4)
	, , 
	0,1,2
	0, 1
	0, 1, 2, 3

	16
	32
	1, 0.5
	fd-CDM2FD-CDM2
	, , , ,, , , , , , , , , , , 
	0,1,2,3,
4,5,6,7,
8,9,10,11,
12,13,14,15
	0, 1
	0

	17
	32
	1, 0.5
	cdm4-FD2-TD2CDM4 (FD2,TD2)
	, , , , , , , 
	0,1,2,3,4,5,6,7
	0, 1
	0, 1

	18
	32
	1, 0.5
	cdm8-FD2-TD4CDM8 (FD2,TD4)
	, , , 
	0,1,2,3
	0,1
	0,1, 2, 3





Table 7.4.1.5.3-2: The sequences  and  for cdm-Type equal to 'no CDM'.
	Index
	
	

	0
	1
	1





Table 7.4.1.5.3-3: The sequences  and  for cdm-Type equal to 'FD'fd-CDM2'.
	Index
	
	

	0
	

	1

	1
	

	1





Table 7.4.1.5.3-4: The sequences  and  for cdm-Type equal to 'cdm4-FD2-TD2CDM4'.
	Index
	
	

	0
	

	


	1
	

	


	2
	

	


	3
	

	






Table 7.4.1.5.3-5: The sequences  and  for cdm-Type equal to 'cdm8-FD2-TD4CDM8'.
	Index
	
	

	0
	

	


	1
	

	


	2
	

	


	3
	

	


	4
	

	


	5
	

	


	6
	

	


	7
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