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Attachments:


1. Overall Description:

RAN1 discussed sidelink RSRP and CSI signalling between UEs and agreed that higher layer signalling is used.

For the sidelink RSRP measurement signalling between UEs, RAN1 made the following agreements:
	Agreements:

· L3-filtered sidelink RSRP reporting (from RX UE to TX UE) for open-loop power control for PSCCH/PSSCH uses higher layer signaling. 

· Details (e.g., reporting layer, triggering condition, etc.) are up to RAN2.

· FFS: Other details

Agreements:

· For SL-RSRP measurement for SL open-loop power control, PSSCH DMRS is used


For the CSI signalling between UEs, RAN1 made the following agreements:

	Agreements:

· For CQI/RI reporting on PSSCH: 

· Higher layer signaling (e.g. MAC CE) is used for CQI/RI reporting

· Details up to RAN2

· SL CQI/RI measurement and derivation are based on the existing physical layer procedure for Uu 


RAN1 would like to ask to support the signalling for sidelink RSRP and CSI taking the above agreements into account.
2. Actions:

To RAN2 group
ACTION: 

RAN1 respectfully asks RAN2 to support sidelink RSRP and CSI signalling between UEs taking the above agreements into account.
3. Date of Next TSG-RAN1 Meetings:

3GPP RAN1#99
18 - 22 November 2019   
Reno, US
3GPP RAN1#100
24 - 28 February 2020
Athens, GR

