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[bookmark: _Toc415085460]7.1.7.2	Transport block size determination

<Unchanged parts are omitted>

else if the UE supports ce-pdsch-pusch-maxBandwidth with value ≥5MHz, or if the UE is configured with higher layer parameter ce-PDSCH-64QAM-Config-r15 and the MPDCCH DCI format 6-1A is mapped onto the UE specific search space and the repetition number field in the DCI indicates PDSCH repetition level 1,
-	for[image: ], the TBS is assumed to be as determined from DCI transported in the latest MPDCCH for the same transport block using [image: ]. If there is no MPDCCH for the same transport block using[image: ], and if the initial PDSCH for the same transport block is semi-persistently scheduled, the TBS shall be determined from the most recent semi-persistent scheduling assignment MPDCCH.
-	for[image: ]the UE shall first determine the TBS index ([image: ]) using[image: ]and Table 7.1.7.1-1 
-	if the UE is configured with higher layer parameter ce-pdsch-maxBandwidth-config with value 5MHz or if the UE is configured with higher layer parameter pdsch-MaxBandwidth-SC-MTCH with value 24 PRBs 
-	For CEModeA, 
-	if the UE is configured with higher layer parameter ce-PDSCH-64QAM-Config-r15 and the MPDCCH DCI format 6-1A is mapped onto the UE specific search space and the repetition number field in the DCI indicates PDSCH repetition level 1,

-	set  to the TBS determined by the procedure in Subclause 7.1.7.2.1,

-	
-	otherwise, TBS is determined by the procedure in Subclause 7.1.7.2.8 for [image: ]
-	For CEModeB, TBS is determined by the procedure in Subclause 7.1.7.2.8 for [image: ]
-	if the UE is configured with higher layer parameter ce-pdsch-maxBandwidth-config with value > 5MHz 
-	For CEModeA, 
-	if the UE is configured with higher layer parameter ce-PDSCH-64QAM-Config-r15 and the MPDCCH DCI format 6-1A is mapped onto the UE specific search space and the repetition number field in the DCI indicates PDSCH repetition level 1,

-	set  to the TBS determined by the procedure in Subclause 7.1.7.2.1,

-	
-	otherwise, TBS is determined by the procedure in Subclause 7.1.7.2.1 for [image: ] 
-	For CEModeB, TBS is determined by the procedure in Subclause 7.1.7.2.1 for [image: ]
-	otherwise, 
-	if the UE is configured with higher layer parameter ce-PDSCH-64QAM-Config-r15 and the MPDCCH DCI format 6-1A is mapped onto the UE specific search space and the repetition number field in the DCI indicates PDSCH repetition level 1,

-	set  to the TBS determined by the procedure in Subclause 7.1.7.2.1,
-	
-	otherwise
-	TBS is determined by the procedure in Subclause 7.1.7.2.1

<Unchanged parts are omitted>
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