1.1.1 Maintenance of LTE-based 5G Terrestrial Broadcast

R1-2002601
Text proposal for new numerology in TS 36.201
Huawei, HiSilicon

1.1.1.1 New numerology(ies) for PMCH for support of rooftop reception
R1-2001635
Corrections to TS 36.211 for the 0.37kHz subcarrier spacing MBSFN
ZTE

R1-2002179
Support of longer numerologies for rooftop reception
Qualcomm Incorporated

R1-2002626
UE assumptions of MBSFN-RS for new PMCH numerology for support of rooftop reception


EBU, BBC, IRT

[100b-e-LTE-TerrBcast-01] Email discussion/approval on reference signal aspects for 0.37 kHz numerology (antenna port definition; presence of RS; correction to MBSFN-RS generation) by 4/23; if necessary, followed by endorsing the corresponding TPs by 4/28 - Alberto (Qualcomm)
[100b-e-LTE-TerrBcast-02] Email discussion/approval on other aspects of new numerologies (corrections to TS 36.214; TP for 36.201; text for TBS scaling) by 4/24; if necessary, followed by endorsing the corresponding TPs by 4/29 - Alberto (Qualcomm)
1.1.1.2 Necessity and detailed enhancements to the physical channels and signals in the CAS
R1-2002180
Corrections for CAS reception
Qualcomm Incorporated
1.1.1.3 New numerology for support of mobility of up to 250km/h
1.1.1.4 Others

R1-2001636
Text proposal for new numerology in TS 36.214
ZTE

