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1.1 Rel-17 enhancements for NB-IoT and LTE-MTC 

Please refer to RP-201306 for detailed scope of the WI

1.1.1 Support of 16-QAM for unicast in UL and DL for NB-IoT
R1-2104288
Support of 16QAM for unicast in UL and DL in NB-IoT
Huawei, HiSilicon

R1-2104548
Support of 16-QAM for NB-IoT
Nokia, Nokia Shanghai Bell

R1-2104716
Discussion on UL and DL 16QAM for NB-IoT
ZTE

R1-2104819
Support of 16-QAM for NB-IoT
Qualcomm Incorporated

R1-2105374
Support 16QAM in NB-IOT Release 17
MediaTek Inc.

R1-2105622
Support 16QAM for NBIoT
Lenovo, Motorola Mobility

R1-2105889
Support of 16-QAM for unicast in UL and DL in NB-IoT
Ericsson

[105-e-LTE-Rel17_NB_IoT_eMTC-01] Email discussion on support of 16-QAM for unicast in UL and DL for NB-IoT – Yubo (Huawei)
· 1st check point: May 24
· 2nd check point: May 27
1.1.2 Support additional PDSCH scheduling delay for introduction of 14-HARQ processes in DL for eMTC
R1-2104289
Support of 14-HARQ processes in DL for HD-FDD MTC UEs
Huawei, HiSilicon

R1-2104549
Support of 14-HARQ processes in DL for eMTC
Nokia, Nokia Shanghai Bell

R1-2104717
Remaining issues on 14-HARQ processes in DL for eMTC
ZTE

R1-2104821
Support of 14 HARQ processes and scheduling delay
Qualcomm Incorporated

R1-2105890
Support of 14 HARQ processes in DL in LTE-MTC
Ericsson

[105-e-LTE-Rel17_NB_IoT_eMTC-02] Email discussion on support additional PDSCH scheduling delay for introduction of 14-HARQ processes in DL for eMTC – Gerardo (Ericsson)
· 1st check point: May 24
· 2nd check point: May 27
1.1.3 Others
Including any remaining issues in supporting a maximum DL TBS of 1736 bits as a Rel-17 optional UE capability

R1-2104718
Remaining issues on DL TBS of 1736 bits for CE mode A
ZTE

R1-2105891
On the L2 Buffer Size for NB-IoT and LTE-M UEs
Ericsson

R1-2105939
Discussion on DL PAPR for 16-QAM of NB-IoT
Huawei, HiSilicon

