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< Unchanged parts are omitted >
Table 8.3.1.1-1: 2nd-stage SCI formats
	Value of 2nd-stage SCI format field
	2nd-stage SCI format

	00
	SCI format 2-A

	01
	SCI format 2-B

	10
	ReservedSCI format 2-C

	11
	Reserved


< Unchanged parts are omitted >
8.4.1.3	SCI format 2-C
[bookmark: OLE_LINK57]SCI format 2-C is used for the decoding of PSSCH and providing inter-UE coordination information.
The following information is transmitted by means of the SCI format 2-C:
-	Resource combination(s) – x bits as defined in Clause 8.1.5A of [6, TS 38.214].	Comment by Huawei: Agreement
For Scheme 1, a resource pool level (pre-)configuration can enable one of the following alternatives:
Alt 1 (Working Assumption): MAC CE or 2nd SCI are used as the container of inter-UE coordination information transmission from UE A to UE B.
For the indication of resource set, the following is supported:
N combinations of TRIV, FRIV, resource reservation period as specified in Rel-16 TS 38.214 Section 8.1.5 with following modification. The value of resource reservation period is omitted at least when the transmission of preferred resource set is triggered by UE-B’s explicit request.
First resource location of each TRIV is separately indicated by the inter-UE coordination information
If [N <= 3], MAC CE is used and it is up to UE implementation to additionally use 2nd SCI. When 2nd SCI and MAC CE are both used, the same resource set is indicated in the 2nd SCI and the MAC CE. If [N > 3], only MAC CE is used.
FFS: UE capability details
2nd SCI is UE RX optional
Alt 2: MAC CE is used as the container of inter-UE coordination information transmission from UE A to UE B.
For the indication of resource set, the following is supported:
N combinations of TRIV, FRIV, resource reservation period as specified in Rel-16 TS 38.214 Section 8.1.5 with following modification. The value of resource reservation period is omitted at least when the transmission of preferred resource set is triggered by UE-B’s explicit request.
First resource location of each TRIV is separately indicated by the inter-UE coordination information
FFS: Whether/How to use resource reservation information as coordination information
-	First resource location(s) – x bits as defined in Clause 8.1.5A of [6, TS 38.214]. 
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