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	Reason for change:
	For non-codebook PUSCH when multipanelSchemeSFN is configured and when codepoint "00" or "01" of SRS Resource Set indicator is indicated, only one SRI is indicated. However, UE behavior when two SRIs are indicated is captured in current specification for the case when codepoint "00" or "01" of SRS Resource Set indicator is indicated. 
The current description should be aplicable only when codepoint “10”.

	
	

	Summary of change:
	For non-codebook PUSCH when multipanelSchemeSFN is configured and when codepoint "00" or "01" of SRS Resource Set indicator is indicated, remove description of UE behavior when two SRIs are indicated for the case when codepoint "00" or "01" of SRS Resource Set indicator is indicated, in order to make sure that UE does not expect to be indicated with two SRIs in this case.
The current description is applicable only when codepoint “10”.

	
	

	Consequences if not approved:
	The specification leads to misunderstanding that two SRIs can be indicated when codepoint "00" or "01" of SRS Resource Set indicator is indicated.
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	Other comments:
	Isolated impact analysis:
This CR has no isolated impact on network and UE behavior.
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 6.1.1.2	Non-Codebook based UL transmission
<Unchanged part omitted>
When multipanelSchemeSFN is configured and two SRS resource sets are configured in srs-ResourceSetToAddModList or srs-ResourceSetToAddModListDCI-0-2 with higher layer parameter usage in SRS-ResourceSet set to 'nonCodebook', two SRI(s) are given by the DCI fields of two SRS resource indicators in clause 7.3.1.1.2 and 7.3.1.1.3 of [5, TS 38.212] for DCI format 0_1 and 0_2 or given by srs-ResourceIndicator and srs-ResourceIndicator2 in configuredGrantConfig: 
-	When codepoint "10" of SRS Resource Set indicator is indicated, or when srs-ResourceIndicator2 is provided, the first SRI is used to indicate resource(s) to be associated with layer(s) {0…v-1} and the second SRI is used to indicate resource(s) to be associated with  layer(s) {0…v-1}, where  v ≤ Lmax and where Lmax is defined in clauses 7.3.1.1.2 and 7.3.1.1.3 of [5, TS 38.212]. The UE shall expect that SRS resource(s) indicated by the first SRI and SRS resource(s) indicated by the second SRI are corresponding to different PUSCH antenna ports. The UE shall expect that the number of SRS resources associated with two indicated SRIs to be the same.
-	When codepoint "00" or "01" of SRS Resource Set indicator is indicated, the second SRI is reserved, the first SRI is used to indicate resources(s) to be associated with layers {0…v-1}, where v ≤ Lmax. When two SRIs are indicated, the UE shall expect that the number of SRS antenna ports associated with two indicated SRIs to be the same. 
-	Codepoint "11" of SRS Resource Set indicator is reserved. 
<Unchanged part omitted>
