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1. Introduction

During RAN2#60, RAN WG2 agreed to apply the following principle for access control (Access Class barring) in LTE:
· Instead of indicating a 1 bit barring status per AC for ACs 0-9 as in UMTS, a single barring rate (a percentage value) that commonly applies to ACs 0-9 is broadcast in system information. The UE draws a random number when initiating connection establishment and compares with the current barring rate to determine whether it is barred or not. If the result is barred, a random backoff is applied. For ACs 10-15, the same principle as in UMTS is applied. (This is based on Alt.2 in R2-074000.)
The decision was made primarily in order to avoid frequent changes of system information. For example, if the operator wants to suppress the traffic by a certain percent due to congestion, the traditional UMTS approach would incur the barring status to be updated (rotated) periodically, so that barring is fair among all the UEs. As an update in system information invokes paging signalling to indicate the change and triggers re-reading of the system information by the UE, some companies were concerned about this inefficiency. Hence to resolve this problem, the above mechanism was agreed.

Furthermore, RAN WG2 agreed to apply the following principle:

· LTE will include 1 bit in system information to indicate whether the AC barring status applies to mobile originating calls only or to both mobile originating and terminating calls. This 1 bit indicator applies commonly to all ACs 0-15.
This is to support the PPAC concept as have been indicated in the LS RAN WG2 has received from SA WG2 [1].
2. Actions
To TSG SA WG1
ACTION:  RAN WG2 kindly requests SA WG1 to take into consideration the above RAN WG2 agreements. Moreover, SA WG1 is requested to update the relevant specifications (e.g., TS 22.011) as appropriate to reflect these agreements. If there are other requirements related to DSAC or PPAC, RAN WG2 would appreciate to be informed about them.
To TSG SA WG2 and CT WG1
ACTION:  RAN WG2 kindly requests SA WG2 to take into consideration the above agreements in RAN WG2. 

3. Date of next TSG RAN WG2 meetings

RAN WG2 #60bis

14th – 18th January, 2008
Seville, Spain
RAN WG2 #61

11th – 15th February, 2007
Sorrento, Italy
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