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1. Overall Description:

RAN2 would like to inform RAN4 of agreements made on the above work items that may be of relevance to RAN4 specifications.

RAN2 has agreed that whilst a shared E-DCH resource is allocated to a UE in CELL_FACH state, CL power control is in use (DPCCH and F-DPCH are also allocated). Due to this and the relatively short duration of shared E-DCH resource allocation, RAN2 has concluded that the current cell reselection procedure will only occur when the UE does not have a shared E-DCH resource allocated. During the discussion two companies showed some concern whether this decision would increase the interference to neighbour cells and further study was required
RAN2 has also agreed a method whereby the UE is allowed to DRX according to a preconfigured DRX cycle pattern, when it does not have any E-DCH resources allocated. The DRX activity is also only possible after a certain configurable time after the E-DCH resource is released. It was further discussed that in order to allow the UE better coordinate measurement activity and power saving, the DRX cycle would replace the usage of FACH measurement occasions (inter-frequency and inter-RAT measurements). RAN2 would appreciate feedback from RAN4 on the feasibility of such method and on the maximum time period for which DRX could be disallowed without significantly impairing the CELL_FACH mobility.
2. Actions:

To RAN4 group.

ACTION: 

1) RAN2 kindly requests RAN4 to note that in Rel-8, the current cell reselection procedure will only occur when the UE does not have an allocated shared E-DCH resource.
2) RAN2 kindly requests feedback from RAN4 on the feasibility of using a configured UE DRX cycle pattern for inter-frequency and inter-RAT measurements in CELL_FACH state, instead of FACH measurement occasions and on the maximum time period for which DRX could be disallowed.
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