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Intellectual Property Rights

IPRs essential or potentially essential to the present deliverable may have been declared to 3GPP and/or its organizational partners. The information pertaining to these essential IPRs, if any, is publicly available for 3GPP members and non-members, free of charge. This can be found in the latest version of the 3GPP Technical Report: [tbd.].
Pursuant to the 3GPP Interim IPR Policy, no investigation, including IPR searches, has been carried out by 3GPP . No guarantee can be given as to the existence of other IPRs not referenced in the [tbd.] , which are, or may be, or may become, essential to the present document.
[Editor’s note: This section needs to be reviewed. It is assumed here than  a 3GPP IPR report will be  available in the near future.] 
Foreword

This Technical Recommendation has been produced by the 3rd Generation Partnership Project, Technical Specification Group RAN.

The contents of this TR may be subject to continuing work within the 3GPP and may change following formal TSG approval. Should the TSG modify the contents of this TR, it will be re-released with an identifying change of release date and an increase in version number as follows:

Version m.t.e

where:

m
indicates [major version number]

x
the second digit is incremented for all changes of substance, i.e. technical enhancements, corrections, updates, etc.

y
the third digit is incremented when editorial only changes have been incorporated into the specification.

1. Scope

The present document shall describe [RRM] strategies supported by UTRAN specifications and typical algorithms.

2. References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

· References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

· For a specific reference, subsequent revisions do not apply.

· For a non-specific reference, the latest version applies.

· A non-specific reference to an TS shall also be taken to refer to later versions published as an EN with the same number.

[1] 3GPP Homepage: www.3GPP.org

[2] S2.01, Radio Interface Protocol Architecture

[3] S2.02, Layer 1; General requirements

[4] S2.03, UE States and Procedures in Connected Mode

[5] S2.04, Description of procedures in idle Mode

[6] S2.22, Description of RLC protocol

[7] S2.31, Description of RRC protocol

[8] S2.40, Description of principles for error handling and message description

[9] ETSI UMTS 25.XX: ”Vocabulary for the UTRAN”

3. Definitions, abbreviations and symbols

3.1 Definitions

See [9] for a definition of fundamental concepts and vocabulary.

3.2 Abbreviations

ARQ 



Automatic Repeat Request

BCCH



Broadcast Control Channel

BCH



Broadcast Channel

C- Control-

CC



Call Control

CCCH



Common Control Channel

CCH



Control Channel

CCTrCH


Coded Composite Transport Channel

CN



Core Network

CRC



Cyclic Redundancy Check

DC



Dedicated Control (SAP)

DCA



Dynamic Channel Allocation

DCCH


Dedicated Control Channel

DCH



Dedicated Channel

DL




Downlink

DRNC


Drift Radio Network Controller

DSCH



Downlink Shared Channel

DTCH



Dedicated Traffic Channel

FACH 


Forward Link Access Channel

FAUSCH


Fast Uplink Signalling Channel

FCS



Frame Check Sequence

FDD



Frequency Division Duplex

GC



General Control (SAP)

HO



Handover

ITU



International Telecommunication Union

kbps



kilo-bits per second

L1




Layer 1 (physical layer)

L2




Layer 2 (data link layer)

L3




Layer 3 (network layer)

LAC



Link Access Control

LAI



Location Area Identity

MAC



Medium Access Control

MM



Mobility Management

Nt




Notification (SAP)

OCCCH


ODMA Common Control Channel

ODCCH


ODMA Dedicated Control Channel

ODCH


ODMA Dedicated Channel

ODMA


Opportunity Driven Multiple Access

ORACH


ODMA Random Access Channel

ODTCH


ODMA Dedicated Traffic Channel

PCCH



Paging Control Channel

PCH 



Paging Channel

PDU



Protocol Data Unit

PHY



Physical layer

PhyCH


Physical Channels

RACH



Random Access Channel

RLC



Radio Link Control 

RNC



Radio Network Controller

RNS



Radio Network Subsystem

RNTI



Radio Network Temporary Identity

RRC



Radio Resource Control

SAP



Service Access Point

SCCH



Synchronization Control Channel

SCH



Synchronization Channel

SDU



Service Data Unit

SRNC



Serving Radio Network Controller

SRNS



Serving Radio Network Subsystem

TCH



Traffic Channel

TDD



Time Division Duplex

TFCI



Transport Format Combination Indicator

TFI



Transport Format Indicator

TMSI



Temporary Mobile Subscriber Identity

TPC



Transmit Power Control

U-                        User-

UE




User Equipment

UER



User Equipment with ODMA relay operation enabled 

UL




Uplink

UMTS



Universal Mobile Telecommunications System

URA



UTRAN Registration Area

UTRA



UMTS Terrestrial Radio Access

UTRAN


UMTS Terrestrial Radio Access Network
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