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1. 
2. Introduction

This contribution proposes the relationship between multiple PRACHs and Secondary CCPCHs and how they should be mapped in the System Information.

3. Multiple PRACHs and Secondary CCPCHs

If there is more than one Secondary CCPCH for FACH in a cell, which Secondary CCPCH for FACH to use should be notified to the UE since the UE cannot receive several Secondary CCPCHs for FACH simultaneously. Therefore the relationship between PRACHs and Secondary CCPCHs should be indicated in the System Information. 

4. AICH and PICH

AICH should be one to one mapping with PRACH. Also one PICH for Secondary CCPCH for PCH. Therefore the relationship between those should be indicated in the System Information.  

5. Proposal

It is proposed to modify TS25.331 as follows.

10.1.6 System Information Messages

10.1.6.1 SYSTEM INFORMATION
Information element category
Information elements
REFERENCE
TYPE
NOTE


Message Type

M


PhyCH information elements
Frequency info

O



Primary CCPCH info.

O



PRACH info

M
For each RACH


PRACH power control info

M



Secondary CCPCH info

M
For each FACH on secondary CCPCH


Secondary CCPCH info

M
For each PCH on secondary CCPCH


AICH info

M



PICH info 

M
(FFS)

Information element category
Information elements
REFERENCE
TYPE
NOTE


Message Type

M


PhyCH information elements
Frequency info

O



Primary CCPCH info.

O

For each frequency


PRACH info

M
For each PRACH



PRACH power control info

M




AICH info

M




Secondary CCPCH info (for FACH)

M




Secondary CCPCH info (for PCH)

M
For each SCCPCH for PCH



PICH info 

M



