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1 Introduction

This document presents a revised description of the ‘downlink outer loop control’ procedure, in order to align it on the agreed principles.

It is proposed to replace section 8.3.4.2 of TS 25.331, with the contents of section 2 of this document.

2 Proposed changes to TS 25.331

Changes are proposed in section 8.3.4.2.

1.1.1 Downlink outer loop control
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Figure 1.  Downlink outer loop control, normal flow

1.1.1.1 General

The downlink outer loop control procedure is used to control the downlink outer loop power control running in the UE.

1.1.1.2 Initiation

The UTRAN shall transmit the DOWNLINK OUTER LOOP CONTROL message on the donwlink DCCH using AM or UM RLC.

1.1.1.2.1 Message DOWNLINK OUTER LOOP CONTROL contents to set

To prevent the UE from increasing its DL Eb/No target value above its current value, the UTRAN shall set the “Downlink Outer Loop Control” IE to TRUE.

To remove the previous restriction on the downlink outer loop power control, the UTRAN shall set the “Downlink Outer Loop Control” IE to FALSE.

1.1.1.3 Reception of DOWNLINK OUTER LOOP CONTROL by the UE

Upon reception of the DOWNLINK OUTER LOOP CONTROL message, the UE shall read the “Downlink Outer Loop Control” IE.

1.1.1.3.1 Message DOWNLINK OUTER LOOP CONTROL contents to use

If the “Downlink Outer Loop Control” IE is set to TRUE, the UE shall prevent its DL Eb/No target value from increasing above the current value.

If the “Downlink Outer Loop Control” IE is set to FALSE, the UE shall remove the above restriction.
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