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–
MeasResultSCG-Failure
The IE MeasResultSCG-Failure is used to provide information regarding failures detected by the UE in case of EN-DC.

MeasResultSCG-Failure information element
-- ASN1START

-- TAG-MEAS-RESULT-SCG-FAILURE-START

MeasResultSCG-Failure ::= 


SEQUENCE {


measResultServFreqList




MeasResultServFreqList2NR,


measResultNeighCells





MeasResultList2NR,


...

}
MeasResultServFreqList2NR ::=


SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServFreq2NR

MeasResultServFreq2NR ::=



SEQUENCE {


ssbFrequency






ARFCN-ValueNR


OPTIONAL,


refFreqCSI-RS






ARFCN-ValueNR


OPTIONAL,

bandNR








FreqBandIndicatorNR

OPTIONAL,

measResultServingCell




MeasResultNR,


measResultBestNeighCell




MeasResultNR

OPTIONAL
}

MeasResultList2NR ::=




SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR

MeasResult2NR ::=





SEQUENCE {



ssbFrequency






ARFCN-ValueNR


OPTIONAL,


refFreqCSI-RS






ARFCN-ValueNR


OPTIONAL,

bandNR








FreqBandIndicatorNR

OPTIONAL,

measResultListNR





MeasResultListNR

}

-- TAG-MEAS-RESULT-SCG-FAILURE-STOP

-- ASN1STOP

----------------------------------------------------------------------end of change---------------------------------------------------------

