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	Reason for change:
	To let both LTE FDD and TDD to meet the IMT-2020 requirements on control plane latency cannot exceed 20 ms. In order to achieve this the processing delay for the grant received in a Random Access Reponse is reduced or further reduced as well as the Processing delay requirements for when the UE receives RRCConnectionResume. For reduced CP latency, the delay of precessing RAR  is reduced to 4ms and for further reduced CP latency, the delay precessing RAR is recuded to 3ms.

	
	

	Summary of change:
	The (further) control plane latency reduction feature is an optional feature without capability bit. The UE supporting the (further) control plane latency reduction feature shall also support User plane CIoT EPS Optimisation.

	
	

	Consequences if not approved:
	LTE does not meet the IMT-2020 requirement on control plane latency.
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-------------------------------Start of change --------------------------------------

6.7.X
Reduced control plane latency
It is optional for UE to support reduced control plane latency as specified in TS 36.331 [5]. A UE that supports this feature shall also support User plane CIoT EPS Optimisation (TS 24.301 [28]).
-------------------------------The next change --------------------------------------

6.7.Y
Further reduced control plane latency
It is optional for UE to support further reduced control plane latency as specified in TS 36.331 [5]. A UE that supports this feature shall also support User plane CIoT EPS Optimisation (TS 24.301 [28]).
-------------------------------The end --------------------------------------
