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[bookmark: _Toc503260351]-------------------------------Start of change --------------------------------------
6.3.1	System information blocks
[bookmark: _Toc510531534][bookmark: _Toc503260352]–	SystemInformationBlockType2
The IE SystemInformationBlockType2 contains radio resource configuration information that is common for all UEs.
NOTE:	UE timers and constants related to functionality for which parameters are provided in another SIB are included in the corresponding SIB.
SystemInformationBlockType2 information element
-- ASN1START

SystemInformationBlockType2 ::=		SEQUENCE {
	ac-BarringInfo						SEQUENCE {
		ac-BarringForEmergency				BOOLEAN,
		ac-BarringForMO-Signalling			AC-BarringConfig				OPTIONAL,	-- Need OP
		ac-BarringForMO-Data				AC-BarringConfig				OPTIONAL	-- Need OP
	}																		OPTIONAL,	-- Need OP
	radioResourceConfigCommon			RadioResourceConfigCommonSIB,
	ue-TimersAndConstants				UE-TimersAndConstants,
	freqInfo							SEQUENCE {
		ul-CarrierFreq						ARFCN-ValueEUTRA				OPTIONAL,	-- Need OP
		ul-Bandwidth						ENUMERATED {n6, n15, n25, n50, n75, n100}
																			OPTIONAL,	-- Need OP
		additionalSpectrumEmission			AdditionalSpectrumEmission
	},
	mbsfn-SubframeConfigList			MBSFN-SubframeConfigList			OPTIONAL,	-- Need OR
	timeAlignmentTimerCommon			TimeAlignmentTimer,
	...,
	lateNonCriticalExtension		OCTET STRING (CONTAINING SystemInformationBlockType2-v8h0-IEs)						OPTIONAL,
	[[	ssac-BarringForMMTEL-Voice-r9		AC-BarringConfig				OPTIONAL,	-- Need OP
		ssac-BarringForMMTEL-Video-r9		AC-BarringConfig				OPTIONAL	-- Need OP
	]],
	[[	ac-BarringForCSFB-r10				AC-BarringConfig			OPTIONAL	-- Need OP
	]],
	[[	ac-BarringSkipForMMTELVoice-r12		ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringSkipForMMTELVideo-r12		ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringSkipForSMS-r12			ENUMERATED {true}			OPTIONAL,	-- Need OP
		ac-BarringPerPLMN-List-r12			AC-BarringPerPLMN-List-r12	OPTIONAL	-- Need OP
	]],
	[[	voiceServiceCauseIndication-r12		ENUMERATED {true}			OPTIONAL	-- Need OP
	]],
	[[	acdc-BarringForCommon-r13			ACDC-BarringForCommon-r13		OPTIONAL,	-- Need OP
		acdc-BarringPerPLMN-List-r13		ACDC-BarringPerPLMN-List-r13	OPTIONAL	-- Need OP
	]],
	[[
		udt-RestrictingForCommon-r13		UDT-Restricting-r13				OPTIONAL,	-- Need OR
		udt-RestrictingPerPLMN-List-r13		UDT-RestrictingPerPLMN-List-r13	OPTIONAL,	-- Need OR
		cIoT-EPS-OptimisationInfo-r13		CIOT-EPS-OptimisationInfo-r13	OPTIONAL,	-- Need OP
		useFullResumeID-r13					ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	unicastFreqHoppingInd-r13			ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	mbsfn-SubframeConfigList-v1430		MBSFN-SubframeConfigList-v1430	OPTIONAL,	-- Need OP
		videoServiceCauseIndication-r14		ENUMERATED {true}				OPTIONAL	-- Need OP
	]],
	[[	plmn-InfoList-r15					PLMN-InfoList-r15				OPTIONAL	-- Need OP
	]],
	[[	reducedControlPlaneLatency-r15		ENUMERATED {true}				OPTIONAL,	-- Need OP
		furtherReducedControlPlaneLatency-r15	ENUMERATED {true}			OPTIONAL	-- Need OP
	]]
}

SystemInformationBlockType2-v8h0-IEs ::=	SEQUENCE {
	multiBandInfoList				SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission	OPTIONAL,	-- Need OR
	nonCriticalExtension			SystemInformationBlockType2-v9e0-IEs	OPTIONAL
}

SystemInformationBlockType2-v9e0-IEs ::= SEQUENCE {
	ul-CarrierFreq-v9e0					ARFCN-ValueEUTRA-v9e0		OPTIONAL,	-- Cond ul-FreqMax
	nonCriticalExtension				SystemInformationBlockType2-v9i0-IEs					OPTIONAL
}

SystemInformationBlockType2-v9i0-IEs ::= SEQUENCE {
-- Following field is only for late non-critical extensions for REL-9
	lateNonCriticalExtension			OCTET STRING						OPTIONAL,
-- Following field is only for late non-critical extensions from REL-10
	nonCriticalExtension		SystemInformationBlockType2-v10l0-IEs		OPTIONAL
}

SystemInformationBlockType2-v10l0-IEs ::= SEQUENCE {
	freqInfo-v10l0						SEQUENCE {
		additionalSpectrumEmission-v10l0			AdditionalSpectrumEmission-v10l0
	},
	multiBandInfoList-v10l0				SEQUENCE (SIZE (1..maxMultiBands)) OF AdditionalSpectrumEmission-v10l0,
	nonCriticalExtension				SEQUENCE {}					OPTIONAL
}

AC-BarringConfig ::=				SEQUENCE {
	ac-BarringFactor					ENUMERATED {
											p00, p05, p10, p15, p20, p25, p30, p40,
											p50, p60, p70, p75, p80, p85, p90, p95},
	ac-BarringTime						ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512},
	ac-BarringForSpecialAC				BIT STRING (SIZE(5))
}

MBSFN-SubframeConfigList ::=		SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig

MBSFN-SubframeConfigList-v1430 ::=		SEQUENCE (SIZE (1..maxMBSFN-Allocations)) OF MBSFN-SubframeConfig-v1430

AC-BarringPerPLMN-List-r12 ::=		SEQUENCE (SIZE (1.. maxPLMN-r11)) OF AC-BarringPerPLMN-r12

AC-BarringPerPLMN-r12 ::=			SEQUENCE {
	plmn-IdentityIndex-r12					INTEGER (1..maxPLMN-r11),
	ac-BarringInfo-r12						SEQUENCE {
		ac-BarringForEmergency-r12			BOOLEAN,
		ac-BarringForMO-Signalling-r12		AC-BarringConfig	OPTIONAL,	-- Need OP
		ac-BarringForMO-Data-r12			AC-BarringConfig	OPTIONAL	-- Need OP
	}															OPTIONAL,	-- Need OP
	ac-BarringSkipForMMTELVoice-r12		ENUMERATED {true}		OPTIONAL,	-- Need OP
	ac-BarringSkipForMMTELVideo-r12		ENUMERATED {true}		OPTIONAL,	-- Need OP
	ac-BarringSkipForSMS-r12			ENUMERATED {true}		OPTIONAL,	-- Need OP
	ac-BarringForCSFB-r12				AC-BarringConfig		OPTIONAL,	-- Need OP
	ssac-BarringForMMTEL-Voice-r12		AC-BarringConfig		OPTIONAL,	-- Need OP
	ssac-BarringForMMTEL-Video-r12		AC-BarringConfig		OPTIONAL	-- Need OP
}

ACDC-BarringForCommon-r13 ::=			SEQUENCE {
	acdc-HPLMNonly-r13					BOOLEAN,
	barringPerACDC-CategoryList-r13				BarringPerACDC-CategoryList-r13
}

ACDC-BarringPerPLMN-List-r13 ::=		SEQUENCE (SIZE (1.. maxPLMN-r11)) OF ACDC-BarringPerPLMN-r13

ACDC-BarringPerPLMN-r13 ::=			SEQUENCE {
	plmn-IdentityIndex-r13				INTEGER (1..maxPLMN-r11),
	acdc-OnlyForHPLMN-r13					BOOLEAN,
	barringPerACDC-CategoryList-r13				BarringPerACDC-CategoryList-r13
}

BarringPerACDC-CategoryList-r13 ::= SEQUENCE (SIZE (1..maxACDC-Cat-r13)) OF BarringPerACDC-Category-r13

BarringPerACDC-Category-r13 ::= SEQUENCE {
	acdc-Category-r13				INTEGER (1..maxACDC-Cat-r13),
	acdc-BarringConfig-r13			SEQUENCE {
		ac-BarringFactor-r13			ENUMERATED {
											p00, p05, p10, p15, p20, p25, p30, p40,
											p50, p60, p70, p75, p80, p85, p90, p95},
		ac-BarringTime-r13				ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512}
	}										OPTIONAL	-- Need OP
}

UDT-Restricting-r13	::= SEQUENCE {
	udt-Restricting-r13					ENUMERATED {true}			OPTIONAL, --Need OR
	udt-RestrictingTime-r13				ENUMERATED {s4, s8, s16, s32, s64, s128, s256, s512} OPTIONAL --Need OR
}

UDT-RestrictingPerPLMN-List-r13 ::=	SEQUENCE (SIZE (1..maxPLMN-r11)) OF UDT-RestrictingPerPLMN-r13

UDT-RestrictingPerPLMN-r13 ::= SEQUENCE {
	plmn-IdentityIndex-r13					INTEGER (1..maxPLMN-r11),
	udt-Restricting-r13						UDT-Restricting-r13		OPTIONAL	--Need OR
}

CIOT-EPS-OptimisationInfo-r13 ::=	SEQUENCE (SIZE (1.. maxPLMN-r11)) OF CIOT-OptimisationPLMN-r13

CIOT-OptimisationPLMN-r13::= SEQUENCE {
		up-CIoT-EPS-Optimisation-r13		ENUMERATED {true}			OPTIONAL,	-- Need OP
		cp-CIoT-EPS-Optimisation-r13		ENUMERATED {true}			OPTIONAL,	-- Need OP
		attachWithoutPDN-Connectivity-r13	ENUMERATED {true}			OPTIONAL	-- Need OP
}

PLMN-InfoList-r15 ::=				SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-Info-r15

PLMN-Info-r15 ::=			SEQUENCE {
	upperLayerIndication-r15			ENUMERATED {true}			OPTIONAL		-- Need OR
}

-- ASN1STOP

	SystemInformationBlockType2 field descriptions

	ac-BarringFactor
If the random number drawn by the UE is lower than this value, access is allowed. Otherwise the access is barred. The values are interpreted in the range [0,1): p00 = 0, p05 = 0.05, p10 = 0.10,…, p95 = 0.95. Values other than p00 can only be set if all bits of the corresponding ac-BarringForSpecialAC are set to 0.

	ac-BarringForCSFB
Access class barring for mobile originating CS fallback.

	ac-BarringForEmergency
Access class barring for AC 10.

	ac-BarringForMO-Data
Access class barring for mobile originating calls.

	ac-BarringForMO-Signalling
Access class barring for mobile originating signalling.

	ac-BarringForSpecialAC
Access class barring for AC 11-15. The first/ leftmost bit is for AC 11, the second bit is for AC 12, and so on.

	ac-BarringTime
Mean access barring time value in seconds.

	acdc-BarringConfig
Barring configuration for an ACDC category. If the field is absent, access to the cell is considered as not barred for the ACDC category in accordance with subclause 5.3.3.13.

	acdc-Category
Indicates the ACDC category as defined in TS 24.105 [72].

	acdc-OnlyForHPLMN
Indicates whether ACDC is applicable for UEs not in their HPLMN for the corresponding PLMN. TRUE indicates that ACDC is applicable only for UEs in their HPLMN for the corresponding PLMN. FALSE indicates that ACDC is applicable for both UEs in their HPLMN and UEs not in their HPLMN for the corresponding PLMN.

	additionalSpectrumEmission
The UE requirements related to IE AdditionalSpectrumEmission are defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs. NOTE 1.

	attachWithoutPDN-Connectivity
If present, the field indicates that attach without PDN connectivity as specified in TS 24.301 [35] is supported for this PLMN.

	barringPerACDC-CategoryList
A list of barring information per ACDC category according to the order defined in TS 22.011 [10]. The first entry in the list corresponds to the highest ACDC category of which applications are the least restricted in access attempts at a cell, the second entry in the list corresponds to the ACDC category of which applications are restricted more than applications of the highest ACDC category in access attempts at a cell, and so on. The last entry in the list corresponds to the lowest ACDC category of which applications are the most restricted in access attempts at a cell.

	cIoT-EPS-OptimisationInfo
A list of CIoT EPS related parameters. Value 1 indicates parameters for the PLMN listed 1st in the 1st plmn-IdentityList included in SIB1. Value 2 indicates parameters for the PLMN listed 2nd in the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the value indicates paramters for PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on. NOTE 1.

	cp-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to establish the connection with Control plane CIoT EPS Optimisation, see TS 24.301 [35].

	furtherReducedControlPlaneLatency



If present, further reduced control plane latency is enabled. If present, grants in Random Access Response are valid in subframe corresponding to timing parameter , in addition to in TS 36.213 [23, 6.1.1]. UEs supporting further reduced control plane lateny transmits msg3 according to timing.

	mbsfn-SubframeConfigList
Defines the subframes that are reserved for MBSFN in downlink.
NOTE 1. If the cell is a FeMBMS/Unicast mixed cell, EUTRAN includes mbsfn-SubframeConfigList-v1430. If a FeMBMS/Unicast mixed cell does not use sub-frames #4 or #9 as MBSFN sub-frames, mbsfn-SubframeConfigList-v1430 is still included and indicates all sub-frames as non-MBSFN sub-frames.

	multiBandInfoList
A list of AdditionalSpectrumEmission i.e. one for each additional frequency band included in multiBandInfoList in SystemInformationBlockType1, listed in the same order. If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList.

	plmn-IdentityIndex
Index of the PLMN across the plmn-IdentityList fields included in SIB1. Value 1 indicates the PLMN listed 1st in the 1st plmn-IdentityList included in SIB1. Value 2 indicates the PLMN listed 2nd in the same plmn-IdentityList, or when no more PLMN are present within the same plmn-IdentityList, then the PLMN listed 1st in the subsequent plmn-IdentityList within the same SIB1 and so on. NOTE 1.

	plmn-InfoList
If E-UTRAN includes this field, it includes the same number of entries, and listed in the same order as PLMNs across the plmn-IdentityList fields included in SIB1. I.e. the first entry corresponds to the first entry of the combined list that results from concatenating the entries included in the second to the original plmn-IdentityList field.

	reducedControlPlaneLatency



If present, reduced control plane latency is enabled. If present, grants in Random Access Response are valid in subframe corresponding to timing parameter , in addition to in TS 36.213 [23, 6.1.1]. UEs supporting reduced control plane lateny transmits msg3 according to timing.

	ssac-BarringForMMTEL-Video
Service specific access class barring for MMTEL video originating calls.

	ssac-BarringForMMTEL-Voice
Service specific access class barring for MMTEL voice originating calls.

	udt-Restricting
Value TRUE indicates that the UE should indicate to the higher layers to restrict unattended data traffic TS 22.101 [77] irrespective of the UE being in RRC_IDLE or RRC_CONNECTED. The UE shall not indicate to the higher layers if the UE has one or more Access Classes, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11]. 

	udt-RestrictingTime
If present and when the udt-Restricting changes from TRUE, the UE runs a timer for a period equal to rand * udt-RestrictingTime, where rand is a random number drawn that is uniformly distributed in the range 0 ≤ rand < 1 value in seconds. The timer stops if udt-Restricting changes to TRUE. Upon timer expiry, the UE indicates to the higher layers that the restriction is alleviated. 

	unicastFreqHoppingInd
This field indicates if the UE is allowed to indicate support of frequency hopping for unicast MPDCCH/PDSCH/PUSCH as described in TS 36.321 [6]. This field is included only in the BR version of SI message carrying SystemInformationBlockType2.

	ul-Bandwidth
Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth. NOTE 1.

	ul-CarrierFreq
For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.
For TDD: This parameter is absent and it is equal to the downlink frequency. NOTE 1.

	up-CIoT-EPS-Optimisation
This field indicates if the UE is allowed to resume the connection with User plane CIoT EPS Optimisation, see TS 24.301 [35].

	upperLayerIndication
Indication to be provided to upper layers.

	useFullResumeID
This field indicates if the UE indicates full resume ID of 40 bits in RRCConnectionResumeRequest.

	videoServiceCauseIndication
Indicates whether the UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL video calls. 

	voiceServiceCauseIndication
Indicates whether UE is requested to use the establishment cause mo-VoiceCall for mobile originating MMTEL voice calls.



	Conditional presence
	Explanation

	ul-FreqMax
	The field is mandatory present if ul-CarrierFreq (i.e. without suffix) is present and set to maxEARFCN. Otherwise the field is not present.



NOTE 1:	E-UTRAN sets this field to the same value for all instances of SI message that are broadcasted within the same cell.
[bookmark: _Toc503260808]-------------------------------The next change --------------------------------------
[bookmark: _Toc510531991]11.2	Processing delay requirements for RRC procedures
The UE performance requirements for RRC procedures are specified in the following tables, by means of a value N:
N = the number of 1ms subframes from the end of reception of the E-UTRAN -> UE message on the UE physical layer up to when the UE shall be ready for the reception of uplink grant for the UE -> E-UTRAN response message with no access delay other than the TTI-alignment (e.g. excluding delays caused by scheduling, the random access procedure or physical layer synchronisation).
NOTE:	No processing delay requirements are specified for RN-specific procedures.


Figure 11.2-1: Illustration of RRC procedure delay

Table 11.2-1: UE performance requirements for RRC procedures for UEs other than NB-IoT UEs
	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment

	RRCConnectionSetup or RRCConnectionResume
	RRCConnectionSetupComplete or RRCConnectionResumeComplete
	15 or 2
	For reception of RRCConnectionResume: value N=2 is applicable if reducedControlPlaneLatency is enabled and the UE supports reduced control plane latency, or if furtherReducedControlPlaneLatency is enabled and the UE supports further reduced control plane latency, otherwise N=15 applies.

	RRC connection release
	RRCConnectionRelease
	
	NA

	

	RRC connection re-configuration (radio resource configuration)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (measurement configuration)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection re-configuration (intra-LTE mobility)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection reconfiguration (SCell addition/release)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection reconfiguration (SCG establishment/ release, SCG cell addition/ release)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection re-configuration (NR measurement configuration)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	15
	

	RRC connection reconfiguration (NR SCG establishment/ /modification/release)
	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection re-configuration (intra-LTE mobility with NR SCG establishment/ /modification/release)

	RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	

	RRC connection re-establishment

	RRCConnectionReestablishment
	RRCConnectionReestablishmentComplete
	15
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	10
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration
	RRCConnectionReconfigurationComplete
	20
	The two DL messages are transmitted in the same TTI

	Paging
	Paging
	
	NA
	

	Inter RAT mobility

	Handover to E-UTRA
	RRCConnectionReconfiguration (sent by other RAT)
	RRCConnectionReconfigurationComplete
	NA
	The performance of this procedure is specified in [50] in case of handover from GSM and [29], [30] in case of handover from UTRA.

	Handover from E-UTRA
	MobilityFromEUTRACommand
	
	NA
	The performance of this procedure is specified in [16]

	Handover from E-UTRA to CDMA2000
	HandoverFromEUTRAPreparationRequest (CDMA2000)
	
	NA
	Used to trigger the handover preparation procedure with a CDMA2000 RAT.
The performance of this procedure is specified in [16]

	Measurement procedures

	Measurement Reporting
	
	MeasurementReport
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry
	UECapabilityInformation
	10
	

	Counter check
	CounterCheck
	CounterCheckResponse
	10
	

	Proximity indication
	
	ProximityIndication
	NA
	

	UE information
	UEInformationRequest
	UEInformationResponse
	15
	

	MBMS counting
	MBMSCountingRequest
	MBMSCountingResponse
	NA
	

	MBMS interest indication
	
	MBMSInterestIndication
	NA
	

	In-device coexistence indication
	
	InDeviceCoexIndication
	NA
	

	UE assistance information
	
	UEAssistanceInformation
	NA
	

	SCG failure information
	
	SCGFailureInformation
	NA
	

	NR SCG failure information
	
	SCGFailureInformationNR
	NA
	

	Sidelink UE information
	
	SidelinkUEInformation
	NA
	

	WLAN Connection Status Reporting
	
	WLANConnectionStatusReport
	NA
	

	Delay Budget Report
	
	DelayBudgetReport
	NA
	



Table 11.2-2: UE performance requirements for RRC procedures for NB-IoT UEs
	Procedure title:
	E-UTRAN -> UE
	UE -> E-UTRAN
	N
	Notes

	RRC Connection Control Procedures

	RRC connection establishment

	RRCConnectionSetup-NB or RRCConnectionResume-NB
	RRCConnectionSetupComplete-NB or RRCConnectionResumeComplete-NB
	45
	

	RRC connection release
	RRCConnectionRelease-NB
	
	NA

	

	RRC connection re-configuration (radio resource configuration)
	RRCConnectionReconfiguration-NB
	RRCConnectionReconfigurationComplete-NB
	45
	

	RRC connection re-establishment
	RRCConnectionReestablishment-NB
	RRCConnectionReestablishmentComplete-NB
	45
	

	Initial security activation
	SecurityModeCommand
	SecurityModeCommandComplete/SecurityModeCommandFailure
	35
	

	Initial security activation + RRC connection re-configuration (RB establishment)
	SecurityModeCommand, RRCConnectionReconfiguration-NB
	RRCConnectionReconfigurationComplete-NB
	55
	The two DL messages are transmitted in the same TTI

	Paging
	Paging-NB
	
	NA
	

	Other procedures

	UE capability transfer
	UECapabilityEnquiry-NB
	UECapabilityInformation-NB
	35
	



-------------------------------The end --------------------------------------
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