[bookmark: _GoBack]3GPP TSG-RAN WG2 #102	R2-1807249
Busan, S. Korea, 21st – 25th May, 2018	                        (Resubmission of R2-1806157)
             
Agenda Item:	10.4.1.4.6
Source:	Ericsson
Title:	On CGI reporting and TP for 38.331
Document for:	Discussion, Decision
[bookmark: _Ref462817227]Introduction
ANR is a fundamental feature, that is needed already from the initial deployment of NR. In this contribution, we identify the needed additions for the introduction of ANR in 38.331 with some open issues remaining.  This can be leveraged by the established principles of the recently added SFTD measurements in LTE RRC for EN-DC support, and the discussion to add SFTD support to NR RRC, as well as the discussion on NR ANR from an LTE perspective in LTE RRC [1]. We also provide text proposals for NR RRC.  
[bookmark: _Ref178064866][bookmark: _Ref462918989]Discussion
[bookmark: _Toc461106288]In order to make the introduction of ANR in 38.331, there is a need to add
· procedural texts
· field descriptions
· CGI report configuration
· CGI report
One aspect concerning ANR is that it is based on CGI decoding and reporting. This means that the UE may require sufficient time to complete the task. In LTE, the UE could be configured with either an autonomous gap or idle periods. The former avoids extensively long times when the UE is unavailable from a serving node perspective, but at the expense of some missed scheduling. The latter avoids missed scheduling, but the expense of an extensively long time the UE is unavailable. Another possibility is to design sufficient measurement gaps that can be adapted to the requirements of CGI retrieval. In this release of the specification, we believe that autonomous gaps are sufficient to ensure an adequate ANR function.
Proposal 1	Support autonomous gaps for CGI retrieval in this release of the specification 
[bookmark: _Hlk490234545]Proposal 2	Agree to the 38.331 text proposals in Appendix 
 Conclusion
[bookmark: _Toc485398802][bookmark: _Toc485417365]In this contribution, we have the following proposal:
[bookmark: _In-sequence_SDU_delivery]Proposal 1	Support autonomous gaps for CGI retrieval in this release of the specification 
Proposal 2	Agree to the 38.331 text proposals in Appendix 

Text Proposals for 38.331
[bookmark: _Toc510018515][bookmark: _Toc510018526][bookmark: _Hlk508638598][bookmark: _Toc510018577]5.5.2	Measurement configuration
[bookmark: _Toc510018516]5.5.2.1	General
The network applies the procedure as follows:
-	to ensure that, whenever the UE has a measConfig, it includes a measObject for each NR serving frequency.
-	to configure at most one measurement identity using a reporting configuration with the reportType set to reportCGI;
[bookmark: _Hlk497717100]Editor’s Note: FFS How the procedure is used for CGI reporting.
The UE shall:
1>	if the received measConfig includes the measObjectToRemoveList:
2>	perform the measurement object removal procedure as specified in 5.5.2.4;
1>	if the received measConfig includes the measObjectToAddModList:
2>	perform the measurement object addition/modification procedure as specified in 5.5.2.5;
1>	if the received measConfig includes the reportConfigToRemoveList:
2>	perform the reporting configuration removal procedure as specified in 5.5.2.6;
1>	if the received measConfig includes the reportConfigToAddModList:
2>	perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;
1>	if the received measConfig includes the measIdToRemoveList:
2>	perform the measurement identity removal procedure as specified in 5.5.2.2;
1>	if the received measConfig includes the measIdToAddModList:
2>	perform the measurement identity addition/modification procedure as specified in 5.5.2.3;
1>	if the received measConfig includes the measGapConfig:
2>	perform the measurement gap configuration procedure as specified in 5.5.2.9;
1>	if the received measConfig includes the s-MeasureConfig:
2>	if s-MeasureConfig is set to ssb-RSRP, set parameter ssb-RSRPof s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig;
2>	else, set parameter csi-RSRP of s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig.
[…]
5.5.3	Performing measurements
[bookmark: _Toc510018527]5.5.3.1	General
An RRC_CONNECTED UE shall derive cell measurement results by measuring one or multiple beams associated per cell as configured by the network, as described in 5.5.3.3. For all cell measurement results in RRC_CONNECTED the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. For cell measurements, the network can configure RSRP, RSRQ or SINR as trigger quantity. Reporting quantities can be the same as trigger quantity or combinations of quantities (i.e. RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR).
The network may also configure the UE to report measurement information per beam (which can either be measurement results per beam with respective beam identifier(s) or only beam identifier(s)), derived as described in 5.5.3.3a. If beam measurement information is configured to be included in measurement reports, the UE applies the layer 3 beam filtering as specified in 5.5.3.2. On the other hand, the exact layer 1 filtering of beam measurements used to derive cell measurement results is implementation dependent.
[bookmark: _Hlk497328269][bookmark: _Hlk497498310]The UE shall:
1>	whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell as follows:
2>	if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to ssb:
3>	if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:
4>	derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>	derive serving cell measurement results based on SS/PBCH block, as described in 5.5.3.3;
2>	if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to csi-rs:
3>	if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:
4>	derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
[bookmark: _Hlk497717236]3>	derive serving cell measurement results based on CSI-RS, as described in 5.5.3.3;
1>	if at least one measId included in the measIdList within VarMeasConfig contains SINR as trigger quantity and/or reporting quantity:
2>	if the associated reportConfig contains rsType set to ssb:
[bookmark: _Hlk500240205]3>	if the measId contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:
[bookmark: _Hlk500239912]4>	derive layer 3 filtered SINR per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>	derive serving cell SINR based on SS/PBCH block, as described in 5.5.3.3;
2>	if the associated reportConfig contains rsType set to csi-rs:
3>	if the measId contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:
4>	derive layer 3 filtered SINR per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
3>	derive serving cell SINR based on CSI-RS, as described in 5.5.3.3;
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the reportType for the associated reportConfig is set to reportCGI:
3>	perform the corresponding measurements on the frequency and RAT indicated in the associated measObject using autonomous gaps as necessary;
NOTE 1:	If autonomous gaps are used to perform measurements, the UE is allowed to temporarily abort communication with all serving cell(s), i.e. create autonomous gaps to perform the corresponding measurements within the limits FFS 

3>	try to acquire the global cell identity of the cells indicated by the cellsForWhichToReportCGI in the associated reportConfig by acquiring the relevant system information from the concerned cells;
3>	if an entry in the cellAccessRelatedInfoList includes the selected PLMN, acquire the relevant system information from the concerned cell;
3>	if the cells indicated by the cellslForWhichToReportCGI included in the associated reportConfig is an NR cell:
4>	try to acquire the trackingAreaCode in the concerned cell;
4>	try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;
4>	try to acquire the stand-alone or non-stand-alone indicator in the concerned cell;
4>	if cellAccessRelatedInfoList is included, use trackingAreaCode and plmn-IdentityList from the entry of cellAccessRelatedInfoList containing the selected PLMN;
3>	if the cells indicated by the cellslForWhichToReportCGI included in the associated reportConfig is an E-UTRAN cell:
4>	try to acquire the CSG identity, if the CSG identity is broadcast in the concerned cell;
4>	try to acquire the trackingAreaCode in the concerned cell;
4>	try to acquire the list of additional PLMN Identities, as included in the plmn-IdentityList, if multiple PLMN identities are broadcast in the concerned cell;
4>	try to acquire the stand-alone or non-stand-alone indicator in the concerned cell;
4>	try to acquire the EPC and/or 5GC connection of the concerned cell;
4>	if cellAccessRelatedInfoList is included, use trackingAreaCode and plmn-IdentityList from the entry of cellAccessRelatedInfoList containing the selected PLMN;
2>	if the reportType for the associated reportConfig is periodical or eventTriggered:
3>	if a measurement gap configuration is setup, or
3>	if the UE does not require measurement gaps to perform the concerned measurements:
4>	if s-MeasureConfig is not configured, or
4>	if s-MeasureConfig is set to ssb-RSRP and the NR SpCell RSRP based on SS/PBCH block, after layer 3 filtering, is lower than ssb-RSRP,or
4>	if s-MeasureConfig is set to csi-RSRP and the NR SpCell RSRP based on CSI-RS, after layer 3 filtering, is lower than csi-RSRP:
5>	if the measObject is associated to NR and the rsType is set to csi-rs:
6>	if reportQuantityRsIndexes and maxNrofRSIndexesToReport for the associated reportConfig are configured:
7>	derive layer 3 filtered beam measurements only based on CSI-RS for each measurement quantity indicated in reportQuantityRsIndexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on CSI-RS for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>	if the measObject is associated to NR and the rsType is set to ssb:
6>	if reportQuantityRsIndexes and maxNrofRSIndexesToReport for the associated reportConfig are configured:
7>	derive layer 3 beam measurements only based on SS/PBCH block for each measurement quantity indicated in reportQuantityRsIndexes, as described in 5.5.3.3a;
6>	derive cell measurement results based on SS/PBCH block for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>	if the measObject is associated to E-UTRA:
6>	perform the corresponding measurements associated to neighbouring cells on the frequencies indicated in the concerned measObject;
2>	perform the evaluation of reporting criteria as specified in 5.5.4.
[…]
[bookmark: _Toc510018531]5.5.4	Measurement report triggering
[bookmark: _Toc510018532]5.5.4.1	General
[bookmark: _Hlk498694844][bookmark: _Hlk498694821]If security has been activated successfully, the UE shall:
1>	for each measId included in the measIdList within VarMeasConfig:
2>	if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;
3>	if the corresponding measObject concerns NR;
4>	if the eventA1 or eventA2 is configured in the corresponding reportConfig:
5>	consider only the serving cell to be applicable;
4>	else:
5>	for events involving a serving cell on one frequency and neighbours on another frequency, consider any serving cell on the other frequency to be a neighbouring cell as well;
5>	if useWhiteCellList is set to TRUE:
6>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>	else:
6>	consider any neighbouring cell detected on the associated frequency to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
3>	include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;
3>	initiate the measurement reporting procedure, as specified in 5.5.5;
2>	if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:
3>	remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId; 
3>	if reportOnLeave is set to TRUE for the corresponding reporting configuration:
4>	initiate the measurement reporting procedure, as specified in 5.5.5;
3>	if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:
4>	remove the measurement reporting entry within the VarMeasReportList for this measId;
4>	stop the periodical reporting timer for this measId, if running;
[bookmark: _Hlk500255361]2>	if reportType is set to periodical and if a (first) measurement result is available:
3>	include a measurement reporting entry within the VarMeasReportList for this measId;
3>	set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;
4>	if the reportAmount exceeds 1:
5>	initiate the measurement reporting procedure,as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell;
4>	else (i.e. the reportAmount is equal to 1):
5>	initiate the measurement reportingprocedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCelland for the strongest cell among the applicable cells;
2>	upon expiry of the periodical reporting timer for this measId:
3>	initiate the measurement reporting procedure, as specified in 5.5.5.
2>	else if the reportType or the corresponding reportConfig is set to reportCGI:
3>	consider any neighbouring cell detected on the associated frequency which has a physical cell identity matching the value of the cellsForWhichToReportCGI included in the corresponding reportConfig within the VarMeasConfig to be applicable;

[…]
[bookmark: _Toc510018539]5.5.5	Measurement reporting
[bookmark: _Toc510018540]5.5.5.1	General


Figure 5.5.5.1-1: Measurement reporting
The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful security activation.
For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:
1>	set the measId to the measurement identity that triggered the measurement reporting;
1>	set the measResultServingCell within measResultServingFreqList to include RSRP, RSRQ and the available SINR for each configured serving cell derived based on the rsType indicated in the associated reportConfig;
1>	set the measResultServingCell within measResultServingFreqList to include for each NR serving cell that is configured, if any, the servFreqId;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:
2>	for each configured serving cell, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:
2>for each serving frequency for which measObjectId is referenced in the measIdList, other than the frequency corresponding with the measId that triggered the measurement reporting:
3>	set the measResultBestNeighCell within measResultServingFreqList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell on the concerned serving frequency with the highest measured RSRP if RSRP measurement results are available for cells on this frequency, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells on this frequency, otherwise with the highest measured SINR;
3>	if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:
4>	for each best non-serving cell included in the measurement report:
5>include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>	if there is at least one applicable neighbouring cell to report:
2>	set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:
3>	if the reportType is set to eventTriggered:
4>	include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
3>	else:
4>	include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;
4>	if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
3>	for each cell that is included in the measResultNeighCells, include the physCellId;
3>	if the reportType is set to eventTriggered:
4>	for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:
5>	if the measObject associated with this measId concerns NR:
6>	if rsType in the associated reportConfig is set to ssb:
7> set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:
8>	if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
6>	else if rsType in the associated reportConfig is set to csi-rs:
7> set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:
8> if reportQuantityRsIndexes and maxNrofRSIndexesToReport are, include beam measurement information as described in 5.5.5.2;
1>	increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;
1>	stop the periodical reporting timer, if running;
1>	if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:
2>	start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>	else:
2>	if the reportType is set to periodical:
3>	remove the entry within the VarMeasReportList for this measId;
3>	remove this measId from the measIdList within VarMeasConfig;
1> if the UE is configured with EN-DC:
2>	if SRB3 is configured:
3> submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
2>else:
3> submit the MeasurementReport message via the EUTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>	else:
2>submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.

[…]
[bookmark: _Toc510018726]6.3.4	Other information elements
[…]
[bookmark: _Toc510531634]–	CellIdentityNR
The IE CellIdentityNR is used to unambiguously identify an NR cell within a PLMN.
CellIdentityNR information element
-- ASN1START
-- TAG-CI-NR-START

CellIdentityNR ::=					BIT STRING (SIZE (28))

-- TAG-CI-NR-STOP
-- ASN1STOP

[…]
[bookmark: _Toc510531641]–	CellGlobalIdNR
The IE CellGlobalIdNR specifies the NR Cell Global Identifier (NR-CGI), the globally unique identity of a cell in NR.
CellGlobalIdNR information element
-- ASN1START
-- TAG-CGI-NR-START

CellGlobalIdNR ::=					SEQUENCE {
	plmn-Identity							PLMN-Identity,
	cellIdentity							CellIdentity
}


-- TAG-CGI-NR-STOP
-- ASN1STOP


[…]
6.3.2	Radio resource control information elements
[…]
[bookmark: _Toc510018627]–	MeasResults
The IE MeasResults covers measured results for intra-frequency, inter-frequency, and inter-RAT mobility.
MeasResults information element
-- ASN1START
-- TAG-MEAS-RESULTS-START

MeasResults ::=								SEQUENCE {
	measId										MeasId,
	measResultServingFreqList					MeasResultServFreqList,
	measResultNeighCells						CHOICE {
		measResultListNR							MeasResultListNR,
		...
	}																														OPTIONAL,
	...
}

MeasResultServFreqList ::=					SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServFreq

MeasResultServFreq ::=						SEQUENCE {
	servFreqId									ServCellIndex,																
	measResultServingCell						MeasResultNR,
	measResultBestNeighCell						MeasResultNR,
	...															
}

MeasResultListNR ::=						SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultNR

MeasResultNR ::=							SEQUENCE {
	physCellId									PhysCellId																	OPTIONAL,
	--FFS: Details of cgi info 
	cgi-Info							SEQUENCE {
		cellGlobalId						CellGlobalIdNR,
		trackingAreaCode					TrackingAreaCode,
		plmn-IdentityList					PLMN-IdentityList2				OPTIONAL
		accessSupport						ENUMERATE {sa, nsa},
		coreType							ENUMERATE {epc, ngc, both},
	}															OPTIONAL,
	cgi-Info									ENUMERATED {ffsTypeAndValue}												OPTIONAL,
	measResult									SEQUENCE {
		cellResults									SEQUENCE{
			resultsSSB-Cell								MeasQuantityResults													OPTIONAL,
			resultsCSI-RS-Cell							MeasQuantityResults													OPTIONAL
		},
		rsIndexResults								SEQUENCE{
			resultsSSB-Indexes							ResultsPerSSB-IndexList												OPTIONAL, 
			resultsCSI-RS-Indexes						ResultsPerCSI-RS-IndexList											OPTIONAL
		}																													OPTIONAL
	},
	...
}


MeasQuantityResults ::= 		SEQUENCE {
	rsrp							RSRP-Range													OPTIONAL,
	rsrq							RSRQ-Range													OPTIONAL,
	sinr							SINR-Range													OPTIONAL
}

ResultsPerSSB-IndexList::= 				SEQUENCE (SIZE (1..maxNrofSSBs)) OF ResultsPerSSB-Index

ResultsPerSSB-Index ::= 					SEQUENCE {
	ssb-Index									SSB-Index,
	ssb-Results									MeasQuantityResults							OPTIONAL
}

ResultsPerCSI-RS-IndexList::= 				SEQUENCE (SIZE (1..maxNrofCSI-RS)) OF ResultsPerCSI-RS-Index

ResultsPerCSI-RS-Index ::= 					SEQUENCE {
	csi-RS-Index								CSI-RS-Index,
	csi-RS-Results								MeasQuantityResults							OPTIONAL
}

-- TAG-MEAS-RESULTS-STOP
-- ASN1STOP
[bookmark: _Hlk497717815]Editor’s Note: FFS locationInfo.

	MeasResults field descriptions

	csi-rs-Index
CSI-RS resource index associated to the measurement information to be reported.

	measId
Identifies the measurement identity for which the reporting is being performed.

	measResult
Measured results of an NR cell.

	measResultListNR
List of measured results for the maximum number of reported best cells for an NR measurement identity.

	measResultServingFreqList 
Measured results of the serving frequencies including measurement results of SpCell, configured SCell(s) and best neighbouring cell on each serving frequency.

	resultsCSI-RS-Indexes
List of measurement information per CSI-RS resource index of an NR cell.

	resultsSSB-Indexes
List of measurement information per SS/PBCH index of an NR cell.

	resultsCSI-RS-Cell
Cell level measurement results (e.g. RSRP, RSRQ, SINR) to be reported derived from CSI-RS measurements.

	resultsSSB-Cell
Cell level measurement results (e.g. RSRP, RSRQ, SINR) to be reported derived on SS/PBCH block measurements.

	rsrp
Measured SS-RSRP or CSI-RSRP resultsas defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	rsrq
Measured SS-RSRQ or CSI-RSRQ results as defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	sinr
Measured SS-SINR or CSI-SINR results as defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	ssb-Index
SS/PBCH block index associated to the measurement information to be reported.



[…]
[bookmark: _Toc510018672]–	ReportConfigNR
The IE ReportConfigNR specifies criteria for triggering of an NR measurement reporting event. Measurement reporting events are based on cell measurement results, which can either be derived based on SS/PBCH block or CSI-RS. These events are labelled AN with N equal to 1, 2 and so on.
Event A1:	Serving becomes better than absolute threshold;
Event A2:	Serving becomes worse than absolute threshold;
Event A3:	Neighbour becomes amount of offset better than PCell/PSCell;
Event A4:	Neighbour becomes better than absolute threshold;
Event A5:	PCell/PSCell becomes worse than absolute threshold1 AND Neighbour becomes better than another absolute threshold2.
Event A6:	Neighbour becomes amount of offset better than SCell.
ReportConfigNR information element
-- ASN1START
-- TAG-REPORT-CONFIG-START

ReportConfigNR ::=							SEQUENCE {
	reportType									CHOICE {
		periodical									PeriodicalReportConfig, 
		eventTriggered								EventTriggerConfig,
-- reportCGI is to be completed before the end of Rel-15.
		reportCGI									CGI-configENUMERATED {ffsTypeAndValue},
		...
	}
}

-- FFS / TODO: Consider separating trgger configuration (trigger, periodic, ...) from report configuration.
-- Current structure allows easier definiton of new events and new report types e.g. CGI, etc.
EventTriggerConfig::=						SEQUENCE {
	eventId										CHOICE {
		eventA1										SEQUENCE {
			a1-Threshold								MeasTriggerQuantity,
			reportOnLeave								BOOLEAN,
			hysteresis									Hysteresis,
			timeToTrigger								TimeToTrigger
		},
		eventA2										SEQUENCE {
			a2-Threshold								MeasTriggerQuantity,
			reportOnLeave								BOOLEAN,
			hysteresis									Hysteresis,
			timeToTrigger								TimeToTrigger
		},
		eventA3										SEQUENCE {
			a3-Offset									MeasTriggerQuantityOffset,
			reportOnLeave								BOOLEAN,
			hysteresis									Hysteresis,
			timeToTrigger								TimeToTrigger,
			useWhiteCellList							BOOLEAN														
		},
		eventA4										SEQUENCE {
			a4-Threshold								MeasTriggerQuantity,
			reportOnLeave								BOOLEAN,
			hysteresis									Hysteresis,
			timeToTrigger								TimeToTrigger,
			useWhiteCellList							BOOLEAN														
		},
		eventA5										SEQUENCE {
			a5-Threshold1								MeasTriggerQuantity,
			a5-Threshold2								MeasTriggerQuantity,
			reportOnLeave								BOOLEAN,
			hysteresis									Hysteresis,
			timeToTrigger								TimeToTrigger,
			useWhiteCellList							BOOLEAN														
		},
		eventA6										SEQUENCE {
			a6-Offset									MeasTriggerQuantityOffset,
			reportOnLeave								BOOLEAN,
			hysteresis									Hysteresis,
			timeToTrigger								TimeToTrigger,
			useWhiteCellList							BOOLEAN														
		},
[bookmark: _Hlk505607220]		...
	},

	rsType										NR-RS-Type,

	-- Common reporting config (at least to periodical and eventTriggered)
	reportInterval								ReportInterval,
	reportAmount								ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

	-- Cell reporting configuration
	reportQuantityCell							MeasReportQuantity,
	maxReportCells								INTEGER (1..maxCellReport),

	-- RS index reporting configuration
[bookmark: _Hlk504400247]	reportQuantityRsIndexes						MeasReportQuantity													OPTIONAL,	-- Need M
	maxNrofRSIndexesToReport					INTEGER (1..maxNrofIndexesToReport) 								OPTIONAL,	-- Need M
	includeBeamMeasurements						BOOLEAN,
	-- If configured the UE includes the best neighbour cells per serving frequency
	reportAddNeighMeas							ENUMERATED {setup}									OPTIONAL,		-- Need R
	...

}

PeriodicalReportConfig ::=					SEQUENCE {
	rsType										NR-RS-Type,

	-- Common reporting config (at least to periodical and eventTriggered)
	reportInterval								ReportInterval,
	reportAmount								ENUMERATED {r1, r2, r4, r8, r16, r32, r64, infinity},

	-- Cell reporting configuration
	reportQuantityCell							MeasReportQuantity,
	maxReportCells								INTEGER (1..maxCellReport),

	-- RS index reporting configuration
	reportQuantityRsIndexes						MeasReportQuantity													OPTIONAL,	-- Need R
	maxNrofRsIndexesToReport					INTEGER (1..maxNrofIndexesToReport) 									OPTIONAL,	-- Need R
	includeBeamMeasurements						BOOLEAN,
	useWhiteCellList							BOOLEAN,
	...

}

NR-RS-Type ::= ENUMERATED {ssb, csi-rs}

MeasTriggerQuantity ::=						CHOICE {
	rsrp										RSRP-Range,
	rsrq										RSRQ-Range,
	sinr										SINR-Range
}

MeasTriggerQuantityOffset ::=				CHOICE {
	rsrp										INTEGER (-30..30),														
	rsrq										INTEGER (-30..30),														
	sinr										INTEGER (-30..30)														
}

			
MeasReportQuantity ::=						SEQUENCE {
	rsrp										BOOLEAN,
	rsrq										BOOLEAN,
	sinr										BOOLEAN
}

CGI-Config::=								SEQUENCE {
	cellsForWhichToReportCGI				CellList-CGI,			-- Need ON
	...
}

CellList-CGI ::=			SEQUENCE (SIZE (1..maxCellCGI)) OF PhysCellId


-- TAG-REPORT-CONFIG-START
-- ASN1STOP

	ReportConfigNR field descriptions

	a3-Offset/a6-Offset
Offset value(s) to be used in NR measurement report triggering condition for event a3/a6.The actual value is field value * 0.5 dB.

	aN-ThresholdM
Threshold value associated to the selected trigger quantity (e.g. RSRP, RSRQ, SINR) per RS Type (e.g. SS/PBCH block, CSI-RS) to be used in NR measurement report triggering condition for event number aN. If multiple thresholds are defined for event number aN, the thresholds are differentiated by M. The network configures aN-Threshold1 only for events A1, A2, A4, A5 and a5-Threshold2 only for event A5.

	cellsForWhichToReportCGI
List of cells for which CGI is to be reported.

	eventId
Choice of NR event triggered reporting criteria.

	maxReportCells
Max number of non-serving cells to include in the measurement report.

	maxNrofRsIndexesToReport
Max number of measurement information per RS index to include in the measurement report for A1-A6 events.

	reportAmount
Number of measurement reports applicable for eventTriggered as well as for periodical report types

	reportOnLeave
Indicates whether or not the UE shall initiate the measurement reporting procedure when the leaving condition is met for a cell in cellsTriggeredList, as specified in 5.5.4.1.

	reportQuantityCell
The cell measurement quantities to be included in the measurement report.

	reportQuantityRsIndexes
Indicates which measurement information per RS index the UE shall include in the measurement report.

	reportAddNeighMeas
Indicates that the UE shall includes the best neighbour cells per serving frequency.

	timeToTrigger
Time during which specific criteria for the event needs to be met in order to trigger a measurement report.

	useWhiteCellList
Indicates whether only the cells included in the white-list of the associated measObject are applicable as specified in 5.5.4.1.
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