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Text Omitted…
–
MeasObjectNR

The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements or CSI-RS intra/inter-frequency measurements.

MeasObjectNR information element

-- ASN1START

-- TAG-MEAS-OBJECT-NR-START

MeasObjectNR ::=




SEQUENCE {


ssbFrequency





ARFCN-ValueNR














OPTIONAL,


refFreqCSI-RS





ARFCN-ValueNR














OPTIONAL,
-- Cond AssociatedSSB

referenceSignalConfig



ReferenceSignalConfig,















absThreshSS-BlocksConsolidation

ThresholdNR















OPTIONAL,
-- Need R


absThreshCSI-RS-Consolidation

ThresholdNR















OPTIONAL,
-- Need R


nrofSS-BlocksToAverage



INTEGER (2..maxNrofSS-BlocksToAverage)








OPTIONAL,
-- Need R


nrofCSI-RS-ResourcesToAverage

INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)






OPTIONAL,
-- Need R


quantityConfigIndex




INTEGER (1..maxNrofQuantityConfig),


offsetFreq






Q-OffsetRangeList,


cellsToRemoveList




PCI-List















OPTIONAL,
-- Need N


cellsToAddModList




CellsToAddModList













OPTIONAL,
-- Need N


blackCellsToRemoveList



PCI-RangeIndexList













OPTIONAL,
-- Need N


blackCellsToAddModList



SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement


OPTIONAL,
-- Need N


whiteCellsToRemoveList



PCI-RangeIndexList













OPTIONAL,
-- Need N


whiteCellsToAddModList



SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement

OPTIONAL,
-- Need N


...

}

ReferenceSignalConfig::=     

SEQUENCE {


ssb-ConfigMobility




SSB-ConfigMobility













OPTIONAL,
-- Need M


csi-rs-ResourceConfigMobility

SetupRelease { CSI-RS-ResourceConfigMobility } 






OPTIONAL
-- Need M



}

-- A measurement timing configuration

SSB-ConfigMobility::= 



SEQUENCE {


subcarrierSpacing                    SubcarrierSpacing,


ssb-ToMeasure






SetupRelease { SSB-ToMeasure }









OPTIONAL,
-- Need M


useServingSSB-IndexForSync



BOOLEAN,


smtc1








SSB-MTC,


smtc2 








SEQUENCE {



pci-List







SEQUENCE (SIZE (1..maxNrofPCIsPerSMTC)) OF PhysCellId

OPTIONAL,
-- Need M



periodicity







ENUMERATED {sf5, sf10, sf20, sf40, sf80, spare3, spare2, spare1}


}

























OPTIONAL,-- Cond IntraFreqConnected


ss-RSSI-Measurement






SEQUENCE {



measurementSlots






BIT STRING (SIZE(1..40)),



endSymbol








INTEGER(0..3)


}

























OPTIONAL





}

CSI-RS-ResourceConfigMobility ::= 
SEQUENCE {


isServingCellMO




BOOLEAN,


subcarrierSpacing




SubcarrierSpacing,


csi-RS-CellList-Mobility 


SEQUENCE (SIZE (1..maxNrofCSI-RS-CellsRRM))
OF CSI-RS-CellMobility

}

CSI-RS-CellMobility ::=



SEQUENCE {


cellId







PhysCellId,


csi-rs-MeasurementBW



SEQUENCE {



nrofPRBs






ENUMERATED { size24, size48, size96, size192, size264},



startPRB






INTEGER(0..2169)

},

density







ENUMERATED {d1,d3}











OPTIONAL,


csi-rs-ResourceList-Mobility 

SEQUENCE (SIZE (1..maxNrofCSI-RS-ResourcesRRM))
OF CSI-RS-Resource-Mobility
}

CSI-RS-Resource-Mobility ::=

SEQUENCE {


csi-RS-Index





CSI-RS-Index,


slotConfig






CHOICE {


ms4








INTEGER (0..31),



ms5








INTEGER (0..39),


ms10







INTEGER (0..79),



ms20







INTEGER (0..159),



ms40







INTEGER (0..319)


},


associatedSSB





SEQUENCE {



ssb-Index






SSB-Index,



isQuasiColocated




BOOLEAN

}

























OPTIONAL, 

frequencyDomainAllocation


CHOICE {



row1







BIT STRING (SIZE (4)),



row2







BIT STRING (SIZE (12))


},


firstOFDMSymbolInTimeDomain


INTEGER (0..13),



sequenceGenerationConfig


INTEGER (0..1023),


...

}

CSI-RS-Index ::= 




INTEGER (0..maxNrofCSI-RS-ResourcesRRM-1)

Q-OffsetRangeList ::=



SEQUENCE {


rsrpOffsetSSB





Q-OffsetRange



DEFAULT dB0,


rsrqOffsetSSB





Q-OffsetRange



DEFAULT dB0,


sinrOffsetSSB





Q-OffsetRange



DEFAULT dB0,


rsrpOffsetCSI-RS




Q-OffsetRange



DEFAULT dB0,


rsrqOffsetCSI-RS




Q-OffsetRange



DEFAULT dB0,


sinrOffsetCSI-RS




Q-OffsetRange



DEFAULT dB0

}

SSB-ToMeasure ::=




CHOICE {


shortBitmap






BIT STRING (SIZE (4)),


mediumBitmap





BIT STRING (SIZE (8)),


longBitmap






BIT STRING (SIZE (64))

}

SSB-MTC
::=







SEQUENCE {


-- Periodicity and offset of the measurement window in which to receive SS/PBCH blocks. 


-- Periodicity and offset are given in number of subframes.


-- FFS_FIXME: This does not match the L1 parameter table! They seem to intend an index to a hidden table in L1 specs. 


-- (see 38.213, section REF):


periodicityAndOffset




CHOICE {



sf5








INTEGER (0..4),



sf10








INTEGER (0..9),



sf20








INTEGER (0..19),



sf40








INTEGER (0..39),



sf80








INTEGER (0..79),



sf160







INTEGER (0..159)


},


-- Duration of the measurement window in which to receive SS/PBCH blocks. It is given in number of subframes 


-- (see 38.213, section 4.1)


duration







ENUMERATED { sf1, sf2, sf3, sf4, sf5 }

}

ThresholdNR ::=





SEQUENCE{


thresholdRSRP





RSRP-Range




OPTIONAL,


thresholdRSRQ





RSRQ-Range




OPTIONAL,


thresholdSINR





SINR-Range




OPTIONAL
}
CellsToAddModList ::=



SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellsToAddMod

CellsToAddMod ::=




SEQUENCE {


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRangeList

}

-- TAG-MEAS-OBJECT-NR-STOP

-- ASN1STOP

Text Omitted…
	SSB-ConfigMobility field descriptions

	endSymbol

Within a slot that is configured for RSSI measurements (see measurementSlots) the UE measures the RSSI from symbol 0 to symbol endSymbol. This field identifies the entry in Table 5.1.3-1 in TS 38.215 which determines the actual end symbol.

	measurementSlots

Indicates the slots in which the UE can perform RSSI measurements. The length of the BIT STRING is equal to the number of slots in the configured SMTC window (determined by the duration and by the subcarrierSpacing). The first (left-most / most significant) bit in the bitmap corresponds to the first slot in the SMTC window, the second bit in the bitmap corresponds to the second slot in the SMTC window, and so on. The UE measures in slots for which the corresponding bit in the bitmap is set to 1.

	pci-List
PCIs that are known to follow this SMTC.

	smtc1
Primary measurement timing configuration. Applicable for intra- and inter-frequency measurements.

	smtc2
Secondary measurement timing confguration for SS corresponding to this MeasObjectNR with PCI listed in  pci-List. For these SS, the periodicity is indicated by periodicity in smtc2 and the timing offset is equal to the offset indicated in periodicityAndOffset modulo periodicity. periodicity in smtc2 can only be set to a value stricty shorter than the periodicity indicated by periodicityAndOffset in smtc1 (e.g. if periodicityAndOffset indicates sf10, periodicity can only be set of sf5, if periodicityAndOffset indicates sf5, smtc2 cannot be configured).

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration. Corresponds to L1 parameter 'SSB-measured' (see FFS_Spec, section FFS_Section) When the field is absent the UE measures on all SS-blocks FFS_CHECK: Is this IE placed correctly.

	subcarrierSpacing
Only the values 15 or 30  (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	useServingSSB-IndexForSync
Indicates whether the UE can utilize serving cell SSB index timing to derive the index of SS block transmitted by neighbour cell:


Text Omitted…
	Conditional presence
	Explanation

	AssociatedSSB
	 This field mandatory present when associatedSSB is present, otherwise it is optional.


	*********End of change**********


