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5.3.5.8
Reconfiguration failure

5.3.5.8.1
Integrity check failure

Editor’s Note: Removed "SIB3" from heading so that this sub-section can easily be expanded to stand-alone case (if considered necessary). FFS_Standalone

The UE shall:

1>
upon integrity check failure indication from NR lower layers for SRB3:

2>
initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SRB3 integrity check failure.
      1>
upon integrity check failure indication from lower layers concerning SRB1 or SRB2; 
            2> initiate the connection re-establishment procedure as specified in 5.3.7.
5.3.5.8.2
Inability to comply with RRCReconfiguration

The UE shall:

1>
if the UE is operating in EN-DC:
2>
if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over SRB3;

3>
continue using the configuration used prior to the reception of RRCReconfiguration message;

3>
initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration error, upon which the connection reconfiguration procedure ends;

2>
else, if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message received over MCG SRB1;

3> continue using the configuration used prior to the reception of RRCReconfiguration message;

3>
initiate the connection re-establishment procedure as specified in TS 36.331 [10, 5.3.7], upon which the connection reconfiguration procedure ends.
1>
else:
2>
if the UE is unable to comply with (part of) the configuration included in the RRCReconfiguration message:

3>
continue using the configuration used prior to the reception of RRCReconfiguration message;

3>
if security has not been activated:

4>
perform the actions upon going to RRC_IDLE as specified in 5.3.12, with release cause ‘other’;

3>
else:

4>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the connection reconfiguration procedure ends;
NOTE 1:
The UE may apply above failure handling also in case the RRCReconfiguration message causes a protocol error for which the generic error handling as defined in 10 specifies that the UE shall ignore the message.

NOTE 2:
If the UE is unable to comply with part of the configuration, it does not apply any part of the configuration, i.e. there is no partial success/failure.
5.3.5.8.3
T304 expiry (Reconfiguration with sync Failure)

The UE shall:

1>
if T304 of a secondary cell group expires:

2>  release rach-ConfigDedicated;

2>
initiate the SCG failure information procedure as specified in subclause 5.7.3 to report SCG reconfiguration with sync failure.
1>
if T304 of the master cell group expires:

2>
revert back to the configuration used in the source PCell, excluding the configuration configured by the physicalConfigDedicated, the mac-MainConfig and the sps-Config;

2>
initiate the connection re-establishment procedure as specified in 5.3.7, upon which the RRC connection reconfiguration procedure ends.

