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<Start of modified section>
4.3.4
Physical layer parameters
<Omitted>
4.3.4.x
ce-PDSCH-FlexibleStartPRB-CEmodeA-r15
This field indicates whether the UE supports flexible starting PRB for PDSCH resource allocation in RRC_CONNECTED in CE mode A as defined in TS 36.212 [22] and TS36.213 [23]. A UE indicating support of ce-PDSCH-FlexibleStartPRB-CEmodeA-r15 shall also indicate support of ce-ModeA-r13.
4.3.4.y
ce-PDSCH-FlexibleStartPRB-CEmodeB-r15
This field indicates whether the UE supports flexible starting PRB for PDSCH resource allocation in RRC_CONNECTED in CE mode B as defined in TS 36.212 [22] and TS36.213 [23]. A UE indicating support of ce-PDSCH-FlexibleStartPRB-CEmodeB-r15 shall also indicate support of ce-ModeB-r13.
4.3.4.z
ce-PUSCH-FlexibleStartPRB-CEmodeA-r15
This field indicates whether the UE supports flexible starting PRB for PUSCH resource allocation in RRC_CONNECTED in CE mode A as defined in TS 36.212 [22] and TS36.213 [23]. A UE indicating support of ce-PUSCH-FlexibleStartPRB-CEmodeA-r15 shall also indicate support of ce-ModeA-r13.
4.3.4.w
ce-PUSCH-FlexibleStartPRB-CEmodeB-r15
This field indicates whether the UE supports flexible starting PRB for PUSCH resource allocation in RRC_CONNECTED in CE mode B as defined in TS 36.212 [22] and TS36.213 [23]. A UE indicating support of ce-PUSCH-FlexibleStartPRB-CEmodeB-r15 shall also indicate support of ce-ModeB-r13.
<Omitted>

<End of modified section>
