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1	Introduction
In S2-184620/R2-1806660 SA2 requested to introduce an indicator to indicate support of eCall over IMS via 5GC and another indicator to indicate support of emergency services via EPC for limited service state UEs. SA2 also clarified that these indicators shall be separated from the legacy indicators already advertised for EPC.
This paper proposes to introduce these indicators as SA2 requested.
2	Proposals
Proposal: Introduce the following to new optional indicators in SIB1 when an LTE cell is connected to 5GC:
· An indicator to indicate support of eCall over IMS via 5GC
· An indicator to indicate support of emergency services via 5GC.
Proposal 2: Adopt the text proposal in Annex A.
Annex A: TP on new indicators
The following changes proposed over Running 36.331 CR for E-UTRA connected to 5GC (R2-1806365).
*** Change 1 ***
5.2.2.7	Actions upon reception of the SystemInformationBlockType1 message
Upon receiving the SystemInformationBlockType1 or SystemInformationBlockType1-BR either via broadcast or via dedicated signalling, the UE shall:
1>	if the upper layers in the UE indicate the selected core network type as 5GC and if the cellAccessRelatedInfoList-5GC contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity,  for the cell as received in the corresponding cellAccessRelatedInfoList-5GC containing the selected PLMN;
1>	else if the cellAccessRelatedInfoList contains an entry with the PLMN-Identity of the selected PLMN:
2>	in the remainder of the procedures use plmn-IdentityList, trackingAreaCode, and cellIdentity for the cell as received in the corresponding cellAccessRelatedInfoList containing the selected PLMN;
1>	if in RRC_IDLE or in RRC_CONNECTED while T311 is running; and
1>	if the UE is a category 0 UE according to TS 36.306 [5]; and
1>	if category0Allowed is not included in SystemInformationBlockType1:
2>	consider the cell as barred in accordance with TS 36.304 [4];
1>	if in RRC_CONNECTED while T311 is not running, and the UE supports multi-band cells as defined by bit 31 in featureGroupIndicators:
2>	disregard the freqBandIndicator and multiBandInfoList, if received, while in RRC_CONNECTED;
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers;
1>	else:
2>	if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE and it is not a downlink only band; or
2>	if the UE supports multiBandInfoList, and if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE and they are not downlink only bands:
3>	forward the cellIdentity to upper layers;
3>	forward the trackingAreaCode to upper layers;
3> if the selected core network type is EPC:
34>	forward the ims-EmergencySupport to upper layers, if present;
34>	forward the eCallOverIMS-Support to upper layers, if present;
3> if the selected core network type is 5GC:
4>	forward the ims-EmergencySupport5GC to upper layers, if present;
4>	forward the eCallOverIMS-Support5GC to upper layers, if present;
3>	if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo or the multiBandInfoList-v10j0 is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo or multiBandInfoList-v10j0:
4>	apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo or multiBandInfolist-v10j0;
4>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:
5>	apply the additionalPmax;
4>	else:
5>	apply the p-Max;
3>	else:
4>	apply the additionalSpectrumEmission in SystemInformationBlockType2 and the p-Max;
2>	else:
3>	consider the cell as barred in accordance with TS 36.304 [4]; and
3>	perform barring as if intraFreqReselection is set to notAllowed, and as if the csg-Indication is set to FALSE;
Upon receiving the SystemInformationBlockType1-NB, the UE shall:
1>	if the frequency band indicated in the freqBandIndicator is part of the frequency bands supported by the UE; or
1>	if one or more of the frequency bands indicated in the multiBandInfoList are part of the frequency bands supported by the UE:
2>	forward the cellIdentity to upper layers;
2>	forward the trackingAreaCode to upper layers;
2>	if attachWithoutPDN-Connectivity is received for the selected PLMN:
3>	forward the attachWithoutPDN-Connectivity to upper layers;
2>	else
3>	indicate to upper layers that attachWithoutPDN-Connectivity is not present;
2>	if, for the frequency band selected by the UE (from freqBandIndicator or multiBandInfoList), the freqBandInfo is present and the UE capable of multiNS-Pmax supports at least one additionalSpectrumEmission in the NS-PmaxList within the freqBandInfo:
3>	apply the first listed additionalSpectrumEmission which it supports among the values included in NS-PmaxList within freqBandInfo;
3>	if the additionalPmax is present in the same entry of the selected additionalSpectrumEmission within NS-PmaxList:
4>	apply the additionalPmax;
3>	else:
4>	apply the p-Max;
2>	else:
3>	apply the additionalSpectrumEmission in SystemInformationBlockType2-NB and the p-Max;
1>	else:
2>	consider the cell as barred in accordance with TS 36.304 [4]; and
2>	perform barring as if intraFreqReselection is set to notAllowed.
No UE requirements related to the contents of SystemInformationBlockType1-MBMS apply other than those specified elsewhere e.g. within procedures using the concerned system information, and/ or within the corresponding field descriptions.

*** Change 2: addition to SystemInformationBlockType1***
SystemInformationBlockType1 message
SystemInformationBlockType1-v1450-IEs ::=	SEQUENCE {
	tdd-Config-v1450						TDD-Config-v1450		OPTIONAL,	-- Cond TDD-OR
	nonCriticalExtension					SystemInformationBlockType1-v15xy-IEsSEQUENCE {}					OPTIONAL
}
[bookmark: _GoBack]
SystemInformationBlockType1-v15xy-IEs ::=	SEQUENCE {
	ims-EmergencySupport5GC-r15			ENUMERATED {true}			OPTIONAL,	-- Need OR
	eCallOverIMS-Support5GC-r15			ENUMERATED {true}			OPTIONAL,	-- Need OR
	nonCriticalExtension				SEQUENCE {}					OPTIONAL
}
	eCallOverIMS-Support
Indicates whether the cell supports eCall over IMS services via EPC for UEs as defined in TS 23.401 [41]. If absent, eCall over IMS via EPC is not supported by the network in the cell. NOTE 2.

	eCallOverIMS-Support5GC
Indicates whether the cell supports eCall over IMS services via 5GC as defined in TS 23.401 [41]. If absent, eCall over IMS via 5GC is not supported by the network in the cell. NOTE 2.

	ims-EmergencySupport
Indicates whether the cell supports IMS emergency bearer services via EPC for UEs in limited service mode. If absent, IMS emergency call via EPC is not supported by the network in the cell for UEs in limited service mode. NOTE 2.

	ims-EmergencySupport5GC
Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode via 5GC. If absent, IMS emergency call via 5GC is not supported by the network in the cell for UEs in limited service mode. NOTE 2.


*** End of Changes ***
