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6.1.3.19
SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE

The SP ZP CSI-RS Resource Set relation Activation/Deactivation MAC CE is identified by a MAC PDU subheader with LCID as specified in Table 6.2.1-1. It has a fixed size of 16 bits with following fields:
-
A/D: This field indicates whether the MAC CE is used to activate or deactivate indicated SP ZP CSI-RS resource set(s). The field is set to "1" to indicate activation, otherwise it indicates deactivation;
-
Serving Cell ID: This field indicates the identity of the Serving Cell for which the MAC CE applies. The length of the field is 5 bits;
-
BWP ID: This field contains BWP-Id, as specified in TS 38.331 [8], of a downlink bandwidth part for which the MAC CE applies. The length of the BWP ID field is 2 bits;

-
SP ZP CSI-RS resource set ID: This field contains an index of sp-ZP-CSI-RS-ResourceSetsToAddModList, as specified in TS 38.331 [8], indicating the Semi Persistent ZP CSI-RS resource set, which should be activated or deactivated. The length of the field is 4 bits;

-
R: Reserved bit, set to "0".
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Figure 6.1.3.19-1: SP ZP CSI-RS Resource Set Activation/Deactivation MAC CE
	CHANGE END


_1583743738.vsd

_1586934397.vsd

