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	Reason for change:
	To address the issue for LCID configuration for SRB with CA duplication.

	
	

	Summary of change:
	For CA duplication, LCID of one SRB can be absent and set to the default value, but the LCID of the other duplication RLC has to be present and should be different from the default value. Otherwise the two RLCs will fall back to the same default value of logical channel identity. 
Hence, logical channel identity has to be present for the case when it is configured with CA duplication.  Also for DRB, the field has to be mandatory present. For SRB without CA duplication, the field can be optional 

In order to mandate the above restriction, the conditional presence tag of DRB is change to SRBwoCADup, whose explanation is that <<the field is optionally present for SRB without CA duplication. Otherwise the field is mandatory present.>>
Impact analysis

Impacted functionality:

Logical channel identity configuration
Inter-operability:

1.  If the network is implemented according to the CR and the UE is not, the UE will have no issue but there will not be inter-operability problem.
2. If the UE is implemented according to the CR and the network is not, the UE will have the same logical channel ids for some RLCs but there is no inter-operability problems.

	
	

	Consequences if not approved:
	It is possible that for SRB with CA duplication, the LCIDs of the two legs of SRB are the same.  
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===============================1ST CHANGE============================================

–
RLC-BearerConfig
The IE RLC-BearerConfig is used to configure FFS

RLC-BearerConfig information element

-- ASN1START

-- TAG-RLC-BEARERCONFIG-START

RLC-BearerConfig ::=





SEQUENCE {


logicalChannelIdentity





LogicalChannelIdentity 









OPTIONAL, 

-- Cond SRBwoCADup

servedRadioBearer






CHOICE {



srb-Identity







SRB-Identity,



drb-Identity







DRB-Identity


}


























OPTIONAL,
-- Cond LCH-SetupOnly


reestablishRLC







ENUMERATED {true}











OPTIONAL, 
-- Need N


rlc-Config








RLC-Config













OPTIONAL,
-- Cond LCH-Setup


mac-LogicalChannelConfig




LogicalChannelConfig










OPTIONAL,
-- Cond LCH-Setup


...


}

-- TAG-RLC-BEARERCONFIG-STOP

-- ASN1STOP
	RLC-BearerConfig field descriptions

	logicalChannelIdentity
ID used commonly for the MAC logical channel and for the RLC bearer.

	servedRadioBearer
Associates the RLC Bearer with an SRB or a DRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedRadioBearer. Furthermore, the UE shall advertise and deliver uplink PDCP PDUs of the uplink PDCP entity of the servedRadioBearer to the uplink RLC entity of this RLC bearer unless the uplink scheduling restrictions ('moreThanOneRLC' in PDCP-Config and the restrictions in LogicalChannelConfig) forbid it to do so.


	Conditional Presence
	Explanation

	SRBwoCADup
	The field is optionally present for SRB without CA duplication. Otherwise the field is mandatory present. 
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