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[bookmark: _Toc510018586][bookmark: _Toc510018618][bookmark: _Toc510018643]–	ConfiguredGrantConfig
The IE ConfiguredGrantConfig is used to configure uplink transmission without dynamic grant according to two possible schemes. The actual uplink grant may either be configured via RRC (type1) or provided via the PDCCH (addressed to CS-RNTI) (type2).
ConfiguredGrantConfig information element
-- ASN1START
-- TAG-CONFIGUREDGRANTCONFIG-START

ConfiguredGrantConfig ::=				SEQUENCE {
	frequencyHopping             			ENUMERATED {mode1, mode2} 									OPTIONAL,	-- Need S,
	cg-DMRS-Configuration					DMRS-UplinkConfig,
	mcs-Table								ENUMERATED {qam64, qam256},
	mcs-TableTransformPrecoder				ENUMERATED {qam256}											OPTIONAL,	-- Need S
	uci-OnPUSCH								SetupRelease { CG-UCI-OnPUSCH },
	resourceAllocation						ENUMERATED { resourceAllocationType0, resourceAllocationType1, dynamicSwitch },
	rbg-Size								ENUMERATED {config2}										OPTIONAL,	-- Need S
	powerControlLoopToUse					ENUMERATED {n0, n1},
	p0-PUSCH-Alpha							P0-PUSCH-AlphaSetId,
	transformPrecoder						ENUMERATED {enabled}										OPTIONAL,	-- Need R
	nrofHARQ-Processes						INTEGER(1..16),
	repK									ENUMERATED {n1, n2, n4, n8},
	repK-RV									ENUMERATED {s1-0231, s2-0303, s3-0000}						OPTIONAL,	-- Cond RepK
	periodicity								ENUMERATED {
												sym2, sym6, sym7, syml1x14, syml2x14, syml4x14, syml5x14, syml8x14, syml10x14, syml16x14, syml20x14,
												syml32x14, syml40x14, syml64x14, syml80x14, sym128x14, syml160x14, syml256x14, syml320x14, syml512x14,
												syml640x14, syml1024x14, syml1280x14, syml2560x14, syml5120x14,
												sym6, sym1x12, sym2x12, sym4x12, sym5x12, sym8x12, sym10x12, sym16x12, sym20x12, sym32x12,
												sym40x12, sym64x12, sym80x12, sym128x12, sym160x12, sym256x12, sym320x12, sym512x12, sym640x12,
												sym1280x12, sym2560x12
											},
	configuredGrantTimer					INTEGER (1..64)												OPTIONAL,	-- Need R
	rrc-ConfiguredUplinkGrant				SEQUENCE {
			timeDomainOffset					INTEGER  (0..5119),
			timeDomainAllocation				INTEGER  (0..15), 
			frequencyDomainAllocation			BIT STRING (SIZE(18)),
            antennaPort							INTEGER   (0..31),
            dmrs-SeqInitialization				INTEGER   (0..1)          								OPTIONAL,  -- Cond NoTransformPrecoder
            precodingAndNumberOfLayers			INTEGER   (0..63),
            srs-ResourceIndicator				INTEGER   (0..15),
			mcsAndTBS							INTEGER (0..31),
			frequencyHoppingOffset				INTEGER (1.. maxNrofPhysicalResourceBlocks-1) 			OPTIONAL, 	-- Need M
			pathlossReferenceIndex				INTEGER (0..maxNrofPUSCH-PathlossReferenceRSs-1),
			...
	}																									OPTIONAL  -- Need R
}

CG-UCI-OnPUSCH ::= CHOICE {
	dynamic									SEQUENCE (SIZE (1..4)) OF BetaOffsets,
	semiStatic								BetaOffsets
}

-- TAG-CONFIGUREDGRANTCONFIG-STOP
-- ASN1STOP

	ConfiguredGrantConfig field descriptions

	antennaPort
Indicates the anntenna port(s) to be used for this configuration, and the maximum bitwidth is 5. See TS 38.214, section 6.1.2, and TS 38.212, section 7.3.1.

	cg-DMRS-Configuration
DMRS configuration,  corresponds to L1 parameter ‘UL-TWG-DMRS’ (see TS 38.214, section 6.1.2).

	configuredGrantTimer
Indicates the initial value of the configured grant timer (see TS 38.321, sect) in number of periodicities. 

	frequencyDomainAllocation
Indicates the frequency domain resource allocation, see TS 38.214, section 6.1.2, and TS 38.212, section 7.3.1).

	frequencyHopping
Frequency hopping. If not configured, frequency hopping is not configured.

	frequencyHoppingOffset
Enables intra-slot frequency hopping with the given frequency hopping offset. Frequency hopping offset used when frequency hopping is enabled. Corresponds to L1 parameter 'Frequency-hopping-offset' (see TS 38.214, section 6.1.2).

	mcs-Table
Indicates the MCS table the UE shall use for PUSCH without transform precoding.

	mcs-TableTransformPrecoder
Indicates the MCS table the UE shall use for PUSCH with transform precoding. When the field is absent the UE applies the value 64QAM.

	mcsAndTBS
The modulation order, target code rate and TB size (see TS38.214, section 6.1.2).

	nrofHARQ-Processes
The number of HARQ processes configured. It applies for both Type 1 and Type 2. See TS 38.321, section 5.4.1.

	p0-PUSCH-Alpha
Index of the P0-PUSCH-AlphaSet to be used for this configuration.

	periodicity
Periodicity for UL transmission without UL grant for type 1 and type 2. Corresponds to L1 parameter 'UL-TWG-periodicity' (see TS 38.321, section 5.8.2).
The following periodicities are supported depending on the configured subcarrier spacing [symbols]:
15kHz: 					2, 7 symbols, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 320, 640} slots 
30kHz: 					2, 7 symbols, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 640, 1280} slots 
60kHz with normal CP: 	2, 7 symbols, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1280, 2560 slots} 
60kHz with ECP: 			2, 6 symbols, n*12, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1280, 2560} slots 
120kHz: 					2, 7 symbols, n*14, where n={1, 2, 4, 5, 8, 10, 16, 20, 32, 40, 64, 80, 128, 160, 256, 320, 512, 640, 1024, 1280, 2560, 5120} slots 
(see 38.214, Table 6.1.2.3-1)

	powerControlLoopToUse
Closed control loop to apply. Corresponds to L1 parameter 'PUSCH-closed-loop-index' (see TS 38.213, section 7.7.1).

	rbg-Size
Selection between config 1 and config 2 for RBG size for PUSCH. When the field is absent the UE applies the value config1. Note: rbg-Size is used when the transformPrecoder parameter is disabled.

	repK-RV
If repetitions is used, this field indicates the redundancy version (RV) sequence to use. See TS 38.214, section 6.1.2.

	repK
The number or repetitions of K.

	resourceAllocation
Configuration of resource allocation type 0 and resource allocation type 1. For Type 1 UL data transmission without grant, "resourceAllocation" should be resourceAllocationType0 or resourceAllocationType1.

	rrc-ConfiguredUplinkGrant
Configuration for "configured grant" transmission with fully RRC-configured UL grant (Type1). If this field is absent the UE uses UL grant configured by DCI addressed to CS-RNTI (Type2). Type 1 confgured grant may be configured for UL or SUL, but not for both simultaneously.

	timeDomainAllocation
Indicates a combination of start symbol and length and PUSCH mapping type, see TS 38.214, section 6.1.2 and TS 38.212, section 7.3.1.

	timeDomainOffset
Offset related to SFN=0, see TS 38.321, section 5.8.2.

	transformPrecoder
Enable transformer precoder for type1 and type2. Absence indicates that it is disabled, see 38.214, section 6.1.3.

	uci-OnPUSCH
Selection between and configuration of dynamic and semi-static beta-offset. For Type 1 UL data transmission without grant, uci-OnPUSCH should be set to semiStatic.



	Conditional Presence
	Explanation

	RepK
	The field is mandatory present if repK is set to n2, n4,or n8.  It is not present if repK is set to n1.



=================================== unmodified sections omitted ===================================
–	MAC-CellGroupConfig
The IE MAC-CellGroupConfig is used to configure MAC parameters for a cell group, including DRX.
MAC-CellGroupConfig information element
-- ASN1START
-- TAG-MAC-CELL-GROUP-CONFIG-START

[bookmark: _Hlk500923743]MAC-CellGroupConfig ::= 			SEQUENCE {
	drx-Config							SetupRelease { DRX-Config }													OPTIONAL, -- Need M
	schedulingRequestConfig				SchedulingRequestConfig														OPTIONAL, -- Need M
	bsr-Config							BSR-Config																	OPTIONAL, -- Need M
	tag-Config							TAG-Config																	OPTIONAL, -- Need M	
	phr-Config							SetupRelease { PHR-Config }													OPTIONAL, -- Need M
	skipUplinkTxDynamic					BOOLEAN,
	cs-RNTI								SetupRelease { RNTI-Value }													OPTIONAL	 -- Need M
}

DRX-Config ::=						SEQUENCE {
	drx-onDurationTimer					CHOICE {
											subMilliSeconds	INTEGER (1..31),
											milliSeconds	ENUMERATED {
												ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60, 
												ms80, ms100, ms200, ms300, ms400, ms500, ms600, ms800, ms1000, ms1200, 
												ms1600, spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 }
											},
	drx-InactivityTimer					ENUMERATED { 
											ms0, ms1, ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, ms40, ms50, ms60, ms80, 
											ms100, ms200, ms300, ms500, ms750, ms1280, ms1920, ms2560, spare9, spare8, 
											spare7, spare6, spare5, spare4, spare3, spare2, spare1},
[bookmark: _Hlk500879922]	drx-HARQ-RTT-TimerDL				INTEGER (0..56),
	drx-HARQ-RTT-TimerUL				INTEGER (0..56),
	drx-RetransmissionTimerDL			ENUMERATED { 
											sl0, sl1, sl2, sl4, sl6, sl8, sl16, sl24, sl33, sl40, sl64, sl80, sl96, sl112, sl128, 
											sl160, sl320, spare15, spare14, spare13, spare12, spare11, spare10, spare9, 
											spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1},
	drx-RetransmissionTimerUL			ENUMERATED {
											sl0, sl1, sl2, sl4, sl6, sl8, sl16, sl24, sl33, sl40, sl64, sl80, sl96, sl112, sl128, 
											sl160, sl320, spare15, spare14, spare13, spare12, spare11, spare10, spare9, 
											spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },
	drx-LongCycleStartOffset			CHOICE {
		ms10								INTEGER(0..9),
		ms20								INTEGER(0..19),
		ms32								INTEGER(0..31),
		ms40								INTEGER(0..39),
		ms60								INTEGER(0..59),
		ms64								INTEGER(0..63),
		ms70								INTEGER(0..69),
		ms80								INTEGER(0..79),
		ms128								INTEGER(0..127),
		ms160								INTEGER(0..159),
		ms256								INTEGER(0..255),
		ms320								INTEGER(0..319),
		ms512								INTEGER(0..511),
		ms640								INTEGER(0..639),
		ms1024								INTEGER(0..1023),
		ms1280								INTEGER(0..1279),
		ms2048								INTEGER(0..2047),
		ms2560								INTEGER(0..2559),
		ms5120								INTEGER(0..5119),
		ms10240								INTEGER(0..10239)
	},
	-- FFS need for finer offset granulary
	-- FFS need for shorter values for long and short cycles
	shortDRX							SEQUENCE {
		drx-ShortCycle						ENUMERATED	{
												ms2, ms3, ms4, ms5, ms6, ms7, ms8, ms10, ms14, ms16, ms20, ms30, ms32,
												ms35, ms40, ms64, ms80, ms128, ms160, ms256, ms320, ms512, ms640, spare9,
												spare8, spare7, spare6, spare5, spare4, spare3, spare2, spare1 },
		drx-ShortCycleTimer					INTEGER (1..16)
	}																													OPTIONAL,	-- Need R
	drx-SlotOffset						INTEGER (0..31)

}

PHR-Config ::=						SEQUENCE {
	phr-PeriodicTimer					ENUMERATED {sf10, sf20, sf50, sf100, sf200,sf500, sf1000, infinity},
	phr-ProhibitTimer					ENUMERATED {sf0, sf10, sf20, sf50, sf100,sf200, sf500, sf1000},
	phr-Tx-PowerFactorChange			ENUMERATED {dB1, dB3, dB6, infinity},
	multiplePHR							BOOLEAN,
	phr-Type2PCell						BOOLEAN,
	phr-Type2OtherCell					BOOLEAN,
	phr-ModeOtherCG						ENUMERATED {real, virtual}

}


TAG-Config ::=						SEQUENCE {
	tag-ToReleaseList					SEQUENCE (SIZE (1..maxNrofTAGs)) OF TAG-Id										OPTIONAL,	-- Need N
[bookmark: _Hlk513708839]	tag-ToAddModList					SEQUENCE (SIZE (1..maxNrofTAGs)) OF TAG-ToAddMod								OPTIONAL	-- Need N
}

TAG-ToAddMod ::= 					SEQUENCE {
	tag-Id								TAG-Id,
	timeAlignmentTimer					TimeAlignmentTimer,
	...
}

TAG-Id ::=							INTEGER (0..maxNrofTAGs-1)

TimeAlignmentTimer ::= 				ENUMERATED {ms500, ms750, ms1280, ms1920, ms2560, ms5120, ms10240, infinity}

BSR-Config ::=						SEQUENCE {
	periodicBSR-Timer					ENUMERATED { sf1, sf5, sf10, sf16, sf20, sf32, sf40, sf64, 
														sf80, sf128, sf160, sf320, sf640, sf1280, sf2560, infinity },
	retxBSR-Timer						ENUMERATED { sf10, sf20, sf40, sf80, sf160, sf320, sf640, sf1280, sf2560, 
														sf5120, sf10240, spare5, spare4, spare3, spare2, spare1},
	logicalChannelSR-DelayTimer			ENUMERATED { sf20, sf40, sf64, sf128, sf512, sf1024, sf2560, spare1}			OPTIONAL	-- Need R
}



-- TAG-MAC-CELL-GROUP-CONFIG-STOP
-- ASN1STOP

	MAC-CellGroupConfig field descriptions

	cs-RNTI
RNTI value for downlink SPS (see SPS-config) and uplink configured scheduling (see ConfiguredSchedulingConfig).

	drx-Config
Used to configure DRX as specified in TS 38.321 [3].

	drx-HARQ-RTT-TimerDL
Value in number of symbols.

	drx-HARQ-RTT-TimerUL
Value in number of symbols.

	drx-InactivityTimer
Value in multiple integers of 1ms. ms0 corresponds to 0, ms1 corresponds to 1ms, ms2 corresponds to 2ms, and so on.

	drx-onDurationTimer
Value in multiples of 1/32 ms (subMilliSeconds) or in ms (milliSecond). For the latter, ms1 corresponds to 1ms, ms2 corresponds to 2ms, and so on.

	drx-LongCycleStartOffset 
drx-LongCycle in ms and drx-StartOffset in multiples of 1ms.

	drx-RetransmissionTimerDL 
Value in number of slot lengths. sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, and so on.

	drx-RetransmissionTimerUL
Value in number of slot lengths. sl1 corresponds to 1 slot, sl2 corresponds to 2 slots, and so on.

	drx-ShortCycle 
Value in ms. ms1 corresponds to 1ms, ms2 corresponds to 2ms, and so on.

	drx-ShortCycleTimer 
Value in multiples of drx-ShortCycle. A value of 1 corresponds to drx-ShortCycle, a value of 2 corresponds to 2 * drx-ShortCycle and so on.

	drx-SlotOffset
Value in 1/32 ms. Value 0 corresponds to 0ms, value 1 corresponds to 1/32ms, value 2 corresponds to 2/32ms, and so on.

	logicalChannelSR-DelayTimer
Value in number of subframes. sf1 corresponds to one subframe, sf2 corresponds to 2 subframes, and so on.

	multiplePHR
Indicates if power headroom shall be reported using the Single Entry PHR MAC control element or Multiple Entry PHR MAC control element defined in TS 38.321 [3]. True means to use Multiple Entry PHR MAC control element and False means to use the Single Entry PHR MAC control element defined in TS 38.321 [3]. 

	periodicBSR-Timer
Value in number of subframes. Value sf1 corresponds to 1 subframe, sf5 corresponds to 5 subframes and so on.

	phr-Tx-PowerFactorChange
Value in dB for PHR reporting as specified in TS 38.321 [3]. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	phr-ModeOtherCG
Indicates the mode (i.e. real or virtual) used for the PHR of the activated cells that are part of the other Cell Group (i.e. MCG or SCG), when DC is configured.

	phr-PeriodicTimer
Value in number of subframes for PHR reporting as specified in TS 38.321 [3]. sf10 corresponds to 10 subframes, sf20 corresonds to 20 subframes, and so on.

	phr-ProhibitTimer
Value in number of subframes for PHR reporting as specified in TS 38.321 [3]. sf0 corresponds to 0 subframe, sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes, and so on.

	phr-Type2PCell
Indicates whether or not PHR type 2 is reported for the PCell

	phr-Type2OtherCell
Indicates whether or not PHR type 2 is reported for the PSCell and PUCCH SCells.

	retxBSR-Timer
Value in number of subframes. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	skipUplinkTxDynamic
If configured, indicates whether the UE skips UL transmissions for an uplink grant other than a configured uplink grant if no data is available for transmission in the UE buffer as described in TS 38.321 [3].
FFS : configurable per SCell?

	tag-ID
Indicates the TAG of an SCell, see TS 38.321 [3]. Uniquely identifies the TAG within the scope of a Cell Group (i.e. MCG or SCG). If the field is not configured for an SCell, the SCell is part of the PTAG.

	timeAlignmentTimer
Value in ms of the timeAlignmentTimer for TAG with ID tag-Id, as specified in TS 38.321 [3].


=================================== unmodified sections omitted ===================================
–	PhysicalCellGroupConfig
The IE PhysicalCellGroupConfig is used to configure cell-group specific L1 parameters.
PhysicalCellGroupConfig information element
-- ASN1START
-- TAG-PHYSICALCELLGROUPCONFIG-START

PhysicalCellGroupConfig ::=			SEQUENCE {
	harq-ACK-SpatialBundlingPUCCH		ENUMERATED {true}													OPTIONAL,	-- Need R
	harq-ACK-SpatialBundlingPUSCH		ENUMERATED {true}													OPTIONAL,	-- Need R
	p-NR								P-Max																OPTIONAL,	-- Need R
	pdsch-HARQ-ACK-Codebook				ENUMERATED {semiStatic, dynamic},
	tpc-SRS-RNTI						RNTI-Value															OPTIONAL,	-- Need R
	tpc-PUCCH-RNTI						RNTI-Value															OPTIONAL,	-- Need R
	tpc-PUSCH-RNTI						RNTI-Value															OPTIONAL,	-- Need R
	sp-CSI-RNTI							RNTI-Value															OPTIONAL,	-- Cond SP-CSI-Report
	cs-RNTI								SetupRelease { RNTI-Value }											OPTIONAL	 -- Need R
	...
}

-- TAG-PHYSICALCELLGROUPCONFIG-STOP
-- ASN1STOP

	PhysicalCellGroupConfig field descriptions

	cs-RNTI
RNTI value for downlink SPS (see SPS-config) and uplink configured scheduling (see ConfiguredSchedulingConfig).

	harq-ACK-SpatialBundlingPUCCH
Enables spatial bundling of HARQ ACKs. It is configured per cell group (i.e. for all the cells within the cell group) for PUCCH reporting of HARQ-ACK. It is only applicable when more than 4 layers are possible to schedule. Absence indicates that spatial bundling is disabled. 
Corresponds to L1 parameter 'HARQ-ACK-spatial-bundling' (see 38.213, section FFS_Section) 

	harq-ACK-SpatialBundlingPUSCH
Enables spatial bundling of HARQ ACKs. It is configured per cell group (i.e. for all the cells within the cell group) for PUSCH reporting of HARQ-ACK. It is only applicable when more than 4 layers are possible to schedule. Absence indicates that spatial bundling is disabled.
Corresponds to L1 parameter 'HARQ-ACK-spatial-bundling' (see 38.213, section FFS_Section) 

	p-NR
The maximum transmit power to be used by the UE in this NR cell group.

	pdsch-HARQ-ACK-Codebook
The PDSCH HARQ-ACK codebook is either semi-static or dynamic. This is applicable to both CA and none CA operation. 
Corresponds to L1 parameter 'HARQ-ACK-codebook' (see 38.213, section FFS_Section)

	sp-CSI-RNTI 
RNTI for Semi-Persistent CSI reporting on PUSCH (see CSI-ReportConfig). Corresponds to L1 parameter 'SPCSI-RNTI' (see 38.214, section 5.2.1.5.2)

	tpc-PUCCH-RNTI
RNTI used for PUCCH TPC commands on DCI. Corresponds to L1 parameter 'TPC-PUCCH-RNTI' (see 38.213, section 10).

	tpc-PUSCH-RNTI
RNTI used for PUSCH TPC commands on DCI. Corresponds to L1 parameter 'TPC-PUSCH-RNTI' (see 38.213, section 10)

	tpc-SRS-RNTI
RNTI used for SRS TPC commands on DCI. Corresponds to L1 parameter 'TPC-SRS-RNTI' (see 38.213, section 10)



	Conditional Presence
	Explanation

	SP-CSI-Report
	The field is optionally present, Need S, when the field nrofPTRS-Ports in at least one TCI-State (see PDSCH-Config) is set to n2. Otherwise the field is absent. 



=================================== unmodified sections omitted ===================================
==================================== Shown only for reference ====================================

[bookmark: _Toc510018682]–	SchedulingRequestResourceConfig
The IE SchedulingRequestResourceConfig determines physical layer resources on PUCCH where the UE may send the dedicated scheduling request (D-SR) (see 38.213, section 9.2.2). 
SchedulingRequestResourceConfig information element
-- ASN1START 
-- TAG-SCHEDULING-REQUEST-RESOURCE-CONFIG-START

SchedulingRequestResourceConfig ::=		SEQUENCE {
	schedulingRequestResourceId				SchedulingRequestResourceId,
	schedulingRequestID						SchedulingRequestId,
	periodicityAndOffset					CHOICE {
		sym2									NULL,						
		sym6or7									NULL,						
		sl1										NULL,						-- Recurs in every slot
		sl2										INTEGER (0..1),
		sl4										INTEGER (0..3),
		sl5										INTEGER (0..4),
		sl8										INTEGER (0..7),
		sl10									INTEGER (0..9),
		sl16									INTEGER (0..15),
		sl20									INTEGER (0..19),
		sl40									INTEGER (0..39),
		sl80									INTEGER (0..79),
		sl160									INTEGER (0..159),
		sl320									INTEGER (0..319),
		sl640									INTEGER (0..639)
	}																													OPTIONAL,	-- Need M
	resource								PUCCH-ResourceId															OPTIONAL	-- Need M
}

-- TAG-SCHEDULING-REQUEST-RESOURCE-CONFIG-STOP
-- ASN1STOP

	SchedulingRequestResourceConfig field descriptions

	periodicityAndOffset
SR periodicity and offset in number of slots. Corresponds to L1 parameter 'SR-periodicity' and 'SR-offset' (see 38.213, section 9.2.2) The following periodicities may be configured depending on the chosen subcarrier spacing: 
SCS =  15 kHz: 2sym, 7sym, 1sl, 2sl, 4sl, 5sl, 8sl, 10sl, 16sl, 20sl, 40sl, 80sl 
SCS =  30 kHz: 2sym, 7sym, 1sl, 2sl, 4sl, 8sl, 10sl, 16sl, 20sl, 40sl, 80sl, 160sl 
SCS =  60 kHz: 2sym, 7sym/6sym, 1sl, 2sl, 4sl, 8sl, 16sl, 20sl, 40sl, 80sl, 160sl, 320sl 
SCS = 120 kHz: 2sym, 7sym, 1sl, 2sl, 4sl, 8sl, 16sl, 40sl, 80sl, 160sl, 320sl, sl640 

sym6or7 corresponds to 6 symbols if extended cyclic prefix and a SCS of 60 kHz are configured, otherwise it corresponds to 7 symbols. 
For periodicities sym2, sym7 and sl1 the UE assumes an offset of 0 slots.

	resource
ID of the PUCCH resource in which the UE shall send the scheduling request. The actual PUCCH-Resource is configured in PUCCH-Config of the same UL BWP and serving cell as this SchedulingRequestResourceConfig. The network configures a PUCCH-Resource of PUCCH-format0 or PUCCH-format1 (other formats not supported). Corresponds to L1 parameter 'SR-resource' (see 38.213, section 9.2.2)

	schedulingRequestID
The ID of the SchedulingRequestConfig that uses this scheduling request resource.




