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	Reason for change:
	Logical channel indentity needs to be configured for SRB with CA duplication

	
	

	Summary of change:
	In RAN2#101bis, it was agreed in the user plane breakout session that no additional modifications are required regarding the logical channel ID allocation for the link of secondary RLC entity in case of CA duplication for SRBs. This was possible since RLC-Bearer-Config includes mandatory field logicalChannelIdentity.
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START OF CHANGES
–
RLC-BearerConfig
The IE RLC-BearerConfig is used to configure FFS

RLC-BearerConfig information element

-- ASN1START

-- TAG-RLC-BEARERCONFIG-START

RLC-BearerConfig ::=





SEQUENCE {


logicalChannelIdentity





LogicalChannelIdentity 









, 



servedRadioBearer






CHOICE {



srb-Identity







SRB-Identity,



drb-Identity







DRB-Identity


}


























OPTIONAL,
-- Cond LCH-SetupOnly


reestablishRLC







ENUMERATED {true}











OPTIONAL, 
-- Need N


rlc-Config








RLC-Config













OPTIONAL,
-- Cond LCH-Setup


mac-LogicalChannelConfig




LogicalChannelConfig










OPTIONAL,
-- Cond LCH-Setup


...


}

-- TAG-RLC-BEARERCONFIG-STOP

-- ASN1STOP

	RLC-BearerConfig field descriptions

	logicalChannelIdentity
ID used commonly for the MAC logical channel and for the RLC bearer.

	servedRadioBearer
Associates the RLC Bearer with an SRB or a DRB. The UE shall deliver DL RLC SDUs received via the RLC entity of this RLC bearer to the PDCP entity of the servedRadioBearer. Furthermore, the UE shall advertise and deliver uplink PDCP PDUs of the uplink PDCP entity of the servedRadioBearer to the uplink RLC entity of this RLC bearer unless the uplink scheduling restrictions ('moreThanOneRLC' in PDCP-Config and the restrictions in LogicalChannelConfig) forbid it to do so.


	
	

	
	


END OF CHANGES
