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	Reason for change:
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	Summary of change:
	The following changes are made:

- In section 4.x, UE assistance information for local cache is introduced.
Rev4:

No change.
Rev3:

- Add word ‘bit’ in sentence ‘UE can report to the network its capability of supporting assistance information bit for local cache.’
Rev2: 

- The routing procedue of eNB is deleted.
- Third paragraph is merged with first paragraph and ‘physically deployed close to the eNB’ is deleted.

- Description of the service lists that support local cache handling is deleted.

Rev1:

- Description of DPI is deleted.
- Description of how to config service list is deleted.

- Description of the architecture of local cache is deleted.


	
	

	Consequences if not approved:
	The feature assistance information for local cache is not supported.


	
	

	Clauses affected:
	4.x 


	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 36.331 CR3178
TS 36.323 CR0211

TS 36.306 CR1535

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


<Start of modification>
4
Overall architecture

<Partially omitted>
4.x
Support for UE assistance information for local cache
UE assisted local cache is a solution to address long backhaul latency issue. The UE is allowed to transmit assistance information bit to eNB to enable the eNB to identify whether an uplink data needs to be transferred to the local cache entity, which may be co-sited with eNB or has direct connection with eNB, by operator implementation.

UE can report to the network its capability of supporting assistance information bit for local cache. If supported, the UE assisted local cache function can be activated by the eNB. After that, the UE may indicate the assistance information bit in the uplink PDCP PDU. Whether the UE indicates this assistance information bit is based on for instance the service from the application layer the UE requests that support local cache handling.
<End of modification>
