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	New UE capability on UE-assisted RRC connection release is introduced.


	
	

	Consequences if not approved:
	The network KPI or user experience will be influenced.


	
	

	Clauses affected:
	4.3.8.x (New)

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications

	TS 36.331 CR3459

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	


4.3.8
General parameters

4.3.8.1
accessStratumRelease
This field defines the release of the E-UTRA layer 1, 2, and 3 specifications supported by the UE e.g. Rel-8, Rel-9, etc.

4.3.8.1A
accessStratumRelease-r13
This field defines the release of the E-UTRA layer 1, 2, and 3 specifications supported by the UE e.g. Rel-13, Rel-14, etc. This field is only applicable for UEs of any ue-Category-NB.

4.3.8.2
deviceType
This field defines whether the device does not benefit from NW-based battery consumption optimisation.

4.3.8.3
Void
4.3.8.4
Void
4.3.8.5
multipleDRB-r13
This field defines whether the UE supports multiple DRBs. This field is only applicable if the UE supports S1-U data transfer or User plane CIoT EPS Optimisation [28] and any ue-Category-NB. If a UE of this release supports multiple DRBs, the UE shall support two simultaneous DRBs.

4.3.8.6
Void

4.3.8.x
ueAssistedRrcRelease-r15
This field defines whether the UE supports UE assisted RRC connection release.
