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[bookmark: _Toc510018573]6.3	RRC information elements
[bookmark: _Toc510018577]6.3.2	Radio resource control information elements
[bookmark: _Toc510018625]–	MeasObjectNR
The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements or CSI-RS intra/inter-frequency measurements.
MeasObjectNR information element
-- ASN1START
-- TAG-MEAS-OBJECT-NR-START

MeasObjectNR ::=					SEQUENCE {
	ssbFrequency						ARFCN-ValueNR															OPTIONAL,
	refFreqCSI-RS						ARFCN-ValueNR															OPTIONAL,
	referenceSignalConfig				ReferenceSignalConfig,													

	absThreshSS-BlocksConsolidation		ThresholdNR																OPTIONAL,	-- Need R
	absThreshCSI-RS-Consolidation		ThresholdNR																OPTIONAL,	-- Need R
																													
	nrofSS-BlocksToAverage				INTEGER (2..maxNrofSS-BlocksToAverage)									OPTIONAL,	-- Need R
	nrofCSI-RS-ResourcesToAverage		INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)							OPTIONAL,	-- Need R
																															
	quantityConfigIndex					INTEGER (1..maxNrofQuantityConfig),

	offsetFreq							Q-OffsetRangeList,

	cellsToRemoveList					PCI-List																OPTIONAL,	-- Need N
	cellsToAddModList					CellsToAddModList														OPTIONAL,	-- Need N

	blackCellsToRemoveList				PCI-RangeIndexList														OPTIONAL,	-- Need N
	blackCellsToAddModList				SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement			OPTIONAL,	-- Need N

	whiteCellsToRemoveList				PCI-RangeIndexList														OPTIONAL,	-- Need N
	whiteCellsToAddModList				SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement		OPTIONAL,	-- Need N
	...
}

[bookmark: _Hlk505296466][bookmark: _Hlk500774924]ReferenceSignalConfig::=     		SEQUENCE {
	ssb-ConfigMobility					SSB-ConfigMobility														OPTIONAL,	-- Need M
	csi-rs-ResourceConfigMobility		SetupRelease { CSI-RS-ResourceConfigMobility } 							OPTIONAL	-- Need M		
}

[bookmark: _Hlk496184822][bookmark: _Hlk496185501]-- A measurement timing configuration
SSB-ConfigMobility::= 				SEQUENCE {
	subcarrierSpacing                    SubcarrierSpacing,
	ssb-ToMeasure							SetupRelease { SSB-ToMeasure }										OPTIONAL,	-- Need M
	useServingCellTimingForSync				BOOLEAN,
	smtc1									SSB-MTC,
	smtc2 									SEQUENCE {
		pci-List								SEQUENCE (SIZE (1..maxNrofPCIsPerSMTC)) OF PhysCellId		OPTIONAL,	-- Need M
		periodicity								ENUMERATED {sf5, sf10, sf20, sf40, sf80, spare3, spare2, spare1}
	}																										OPTIONAL,-- Cond IntraFreqConnected
	ss-RSSI-Measurement							SEQUENCE {
		measurementSlots							BIT STRING (SIZE(1..480)),
		endSymbol									INTEGER(0..3)
	}																										OPTIONAL	-- Need R			
}
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