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	Reason for change:
	In EN-DC, UE may not be always able to report NR measurements after SCG failure but the current spec mandates UE to always provide them.

	
	

	Summary of change:
	Clarify UE provides the NR measurements after SCG failure only when that’s possible.

	
	

	Consequences if not approved:
	RAN may always expect UE to report the NR measurements while UE can’t do that.
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7.7
SCG/MCG failure handling

RLF is declared separately for the MCG and for the SCG.

If radio link failure is detected for MCG, the UE initiates the RRC connection re-establishment procedure.

In EN-DC and NGEN-DC, the following SCG failure cases are supported:

-
SCG RLF;

-
SN change failure;

-
SCG configuration failure (only for messages on SRB3);

-
SCG RRC integrity check failure (on SRB3).

In EN-DC and NGEN-DC, upon SCG failure the UE suspends SCG transmissions for all radio bearers and reports the SCG Failure Information to the MN, instead of triggering re-establishment.

In all SCG failure cases, the UE maintains the current measurement configurations from both the MN and the SN and the UE continues measurements based on configuration from the MN and the SN if possible. The SN measurements configured to be routed via the MN will continue to be reported after the SCG failure.

The UE includes in the SCG Failure Information message the measurement results available according to current measurement configuration of both the MN and the SN.
The MN handles the SCG Failure Information message and may decide to keep, change, or release the SN/SCG. In all the cases, the measurement results according to the SN configuration and the SCG failure type may be forwarded to the old SN and/or to the new SN.
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