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1
Introduction
This document proposes updating SDAP-Config field description based on Stage 3 UP discussion.
2
Discussion
In the Stage 3 User Plane discussion of RAN2#101bis meeting, it was confirmed if there are multiple QoS flows for a DRB the UL SDAP Header is needed [1].

Observation 1: In Stage 3 UP discussion, it was confirmed if there are multiple QoS flows for a DRB the UL SDAP Header is needed.

Also as a related topic, it was discussed whether adding QoS flows to an existing DRB by RRC would be possible or not [2]. It was observed it would only be possible if there is a SDAP UL header configured, but this topic would be more related to RRC specifications.
Observation 2: Adding QoS flows to an existing DRB by RRC would only be possible if there is a SDAP UL header configured.
In this document, we provide TP for TS 38.331 based on Observation 1 and Observation 2 in Annex. The TP is provided on the running CR for TS 38.331 [3].
Proposal: Adapt the TP for TS 38.331 in Annex of this document.
3
Conclusion

Observation 1: In Stage 3 UP discussion, it was confirmed if there are multiple QoS flows for a DRB the UL SDAP Header is needed.
Observation 2: Adding QoS flows to an existing DRB by RRC would only be possible if there is a SDAP UL header configured.
Proposal: Adapt the TP for TS 38.331 in Annex of this document.
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Annex
Text Proposal for TS 38.331
Text proposal for TS 38.331 is as follows.
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SDAP-Config
The IE SDAP-Config is used to set the configurable SDAP parameters for a data radio bearer. All configured instances of SDAP-Config with the same value of pdu-Session correspond to the same SDAP entity as specified in TS 37.324 [FFS_Ref].

SDAP-Config information element
-- ASN1START 

-- TAG-SDAP-CONFIG-START

SDAP-Config ::=





SEQUENCE {


pdu-Session






PDU-SessionID,


sdap-HeaderDL 





ENUMERATED {present, absent},


sdap-HeaderUL 





ENUMERATED {present, absent},


defaultDRB






BOOLEAN,


mappedQoS-FlowsToAdd



SEQUENCE (SIZE (1..maxNrofQFIs)) OF QFI 








OPTIONAL, -- Need N


mappedQoS-FlowsToRelease


SEQUENCE (SIZE (1..maxNrofQFIs)) OF QFI 








OPTIONAL, -- Need N


...

}

QFI ::= 






INTEGER (0..maxQFI)

PDU-SessionID ::= 




INTEGER (0..255)

-- TAG-SDAP-CONFIG-STOP

-- ASN1STOP

	SDAP-Config field descriptions

	defaultDRB

Indicates whether or not this is the default DRB for this PDU session. Among all configured instances of SDAP-Config with the same value of pdu-Session, this field shall be set to TRUE in at most one instance of SDAP-Config and to FALSE in all other instances.

	mappedQoS-FlowsToAdd

Indicates the list of QFIs of QoS flows of the PDU session to be mapped or additionally mapped to this DRB. A QFI value can be included at most once in all configured instances of SDAP-Config with the same value of pdu-Session.

	mappedQoS-FlowsToRelease

Indicates the list of QFIs of QoS flows of the PDU session to be released from existing QoS flow to DRB mapping of this DRB. 

	pdu-Session

Identity of the PDU session whose QoS flows are mapped to the DRB

	


	sdap-HeaderUL

Indicates whether or not a SDAP header is present for UL data on this DRB. The field is mandatory present if multiple QFIs are included in mappedQoS-FlowsToAdd field or multiple QoS flows are to be mapped to this DRB.

	sdap-HeaderDL

Indicates whether or not a SDAP header is present for DL data on this DRB.
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