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6.7.1
General NB-IoT message structure

-- ASN1START

NBIOT-RRC-Definitions DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


RRCConnectionReestablishmentReject,


SecurityModeCommand,


SecurityModeComplete,


SecurityModeFailure,


AdditionalSpectrumEmission,


ARFCN-ValueEUTRA-r9,


CellIdentity,


DedicatedInfoNAS,


DRB-Identity,


InitialUE-Identity,


IntraFreqBlackCellList,




maxBands,


maxCellBlack,


maxCellInter,


maxFBI2,


maxFreq,


maxMultiBands,


maxPageRec,


maxPLMN-r11,


maxSAI-MBMS-r11,


maxSIB,


maxSIB-1,


MBMS-SAI-r11,


MBMS-SAI-List-r11,


MBMSSessionInfo-r13,


NextHopChainingCount,


PagingUE-Identity,


PLMN-Identity,


P-Max,


PowerRampingParameters,


PreambleTransMax,


PhysCellId,


Q-OffsetRange,


Q-QualMin-r9,


Q-RxLevMin,


ReestabUE-Identity,


RegisteredMME,


ReselectionThreshold,


ResumeIdentity-r13,


RRC-TransactionIdentifier,


RSRP-Range,


ShortMAC-I,


S-TMSI,


SystemInformationBlockType16-r11,


SystemInfoValueTagSI-r13,


T-Reordering,


TimeAlignmentTimer,


TMGI-r9,


TrackingAreaCode,


DataInactivityTimer-r14

FROM EUTRA-RRC-Definitions;

-- ASN1STOP

	Next change


6.7.3.1
NB-IoT System information blocks
–
SystemInformationBlockType3-NB

The IE SystemInformationBlockType3-NB contains cell re-selection information common for intra-frequency, and inter-frequency cell re-selection as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3-NB information element
-- ASN1START

SystemInformationBlockType3-NB-r13 ::=
SEQUENCE {


cellReselectionInfoCommon-r13


SEQUENCE {



q-Hyst-r13







ENUMERATED {














dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,














dB12, dB14, dB16, dB18, dB20, dB22, dB24














}


},


cellReselectionServingFreqInfo-r13

SEQUENCE {



s-NonIntraSearch-r13




ReselectionThreshold


},


intraFreqCellReselectionInfo-r13

SEQUENCE {



q-RxLevMin-r13






Q-RxLevMin,



q-QualMin-r13






Q-QualMin-r9


OPTIONAL,
-- Need OP



p-Max-r13







P-Max




OPTIONAL,
-- Need OP



s-IntraSearchP-r13





ReselectionThreshold,



t-Reselection-r13





T-Reselection-NB-r13


},


freqBandInfo-r13





NS-PmaxList-NB-r13



OPTIONAL,
-- Need OR


multiBandInfoList-r13




SEQUENCE (SIZE (1..maxMultiBands)) OF













NS-PmaxList-NB-r13


OPTIONAL,
-- Need OR


lateNonCriticalExtension




OCTET STRING



OPTIONAL,


...,


[[
intraFreqCellReselectionInfo-v1350
IntraFreqCellReselectionInfo-NB-v1350 OPTIONAL
-- Cond Qrxlevmin


]],


[[
intraFreqCellReselectionInfo-v1360
IntraFreqCellReselectionInfo-NB-v1360 OPTIONAL
-- Need OR


]],


[[
intraFreqCellReselectionInfo-v1430
IntraFreqCellReselectionInfo-NB-v1430 OPTIONAL
-- Need OR


]],


[[
cellReselectionInfoCommon-v1450

CellReselectionInfoCommon-NB-v1450
OPTIONAL
-- Need OR


]],

[[
nsss-RRM-Config-r15




SEQUENCE {




nsss-NRS-PowerOffset-r15


ENUMERATED {dB-3, db0, dB3}, 



nsss-NumOccDiffPrecoders-r15

ENUMERATED { n2, n4
}
OPTIONAL 
--Need OP




} 
OPTIONAL,
-- Need OR



npbch-RRM-Config-r15



ENUMERATED {true}



OPTIONAL 
-- Need OR
]]
}

IntraFreqCellReselectionInfo-NB-v1350 ::=
SEQUENCE {


delta-RxLevMin-v1350





INTEGER (-8..-1)

}

IntraFreqCellReselectionInfo-NB-v1360 ::=
SEQUENCE {


s-IntraSearchP-v1360






ReselectionThreshold-NB-v1360

}

IntraFreqCellReselectionInfo-NB-v1430 ::=
SEQUENCE {


powerClass14dBm-Offset-r14

ENUMERATED {dB-6, dB-3, dB3, dB6, dB9, dB12}
OPTIONAL,
-- Need OP


ce-AuthorisationOffset-r14

ENUMERATED {dB5, dB10, dB15, dB20, dB25, dB30, dB35}
OPTIONAL
-- Need OP

}

CellReselectionInfoCommon-NB-v1450 ::=
SEQUENCE {


s-SearchDeltaP-r14




ENUMERATED {dB6, dB9, dB12, dB15}

}

-- ASN1STOP

	SystemInformationBlockType3-NB field descriptions

	ce-AuthorisationOffset

Parameter "Qoffsetauthorization" in TS 36.304 [4]. Value in dB. Value dB5 corresponds to 5 dB, dB10 corresponds to 10 dB and so on.

If the field is absent, the UE applies the value of ce-authorisationOffset in SystemInformationBlockType1-NB. 

	multiBandInfoList

A list of additionalPmax and additionalSpectrumEmission values as defined in TS 36.101 [42, 6.2.4F] applicable for the intra-frequency neighbouring NB-IoT cells if the UE selects the frequency band from freqBandIndicator in SystemInformationBlockType1-NB.

	npbch-RRM-Config

Enables NPBCH-based RRM serving cell measurements for cell selection /reselection. See TS 36.213 [23].

	nsss-NRS-PowerOffset
NSSS to NSSS EPRE ratio, unit in dB. Value dB-3 corresponds to -3 dB, dB-0 corresponds to 0 dB and so on. See TS 36.213 [23].

	nsss-NumOccDiffPrecoders
Number of consecutive NSSS occasions that use different precoders for NSSS transmission.See TS 36.213 [23]. Value n2 corresponds to 2 occasions, n4 corresponds to 4 occasions and so on
If the field is absent, the UE cannot make assumption on the antenna ports for NSSS. 

	powerClass14dBm-Offset
Parameter "Poffset" in TS 36.304 [4], only applicable for UE supporting powerClassNB-14dBm. Value in dB. Value dB-6 corresponds to -6 dB, dB-3 corresponds to -3 dB and so on. If the field is absent, the UE applies the (default) value of 0 dB for "Poffset" in TS 36.304 [4].

	p-Max

Value applicable for the intra-frequency neighbouring E-UTRA cells. If absent the UE applies the maximum power according to the UE capability.

	q-Hyst

Parameter Qhyst in TS 36.304 [4], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	q-QualMin

Parameter "Qqualmin" in TS 36.304 [4], applicable for intra-frequency neighbour cells. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-RxLevMin, delta-RxLevMin

Parameter "Qrxlevmin" in TS 36.304 [4], applicable for intra-frequency neighbour cells. If delta-RxLevMin is not included, actual value Qrxlevmin = q-RxLevMin * 2 [dBm]. If delta-RxLevMin is included, actual value Qrxlevmin = (q-RxLevMin + delta-RxLevMin) * 2 [dBm].

	s-IntraSearchP

Parameter "SIntraSearchP" in TS 36.304 [4].

In case s-IntraSearchP-v1360 is included, the UE shall ignore s-IntraSearchP (i.e. without suffix).

	s-NonIntraSearch

Parameter "SnonIntraSearchP" in TS 36.304 [4].

	s-SearchDeltaP

Parameter "SSearchDeltaP" in TS 36.304 [4]. This parameter is only applicable for UEs supporting relaxed monitoring as specified in TS 36.306 [5]. Value dB6 corresponds to 6 dB, dB9 corresponds to 9 dB and so on.

	t-Reselection

Parameter "TreselectionNB-IoT_Intra" in TS 36.304 [4].


	Conditional presence
	Explanation

	Qrxlevmin
	This field is optionally present, Need OR, if q-RxLevMin is set to the minimum value. Otherwise the field is not present.


–
SystemInformationBlockType4-NB

The IE SystemInformationBlockType4-NB contains neighbouring cell related information relevant only for intra-frequency cell re-selection. The IE includes cells with specific re-selection parameters.
SystemInformationBlockType4-NB information element
-- ASN1START

SystemInformationBlockType4-NB-r13 ::=

SEQUENCE {


intraFreqNeighCellList-r13


IntraFreqNeighCellList-NB-r13
OPTIONAL,
-- Need OR


intraFreqBlackCellList-r13


IntraFreqBlackCellList
OPTIONAL,
-- Need OR


lateNonCriticalExtension


OCTET STRING


OPTIONAL,


...
}

IntraFreqNeighCellList-NB-r13 ::=

SEQUENCE (SIZE (1..maxCellIntra)) OF IntraFreqNeighCellInfo-NB-r13
IntraFreqNeighCellInfo-NB-r13 ::=

SEQUENCE {


physCellId-r13






PhysCellId,


q-OffsetCell-r13





Q-OffsetRange,


...,

[[
nsss-NRS-PowerOffset-r15

ENUMERATED {dB-3, db0, dB3}
OPTIONAL, 
-- Cond NSSS-RRM


nsss-NumOccDiffPrecoders-r15
ENUMERATED { n2, n4
}

OPTIONAL 
-- Cond NSSS-RRM

]]
}

-- ASN1STOP

	SystemInformationBlockType4-NB field descriptions

	intraFreqBlackCellList

List of blacklisted intra-frequency neighbouring cells.

	intraFreqNeighCellList

List of intra-frequency neighbouring cellswith specific cell re-selection parameters.

	nsss-NRS-PowerOffset

NSSS to NSSS EPRE ratio, unit in dB. Value dB-3 corresponds to -3 dB, dB-0 corresponds to 0 dB and so on. See TS 36.213 [23].
If the field is absent, the UE applies the value of nsss-NRS-PowerOffset in SystemInformationBlockType3-NB. 

	nsss-NumOccDiffPrecoders

Number of consecutive NSSS occasions that use different precoders for NSSS transmission.See TS 36.213 [23]. Value n2 corresponds to 2 occasions, n4 corresponds to 4 occasions and so on
If the field is absent, the UE applies the value of nsss-NumOccDiffPrecoders in SystemInformationBlockType3-NB. 


	Conditional presence
	Explanation

	NSSS-RRM
	This field is optionally present, need OP, when nsss-RRM-Config is present in SIB3-NB. Otherwise, the field is not present.


–
SystemInformationBlockType5-NB

The IE SystemInformationBlockType5-NB contains information relevant only for inter-frequency cell re-selection i.e. information about other NB-IoT frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency.
SystemInformationBlockType5-NB information element

-- ASN1START

SystemInformationBlockType5-NB-r13 ::=
SEQUENCE {


interFreqCarrierFreqList-r13


InterFreqCarrierFreqList-NB-r13,


t-Reselection-r13





T-Reselection-NB-r13,


lateNonCriticalExtension



OCTET STRING




OPTIONAL,


...,


[[
scptm-FreqOffset-r14



INTEGER (1..8)




OPTIONAL
-- Need OP


]]

}

InterFreqCarrierFreqList-NB-r13 ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-NB-r13

InterFreqCarrierFreqInfo-NB-r13 ::=
SEQUENCE {


dl-CarrierFreq-r13




CarrierFreq-NB-r13,


q-RxLevMin-r13





Q-RxLevMin,


q-QualMin-r13





Q-QualMin-r9




OPTIONAL,

-- Need OP


p-Max-r13






P-Max






OPTIONAL,

-- Need OP


q-OffsetFreq-r13




Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList-r13


InterFreqNeighCellList-NB-r13
OPTIONAL,

-- Need OR


interFreqBlackCellList-r13


InterFreqBlackCellList-NB-r13
OPTIONAL,

-- Need OR


multiBandInfoList-r13



MultiBandInfoList-NB-r13

OPTIONAL,

-- Need OR


...,


[[
delta-RxLevMin-v1350


INTEGER (-8..-1)

OPTIONAL
-- Cond Qrxlevmin


]],


[[
powerClass14dBm-Offset-r14

ENUMERATED {dB-6, dB-3, dB3, dB6, dB9, dB12}

OPTIONAL,
--
Need OP



ce-AuthorisationOffset-r14

ENUMERATED {dB5, dB10, dB15, dB20, dB25, dB30, dB35}
OPTIONAL
-- Need OP


]]

[[ 
interFreqNeighCellList-v15xy
InterFreqNeighCellList-NB-v15xy
OPTIONAL

-- Need OR

]]
}
InterFreqNeighCellList-NB-r13 ::=

SEQUENCE (SIZE (1..maxCellInter)) OF PhysCellId
InterFreqNeighCellList-NB-v15xy ::=

SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo-NB-v15xy 
InterFreqNeighCellInfo-NB-v15xy ::=

SEQUENCE {


nsss-NRS-PowerOffset-r15

ENUMERATED {dB-3, db0, dB3}
OPTIONAL, 
-- Cond NSSS-RRM


nsss-NumOccDiffPrecoders-r15
ENUMERATED {n2, n4
}


OPTIONAL 
-- Cond NSSS-RRM

}

InterFreqBlackCellList-NB-r13 ::=

SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellId

-- ASN1STOP

	SystemInformationBlockType5-NB field descriptions

	ce-AuthorisationOffset

Parameter "Qoffsetauthorization" in TS 36.304 [4]. Value in dB. Value dB5 corresponds to 5 dB, dB10 corresponds to 10 dB and so on. If the field is absent, the UE applies the value of ce-authorisationOffset in SystemInformationBlockType1-NB.

	p-Max

Value applicable for the neighbouring NB-IoT cells on this carrier frequency. If absent the UE applies the maximum power according to the UE capability.

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.

	interFreqCarrierFreqList

List of neighbouring inter-frequencies. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the E-ARFCN used to indicate this. 

	interFreqNeighCellList

List of inter-frequency neighbouring cells.

	multiBandInfoList

Indicates the list of frequency bands, with the associated additionalPmax and additionalSpectrumEmission values as defined in TS 36.101 [42, 6.2.4], in addition to the band represented by dl-CarrierFreq for which cell reselection parameters are common.

	nsss-NRS-PowerOffset

NSSS to NSSS EPRE ratio, unit in dB. Value dB-3 corresponds to -3 dB, dB-0 corresponds to 0 dB and so on. See TS 36.213 [23].
If the field is absent, the UE applies the value of nsss-NRS-PowerOffset in SystemInformationBlockType3-NB. 

	nsss-NumOccDiffPrecoders

Number of consecutive NSSS occasions that use different precoders for NSSS transmission.See TS 36.213 [23]. Value n2 corresponds to 2 occasions, n4 corresponds to 4 occasions and so on
If the field is absent, the UE applies the value of nsss-NumOccDiffPrecoders in SystemInformationBlockType3-NB. 

	powerClass14dBm-Offset
Parameter "Poffset" in TS 36.304 [4], only applicable for UE supporting powerClassNB-14dBm. Value in dB. Value dB-6 corresponds to -6 dB, dB-3 corresponds to -3 dB and so on. If the field is absent, the UE applies the (default) value of 0 dB for "Poffset" in TS 36.304 [4]

	q-OffsetFreq

Parameter "Qoffsetfrequency" in TS 36.304 [4].

	q-QualMin

Parameter "Qqualmin" in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin.

	q-RxlevMin, delta-RxLevMin

Parameter "QRxLevmin" in TS 36.304 [4]. If delta-RxLevMin is not included, actual value Qrxlevmin = q-RxLevMin * 2 [dBm]. If delta-RxLevMin is included, actual value Qrxlevmin = (q-RxLevMin + delta-RxLevMin) * 2 [dBm].

	scptm-FreqOffset
Parameter QoffsetSCPTM in TS 36.304 [4]. Actual value QoffsetSCPTM = field value * 2 [dB].

If the field is absent, the UE uses infinite dBs for the SC-PTM frequency offset with cell ranking as specified in TS 36.304 [4].

	t-Reselection

Parameter "TreselectionNB-IoT_Inter" in TS 36.304 [4].


	Conditional presence
	Explanation

	NSSS-RRM
	This field is optionally present, need OP, when nsss-RRM-Config is present in SIB3-NB. Otherwise, the field is not present.

	Qrxlevmin
	This field is optionally present, Need OR, if q-RxLevMin is set to the minimum value.  Otherwise the field is not present.


�In order to extend for NB-IoT, the IE is duplicated in NB-IoT and then extended. This has no ASN.1 impact.


�FFS n8 also


�FFS n8 also


�FFS n8 also





