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Introduction
In RAN1#92bis, RAN1 confirmed the need for beamFailureRecoveryTimer and sent an LS to RAN2 accordingly. During online discussion in RAN2#102, it was agreed to implement the BFR timer, with the option to not configure it. The UE behaviour following the expiry of the timer was discussed and narrowed down to the two following options:
a) RAN1 agreement: UE shall not use CFRA for BFR after beamFailureRecoveryTimer
b) UE may choose to not prioritize CFRA over CBRA resources.
This offline discussion aims to:
· Analyze these two options and agree to one. Two CR implementations for the above alternatives were provided accordingly.
· Discuss whether there is a need to support additional timer values on top of what RAN1 agreed to. RAN1 has agreed to {10, 20, 40, 60, 80, 100, 150, 200} msec.
BFR timer
We will implement the timer, but have an option to not configure the timer, resulting in the current behaviour. 

Comeback (108), with two CR proposals a) the interdigital CR with “if configured” statements, b) the proposal by Nokia to additionally have the behaviour at timer expiry to not prioritize CFRA. (interdigital)

[bookmark: _Ref178064866]Discussion
CR Implementations
· 12 companies prefer option a (CATT, Convida, Huawei, Ericsson, Intel, InterDigital, Mediatek, Oppo, Panasonic, Qualcomm, Samsung, ZTE)
· 6 companies prefer option b (Google, Lenovo, LG, Nokia, NTT Docomo, Vivo)
The final CR implementations are provided in R2-1808825 and R2-1808826 for options a and b respectively.
[bookmark: _GoBack]A majority of companies prefer the CR implementation for option (a). Companies that prefer option (b) expressed the desire to use CFRA after the timer expires. Given it is possible to not configure the timer and the majority preference for option (a), rapporteur suggests to agree to CR a_v3, which is provided in R2-1808825.
Proposal 1:  Agree to the CR for option (a) in R2-1808825
Supported timer values
· 17 companies have not indicated preference to add timer values in addition to the values agreed by RAN1.
· 1 company has indicated preference to add {1000, 5000, 10000} msec to the supported values, with the intention of a different use case in which the timer starts upon receiving the BFR config IE.
Proposal 2:  Values supported for the BFR timer are {10, 20, 40, 60, 80, 100, 150, 200} msec.

Summary
Proposal 1:  Agree to the CR for option (a) in R2-1808825
Proposal 2:  Values supported for the BFR timer are {10, 20, 40, 60, 80, 100, 150, 200} msec.
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