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5.5
Measurements

5.5.1
Introduction

The network may configure an RRC_CONNECTED UE to perform measurements and report them in accordance with the measurement configuration. The measurement configuration is provided by means of dedicated signalling i.e. using the RRCReconfiguration.

The network may configure the UE to perform the following types of measurements:

-
NR measurements;
-
Inter-RAT measurements of E-UTRA frequencies.

The network may configure the UE to report the following measurement information based on SS/PBCH block(s):

-
Measurement results per SS/PBCH block;
-
Measurement results per cell based on SS/PBCH block(s);
-
SS/PBCH block(s) indexes.

The network may configure the UE to report the following measurement information based on CSI-RS resources:

-
Measurement results per CSI-RS resource;
-
Measurement results per cell based on CSI-RS resource(s);
-
CSI-RS resource measurement identifiers.

The measurement configuration includes the following parameters:

1.
Measurement objects: A list of objects on which the UE shall perform the measurements.

-
For intra-frequency and inter-frequency measurements a measurement object indicates the frequency/time location and subcarrier spacing of reference signals to be measured. Associated with this measurement object, the network may configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not applicable in event evaluation or measurement reporting. Whitelisted cells are the only ones applicable in event evaluation or measurement reporting.
- 
The measObjectId of the MO which corresponds to each serving cell is indicated by servingCellMO within the serving cell configuration.
-
For inter-RAT E-UTRA measurements a measurement object is a single EUTRA carrier frequency. Associated with this E-UTRA carrier frequency, the network can configure a list of cell specific offsets, a list of 'blacklisted' cells and a list of 'whitelisted' cells. Blacklisted cells are not applicable in event evaluation or measurement reporting. Whitelisted cells are the only ones applicable in event evaluation or measurement reporting.

2.
Reporting configurations: A list of reporting configurations where there can be one or multiple reporting configurations per measurement object. Each reporting configuration consists of the following:

-
Reporting criterion: The criterion that triggers the UE to send a measurement report. This can either be periodical or a single event description;.
-
RS type: The RS that the UE uses for beam and cell measurement results (SS/PBCH block or CSI-RS).
-
Reporting format: The quantities per cell and per beam that the UE includes in the measurement report (e.g. RSRP) and other associated information such as the maximum number of cells and the maximum number beams per cell to report.

3.
Measurement identities: A list of measurement identities where each measurement identity links one measurement object with one reporting configuration. By configuring multiple measurement identities, it is possible to link more than one measurement object to the same reporting configuration, as well as to link more than one reporting configuration to the same measurement object. The measurement identity is also included in the measurement report that triggered the reporting, serving as a reference to the network.

4.
Quantity configurations: The quantity configuration defines the measurement filtering configuration used for all event evaluation and related reporting of that measurement type. For NR measurements, the network may configure up to 2 quantity configurations with a reference in the NR measurement object to the configuration that is to be used. In each configuration, different filter coefficients can be configured for different measurement quantities, for different RS types, and for measurements per cell and per beam.

5.
Measurement gaps: Periods that the UE may use to perform measurements, i.e. no (UL, DL) transmissions are scheduled.

A UE in RRC_CONNECTED maintains a measurement object list, a reporting configuration list, and a measurement identities list according to signalling and procedures in this specification. The measurement object list possibly includes NR intra-frequency object(s), NR inter-frequency object(s) and inter-RAT objects. Similarly, the reporting configuration list includes NR and inter-RAT reporting configurations. Any measurement object can be linked to any reporting configuration of the same RAT type. Some reporting configurations may not be linked to a measurement object. Likewise, some measurement objects may not be linked to a reporting configuration.

The measurement procedures distinguish the following types of cells:

1.
The NR serving cell(s) - these are the SpCell and one or more SCells.
2.
Listed cells - these are cells listed within the measurement object(s).
3.
Detected cells - these are cells that are not listed within the measurement object(s) but are detected by the UE on the SSB frequency(ies) and subcarrier spacing(s) indicated by the measurement object(s).

For NR measurement object(s), the UE measures and reports on the serving cell(s), listed cells and/or detected cells.

Whenever the procedural specification, other than contained in sub-clause 5.5.2, refers to a field it concerns a field included in the VarMeasConfig unless explicitly stated otherwise i.e. only the measurement configuration procedure covers the direct UE action related to the received measConfig.

5.5.2
Measurement configuration

5.5.2.1
General

The network applies the procedure as follows:

-
to ensure that, whenever the UE has a measConfig, it includes a measObject for the SpCell and for each NR SCell to be measured.
Editor’s Note: FFS How the procedure is used for CGI reporting.

The UE shall:

1>
if the received measConfig includes the measObjectToRemoveList:

2>
perform the measurement object removal procedure as specified in 5.5.2.4;
1>
if the received measConfig includes the measObjectToAddModList:

2>
perform the measurement object addition/modification procedure as specified in 5.5.2.5;
1>
if the received measConfig includes the reportConfigToRemoveList:

2>
perform the reporting configuration removal procedure as specified in 5.5.2.6;
1>
if the received measConfig includes the reportConfigToAddModList:

2>
perform the reporting configuration addition/modification procedure as specified in 5.5.2.7;
1>
if the received measConfig includes the measIdToRemoveList:

2>
perform the measurement identity removal procedure as specified in 5.5.2.2;
1>
if the received measConfig includes the measIdToAddModList:

2>
perform the measurement identity addition/modification procedure as specified in 5.5.2.3;
1>
if the received measConfig includes the measGapConfig:

2>
perform the measurement gap configuration procedure as specified in 5.5.2.9;
1>
if the received measConfig includes the s-MeasureConfig:

2>
if s-MeasureConfig is set to ssb-RSRP, set parameter ssb-RSRPof s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig;
2>
else, set parameter csi-RSRP of s-MeasureConfig within VarMeasConfig to the lowest value of the RSRP ranges indicated by the received value of s-MeasureConfig.
5.5.2.2
Measurement identity removal

The UE shall:

1>
for each measId included in the received measIdToRemoveList that is part of the current UE configuration in VarMeasConfig:

2>
remove the entry with the matching measId from the measIdList within the VarMeasConfig;

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer if running and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:
The UE does not consider the message as erroneous if the measIdToRemoveList includes any measId value that is not part of the current UE configuration.

5.5.2.3
Measurement identity addition/modification

The network applies the procedure as follows:

-
configure a measId only if the corresponding measurement object, the corresponding reporting configuration and the corresponding quantity configuration, are configured.
The UE shall:

1>
for each measId included in the received measIdToAddModList:

2>
if an entry with the matching measId exists in the measIdList within the VarMeasConfig:

3>
replace the entry with the value received for this measId;
2>
else:

3>
add a new entry for this measId within the VarMeasConfig;
2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId.
5.5.2.4
Measurement object removal

The UE shall:

1>
for each measObjectId included in the received measObjectToRemoveList that is part of measObjectList in VarMeasConfig:

2>
remove the entry with the matching measObjectId from the measObjectList within the VarMeasConfig;

2>
remove all measId associated with this measObjectId from the measIdList within the VarMeasConfig, if any;

2>
if a measId is removed from the measIdList:

3>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

3>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:
The UE does not consider the message as erroneous if the measObjectToRemoveList includes any measObjectId value that is not part of the current UE configuration.

5.5.2.5
Measurement object addition/modification

The UE shall:

1>
for each measObjectId included in the received measObjectToAddModList:

2>
if an entry with the matching measObjectId exists in the measObjectList within the VarMeasConfig, for this entry:

3>
reconfigure the entry with the value received for this measObject, except for the fields cellsToAddModList, blackCellsToAddModList, whiteCellsToAddModList, cellsToRemoveList,blackCellsToRemoveList, whiteCellsToRemoveList, absThreshSS-BlocksConsolidation,absThreshCSI-RS-Consolidation, nrofSS-BlocksToAverage,nroCSI-RS-ResourcesToAverage;

3>
if the received measObject includes the cellsToRemoveList:

4>
for each physCellId included in the cellsToRemoveList:

5>
remove the entry with the matching physCellId from the cellsToAddModList;
3>
if the received measObject includes the cellsToAddModList:

4>
for each physCellId value included in the cellsToAddModList:

5>
if an entry with the matching physCellId exists in the cellsToAddModList:

6>
replace the entry with the value received for this physCellId;
5>
else:

6>
add a new entry for the received physCellId to the cellsToAddModList;
3>
if the received measObject includes the blackCellsToRemoveList:

4>
for each pci-RangeIndex included in the blackCellsToRemoveList:

5>
remove the entry with the matching pci-RangeIndex from the blackCellsToAddModList;
NOTE:
For each pci-RangeIndex included in the blackCellsToRemoveList that concerns overlapping ranges of cells, a cell is removed from the black list of cells only if all cell indexes containing it are removed.

3>
if the received measObject includes the blackCellsToAddModList:

4>
for each pci-RangeIndex included in the blackCellsToAddModList:

5>
if an entry with the matching pci-RangeIndex is included in the blackCellsToAddModList:

6>
replace the entry with the value received for this pci-RangeIndex;
5>
else:

6>
add a new entry for the received pci-RangeIndex to the blackCellsToAddModList;
3>
if the received measObject includes the whiteCellsToRemoveList:

4>
for each pci-RangeIndex included in the whiteCellsToRemoveList:

5>
remove the entry with the matching pci-RangeIndex from the whiteCellsToAddModList;
3>
if the received measObject includes the whiteCellsToAddModList:

4>
for each pci-RangeIndex included in the whiteCellsToAddModList:

5>
if an entry with the matching pci-RangeIndex is included in the whiteCellsToAddModList:

6>
replace the entry with the value received for this pci-RangeIndex;
5>
else:

6>
add a new entry for the received pci-RangeIndex to the whiteCellsToAddModList;
3>
for each measId associated with this measObjectId in the measIdList within the VarMeasConfig, if any:

4>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

4>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId;
2>
else:

3>
add a new entry for the received measObject to the measObjectList within VarMeasConfig.

5.5.2.6
Reporting configuration removal

The UE shall:

1>
for each reportConfigId included in the received reportConfigToRemoveList that is part of the current UE configuration in VarMeasConfig:

2>
remove the entry with the matching reportConfigId from the reportConfigList within the VarMeasConfig;

2>
remove all measId associated with the reportConfigId from the measIdList within the VarMeasConfig, if any;

2>
if a measId is removed from the measIdList:

3>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

3>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId.
NOTE:
The UE does not consider the message as erroneous if the reportConfigToRemoveList includes any reportConfigId value that is not part of the current UE configuration.

5.5.2.7
Reporting configuration addition/modification

The UE shall:

1>
for each reportConfigId included in the received reportConfigToAddModList:

2>
if an entry with the matching reportConfigId exists in the reportConfigList within the VarMeasConfig, for this entry:

3>
reconfigure the entry with the value received for this reportConfig;

3>
for each measId associated with this reportConfigId included in the measIdList within the VarMeasConfig, if any:

4>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

4>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId;
2>
else:

3>
add a new entry for the received reportConfig to the reportConfigList within the VarMeasConfig.
5.5.2.8
Quantity configuration

The UE shall:

1>
for each RAT for which the received quantityConfig includes parameter(s):

2>
set the corresponding parameter(s) in quantityConfig within VarMeasConfig to the value of the received quantityConfig parameter(s);
1>
for each measId included in the measIdList within VarMeasConfig:

2>
remove the measurement reporting entry for this measId from the VarMeasReportList, if included;

2>
stop the periodical reporting timer and reset the associated information (e.g. timeToTrigger) for this measId.
5.5.2.9
Measurement gap configuration

The UE shall:

1>
if the UE is operating in EN-DC;

2>
if gapFR2 is set to setup:

3>
if an FR2 measurement gap configuration is already setup, release the FR2 measurement gap configuration;

3>
setup the FR2 measurement gap configuration indicated by the measGapConfig in accordance with the received gapOffset, i.e., the first subframe of each gap occurs at an SFN and subframe meeting the following condition (SFN and subframe of SCG cells on FR2):

SFN mod T = FLOOR(gapOffset/10);

subframe = gapOffset mod 10;

with T = MGRP/10 as defined in TS 38.133 [x];
3>
if mgta is configured, apply the specified timing advance to the gap occurences calculated above (i.e. the UE starts the measurement mgta ms before the gap subframe occurences);
2>
else if gapFR2 is set to release:

3>
release the FR2 measurement gap configuration.
5.5.2.10
Reference signal measurement timing configuration

The UE shall setup the first SS/PBCH block measurement timing configuration (SMTC) in accordance with the received periodicityAndOffset parameter (providing Periodicity and Offset value for the following condition) in the smtc1 configuration. The first subframe of each SMTC occasion occurs at an SFN and subframe of the NR SpCell meeting the following condition:

SFN mod T = FLOOR (Offset/10) ) mod T;

if the Periodicity is larger than sf5:

subframe = Offset mod 10;
else:

subframe = Offset or (Offset +5);
with T = Periodicity/10.

If smtc2 is present, for cells indicated in the pci-List parameter in smtc2 in the sameMeasObjectNR, the UE shall setup an additional SS/PBCH block measurement timing configuration (SMTC) in accordance with the received periodicity parameter in the smtc2 configuration and use the Offset (derived from parameter periodicityAndOffset) and duration parameter from the smtc1 configuration. The first subframe of each SMTC occasion occurs at an SFN and subframe of the NR SpCell meeting the above condition:

On the indicated ssbFrequency, the UE shall not consider SS/PBCH block transmission in subframes outside the SMTC occasion for measurements including RRM measurements.

5.5.3
Performing measurements

5.5.3.1
General

An RRC_CONNECTED UE shall derive cell measurement results by measuring one or multiple beams associated per cell as configured by the network, as described in 5.5.3.3. For all cell measurement results in RRC_CONNECTED the UE applies the layer 3 filtering as specified in 5.5.3.2, before using the measured results for evaluation of reporting criteria and measurement reporting. For cell measurements, the network can configure RSRP, RSRQ or SINR as trigger quantity. Reporting quantities can be the same as trigger quantity or combinations of quantities (i.e. RSRP and RSRQ; RSRP and SINR; RSRQ and SINR; RSRP, RSRQ and SINR).

The network may also configure the UE to report measurement information per beam (which can either be measurement results per beam with respective beam identifier(s) or only beam identifier(s)), derived as described in 5.5.3.3a. If beam measurement information is configured to be included in measurement reports, the UE applies the layer 3 beam filtering as specified in 5.5.3.2. On the other hand, the exact layer 1 filtering of beam measurements used to derive cell measurement results is implementation dependent.

The UE shall:

1>
whenever the UE has a measConfig, perform RSRP and RSRQ measurements for each serving cell for which servingCellMO is configured as follows:

2>
if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to ssb:

3>
if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>
derive serving cell measurement results based on SS/PBCH block, as described in 5.5.3.3;
2>
if at least one measId included in the measIdList within VarMeasConfig contains an rsType set to csi-rs:

3>
if at least one measId included in the measIdList within VarMeasConfig contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
derive layer 3 filtered RSRP and RSRQ per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
3>
derive serving cell measurement results based on CSI-RS, as described in 5.5.3.3;
1>
if at least one measId included in the measIdList within VarMeasConfig contains SINR as trigger quantity and/or reporting quantity:

2>
if the associated reportConfig contains rsType set to ssb:

3>
if the measId contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
derive layer 3 filtered SINR per beam for the serving cell based on SS/PBCH block, as described in 5.5.3.3a;
3>
derive serving cell SINR based on SS/PBCH block, as described in 5.5.3.3;
2>
if the associated reportConfig contains rsType set to csi-rs:

3>
if the measId contains a reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
derive layer 3 filtered SINR per beam for the serving cell based on CSI-RS, as described in 5.5.3.3a;
3>
derive serving cell SINR based on CSI-RS, as described in 5.5.3.3;
1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the reportType for the associated reportConfig is periodical or eventTriggered:

3>
if a measurement gap configuration is setup, or

3>
if the UE does not require measurement gaps to perform the concerned measurements:

4>
if s-MeasureConfig is not configured, or

4>
if s-MeasureConfig is set to ssb-RSRP and the NR SpCell RSRP based on SS/PBCH block, after layer 3 filtering, is lower than ssb-RSRP,or

4>
if s-MeasureConfig is set to csi-RSRP and the NR SpCell RSRP based on CSI-RS, after layer 3 filtering, is lower than csi-RSRP:

5>
if the measObject is associated to NR and the rsType is set to csi-rs:

6>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport for the associated reportConfig are configured:

7>
derive layer 3 filtered beam measurements only based on CSI-RS for each measurement quantity indicated in reportQuantityRsIndexes, as described in 5.5.3.3a;
6>
derive cell measurement results based on CSI-RS for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>
if the measObject is associated to NR and the rsType is set to ssb:

6>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport for the associated reportConfig are configured:

7>
derive layer 3 beam measurements only based on SS/PBCH block for each measurement quantity indicated in reportQuantityRsIndexes, as described in 5.5.3.3a;
6>
derive cell measurement results based on SS/PBCH block for each trigger quantity and each measurement quantity indicated in reportQuantityCell using parameters from the associated measObject, as described in 5.5.3.3;
5>
if the measObject is associated to E-UTRA:

6>
perform the corresponding measurements associated to neighbouring cells on the frequencies indicated in the concerned measObject;
2>
perform the evaluation of reporting criteria as specified in 5.5.4.

5.5.3.2
Layer 3 filtering

The UE shall:

1>
for each cell measurement quantity and for each beam measurement quantity that the UE performs measurements according to 5.5.3.1:

2>
filter the measured result, before using for evaluation of reporting criteria or for measurement reporting, by the following formula:
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where

Mn is the latest received measurement result from the physical layer;

Fn is the updated filtered measurement result, that is used for evaluation of reporting criteria or for measurement reporting;

Fn-1is the old filtered measurement result, where F0is set to M1 when the first measurement result from the physical layer is received; and

a = 1/2(k/4), where k is the filterCoefficient for the corresponding measurement quantity received by the quantityConfig;
2>
adapt the filter such that the time characteristics of the filter are preserved at different input rates, observing that the filterCoefficient k assumes a sample rate equal to X ms; The value of X is equivalent to one intra-frequency L1 measurement period as defined in 38.331 [14] assuming non-DRX operation, and depends on frequency range.
NOTE 1:
If k is set to 0, no layer 3 filtering is applicable.

NOTE 2:
The filtering is performed in the same domain as used for evaluation of reporting criteria or for measurement reporting, i.e., logarithmic filtering for logarithmic measurements.

NOTE 3:
The filter input rate is implementation dependent, to fulfil the performance requirements set in TS 38.133[14]. For further details about the physical layer measurements, see TS 38.133 [14].

5.5.3.3
Derivation of cell measurement results

The network may configure the UE to derive RSRP, RSRQ and SINR measurement results per cell associated to NR measurement objects based on parameters configured in the measObject (e.g. maximum number of beams to be averaged and beam consolidation thresholds) and in the reportConfig (rsType to be measured, SS/PBCH block 
or CSI-RS).

The UE shall:

1>
for each cell measurement quantity to be derived based on SS/PBCH block:

2>
if nrofSS-BlocksToAverage in the associated measObject is not configured; or

2>
if absThreshSS-BlocksConsolidation in the associated measObject is not configured; or

2>
if the highest beam measurement quantity value is below absThreshSS-BlocksConsolidation:

3>
derive each cell measurement quantity based on SS/PBCH block as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [9];
2>
else:

3>
derive each cell measurement quantity based on SS/PBCH block as the linear average of the power values of the highest beam measurement quantity values above absThreshSS-BlocksConsolidation where the total number of averaged beams shall not exceed nrofSS-BlocksToAverage;
2>
apply layer 3 cell filtering as described in 5.5.3.2;
1>
for each cell measurement quantity to be derived based on CSI-RS:

2>
consider a CSI-RS resource to be applicable for deriving cell measurements when the concerned CSI-RS resource is included in the csi-rs-ResourceCellMobility including the physCellId of the cell in the CSI-RS-ConfigMobility in the associated measObject ;

2>
if nrofCSI-RS-ResourcesToAverage in the associated measObject is not configured; or

2>
if absThreshCSI-RS-Consolidation in the associated measObject is not configured; or

2>
if the highest beam measurement quantity value is below absThreshCSI-RS-Consolidation:

3>
derive each cell measurement quantity based on applicable CSI-RS resources for the cell as the highest beam measurement quantity value, where each beam measurement quantity is described in TS 38.215 [9];
2>
else:

3>
derive each cell measurement quantity based on applicable CSI-RS resources for the cell as the linear average of the power values of the highest beam measurement quantity values above absThreshCSI-RS-Consolidation where the total number of averaged beams shall not exceed nroCSI-RS-ResourcesToAverage;
2>
apply layer 3 cell filtering as described in 5.5.3.2.
5.5.3.3a
Derivation of layer 3 beam filtered measurement

The UE shall:

1>
for each layer 3 beam filtered measurement quantity to be derived based on SS/PBCH block;

2>
derive each configured beam measurement quantity based on SS/PBCH block as described in TS 38.215[9], and apply layer 3 beam filtering as described in 5.5.3.2;
1>
for each layer 3 beam filtered measurement quantity to be derived based on CSI-RS;

2>
derive each configured beam measurement quantity based on CSI-RS as described in TS 38.215 [9], and apply layer 3 beam filtering as described in 5.5.3.2.
5.5.4
Measurement report triggering

5.5.4.1
General

If security has been activated successfully, the UE shall:

1>
for each measId included in the measIdList within VarMeasConfig:

2>
if the corresponding reportConfigincludes a reportType set to eventTriggered or periodical;

3>
if the corresponding measObject concerns NR;

4>
if the eventA1 or eventA2 is configured in the corresponding reportConfig:

5>
consider only the serving cell to be applicable;
4>
else:

5>
for events involving a serving cell associated with a measObjectNR and neighbours associated with another measObjectNR, consider any serving cell associated with the other measObjectNR to be a neighbouring cell as well;

5>
if useWhiteCellList is set to TRUE:

6>
consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is included in the whiteCellsToAddModList defined within the VarMeasConfig for this measId;
5>
else:

6>
consider any neighbouring cell detected based on parameters in the associated measObjectNR to be applicable when the concerned cell is not included in the blackCellsToAddModList defined within the VarMeasConfig for this measId;
2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig, while the VarMeasReportList does not include a measurement reporting entry for this measId (a first cell triggers the event):

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;
2>
if the reportType is set to eventTriggered and if the entry condition applicable for this event, i.e. the event corresponding with the eventId of the corresponding reportConfig within VarMeasConfig, is fulfilled for one or more applicable cells not included in the cellsTriggeredList for all measurements after layer 3 filtering taken during timeToTrigger defined for this event within the VarMeasConfig (a subsequent cell triggers the event):

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

3>
include the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId;

3>
initiate the measurement reporting procedure, as specified in 5.5.5;
2>
if the reportType is set to eventTriggered and if the leaving condition applicable for this event is fulfilled for one or more of the cells included in the cellsTriggeredList defined within the VarMeasReportList for this measId for all measurements after layer 3 filtering taken during timeToTrigger defined within the VarMeasConfig for this event:

3>
remove the concerned cell(s) in the cellsTriggeredList defined within the VarMeasReportList for this measId; 

3>
if reportOnLeave is set to TRUE for the corresponding reporting configuration:

4>
initiate the measurement reporting procedure, as specified in 5.5.5;
3>
if the cellsTriggeredList defined within the VarMeasReportList for this measId is empty:

4>
remove the measurement reporting entry within the VarMeasReportList for this measId;

4>
stop the periodical reporting timer for this measId, if running;
2>
if reportType is set to periodical and if a (first) measurement result is available:

3>
include a measurement reporting entry within the VarMeasReportList for this measId;

3>
set the numberOfReportsSent defined within the VarMeasReportList for this measId to 0;

4>
if the reportAmount exceeds 1:

5>
initiate the measurement reporting procedure,as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCell;
4>
else (i.e. the reportAmount is equal to 1):

5>
initiate the measurement reportingprocedure, as specified in 5.5.5, immediately after the quantity to be reported becomes available for the NR SpCelland for the strongest cell among the applicable cells;
2>
upon expiry of the periodical reporting timer for this measId:

3>
initiate the measurement reporting procedure, as specified in 5.5.5.
5.5.4.2
Event A1 (Serving becomes better than threshold)

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A1-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A1-2, as specified below, is fulfilled;

1>
for this measurement, consider the NR serving cell corresponding to the measObjectNR associated with this event.
Inequality A1-1 (Entering condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresisas defined withinreportConfigNRfor this event).

Thresh is the threshold parameter for this event (i.e. a1-Threshold as defined withinreportConfigNRfor this event).

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Hys is expressed in dB.

Thresh is expressed in the same unit as Ms.
5.5.4.3
Event A2 (Serving becomes worse than threshold)

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A2-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A2-2, as specified below, is fulfilled;

1>
for this measurement, consider the serving cell indicated by the measObjectNR associated to this event.
Inequality A2-1 (Entering condition)
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Inequality A2-2 (Leaving condition)
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The variables in the formula are defined as follows:

Ms is the measurement result of the serving cell, not taking into account any offsets.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNR for this event).

Thresh is the threshold parameter for this event (i.e. a2-Threshold as defined within reportConfigNR for this event).

Ms is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Hys is expressed in dB.

Thresh is expressed in the same unit as Ms.
5.5.4.4
Event A3 (Neighbour becomes offset better than SpCell)

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A3-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A3-2, as specified below, is fulfilled;

1>
use the PSCell for Mp, Ofp and Ocp.
NOTE
The cell(s) that triggers the event has reference signals indicated in the measObjectNR associated to this event which may be different from  the NR SpCell measObjectNR.
Inequality A3-1 (Entering condition)
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Inequality A3-2 (Leaving condition)


[image: image7.wmf]Off

Ocp

Ofp

Mp

Hys

Ocn

Ofn

Mn

+

+

+

<

+

+

+


The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets.

Ofn is the measurement object specific offset of the reference signal of the neighbour cell (i.e. offsetMO as defined within measObjectNR corresponding to the neighbour cell).

Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the neighbour cell), and set to zero if not configured for the neighbour cell.

Mp is the measurement result of the SpCell, not taking into account any offsets.

Ofp is the measurement object specific offset of the SpCell (i.e. offsetMO as defined within measObjectNR corresponding to the SpCell).

Ocp is the cell specific offset of the SpCell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the SpCell), and is set to zero if not configured for the SpCell.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined withinreportConfigNR for this event).

Off is the offset parameter for this event (i.e. a3-Offset as defined withinreportConfigNR for this event).

Mn, Mp are expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Ofn, Ocn, Ofp, Ocp, Hys, Off are expressed in dB.

5.5.4.5
Event A4 (Neighbour becomes better than threshold)

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A4-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A4-2, as specified below, is fulfilled.
Inequality A4-1 (Entering condition)


[image: image8.wmf]Thresh

Hys

Ocn

Ofn

Mn

>

-

+

+


Inequality A4-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mn is the measurement result of the neighbouring cell, not taking into account any offsets.

Ofn is the measurement object specific offset of the neighbour cell (i.e. offsetMO as defined within measObjectNR corresponding to the neighbour cell).
Ocn is the measurement object specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the neighbour cell), and set to zero if not configured for the neighbour cell.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNRfor this event).

Thresh is the threshold parameter for this event (i.e. a4-Threshold as defined within reportConfigNRfor this event).

Mn is expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Ofn, Ocn, Hys are expressed in dB.

Thresh is expressed in the same unit as Mn.
5.5.4.6
Event A5 (SpCell becomes worse than threshold1 and neighbour becomes better than threshold2)

The UE shall:

1>
consider the entering condition for this event to be satisfied when both condition A5-1 and condition A5-2, as specified below, are fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A5-3 or condition A5-4, i.e. at least one of the two, as specified below, is fulfilled;

1>
use the PSCell for Mp.
NOTE:
The parameters of the reference signal(s) of the cell(s) that triggers the event are indicated in the measObjectNR associated to the event which may be different from the measObjectNR of the NR SpCell.
Inequality A5-1 (Entering condition 1)
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Inequality A5-2 (Entering condition 2)
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Inequality A5-3 (Leaving condition 1)
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Inequality A5-4 (Leaving condition 2)
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The variables in the formula are defined as follows:

Mp is the measurement result of the NR SpCell, not taking into account any offsets.

Mnis the measurement result of the neighbouring cell, not taking into account any offsets.

Ofn is the measurement object specific offset of the neighbour cell (i.e. offsetMO as defined within measObjectNR corresponding to the neighbour cell).
Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within measObjectNR corresponding to the neighbour cell), and set to zero if not configured for the neighbour cell.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined within reportConfigNRfor this event).

Thresh1 is the threshold parameter for this event (i.e. a5-Threshold1 as defined within reportConfigNR for this event).

Thresh2 is the threshold parameter for this event (i.e. a5-Threshold2 as defined within reportConfigNR for this event).

Mn, Mp are expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Ofn, Ocn, Hys are expressed in dB.

Thresh1is expressed in the same unit as Mp.
Thresh2 is expressed in the same unit as Mn.

5.5.4.7
Event A6 (Neighbour becomes offset better than SCell)

The UE shall:

1>
consider the entering condition for this event to be satisfied when condition A6-1, as specified below, is fulfilled;

1>
consider the leaving condition for this event to be satisfied when condition A6-2, as specified below, is fulfilled;

1>
for this measurement, consider the (secondary) cell corresponding to the measObjectNR associated to this event to be the serving cell.
NOTE:
The reference signal(s) of the neighbour(s) and the reference signal(s) of the SCell are both indicated in the associated measObjectNR.
Inequality A6-1 (Entering condition)
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Inequality A6-2 (Leaving condition)
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The variables in the formula are defined as follows:

Mnis the measurement result of the neighbouring cell, not taking into account any offsets. 

Ocn is the cell specific offset of the neighbour cell (i.e. cellIndividualOffset as defined within the associated measObjectNR), and set to zero if not configured for the neighbour cell.

Msis the measurement result of the serving cell, not taking into account any offsets.

Ocs is the cell specific offset of the serving cell (i.e. cellIndividualOffset as defined within the associated measObjectNR), and is set to zero if not configured for the serving cell.

Hys is the hysteresis parameter for this event (i.e. hysteresis as defined withinreportConfigNR for this event).

Off is the offset parameter for this event (i.e. a6-Offset as defined withinreportConfigNR for this event).

Mn, Ms are expressed in dBm in case of RSRP, or in dB in case of RSRQ and RS-SINR.

Ocn, Ocs, Hys, Off are expressed in dB.

5.5.5
Measurement reporting

5.5.5.1
General
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Figure 5.5.5.1-1: Measurement reporting

The purpose of this procedure is to transfer measurement results from the UE to the network. The UE shall initiate this procedure only after successful security activation.

For the measId for which the measurement reporting procedure was triggered, the UE shall set the measResults within the MeasurementReport message as follows:

1>
set the measId to the measurement identity that triggered the measurement reporting;

1>
set the measResultServingCell within measResultServingMOList to include RSRP, RSRQ and the available SINR for each configured serving cell derived based on the rsType indicated in the associated reportConfig;

1>
set the measResultServingCell within measResultServingMOList to include for each NR serving cell that is configured with servingCellMO, if any, the servCellId;

1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

2>
for each serving cell configured with servingCellMO, include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportAddNeighMeas:

2>for each serving cell measObjectId referenced in the measIdList other than the measObjectId corresponding with the measId that triggered the measurement reporting:

3>
set the measResultBestNeighCell within measResultServingMOList to include the physCellId and the available measurement quantities based on the reportQuantityCell and rsType indicated in reportConfig of the non-serving cell corresponding to the concerned measObjectNR with the highest measured RSRP if RSRP measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured RSRQ if RSRQ measurement results are available for cells corresponding to this measObjectNR, otherwise with the highest measured SINR;

3>
if the reportConfig associated with the measId that triggered the measurement reporting includes reportQuantityRsIndexes and maxNrofRSIndexesToReport:

4>
for each best non-serving cell included in the measurement report:
5>include beam measurement information according to the associated reportConfig as described in 5.5.5.2;
1>
if there is at least one applicable neighbouring cell to report:

2>
set the measResultNeighCells to include the best neighbouring cells up to maxReportCells in accordance with the following:

3>
if the reportType is set to eventTriggered:

4>
include the cells included in the cellsTriggeredList as defined within the VarMeasReportList for this measId;
3>
else:

4>
include the applicable cells for which the new measurement results became available since the last periodical reporting or since the measurement was initiated or reset;

4>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
3>
for each cell that is included in the measResultNeighCells, include the physCellId;

3>
if the reportType is set to eventTriggered:

4>
for each included cell, include the layer 3 filtered measured results in accordance with the reportConfig for this measId, ordered as follows:

5>
if the measObject associated with this measId concerns NR:

6>
if rsType in the associated reportConfig is set to ssb:

7> set resultsSSB-Cell within the measResult to include the SS/PBCH block based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8>
if reportQuantityRsIndexes and maxNrofRSIndexesToReport are configured, include beam measurement information as described in 5.5.5.2;
6>
else if rsType in the associated reportConfig is set to csi-rs:

7> set resultsCSI-RS-Cell within the measResult to include the CSI-RS based quantity(ies) indicated in the reportQuantityCell within the concerned reportConfig, in order of decreasing trigger quantity, i.e. the best cell is included first:

8> if reportQuantityRsIndexes and maxNrofRSIndexesToReport are, include beam measurement information as described in 5.5.5.2;
1>
increment the numberOfReportsSent as defined within the VarMeasReportList for this measId by 1;

1>
stop the periodical reporting timer, if running;

1>
if the numberOfReportsSent as defined within the VarMeasReportList for this measId is less than the reportAmount as defined within the corresponding reportConfig for this measId:

2>
start the periodical reporting timer with the value of reportInterval as defined within the corresponding reportConfig for this measId;
1>
else:

2>
if the reportType is set to periodical:

3>
remove the entry within the VarMeasReportList for this measId;

3>
remove this measId from the measIdList within VarMeasConfig;
1> if the UE is configured with EN-DC:

2>
if SRB3 is configured:

3> submit the MeasurementReport message via SRB3 to lower layers for transmission, upon which the procedure ends;
2>else:

3> submit the MeasurementReport message via the EUTRA MCG embedded in E-UTRA RRC message ULInformationTransferMRDC as specified in TS 36.331 [10].
1>
else:

2>submit the MeasurementReport message to lower layers for transmission, upon which the procedure ends.
5.5.5.2
Reporting of beam measurement information

For beam measurement information to be included in a measurement report the UE shall:

1>
if reportType is set to eventTriggered:

2>
consider the trigger quantity as the sorting quantity;
1>
if reportType is set to periodical:

2> if a single reporting quantity is set to TRUE in reportQuantityRsIndexes;

3> consider the configured single quantity as the sorting quantity;
2> else:

3> if rsrp is set to TRUE; 

4> consider RSRP as the sorting quantity;
3> else:

4> consider RSRQ as the sorting quantity;
1>
set rsIndexResults to include up to maxNrofRsIndexesToReportSS/PBCH block indexes or CSI-RS indexes in order of decreasing sorting quantity as follows:

2>
if the measurement information to be included is based on SS/PBCH block:

3>
include within resultsSSB-Indexes the index associated to the best beam for that SS/PBCH block sorting 
quantity and the remaining beams whose sorting quantity is above absThreshSS-BlocksConsolidation defined in the VarMeasConfig for the corresponding measObject;

3>
if includeBeamMeasurements is configured, include the SS/PBCH based measurement results for the quantities in reportQuantityRsIndexes set to TRUE for each SS/PBCH blockindex;2>
else if the beam measurement information to be included is based on CSI-RS:

3>
include within resultsCSI-RS-Indexes the index associated to the best beam for that CSI-RS sorting quantity and the remaining beams whose sorting quantity is above absThreshCSI-RS-Consolidation defined in the VarMeasConfig for the corresponding measObject;

3>
if includeBeamMeasurementsis configured, include the CSI-RS based measurement results for the quantities in reportQuantityRsIndexes set to TRUE for each CSI-RS index.
[...]

5.7
Other

[...]

5.7.3
SCG failure information
[...]
5.7.3.4
Setting the contents of MeasResultSCG-Failure 

The UE shall set the contents of the MeasResultSCG-Failure as follows:

1>
for each MeasOjectNR for which a measId is configured and measurement results are available;




2>
include an entry in measResultsPerMOList;
2>
if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to ssb:
3>
set ssbFrequency to the value indicated by ssbFrequency as included in the MeasObjectNR;

2>
if there is a measId configured with the MeasObjectNR and a reportConfig which has rsType set to csi-rs:

3>
set refFreqCSI-RS to the value indicated by refFreqCSI-RS as included in the associated measurement object;

2>
if a serving cell is associated with the MeasObjectNR:

3>
set measResultServingCell to include the available quantities of the concerned cell and in accordance with the performance requirements in [FFS_Ref];

2>
set the measResultNeighCellList to include the best measured cells, ordered such that the best cell is listed first, and based on measurements collected up to the moment the UE detected the failure, and set its fields as follows;

3>
ordering the cells with sorting as follows:

4>
based on SS/PBCH block if SS/PBCH block measurement results are available available and otherwise based on CSI-RS,

4>
using RSRP if RSRP measurement results are available, otherwise using RSRQ if RSRQ measurement results are available, otherwise using SINR,
3>
for each neighbour cell included: 

4>
include the optional fields that are available.
NOTE:
The measured quantities are filtered by the L3 filter as configured in the mobility measurement configuration. The measurements are based on the time domain measurement resource restriction, if configured. Blacklisted cells are not required to be reported.

6
Protocol data units, formats and parameters (ASN.1)
6.3
RRC information elements

6.3.2
Radio resource control information elements

–
MeasObjectNR

The IE MeasObjectNR specifies information applicable for SS/PBCH block(s) intra/inter-frequency measurements or CSI-RS intra/inter-frequency measurements.

MeasObjectNR information element

-- ASN1START

-- TAG-MEAS-OBJECT-NR-START

MeasObjectNR ::=




SEQUENCE {


ssbFrequency





ARFCN-ValueNR














OPTIONAL,


refFreqCSI-RS





ARFCN-ValueNR














OPTIONAL,


referenceSignalConfig



ReferenceSignalConfig,















absThreshSS-BlocksConsolidation

ThresholdNR















OPTIONAL,
-- Need R


absThreshCSI-RS-Consolidation

ThresholdNR















OPTIONAL,
-- Need R


nrofSS-BlocksToAverage



INTEGER (2..maxNrofSS-BlocksToAverage)








OPTIONAL,
-- Need R


nrofCSI-RS-ResourcesToAverage

INTEGER (2..maxNrofCSI-RS-ResourcesToAverage)






OPTIONAL,
-- Need R


quantityConfigIndex




INTEGER (1..maxNrofQuantityConfig),


offsetMO






Q-OffsetRangeList,


cellsToRemoveList




PCI-List















OPTIONAL,
-- Need N


cellsToAddModList




CellsToAddModList













OPTIONAL,
-- Need N


blackCellsToRemoveList



PCI-RangeIndexList













OPTIONAL,
-- Need N


blackCellsToAddModList



SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement


OPTIONAL,
-- Need N


whiteCellsToRemoveList



PCI-RangeIndexList













OPTIONAL,
-- Need N


whiteCellsToAddModList



SEQUENCE (SIZE (1..maxNrofPCI-Ranges)) OF PCI-RangeElement

OPTIONAL,
-- Need N


...

}

ReferenceSignalConfig::=     

SEQUENCE {


ssb-ConfigMobility




SSB-ConfigMobility













OPTIONAL,
-- Need M


csi-rs-ResourceConfigMobility

SetupRelease { CSI-RS-ResourceConfigMobility } 






OPTIONAL
-- Need M



}

-- A measurement timing configuration

SSB-ConfigMobility::= 



SEQUENCE {


subcarrierSpacing                    SubcarrierSpacing,


ssb-ToMeasure






SetupRelease { SSB-ToMeasure }









OPTIONAL,
-- Need M


useServingCellTimingForSync



BOOLEAN,


smtc1








SSB-MTC,


smtc2 








SEQUENCE {



pci-List







SEQUENCE (SIZE (1..maxNrofPCIsPerSMTC)) OF PhysCellId

OPTIONAL,
-- Need M



periodicity







ENUMERATED {sf5, sf10, sf20, sf40, sf80, spare3, spare2, spare1}


}

























OPTIONAL,-- Cond IntraFreqConnected


ss-RSSI-Measurement






SEQUENCE {



measurementSlots






BIT STRING (SIZE(1..40)),



endSymbol








INTEGER(0..3)


}

























OPTIONAL





}

CSI-RS-ResourceConfigMobility ::= 
SEQUENCE {




subcarrierSpacing




SubcarrierSpacing,


csi-RS-CellList-Mobility 


SEQUENCE (SIZE (1..maxNrofCSI-RS-CellsRRM))
OF CSI-RS-CellMobility

}

CSI-RS-CellMobility ::=



SEQUENCE {


cellId







PhysCellId,


csi-rs-MeasurementBW



SEQUENCE {



nrofPRBs






ENUMERATED { size24, size48, size96, size192, size264},



startPRB






INTEGER(0..2169)

},

density







ENUMERATED {d1,d3}











OPTIONAL,


csi-rs-ResourceList-Mobility 

SEQUENCE (SIZE (1..maxNrofCSI-RS-ResourcesRRM))
OF CSI-RS-Resource-Mobility
}

CSI-RS-Resource-Mobility ::=

SEQUENCE {


csi-RS-Index





CSI-RS-Index,


slotConfig






CHOICE {


ms4








INTEGER (0..31),



ms5








INTEGER (0..39),


ms10







INTEGER (0..79),



ms20







INTEGER (0..159),



ms40







INTEGER (0..319)


},


associatedSSB





SEQUENCE {



ssb-Index






SSB-Index,



isQuasiColocated




BOOLEAN

}

























OPTIONAL, -- Cond AssociatedSSB

frequencyDomainAllocation


CHOICE {



row1







BIT STRING (SIZE (4)),



row2







BIT STRING (SIZE (12))


},


firstOFDMSymbolInTimeDomain


INTEGER (0..13),



sequenceGenerationConfig


INTEGER (0..1023),


...

}

CSI-RS-Index ::= 




INTEGER (0..maxNrofCSI-RS-ResourcesRRM-1)

Q-OffsetRangeList ::=



SEQUENCE {


rsrpOffsetSSB





Q-OffsetRange



DEFAULT dB0,


rsrqOffsetSSB





Q-OffsetRange



DEFAULT dB0,


sinrOffsetSSB





Q-OffsetRange



DEFAULT dB0,


rsrpOffsetCSI-RS




Q-OffsetRange



DEFAULT dB0,


rsrqOffsetCSI-RS




Q-OffsetRange



DEFAULT dB0,


sinrOffsetCSI-RS




Q-OffsetRange



DEFAULT dB0

}

SSB-ToMeasure ::=




CHOICE {


shortBitmap






BIT STRING (SIZE (4)),


mediumBitmap





BIT STRING (SIZE (8)),


longBitmap






BIT STRING (SIZE (64))

}

SSB-MTC
::=







SEQUENCE {


-- Periodicity and offset of the measurement window in which to receive SS/PBCH blocks. 


-- Periodicity and offset are given in number of subframes.


-- FFS_FIXME: This does not match the L1 parameter table! They seem to intend an index to a hidden table in L1 specs. 


-- (see 38.213, section REF):


periodicityAndOffset




CHOICE {



sf5








INTEGER (0..4),



sf10








INTEGER (0..9),



sf20








INTEGER (0..19),



sf40








INTEGER (0..39),



sf80








INTEGER (0..79),



sf160







INTEGER (0..159)


},


-- Duration of the measurement window in which to receive SS/PBCH blocks. It is given in number of subframes 


-- (see 38.213, section 4.1)


duration







ENUMERATED { sf1, sf2, sf3, sf4, sf5 }

}

ThresholdNR ::=





SEQUENCE{


thresholdRSRP





RSRP-Range




OPTIONAL,


thresholdRSRQ





RSRQ-Range




OPTIONAL,


thresholdSINR





SINR-Range




OPTIONAL
}
CellsToAddModList ::=



SEQUENCE (SIZE (1..maxNrofCellMeas)) OF CellsToAddMod

CellsToAddMod ::=




SEQUENCE {


physCellId






PhysCellId,


cellIndividualOffset



Q-OffsetRangeList

}

-- TAG-MEAS-OBJECT-NR-STOP

-- ASN1STOP

	CellsToAddMod field descriptions

	cellIndividualOffset

Cell individual offsets applicable to a specific cell.

	physCellId

Physical cell identity of a cell in the cell list.


	CSI-RS-CellMobility field descriptions

	csi-rs-ResourceList-Mobility
List of resources

	density
Frequency domain density for the 1-port CSI-RS for L3 mobility Corresponds to L1 parameter 'Density' (see FFS_Spec, section FFS_Section)

	nrofPRBs
Allowed size of the measurement BW in PRBs Corresponds to L1 parameter 'CSI-RS-measurementBW-size' (see FFS_Spec, section FFS_Section)

	startPRB
Starting PRB index of the measurement bandwidth Corresponds to L1 parameter 'CSI-RS-measurement-BW-start' (see FFS_Spec, section FFS_Section) FFS_Value: Upper edge of value range unclear in RAN1


	CSI-RS-ResourceConfigMobility field descriptions

	csi-RS-CellList-Mobility
List of cells

	subcarrierSpacing
Subcarrier spacing of CSI-RS. Only the values 15, 30 or 60 kHz  (<6GHz), 60 or 120 kHz (>6GHz) are applicable. Corresponds to L1 parameter 'Numerology' (see 38.211, section FFS_Section)


	CSI-RS-Resource-Mobility field descriptions

	associatedSSB

If this field is present, the UE may base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobility on the timing of the cell indicated by the cellId in the CSI-RS-CellMobility. In this case,the UE is not required to monitor that CSI-RS resource if the UE can’t detect the SS/PBCH block indicated by this associatedSSBandcellId. If this field is absent, the UE shall base the timing of the CSI-RS resource indicated in CSI-RS-Resource-Mobilityon the timing of the serving cell. In this case, the UE is required to measure the CSI-RS resource even if SS/PBCH block(s) with cellIdin the CSI-RS-CellMobilityare not detected.

	csi-RS-Index

CSI-RS resource index associated to the CSI-RS resource to be measured (and used for reporting).

	firstOFDMSymbolInTimeDomain
Time domain allocation within a physical resource block. The field indicates the first OFDM symbol in the PRB used for CSI-RS. Parameter l0 in 38.211, section 7.4.1.5.3. Value 2 is supported only when DL-DMRS-typeA-pos equals 3.

	frequencyDomainAllocation
Frequency domain allocation within a physical resource block in accordance with 38.211, section 7.4.1.5.3 including table 7.4.1.5.2-1. The number of bits that may be set to one depend on the chosen row in that table. For the choice "other", the row can be determined from the parmeters below and from the number of bits set to 1 in frequencyDomainAllocation.

	isQuasiColocated
The CSI-RS resource is either QCL’ed not QCL’ed with the associated SSB in spatial parameters Corresponds to L1 parameter 'QCLed-SSB' (see FFS_Spec, section FFS_Section)

	sequenceGenerationConfig
Scrambling ID for CSI-RS (see 38.211, section 7.4.1.5.2)

	slotConfig
Indicates the CSI-RS periodicity (in milliseconds) and for each periodicity the offset (in number of slots). When subcarrierSpacingCSI-RS is set to 15kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 3/4/9/19/39 slots. When subcarrierSpacingCSI-RS is set to 30kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 7/9/19/39/79 slots. When subcarrierSpacingCSI-RS is set to 60kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 15/19/39/79/159 slots. When subcarrierSpacingCSI-RS is set 120kHZ, the maximum offset values for periodicities ms4/ms5/ms10/ms20/ms40 are 31/39/79/159/319 slots.


	MeasObjectNR field descriptions

	absThreshCSI-RS-Consolidation

Absolute threshold for the consolidation of measurement results per CSI-RS resource(s) from L1 filter(s). The values above the threshold are used as input to the derivation of cell measurement results as described in 5.5.3.3 and the L3 filter(s) per CSI-RS resource as described in 5.5.3.2.

	absThreshSS-BlocksConsolidation

Absolute threshold for the consolidation of measurement results per SS/PBCH block(s) from L1 filter(s). The values above the threshold are used as input to the derivation of cell measurement results as described in 5.5.3.3and the L3 filter(s) per SS/PBCH block index as described in 5.5.3.2.

	blackCellsToAddModList

List of cells to add/modify in the black list of cells.

	blackCellsToRemoveList

List of cells to remove from the black list of cells.

	cellsToAddModList

List of cells to add/modify in the cell list.

	cellsToRemoveList

List of cells to remove from the cell list. 

	nrofCSInrofCSI-RS-ResourcesToAverage

Indicates the maximum number of measurement results per beam based on CSI-RS resources to be averaged. The same value applies for each detected cell associated with this MeasObjectNR.

	nrofSS-BlocksToAverage  

Indicates the maximum number of measurement results per beam based on SS/PBCH blocks to be averaged. The same value applies for each detected cell associated with this MeasObject.

	offsetMO
Offset values applicable to all measured cells with reference signal(s) indicated in this MeasObjectNR.

	quantityConfigIndex

Indicates the n-th element of quantityConfigNR-List provided in MeasConfig.

	referenceSignalConfig
RS configuration (e.g. SMTC window, CSI-RS resource, etc.)

	refFreqCSI-RS

Point A which is used for maping of CSI-RS to physical resources according to TS 38.211 section 7.4.1.5.3.


	ssbFrequency
Indicates the frequency of the SS associated to this MeasObjectNR. For cell defining SSB, it will be located on the sync raster.

	whiteCellsToAddModList

List of cells to add/modify in the white list of cells.

	whiteCellsToRemoveList

List of cells to remove from the white list of cells.


	ReferenceSignalConfig field descriptions

	csi-rs-ResourceConfigMobility
CSI-RS resources to be used for CSI-RS based RRM measurements

	ssb-ConfigMobility
SSB configuration for mobility (nominal SSBs, timing configuration)


	SSB-ConfigMobility field descriptions

	endSymbol

Within a slot that is configured for RSSI measurements (see measurementSlots) the UE measures the RSSI from symbol 0 to symbol endSymbol. This field identifies the entry in Table 5.1.3-1 in TS 38.215 which determines the actual end symbol.

	measurementSlots

Indicates the slots in which the UE can perform RSSI measurements. The length of the BIT STRING is equal to the number of slots in the configured SMTC window (determined by the duration and by the subcarrierSpacing). The first (left-most / most significant) bit in the bitmap corresponds to the first slot in the SMTC window, the second bit in the bitmap corresponds to the second slot in the SMTC window, and so on. The UE measures in slots for which the corresponding bit in the bitmap is set to 1.

	pci-List
PCIs that are known to follow this SMTC.

	smtc1
Primary measurement timing configuration. Applicable for intra- and inter-frequency measurements.

	smtc2
Secondary measurement timing confguration for SS corresponding to this MeasObjectNR with PCI listed in  pci-List. For these SS, the periodicity is indicated by periodicity in smtc2 and the timing offset is equal to the offset indicated in periodicityAndOffset modulo periodicity. periodicity in smtc2 can only be set to a value stricty shorter than the periodicity indicated by periodicityAndOffset in smtc1 (e.g. if periodicityAndOffset indicates sf10, periodicity can only be set of sf5, if periodicityAndOffset indicates sf5, smtc2 cannot be configured).

	ssb-ToMeasure
The set of SS blocks to be measured within the SMTC measurement duration. Corresponds to L1 parameter 'SSB-measured' (see FFS_Spec, section FFS_Section) When the field is absent the UE measures on all SS-blocks FFS_CHECK: Is this IE placed correctly.

	subcarrierSpacing
Only the values 15 or 30  (<6GHz), 120 kHz or 240 kHz (>6GHz) are applicable.

	useServingCellTimingForSync
Indicates whether the UE can utilize serving cell timing to derive the index of SS block transmitted by neighbour cell:


	SSB-MTC

	duration
Duration of the measurement window in which to receive SS/PBCH blocks. It is given in number of subframes (see 38.213, section 4.1)

	periodicityAndOffset
Periodicity and offset of the measurement window in which to receive SS/PBCH blocks. Periodicity and offset are given in number of subframes. 

FFS_FIXME: This does not match the L1 parameter table! They seem to intend an index to a hidden table in L1 specs. (see 38.213, section REF):

Periodicity for the given PCIs. Timing offset and Duration as provided in smtc1.


	SSB-ToMeasure field descriptions

	longBitmap
bitmap for above 6 GHz

	mediumBitmap
bitmap for 3-6 GHz

	shortBitmap
bitmap for sub 3 GHz


Editor’s Note: FFS How to support CGI reporting and whether changes are required in MeasObjectNR (e.g. introduction of cellForWhichToReportCGI). Not applicable for EN-DC.

Editor’s Note: FFS Whether alternative TTT is supported in Rel-15 (not applicable for EN-DC).

Editor’s Note: FFS measCycleSCell. (not applicable for EN-DC)

Editor’s Note: FFS reducedMeasPerformance (not applicable for EN-DC).

	Conditional presence
	Explanation

	AssociatedSSB
	If useServingCellTimingForSync is set to FALSE, this field is mandatory present, otherwise if ssb-ConfigMobility is present, it is optionally present, otherwise, it is absent.


–
MeasResults

The IE MeasResults covers measured results for intra-frequency, inter-frequency, and inter-RAT mobility.

MeasResults information element

-- ASN1START

-- TAG-MEAS-RESULTS-START

MeasResults ::=







SEQUENCE {


measId









MeasId,


measResultServingMOList




MeasResultServMOList,


measResultNeighCells





CHOICE {



measResultListNR






MeasResultListNR,



...


}





























OPTIONAL,


...

}

MeasResultServMOList ::=




SEQUENCE (SIZE (1..maxNrofServingCells)) OF MeasResultServMO
MeasResultServMO ::=





SEQUENCE {


servCellId








ServCellIndex,


















measResultServingCell





MeasResultNR,


measResultBestNeighCell





MeasResultNR,


...
















}

MeasResultListNR ::=





SEQUENCE (SIZE (1..maxCellReport)) OF MeasResultNR

MeasResultNR ::=






SEQUENCE {


physCellId








PhysCellId
















OPTIONAL,


--FFS: Details of cgi info 


cgi-Info








ENUMERATED {ffsTypeAndValue}











OPTIONAL,


measResult








SEQUENCE {



cellResults








SEQUENCE{




resultsSSB-Cell







MeasQuantityResults












OPTIONAL,




resultsCSI-RS-Cell






MeasQuantityResults












OPTIONAL


},



rsIndexResults







SEQUENCE{




resultsSSB-Indexes






ResultsPerSSB-IndexList











OPTIONAL, 




resultsCSI-RS-Indexes





ResultsPerCSI-RS-IndexList










OPTIONAL


}




























OPTIONAL

},


...

}

MeasQuantityResults ::= 


SEQUENCE {


rsrp







RSRP-Range












OPTIONAL,


rsrq







RSRQ-Range












OPTIONAL,


sinr







SINR-Range












OPTIONAL
}

ResultsPerSSB-IndexList::= 



SEQUENCE (SIZE (1..maxNrofSSBs)) OF ResultsPerSSB-Index

ResultsPerSSB-Index ::= 




SEQUENCE {


ssb-Index








SSB-Index,


ssb-Results








MeasQuantityResults






OPTIONAL
}

ResultsPerCSI-RS-IndexList::= 



SEQUENCE (SIZE (1..maxNrofCSI-RS)) OF ResultsPerCSI-RS-Index

ResultsPerCSI-RS-Index ::= 




SEQUENCE {


csi-RS-Index







CSI-RS-Index,


csi-RS-Results







MeasQuantityResults






OPTIONAL
}

-- TAG-MEAS-RESULTS-STOP

-- ASN1STOP

Editor’s Note: FFS locationInfo.

	MeasResults field descriptions

	csi-rs-Index

CSI-RS resource index associated to the measurement information to be reported.

	measId

Identifies the measurement identity for which the reporting is being performed.

	measResult

Measured results of an NR cell.

	measResultListNR

List of measured results for the maximum number of reported best cells for an NR measurement identity.

	measResultServingMOList 
Measured results of measured cells with reference signals indicated in the serving cell measurement objects including measurement results of SpCell, configured SCell(s) and best neighbouring cell within measured cells with reference signals indicated in each serving  cell measurement object.

	resultsCSI-RS-Indexes

List of measurement information per CSI-RS resource index of an NR cell.

	resultsSSB-Indexes

List of measurement information per SS/PBCH index of an NR cell.

	resultsCSI-RS-Cell

Cell level measurement results (e.g. RSRP, RSRQ, SINR) to be reported derived from CSI-RS measurements.

	resultsSSB-Cell

Cell level measurement results (e.g. RSRP, RSRQ, SINR) to be reported derived on SS/PBCH block measurements.

	rsrp

Measured SS-RSRP or CSI-RSRP resultsas defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	rsrq

Measured SS-RSRQ or CSI-RSRQ results as defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	sinr

Measured SS-SINR or CSI-SINR results as defined in TS 38.215 [9], either per NR cell from the L1 filter(s) or per (SS/PBCH)/(CSI-RS) index as specified in 5.5.3.3a.

	ssb-Index

SS/PBCH block index associated to the measurement information to be reported.


–
MeasResultSCG-Failure
The IE MeasResultSCG-Failure is used to provide information regarding failures detected by the UE in case of EN-DC.

MeasResultSCG-Failure information element
-- ASN1START

-- TAG-MEAS-RESULT-SCG-FAILURE-START

MeasResultSCG-Failure ::= 


SEQUENCE {


measResultPerMOList











MeasResultList2NR,


...

}







MeasResultList2NR ::=




SEQUENCE (SIZE (1..maxFreq)) OF MeasResult2NR

MeasResult2NR ::=





SEQUENCE {



ssbFrequency






ARFCN-ValueNR


OPTIONAL,


refFreqCSI-RS






ARFCN-ValueNR


OPTIONAL,


measResultListNR





MeasResultListNR

}

-- TAG-MEAS-RESULT-SCG-FAILURE-STOP

-- ASN1STOP

–
Q-OffsetRange

The IE Q-OffsetRange is used to indicate a cell, beam or measurement object specific offset to be applied when evaluating candidates for cell re-selection or when evaluating triggering conditions for measurement reporting. The value in dB. Value dB-24 corresponds to -24 dB, dB-22 corresponds to -22 dB and so on.
Q-OffsetRange information element

-- ASN1START

Q-OffsetRange ::=




ENUMERATED {













dB-24, dB-22, dB-20, dB-18, dB-16, dB-14,













dB-12, dB-10, dB-8, dB-6, dB-5, dB-4, dB-3,













dB-2, dB-1, dB0, dB1, dB2, dB3, dB4, dB5,













dB6, dB8, dB10, dB12, dB14, dB16, dB18,













dB20, dB22, dB24}
-- ASN1STOP

Editor’s Note: FFS Confirm the exact values that are supported.

–
ServingCellConfig
The ServingCellConfig IE is used to configure (add or modify) the UE with a serving cell, which may be the SpCell or an SCell of an MCG or SCG. The parameters herein are mostly UE specific but partly also cell specific (e.g. in additionally configured bandwidth parts).

ServingCellConfig information element

-- ASN1START

-- TAG-SERVING-CELL-CONFIG-START

ServingCellConfig ::=



SEQUENCE {


tdd-UL-DL-ConfigurationDedicated
TDD-UL-DL-ConfigDedicated











OPTIONAL,
-- Cond TDD


initialDownlinkBWP




BWP-DownlinkDedicated












OPTIONAL,
-- Cond ServCellAdd


downlinkBWP-ToReleaseList


SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Id







OPTIONAL,
-- Need N


downlinkBWP-ToAddModList


SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Downlink





OPTIONAL, 
-- Need N


firstActiveDownlinkBWP-Id


BWP-Id
















OPTIONAL,
-- Need R


bwp-InactivityTimer




ENUMERATED { ms2, ms3, ms4, ms5, ms6, ms8, ms10, ms20, ms30, 













 ms40,ms50, ms60, ms80, ms100, ms200, ms300, ms500, 













 ms750, ms1280, ms1920, ms2560, spare10, spare9, spare8, 













 spare7, spare6, spare5, spare4, spare3, spare2, spare1 }
OPTIONAL,
-- Need R



defaultDownlinkBWP-Id



BWP-Id
















OPTIONAL, 
-- Need M


uplinkConfig





UplinkConfig














OPTIONAL,
-- Cond ServCellAdd-UL


supplementaryUplink




UplinkConfig 














OPTIONAL, 
-- Cond ServCellAdd-SUL


pdsch-ServingCellConfig



SetupRelease { PDSCH-ServingCellConfig }







OPTIONAL,
-- Need M


csi-MeasConfig





SetupRelease { CSI-MeasConfig }










OPTIONAL,
-- Need M


sCellDeactivationTimer



ENUMERATED { ms20, ms40, ms80, ms160, ms200, ms240, 













 ms320, ms400, ms480, ms520, ms640, ms720, 













 ms840, ms1280, spare2,spare1}




OPTIONAL,
-- Cond ServingCellWithoutPUCCH


crossCarrierSchedulingConfig

CrossCarrierSchedulingConfig










OPTIONAL,
-- Need M


tag-Id







TAG-Id,


ue-BeamLockFunction




ENUMERATED {enabled}












OPTIONAL,
-- Need R


pathlossReferenceLinking


ENUMERATED {pCell, sCell}











OPTIONAL,
-- Cond SCellOnly

servingCellMO





MeasObjectId














OPTIONAL,
-- Cond MeasObject

...
}

UplinkConfig ::=




SEQUENCE {


initialUplinkBWP




BWP-UplinkDedicated













OPTIONAL, 
-- Cond ServCellAdd


uplinkBWP-ToReleaseList



SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Id







OPTIONAL,
-- Need N


uplinkBWP-ToAddModList



SEQUENCE (SIZE (1..maxNrofBWPs)) OF BWP-Uplink






OPTIONAL, 
-- Need N


firstActiveUplinkBWP-Id



BWP-Id
















OPTIONAL,
-- Need R


pusch-ServingCellConfig



SetupRelease { PUSCH-ServingCellConfig }







OPTIONAL,
-- Need M


carrierSwitching




SetupRelease { SRS-CarrierSwitching
}








OPTIONAL,
-- Need M


...

}

-- TAG-SERVING-CELL-CONFIG-STOP

-- ASN1STOP

	ServingCellConfig field descriptions

	bwp-InactivityTimer
The duration in ms after which the UE falls back to the default Bandwidth Part. (see 38.321, section 5.15) The value 0.5 ms is only applicable for carriers >6 GHz. When the network releases the timer configuration, the UE stops the timer without swithching to the default BWP.

	crossCarrierSchedulingConfig
Indicates whether this SCell is cross-carrier scheduled by another serving cell.

	defaultDownlinkBWP-Id
Corresponds to L1 parameter 'default-DL-BWP'. The initial bandwidth part is referred to by BWP-Id = 0. ID of the downlink bandwidth part to be used upon expiry of txxx. This field is UE specific. When the field is absent the UE uses the the initial BWP as default BWP. (see 38.211, 38.213, section 12 and 38.321, section 5.15)

	downlinkBWP-ToAddModList
List of additional downlink bandwidth parts to be added or modified. (see 38.211, 38.213, section 12).

	downlinkBWP-ToReleaseList
List of additional downlink bandwidth parts to be released. (see 38.211, 38.213, section 12).

	firstActiveDownlinkBWP-Id
If configured for an SpCell, this field contains the ID of the DL BWP to be activated upon performing the reconfiguration in which it is received. If the field is absent, the RRC reconfiguration does not impose a BWP switch (corresponds to L1 parameter 'active-BWP-DL-Pcell'). If configured for an SCell, this field contains the ID of the downlink bandwidth part to be used upon MAC-activation of an  SCell. If not provided, the UE uses the default BWP. The initial bandwidth part is referred to by BWP-Id = 0.

	initialDownlinkBWP
The dedicated (UE-specific) configuration for the initial downlink bandwidth-part.

	pathlossReferenceLinking
Indicates whether UE shall apply as pathloss reference either the downlink of PCell or of SCell that corresponds with this uplink (see 38.213, section 7)

	pdsch-ServingCellConfig
PDSCH releated parameters that are not BWP-specific.

	sCellDeactivationTimer
SCell deactivation timer in TS 38.321 [3]. If the field is absent, the UE applies the value infinity.

	servingCellMO

measObjectId of the MeasObjectNR in MeasConfig which is associated to the serving cell. For this MeasObjectNR, the following relationship applies between this MeasObjectNR and frequencyInfoDL in ServingCellConfigCommon of the serving cell: if ssbFrequency is configured, its value is the same as the absoluteFrequencySSB and if csi-rs-ResourceConfigMobility is configured, the value of its subcarrierSpacing is present in one entry of the scs-SpecificCarrierList, csi-RS-CellList-Mobility includes an entry corresponding to the serving cell (with cellId equal to physCellId in ServingCellConfigCommon) and the frequency range indicated by the csi-rs-MeasurementBW of the entry in csi-RS-CellList-Mobility is included in the frequency range indicated by the entry of the scs-SpecificCarrierList.   

	tag-Id
Timing Advance Group ID, as specified in TS 38.321 [3],  which this cell belongs to.

	ue-BeamLockFunction
Enables the "UE beam lock function (UBF)", which disable changes to the UE beamforming configuration when in NR_RRC_CONNECTED. FFS: Parameter added preliminary based on RAN4 LS in R4-1711823. Decide where to place it (maybe ServingCellConfigCommon or in a BeamManagement IE??)


	UplinkConfig field descriptions

	carrierSwitching
Includes parameters for configuration of carrier based SRS switching Corresponds to L1 parameter 'SRS-CarrierSwitching' (see 38,214, section FFS_Section)

	firstActiveUplinkBWP-Id
If configured for an SpCell, this field contains the ID of the DL BWP to be activated upon performing the reconfiguration in which it is received. If the field is absent, the RRC reconfiguration does not impose a BWP switch (corresponds to L1 parameter 'active-BWP-UL-Pcell'). If configured for an SCell, this field contains the ID of the uplink bandwidth part to be used upon MAC-activation of an  SCell. If not provided, the UE uses the FFS: default BWP. The initial bandwidth part is referred to by BandiwdthPartId = 0.

	initialUplinkBWP
The dedicated (UE-specific) configuration for the initial uplink bandwidth-part.

	pusch-ServingCellConfig
PUSCH related parameters that are not BWP-specific.

	uplinkBWP-ToReleaseList
The additional bandwidth parts for uplink. In case of TDD uplink- and downlink BWP with the same bandwidthPartId are considered as a BWP pair and must have the same center frequency.


	Conditional Presence
	Explanation

	MeasObject
	This field is mandatory present for the sPCell. ItSPCell, it is optionally present, Need R, for SCells.

	SCellOnly
	This field is optionally present, Need R, for SCells. It is absent otherwise. 

	ServCellAdd
	This field is mandatory present upon serving cell addition (for PSCell and SCell). It is optionally present, Need M otherwise.

	ServCellAdd-UL
	This field is mandatory present upon serving cell addition (for PSCell and SCell) provided that the serving cell is configured with uplink. It is optionally present, Need M otherwise.

	ServCellAdd-SUL
	This field is mandatory present upon serving cell addition (for PSCell and SCell) provided that the serving cell is configured with a supplementary uplink. It is optionally present, Need M otherwise.

	ServingCellWithoutPUCCH
	This field is optionally present, Need S, for SCells except PUCCH SCells. It is absent otherwise.

	TDD
	This field is optionally present, Need R, for TDD cells. It is absent otherwise.
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