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	First change


–
SystemInformationBlockType22-NB

The IE SystemInformationBlockType22-NB contains radio resource configuration for paging and random access procedure on non-anchor carriers. 

SystemInformationBlockType22-NB information element
-- ASN1START

SystemInformationBlockType22-NB-r14 ::=
SEQUENCE {


dl-ConfigList-r14 




DL-ConfigCommonList-NB-r14
OPTIONAL,
-- Need OR


ul-ConfigList-r14 




UL-ConfigCommonList-NB-r14
OPTIONAL,
-- Need OR


pagingWeightAnchor-r14



PagingWeight-NB-r14


OPTIONAL,
-- Cond pcch-config


nprach-ProbabilityAnchorList-r14
NPRACH-ProbabilityAnchorList-NB-r14
OPTIONAL,
-- Cond nprach-config


lateNonCriticalExtension


OCTET STRING




OPTIONAL,


...

}

DL-ConfigCommonList-NB-r14 ::=

SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF












DL-ConfigCommon-NB-r14

UL-ConfigCommonList-NB-r14 ::=

SEQUENCE (SIZE (1.. maxNonAnchorCarriers-NB-r14)) OF












UL-ConfigCommon-NB-r14

DL-ConfigCommon-NB-r14 ::=


SEQUENCE {


dl-CarrierConfig-r14



DL-CarrierConfigCommon-NB-r14,


pcch-Config-r14 




PCCH-Config-NB-r14


OPTIONAL, -- Need OR


...

}

PCCH-Config-NB-r14 ::=



SEQUENCE {


npdcch-NumRepetitionPaging-r14

ENUMERATED {












r1, r2, r4, r8, r16, r32, r64, r128,












r256, r512, r1024, r2048,












spare4, spare3, spare2, spare1} OPTIONAL, -- Need OP


pagingWeight-r14





PagingWeight-NB-r14
DEFAULT w1,


...

}

PagingWeight-NB-r14
::=


ENUMERATED {w1, w2, w3, w4, w5, w6, w7, w8,













w9, w10, w11, w12, w13, w14, w15, w16}

UL-ConfigCommon-NB-r14 ::=


SEQUENCE {


ul-CarrierFreq-r14




CarrierFreq-NB-r13,


nprach-ParametersList-r14 


NPRACH-ParametersList-NB-r14
OPTIONAL, -- Need OR


...

}

NPRACH-ParametersList-NB-r14 ::=

SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF












NPRACH-Parameters-NB-r14

NPRACH-Parameters-NB-r14 ::=


SEQUENCE {


nprach-Parameters-r14




SEQUENCE {



nprach-Periodicity-r14




ENUMERATED {ms40, ms80, ms160, ms240,
















ms320, ms640, ms1280, ms2560}














OPTIONAL,
-- NEED OP



nprach-StartTime-r14




ENUMERATED {ms8, ms16, ms32, ms64,
















ms128, ms256, ms512, ms1024}














OPTIONAL,
-- NEED OP



nprach-SubcarrierOffset-r14



ENUMERATED {n0, n12, n24, n36, n2, n18, n34, spare1}














OPTIONAL,
-- NEED OP



nprach-NumSubcarriers-r14



ENUMERATED {n12, n24, n36, n48}














OPTIONAL,
-- NEED OP



nprach-SubcarrierMSG3-RangeStart-r14
ENUMERATED {zero, oneThird, twoThird, one}














OPTIONAL,
-- NEED OP



npdcch-NumRepetitions-RA-r14


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,
















r256, r512, r1024, r2048,
















spare4, spare3, spare2, spare1}














OPTIONAL,
-- NEED OP



npdcch-StartSF-CSS-RA-r14



ENUMERATED {v1dot5, v2, v4, v8, v16, v32, v48, v64}















OPTIONAL,
-- NEED OP



npdcch-Offset-RA-r14




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}














OPTIONAL,
-- NEED OP



nprach-NumCBRA-StartSubcarriers-r14

ENUMERATED {n8, n10, n11, n12, n20, n22, n23, n24,
















n32, n34, n35, n36, n40, n44, n46, n48}














OPTIONAL,
-- NEED OP 



npdcch-CarrierIndex-r14




INTEGER (1..maxNonAnchorCarriers-NB-r14)














OPTIONAL,
-- Need OP



...


}
OPTIONAL
-- Need OR

}

NPRACH-ProbabilityAnchorList-NB-r14 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF













NPRACH-ProbabilityAnchor-NB-r14

NPRACH-ProbabilityAnchor-NB-r14 ::=

SEQUENCE {


nprach-ProbabilityAnchor-r14


ENUMERATED {













zero, oneSixteenth, oneFifteenth, oneFourteenth,













oneThirteenth, oneTwelfth, oneEleventh, oneTenth,













oneNinth, oneEighth, oneSeventh, oneSixth,













oneFifth, oneFourth, oneThird, oneHalf}















OPTIONAL
-- Need OP

}

-- ASN1STOP

	SystemInformationBlockType22-NB field descriptions

	dl-CarrierConfig
Provides the configuration of the DL non-anchor carrier.

	dl-ConfigList
List of DL non-anchor carriers and associated configuration that can be used for paging and/or random access.

	npdcch-CarrierIndex

Index of the carrier in the list of DL non anchor carriers. The first entry in the list has index '1', the second entry has index '2' and so on.

If the field is absent, the DL anchor carrier is used.

	npdcch-NumRepetitionPaging

Maximum number of repetitions for NPDCCH common search space (CSS) for paging, see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-NumRepetitionPaging configured in SystemInformationBlockType2-NB in IE pcch-Config applies.

	npdcch-NumRepetitions-RA

Maximum number of repetitions for NPDCCH common search space (CSS) for RAR, Msg3 retransmission and Msg4, see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-NumRepetitions-RA configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies. 

	npdcch-Offset-RA
Fractional period offset of starting subframe for NPDCCH common search space (CSS Type 2), see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-Offset-RA configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	npdcch-StartSF-CSS-RA
Starting subframe configuration for NPDCCH common search space (CSS), including RAR, Msg3 retransmission, and Msg4, see TS 36.213 [23, 16.6].

If the field is absent, the value of npdcch-StartSF-CSS-RA configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-NumCBRA-StartSubcarriers

The number of start subcarriers from which a UE can randomly select a start subcarrier as specified in TS 36.321 [6]. The start subcarrier indices that the UE is allowed to randomly select from, are given by:

nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1].

If the field is absent, the value of nprach-NumCBRA-StartSubcarriers configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-NumSubcarriers

Number of sub-carriers in a NPRACH resource, see TS 36.211 [21, 10.1.6]. In number of subcarriers.

If the field is absent, the value of nprach-NumSubcarriers configured in SystemInformationBlockType2-NB for the PRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-ParametersList

Configure NPRACH parameters for each NPRACH resource on one non-anchor UL carrier. Up to three NPRACH resources can be configured on one non-anchor UL carrier. Each NPRACH resource is associated with a different number of NPRACH repetitions.

E-UTRAN includes the same number of entries, and listed in the same order, as in nprach-ParametersList in SystemInformationBlockType2-NB.

	nprach-Periodicity

Periodicity of a NPRACH resource, see TS 36.211 [21, 10.1.6]. Unit in millisecond.

If the field is absent, the value of nprach-Periodicity configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry in nprach-ParametersList applies.

	nprach-ProbabilityAnchor

Configure the selection probability for the anchor carrier NPRACH resource, see TS 36.321 [6]. Value zero corresponds to a probability of 0, oneSixteenth corresponds to the probability of 1/16, oneFifteenth corresponds to the probability of 1/15, and so on.

If the field is absent, the selection probability of the anchor carrier NPRACH resource is 1.
All non-anchor carriers NPRACH resources have equal probability between them. 

	nprach-ProbabilityAnchorList

Configures the selection probability for each NPRACH resource on the anchor carrier. 
E-UTRAN includes the same number of entries, and listed in the same order, as in nprach-ParametersList in SystemInformationBlockType2-NB.

	nprach-StartTime

Start time of the NPRACH resource in one period, see TS 36.211 [21, 10.1.6]. Unit in millisecond.

If the field is absent, the value of nprach-StartTime configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-SubcarrierOffset

Frequency location of the NPRACH resource, see TS 36.211 [21, 10.1.6]. In number of subcarriers, offset from sub-carrier 0.

If the field is absent, the value of nprach-SubcarrierOffset configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

	nprach-SubcarrierMSG3-RangeStart

Fraction for calculating the starting subcarrier index of the range reserved for indication of UE support for multi-tone Msg3 transmission, within the NPRACH resource, see TS 36.211 [21, 10.1.6]. Multi-tone Msg3 transmission is not supported for {32, 64, 128} repetitions of NPRACH. For at least one of the NPRACH resources with the number of NPRACH repetitions other than {32, 64, 128}, the value of nprach-SubcarrierMSG3-RangeStart should not be 0.

If nprach-SubcarrierMSG3-RangeStart is equal to zero, no start subcarrier index for the single-tone Msg3 NPRACH is allocated and the start subcarrier indexes for the multi-tone Msg3 NPRACH partition are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1].

If nprach-SubcarrierMSG3-RangeStart is equal to oneThird or twoThird the start subcarrier indexes for the two partitions are given by:

nprach-SubcarrierOffset + [0, FLOOR (nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart) -1]

for the single-tone Msg3 NPRACH partition;

nprach-SubcarrierOffset + [FLOOR (nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart), nprach-NumCBRA-StartSubcarriers - 1]

for the multi-tone Msg3 NPRACH partition;

If the field is absent, the value of nprach-SubcarrierMSG3-RangeStart configured in SystemInformationBlockType2-NB for the NPRACH resource in the corresponding entry of nprach-ParametersList applies.

If nprach-SubcarrierMSG3-RangeStart is equal to one, the start subcarrier indexes for the single-tone Msg3 NPRACH are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1] and no start subcarrier index for the multi-tone Msg3 NPRACH partition is allocated.

	pagingWeight

Weight of the non-anchor paging carrier for uneven paging load distribution across the carriers. Value w1 corresponds to a relative weight of 1, w2 corresponds to a relative weight of 2, and so on.

The paging load for a carrier 'i' is equal to w(i)/W where i is equal to 0 for the anchor carrier and equal to the index of the carrier in the dl-ConfigList for a non-anchor carrier, W is the sum of the weights of all paging carriers.

To avoid correlation between paging carrier and paging occasion, the weights should be assigned such that:  nB * W <= 16384.

	pagingWeightAnchor

Weight of the anchor carrier for uneven paging load distribution across the carriers. Value w1 corresponds to a relative weight of 1, w2 corresponds to a relative weight of 2, and so on.

If the field is absent, the (default) value of w0 is applied, i.e. the anchor carrier is not used for paging.

	pcch-Config

Configure the PCCH parameters for the non-anchor DL carrier.

	ul-CarrierFreq

UL carrier frequency of the non-anchor carrier as defined in TS 36.101 [42, 5.7.3F]. 

	ul-ConfigList
List of UL non-anchor carriers and associated configuration that can be used for random access.


	Conditional presence
	Explanation

	pcch-Config
	This field is optionally present, Need OP, if the field dl-ConfigList is present and at least one of the carriers in dl-ConfigList is configured for paging. Otherwise the field is not present and only the anchor carrier is used for paging.

	nprach-config
	This field is mandatory present, if the field ul-ConfigList is present and at least one of the carriers in ul-ConfigList is configured for random access. Otherwise the field is not present and only the anchor carrier is used for random access.


	Next change


6.7.3.2
NB-IoT Radio resource control information elements–
NPRACH-ConfigSIB-NB
The IE NPRACH-ConfigSIB-NB is used to specify the NPRACH configuration for the anchor carrier.

NPRACH-ConfigSIB-NB information elements
-- ASN1START

NPRACH-ConfigSIB-NB-r13 ::=


SEQUENCE {


nprach-CP-Length-r13



ENUMERATED {us66dot7, us266dot7},


rsrp-ThresholdsPrachInfoList-r13
RSRP-ThresholdsNPRACH-InfoList-NB-r13
OPTIONAL,
-- need OR


nprach-ParametersList-r13

NPRACH-ParametersList-NB-r13

}

NPRACH-ConfigSIB-NB-v1330 ::=

SEQUENCE {


nprach-ParametersList-v1330


NPRACH-ParametersList-NB-v1330

}

NPRACH-ConfigSIB-NB-v1450 ::=

SEQUENCE {


maxNumPreambleAttemptCE-r14


ENUMERATED {n3, n4, n5, n6, n7, n8, n10, spare1}

}

NPRACH-ParametersList-NB-r13 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-r13

NPRACH-ParametersList-NB-v1330 ::=
SEQUENCE (SIZE (1.. maxNPRACH-Resources-NB-r13)) OF NPRACH-Parameters-NB-v1330

NPRACH-Parameters-NB-r13::=


SEQUENCE {


nprach-Periodicity-r13




ENUMERATED {ms40, ms80, ms160, ms240,














ms320, ms640, ms1280, ms2560},


nprach-StartTime-r13




ENUMERATED {ms8, ms16, ms32, ms64,














ms128, ms256, ms512, ms1024},


nprach-SubcarrierOffset-r13



ENUMERATED {n0, n12, n24, n36, n2, n18, n34, spare1},


nprach-NumSubcarriers-r13



ENUMERATED {n12, n24, n36, n48},


nprach-SubcarrierMSG3-RangeStart-r13
ENUMERATED {zero, oneThird, twoThird, one},


maxNumPreambleAttemptCE-r13



ENUMERATED {n3, n4, n5, n6, n7, n8, n10, spare1},


numRepetitionsPerPreambleAttempt-r13
ENUMERATED {n1, n2, n4, n8, n16, n32, n64, n128},


npdcch-NumRepetitions-RA-r13


ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128,















r256, r512, r1024, r2048,















spare4, spare3, spare2, spare1},


npdcch-StartSF-CSS-RA-r13



ENUMERATED {v1dot5, v2, v4, v8, v16, v32, v48, v64},


npdcch-Offset-RA-r13




ENUMERATED {zero, oneEighth, oneFourth, threeEighth}

}

NPRACH-Parameters-NB-v1330 ::=

SEQUENCE {


nprach-NumCBRA-StartSubcarriers-r13

ENUMERATED {n8, n10, n11, n12, n20, n22, n23, n24,















n32, n34, n35, n36, n40, n44, n46, n48}

}

RSRP-ThresholdsNPRACH-InfoList-NB-r13 ::= SEQUENCE (SIZE(1..2)) OF RSRP-Range

-- ASN1STOP

	NPRACH-ConfigSIB-NB field descriptions

	maxNumPreambleAttemptCE

Maximum number of preamble transmission attempts per NPRACH resource. See TS 36.321 [6].

If the UE supports enhanced random access power control and maxNumPreambleAttemptCE-r14 is included, the UE shall use maxNumPreambleAttemptCE-r14 instead of maxNumPreambleAttemptCE-r13 for the first entry in nprach-ParametersList.

	npdcch-NumRepetitions-RA

Maximum number of repetitions for NPDCCH common search space (CSS) for RAR, Msg3 retransmission and Msg4, see TS 36.213 [23, 16.6].

	npdcch-Offset -RA
Fractional period offset of starting subframe for NPDCCH common search space (CSS Type 2), see TS 36.213 [23, 16.6].

	npdcch-StartSF-CSS-RA
Starting subframe configuration for NPDCCH common search space (CSS), including RAR, Msg3 retransmission, and Msg4, see TS 36.213 [23, 16.6].

	nprach-CP-Length

Cyclic prefix length for NPRACH transmission (TCP), see TS 36.211 [21, 10.1.6]. Value us66dot7 corresponds to 66.7 microseconds and value us266dot7 corresponds to 266.7 microseconds.

	nprach-NumCBRA-StartSubcarriers

The number of start subcarriers from which a UE can randomly select a start subcarrier as specified in TS 36.321 [6]. The start subcarrier indices that the UE is allowed to randomly select from, are given by:

nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1]

	nprach-NumSubcarriers

Number of sub-carriers in a NPRACH resource, see TS 36.211 [21, 10.1.6]. In number of subcarriers.

	nprach-ParametersList

Configures NPRACH parameters for each NPRACH resource. Up to three PRACH resources can be configured in a cell. Each NPRACH resource is associated with a different number of NPRACH repetitions.

	nprach-Periodicity

Periodicity of a NPRACH resource, see TS 36.211 [21, 10.1.6]. Unit in millisecond.

	nprach-StartTime

Start time of the NPRACH resource in one period, see TS 36.211 [21, 10.1.6]. Unit in millisecond.

	nprach-SubcarrierOffset

Frequency location of the NPRACH resource, see TS 36.211 [21, 10.1.6]. In number of subcarriers, offset from sub-carrier 0.

	nprach-SubcarrierMSG3-RangeStart

Fraction for calculating the starting subcarrier index of the range reserved for indication of UE support for multi-tone Msg3 transmission, within the NPRACH resource, see TS 36.211 [21, 10.1.6]. Multi-tone Msg3 transmission is not supported for {32, 64, 128} repetitions of NPRACH. For at least one of the NPRACH resources with the number of NPRACH repetitions other than {32, 64, 128}, the value of nprach-SubcarrierMSG3-RangeStart should not be 0.

If nprach-SubcarrierMSG3-RangeStart is equal to zero, no start subcarrier index for the single-tone Msg3 NPRACH is allocated and the start subcarrier indexes for the multi-tone Msg3 NPRACH partition are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1].

If nprach-SubcarrierMSG3-RangeStart is equal to oneThird}or twoThird the start subcarrier indexes for the two partitions are given by:

nprach-SubcarrierOffset + [0, floor(nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart) -1]

for the single-tone Msg3 NPRACH partition;

nprach-SubcarrierOffset + [floor(nprach-NumCBRA-StartSubcarriers * nprach-SubcarrierMSG3-RangeStart), nprach-NumCBRA-StartSubcarriers - 1]

for the multi-tone Msg3 NPRACH partition;

If nprach-SubcarrierMSG3-RangeStart is equal to one, the start subcarrier indexes for the single-tone Msg3 NPRACH are given by nprach-SubcarrierOffset + [0, nprach-NumCBRA-StartSubcarriers - 1] and no start subcarrier index for the multi-tone Msg3 NPRACH partition is allocated.

	numRepetitionsPerPreambleAttempt

Number of NPRACH repetitions per attempt for each NPRACH resource, See TS 36.211 [21, 10.1.6].

	rsrp-ThresholdsPrachInfoList

The criterion for UEs to select a NPRACH resource. Up to 2 RSRP threshold values can be signalled. The first element corresponds to RSRP threshold 1, the second element corresponds to RSRP threshold 2. See TS 36.321 [6]. If absent, there is only one NPRACH resource.

A UE that supports powerClassNB-14dBm-r14 shall correct the RSRP threshold values before applying them as follows:

RSRP threshold = Signalled RSRP threshold - min{0, (14-min(23, P-Max))} where P-Max:  is the value of p-Max field in SystemInformationBlockType1-NB.


	Next change


7.3.1
Timers (Informative)
	Timer
	Start
	Stop
	At expiry

	T300

NOTE1

	Transmission of RRCConnectionRequest or RRCConnectionResumeRequest
	Reception of RRCConnectionSetup, RRCConnectionReject or RRCConnectionResume message, cell re-selection and upon abortion of connection establishment by upper layers
	Perform the actions as specified in 5.3.3.6

	T301

NOTE1

	Transmission of RRCConnectionReestabilshmentRequest
	Reception of RRCConnectionReestablishment or RRCConnectionReestablishmentReject message as well as when the selected cell becomes unsuitable
	Go to RRC_IDLE

	T302
	Reception of RRCConnectionReject while performing RRC connection establishment
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T303
	Access barred while performing RRC connection establishment for mobile originating calls
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T304
	Reception of RRCConnectionReconfiguration message including the MobilityControl Info or

reception of MobilityFromEUTRACommand message including CellChangeOrder
	Criterion for successful completion of handover within E-UTRA, handover to E-UTRA or cell change order is met (the criterion is specified in the target RAT in case of inter-RAT)
	In case of cell change order from E-UTRA or intra E-UTRA handover, initiate the RRC connection re-establishment procedure; In case of handover to E-UTRA, perform the actions defined in the specifications applicable for the source RAT.

	T305
	Access barred while performing RRC connection establishment for mobile originating signalling
	Upon entering RRC_CONNECTED and upon cell re-selection 
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T306
	Access barred while performing RRC connection establishment for mobile originating CS fallback.
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation as specified in 5.3.3.7

	T307
	Reception of RRCConnectionReconfiguration message including MobilityControlInfoSCG
	Successful completion of random access on the PSCell, upon initiating re-establishment and upon SCG release
	Inform E-UTRAN about the SCG change failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T308
	Access barred due to ACDC while performing RRC connection establishment subject to ACDC
	Upon entering RRC_CONNECTED and upon cell re-selection
	Inform upper layers about barring alleviation for ACDC as specified in 5.3.3.7

	T310

NOTE1

NOTE2
	Upon detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive out-of-sync indications from lower layers
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	If security is not activated and the UE is not a NB-IoT UE that supports RRC connection re-establishment for the Control Plane CIoT EPS optimisation: go to RRC_IDLE else: initiate the connection re-establishment procedure 

	T311

NOTE1
	Upon initiating the RRC connection re-establishment procedure
	Selection of a suitable E-UTRA cell or a cell using another RAT.
	Enter RRC_IDLE

	T312

NOTE2
	Upon triggering a measurement report for a measurement identity for which T312 has been configured, while T310 is running
	Upon receiving N311 consecutive in-sync indications from lower layers, upon triggering the handover procedure, upon initiating the connection re-establishment procedure, and upon the expiry of T310
	If security is not activated: go to RRC_IDLE else: initiate the connection re-establishment procedure

	T313

NOTE2
	Upon detecting physical layer problems for the PSCell i.e. upon receiving N313 consecutive out-of-sync indications from lower layers
	Upon receiving N314 consecutive in-sync indications from lower layers for the PSCell, upon initiating the connection re-establishment procedure, upon SCG release and upon receiving RRCConnectionReconfiguration including MobilityControlInfoSCG
	Inform E-UTRAN about the SCG radio link failure by initiating the SCG failure information procedure as specified in 5.6.13.

	T320
	Upon receiving t320 or upon cell (re)selection to E-UTRA from another RAT with validity time configured for dedicated priorities (in which case the remaining validity time is applied).
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT (in which case the timer is carried on to the other RAT).
	Discard the cell reselection priority information provided by dedicated signalling.

	T321
	Upon receiving measConfig including a reportConfig with the purpose set to reportCGI
	Upon acquiring the information needed to set all fields of cellGlobalId for the requested cell, upon receiving measConfig that includes removal of the reportConfig with the purpose set to reportCGI
	Initiate the measurement reporting procedure, stop performing the related measurements and remove the corresponding measId

	T322

NOTE1
	Upon receiving redirectedCarrierOffsetDedicated included in RedirectedCarrierInfo
	Upon entering RRC_CONNECTED, when PLMN selection is performed on request by NAS, or upon cell (re)selection to another RAT.
	Release redirectedCarrierOffsetDedicated.

	T325
	Timer (re)started upon receiving RRCConnectionReject message with deprioritisationTimer.
	
	Stop deprioritisation of all frequencies or E-UTRA signalled by RRCConnectionReject.

	T330
	Upon receiving LoggedMeasurementConfiguration message
	Upon log volume exceeding the suitable UE memory, upon initiating the release of LoggedMeasurementConfiguration procedure
	Perform the actions specified in 5.6.6.4

	T340

NOTE2
	Upon transmitting UEAssistanceInformation message with powerPrefIndication set to normal
	Upon initiating the connection re-establishment procedure
	No action.

	T341

NOTE2
	Upon transmitting UEAssistanceInformation message with bw-Preference.
	Upon resuming an RRC connection or upon initiating the connection re-establishment procedure
	No action.

	T342

NOTE2
	Upon transmitting DelayBudgetReport message.
	Upon initiating the connection re-establishment and connection resume procedures
	No action.

	T350
	Upon entering RRC_IDLE if t350 has been received in wlan-OffloadInfo.
	Upon entering RRC_CONNECTED, or upon cell reselection.
	 Perform the actions specified in 5.6.12.4.

	T351
	Reception of RRCConnectionReconfiguration message including the associationTimer in WLAN-MobilityConfig.
	Upon successful connection to WLAN, upon WLAN connection failure, upon leaving RRC_CONNECTED, upon triggering the handover procedure, or upon initiating the connection re-establishment procedure.
	Perform WLAN Connection Status Reporting specified in 5.6.15.2.

	T360
	Upon performing the redistribution target selection as specified in TS 36.304 [4].
	Upon entering RRC_CONNECTED, upon receiving a Paging message including redistributionIndication; upon reselecting a cell not belonging to the redistribution target.
	Stop considering a frequency or cell to be redistribution target, and perform the redistribution target selection if the condition specified in TS 36.304 [4] is met.

	T370
	Upon receiving SL-DiscConfig including a discSysInfoToReportConfig set to setup.
	Upon initiating the transmission of SidelinkUEInformation including discSysInfoReportFreqList, upon receiving SL-DiscConfig including discSysInfoToReportConfig set to release, upon handover and re-establishment.
	Release discSysInfoToReportConfig.

	T314

NOTE2
	Upon early detecting physical layer problems for the PCell i.e. upon receiving N310 consecutive "early-out-of-sync" indications from lower layers.
	Upon receiving N311 consecutive in-sync indications from lower layers for the PCell, upon triggering the handover procedure and upon initiating the connection re-establishment procedure
	Initiate the UE Assistance Information procedure to report early detection of physical layer problems in accordance with 5.6.10.

	T315

NOTE2
	Upon detecting physical layer improvements of the PCell i.e. upon receiving N311 consecutive "early-in-sync" indications from lower layers.
	Upon receiving N310 consecutive "early-out-of-sync" indications from lower layers for the PCell.
	Initiate the UE Assistance Information procedure to report detection of physical layer improvements in accordance with 5.6.10.

	T343

NOTE2
	Upon transmitting UEAssistanceInformation message with RLM-Report including earlyOutOfSync.
	Upon initiating the connection re-establishment procedure
	No action.

	T344

NOTE2
	Upon transmitting UEAssistanceInformation message with RLM-Report including earlyInSync.
	Upon initiating the connection re-establishment procedure
	No action.

	T345

	Upon transmitting UEAssistanceInformation message with overheatingAssistance 
	Upon initiating the connection re-establishment procedure
	No action.

	NOTE1:
Only the timers marked with "NOTE1" are applicable to NB-IoT.

NOTE2:
The behaviour as specified in 7.3.2 applies.


