
3GPP TSG-RAN2 Meeting #102
R2-1809130
Busan, Korea, 21st May 2018 - 25th May 2018
Source:                    
NTT DOCOMO, INC. 
Title:  
Offline discussion#11 report on TPC assistant information
Document for:        
Discussion and decisions
Agenda Item:         
10.2.2.1
1. Introduction
This paper reports summary of following offline discussion.
	R2-1807504
Discussion on TPC assistant information
NTT DOCOMO INC.
discussion
Rel-15
NR_newRAT-Core

-
Huawei think the selected band combinations are exchanged and hence the nodes not the frequency is FR1 or FR2. DOCOMO think the nodes will not necessarily understand the band of the other nodes serving cells.

-
Ericsson think this is only useful for UEs that support dynamic power sharing. 

-
ZTE support the view if Huawei and don’t think anything more is needed.

-
Nokia agree that the PH type is not known in MN as it is implicitly determined. But we should discuss whether it is needed.

-
Samsung think it is not so important that the node knows the type in order perform scheduling.

-
DOCOCO think there are cases where the network needs to differentiate between type 1 and type 3.

=>
Offline discussion to conclude whether the PH type needs to be exchanged (Offline discussion #11, DOCOMO)


NOTE: While the scope of this offline discussion was PH type, this offline addresses FR information (FR1/2) also as proposed in [1].
2. Summary
FR1 and FR2:
While it was commented during the online discussion that FR information may be derived via band combination, companies see the necessity of this information. This is because the band combination does not provide the information which band is configured with which ServCellIndex. Thus, it should be motivated to exchange the FR information between MN and SN. 

Observation1: It should be motivated to exchange the FR information between MN and SN.

PH type

The rapporteur originally thought that the PH type information of other node should be known by MN and SN. However, companies are not convinced such necessity since the equations of type 1 PH and type3 are similar. Also, some companies think PH information is not so accurate anyway. 
Observation2: Companies are not convinced the necessity of PH type information of other node.
From above observations, as a wayforward, the rapporteur proposes to define information element of FR of each NR serving cell in in CG-Config.

Proposal: Define information element of FR information of each NR serving cell in CG-Config.
The corresponding draft CR to TS38.331 (based on [3]) is provided in [2]
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