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	First change


3.2
Abbreviations

For the purposes of the present document, the abbreviations given in TR 21.905 [1], TS 36.300 [9] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in TR 21.905 [1] or TS 36.300 [9].

1xRTT
CDMA2000 1x Radio Transmission Technology

AB
Access Barring

ACDC
Application specific Congestion control for Data Communication

ACK
Acknowledgement
AM
Acknowledged Mode

ANDSF
Access Network Discovery and Selection Function

ARQ
Automatic Repeat Request

AS
Access Stratum

ASN.1
Abstract Syntax Notation One

BCCH
Broadcast Control Channel

BCD
Binary Coded Decimal

BCH
Broadcast Channel

BL
Bandwidth reduced Low complexity

BLER
Block Error Rate

BR
Bandwidth Reduced

BR-BCCH
Bandwidth Reduced Broadcast Control Channel

CA
Carrier Aggregation

CBR
Channel Busy Ratio

CCCH
Common Control Channel
CCO
Cell Change Order

CE
Coverage Enhancement

CG
Cell Group

CIoT
Cellular IoT

CMAS
Commercial Mobile Alert Service

CP
Control Plane

C-RNTI
Cell RNTI

CRS
Cell-specific Reference Signal

CSFB
CS fallback

CSG
Closed Subscriber Group

CSI
Channel State Information

DC
Dual Connectivity

DCCH
Dedicated Control Channel

DCI
Downlink Control Information

DCN
Dedicated Core Networks

DFN
Direct Frame Number

DL
Downlink

DL-SCH
Downlink Shared Channel

DRB
(user) Data Radio Bearer
DRX
Discontinuous Reception

DTCH
Dedicated Traffic Channel

EAB
Extended Access Barring

eDRX
Extended DRX

EHPLMN
Equivalent Home Public Land Mobile Network

eIMTA
Enhanced Interference Management and Traffic Adaptation

ENB
Evolved Node B

EN-DC
E-UTRA NR Dual Connectivity

EPC
Evolved Packet Core

EPDCCH
Enhanced Physical Downlink Control Channel

EPS
Evolved Packet System

ETWS
Earthquake and Tsunami Warning System

E-UTRA
Evolved Universal Terrestrial Radio Access

E-UTRAN
Evolved Universal Terrestrial Radio Access Network

FDD
Frequency Division Duplex

FFS
For Further Study

GERAN
GSM/EDGE Radio Access Network

GNSS
Global Navigation Satellite System
G-RNTI
Group RNTI
GSM
Global System for Mobile Communications

HARQ
Hybrid Automatic Repeat Request

HFN
Hyper Frame Number

HPLMN
Home Public Land Mobile Network

HRPD
CDMA2000 High Rate Packet Data

H-SFN
Hyper SFN

IDC
In-Device Coexistence

IE
Information element

IMEI
International Mobile Equipment Identity

IMSI
International Mobile Subscriber Identity

IoT
Internet of Things

ISM
Industrial, Scientific and Medical

kB
Kilobyte (1000 bytes)

L1
Layer 1

L2
Layer 2

L3
Layer 3
LAA
Licensed-Assisted Access
LWA
LTE-WLAN Aggregation

LWAAP
LTE-WLAN Aggregation Adaptation Protocol

LWIP
LTE-WLAN Radio Level Integration with IPsec Tunnel

MAC
Medium Access Control

MBMS
Multimedia Broadcast Multicast Service

MBSFN
Multimedia Broadcast multicast service Single Frequency Network

MCG
Master Cell Group

MCPTT
Mission Critical Push To Talk

MDT
Minimization of Drive Tests

MIB
Master Information Block

MO
Mobile Originating

MPDCCH
MTC Physical Downlink Control Channel

MRB
MBMS Point to Multipoint Radio Bearer

MRO
Mobility Robustness Optimisation

MSI
MCH Scheduling Information

MT
Mobile Terminating

MUST
MultiUser Superposition Transmission
N/A
Not Applicable

NACC
Network Assisted Cell Change

NAICS
Network Assisted Interference Cancellation/Suppression

NAS
Non Access Stratum

NB-IoT
NarrowBand Internet of Things

NPBCH
Narrowband Physical Broadcast channel

NPDCCH
Narrowband Physical Downlink Control channel

NPDSCH
Narrowband Physical Downlink Shared channel

NPRACH
Narrowband Physical Random Access channel

NPSS
Narrowband Primary Synchronization Signal
NPUSCH
Narrowband Physical Uplink Shared channel

NR
NR Radio Access
NRS
Narrowband Reference Signal

NSSS
Narrowband Secondary Synchronization Signal

P2X
Pedestrian-to-Everything

PCCH
Paging Control Channel
PCell
Primary Cell

PDCCH
Physical Downlink Control Channel

PDCP
Packet Data Convergence Protocol

PDU
Protocol Data Unit

PLMN
Public Land Mobile Network

PMK
Pairwise Master Key
PO
Paging Occasion
ProSe
Proximity based Services

PS
Public Safety (in context of sidelink), Packet Switched (otherwise)

PSCell
Primary Secondary Cell

PSK
Pre-Shared Key

PTAG
Primary Timing Advance Group

PUCCH
Physical Uplink Control Channel

QCI
QoS Class Identifier

QoS
Quality of Service

RACH
Random Access CHannel

RAI
Release Assistance Indication

RAT
Radio Access Technology

RB
Radio Bearer

RCLWI
RAN Controlled LTE-WLAN Integration

RLC
Radio Link Control

RMTC
RSSI Measurement Timing Configuration

RN
Relay Node

RNTI
Radio Network Temporary Identifier

ROHC
RObust Header Compression

RPLMN
Registered Public Land Mobile Network

RRC
Radio Resource Control

RSCP
Received Signal Code Power

RSRP
Reference Signal Received Power
RSS
Resynchronisation signal
RSRQ
Reference Signal Received Quality

RSSI
Received Signal Strength Indicator

SAE
System Architecture Evolution

SAP
Service Access Point

SC
Sidelink Control

SCell
Secondary Cell

SCG
Secondary Cell Group

SC-MRB
Single Cell MRB

SC-RNTI
Single Cell RNTI

SD-RSRP
Sidelink Discovery Reference Signal Received Power

SFN
System Frame Number

SI
System Information

SIB
System Information Block

SI-RNTI
System Information RNTI

SL
Sidelink

SLSS
Sidelink Synchronisation Signal

SMC
Security Mode Control

SPS
Semi-Persistent Scheduling

SR
Scheduling Request

SRB
Signalling Radio Bearer

S-RSRP
Sidelink Reference Signal Received Power
SSAC
Service Specific Access Control

SSTD
SFN and Subframe Timing Difference

STAG
Secondary Timing Advance Group
S-TMSI
SAE Temporary Mobile Station Identifier
TA
Tracking Area

TAG
Timing Advance Group

TDD
Time Division Duplex
TDM
Time Division Multiplexing
TM
Transparent Mode

TPC-RNTI
Transmit Power Control RNTI

T-RPT
Time Resource Pattern of Transmission

TTT
Time To Trigger

UE
User Equipment

UICC
Universal Integrated Circuit Card

UL
Uplink

UL-SCH
Uplink Shared Channel

UM
Unacknowledged Mode
UP
User Plane

UTC
Coordinated Universal Time

UTRAN
Universal Terrestrial Radio Access Network

V2X
Vehicle-to-Everything

VoLTE
Voice over Long Term Evolution
WLAN
Wireless Local Area Network

WT
WLAN Termination
WUS
Wake-up Signal
In the ASN.1, lower case may be used for some (parts) of the above abbreviations e.g. c-RNTI.

5.2.1.3
System information validity and notification of changes

Change of system information (other than for ETWS, CMAS and EAB parameters and other than for AB parameters for NB-IoT) only occurs at specific radio frames, i.e. the concept of a modification period is used. System information may be transmitted a number of times with the same content within a modification period, as defined by its scheduling. The modification period boundaries are defined by SFN values for which SFN mod m= 0, where m is the number of radio frames comprising the modification period. The modification period is configured by system information. If H-SFN is provided in SystemInformationBlockType1-BR, modification period boundaries for BL UEs and UEs in CE are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0. For NB-IoT, H-SFN is always provided and the modification period boundaries are defined by SFN values for which (H-SFN * 1024 + SFN) mod m=0.

To enable system information update notification for RRC_IDLE UEs configured to use a DRX cycle longer than the modification period, an eDRX acquisition period is defined. The boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 256 =0. For NB-IoT, the boundaries of the eDRX acquisition period are determined by H-SFN values for which H-SFN mod 1024 =0.

NOTE 1:
If the UE in RRC_IDLE is configured to use extended DRX cycle, e.g., in the order of several minutes or longer, in case the eNB is reset the UE SFN may not be synchronized to the new eNB SFN. The UE is expected to recover, e.g., acquire MIB within a reasonable time, to avoid repeated paging failures.

When the network changes (some of the) system information, it first notifies the UEs about this change, i.e. this may be done throughout a modification period. In the next modification period, the network transmits the updated system information. These general principles are illustrated in figure 5.2.1.3-1, in which different colours indicate different system information. Upon receiving a change notification, the UE not configured to use a DRX cycle that is longer than the modification period acquires the new system information immediately from the start of the next modification period. Upon receiving a change notification applicable to eDRX, a UE in RRC_IDLE configured to use a DRX cycle that is longer than the modification period acquires the updated system information immediately from the start of the next eDRX acquisition period. The UE applies the previously acquired system information until the UE acquires the new system information. The possible boundaries of modification for SystemInformationBlockType1-BR are defined by SFN values for which SFN mod 512 = 0 except for notification of ETWS/CMAS for which the eNB may change SystemInformationBlockType1-BR content at any time. For NB-IoT, the possible boundaries of modification for SystemInformationBlockType1-NB are defined by SFN values for which (H-SFN * 1024 + SFN) mod 4096 = 0.
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Figure 5.2.1.3-1: Change of system Information

The Paging message is used to inform UEs in RRC_IDLE and UEs in RRC_CONNECTED about a system information change. If the UE is in RRC_CONNECTED or is not configured to use a DRX cycle longer than the modification period in RRC_IDLE, and receives a Paging message including the systemInfoModification, it knows that the system information will change at the next modification period boundary. A UE in RRC_IDLE that is configured to use a DRX cycle longer than the modification period, and receives in an eDRX acquisition period at least one Paging message including the systemInfoModification-eDRX, shall acquire the updated system information at the next eDRX acquisition period boundary. Although the UE may be informed about changes in system information, no further details are provided e.g. regarding which system information will change, except if systemInfoValueTagSI is received by BL UEs or UEs in CE.

In RRC_CONNECTED, BL UEs or UEs in CE or NB-IoT UEs are not required to acquire system information except when T311 is running or upon handover where the UE is only required to acquire the MasterInformationBlock in the target PCell. In RRC_IDLE, E-UTRAN may notify BL UEs or UEs in CE or NB-IoT UEs about SI update, and except for NB-IoT, ETWS and CMAS notification and EAB modification, using Direct Indication information, as specified in 6.6 (or 6.7.5 in NB-IoT) and TS 36.212 [22].
NOTE 2:
Upon system information change essential for BL UEs, UEs in CE, or NB-IoT UEs in RRC_CONNECTED, E-UTRAN may initiate connection release.
SystemInformationBlockType1 (or MasterInformationBlock-NB in NB-IoT) includes a value tag systemInfoValueTag, that indicates if a change has occurred in the SI messages. UEs may use systemInfoValueTag, e.g. upon return from out of coverage, to verify if the previously stored SI messages are still valid. MasterInformationBlock may indicate using systemInfoUnchanged-BR that a change has not occurred in the SIB1-BR and SI messages of the current cell at least over the SI validity time, and the BL UEs or UEs in CE may use systemInfoUnchanged-BR, e.g. upon return from out of coverage, to verify if the previously stored SIB1-BR and SI messages are still valid. Additionally, for other than BL UEs or UEs in CE or NB-IoT UEs, the UE considers stored system information to be invalid after 3 hours from the moment it was successfully confirmed as valid, unless specified otherwise. BL UE or UE in CE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid, unless the UE is configured by parameter si-ValidityTime to consider stored system information to be invalid 3 hours after validity confirmation. NB-IoT UE considers stored system information to be invalid after 24 hours from the moment it was successfully confirmed as valid. If a BL UE, UE in CE or NB-IoT UE in RRC_CONNECTED state considers the stored system information invalid, the UE shall continue using the stored system information while in RRC_CONNECTED state in the serving cell.

For BL UEs or UEs in CE or NB-IoT UEs, the change of specific SI message can additionally be indicated by a SI message specific value tag systemInfoValueTagSI. If systemInfoValueTag included in the SystemInformationBlockType1-BR (or MasterInformationBlock-NB in NB-IoT) is different from the one of the stored system information and if systemInfoValueTagSI is included in the SystemInformationBlockType1-BR (or SystemInformationBlockType1-NB in NB-IoT) for a specific SI message and is different from the stored one, the UE shall consider this specific SI message to be invalid. If only systemInfoValueTag is included and is different from the stored one, the BL UE or UE in CE should consider any stored system information except SystemInformationBlockType10, SystemInformationBlockType11, SystemInformationBlockType12 and SystemInformationBlockType14 to be invalid; the NB-IoT UE should consider any stored system information except SystemInformationBlockType14-NB to be invalid. 
On MBMS-dedicated cell and on FeMBMS/Unicast-mixed cell, the change of system information and ETWS/CMAS notification is indicated by using Direct Indication FeMBMS defined in 6.6a. The modification periodicity follows MCCH modification periodicity as defined in 5.8.1.3.

E-UTRAN may not update systemInfoValueTag upon change of some system information e.g. ETWS information, CMAS information, regularly changing parameters like time information (SystemInformationBlockType8, SystemInformationBlockType16, hyperSFN-MSB in SystemInformationBlockType1-NB), EAB and AB parameters. Similarly, E-UTRAN may not include the systemInfoModification within the Paging message upon change of some system information.

The UE that is not configured to use a DRX cycle longer than the modification period verifies that stored system information remains valid by either checking systemInfoValueTag in SystemInformationBlockType1 (or MasterInformationBlock-NB in NB-IoT) after the modification period boundary, or attempting to find the systemInfoModification indication at least modificationPeriodCoeff times during the modification period in case no paging is received, in every modification period. If no paging message is received by the UE during a modification period, the UE may assume that no change of system information will occur at the next modification period boundary. If UE in RRC_CONNECTED, during a modification period, receives one paging message, it may deduce from the presence/ absence of systemInfoModification whether a change of system information other than ETWS information, CMAS information and EAB parameters will occur in the next modification period or not.

When the RRC_IDLE UE is configured with a DRX cycle that is longer than the modification period, and at least one modification period boundary has passed since the UE last verified validity of stored system information, the UE verifies that stored system information remains valid by checking the systemInfoValueTag before establishing or resuming an RRC connection.
ETWS and/or CMAS capable UEs in RRC_CONNECTED, other than BL UEs and UEs in CE, shall attempt to read paging at least once every defaultPagingCycle to check whether ETWS and/or CMAS notification is present or not.
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5.3.3.12
EAB check

The UE shall:

1>
if SystemInformationBlockType14 is present and includes the eab-Param:
2>
if the eab-Common is included in the eab-Param:

3>
if the UE belongs to the category of UEs as indicated in the eab-Category contained in eab-Common; and
3>
if for the Access Class of the UE, as stored on the USIM and with a value in the range 0..9, the corresponding bit in the eab-BarringBitmap contained in eab-Common is set to one:

4>
consider access to the cell as barred;

3>
else:

4>
consider access to the cell as not barred due to EAB;

2>
else (the eab-PerPLMN-List is included in the eab-Param):

3>
select the entry in the eab-PerPLMN-List corresponding to the PLMN selected by upper layers (see TS 23.122 [11], TS 24.301 [35]);
3>
if the eab-Config for that PLMN is included:

4>
if the UE belongs to the category of UEs as indicated in the eab-Category contained in eab-Config; and

4>
if for the Access Class of the UE, as stored on the USIM and with a value in the range 0..9, the corresponding bit in the eab-BarringBitmap contained in eab-Config is set to one:

5>
consider access to the cell as barred;
4>
else:

5>
consider access to the cell as not barred due to EAB;
3>
else:

4>
consider access to the cell as not barred due to EAB;

2> if eab-PerRSRP is included in the eab-Param:

3>
if the establishmentCause received from higher layers is set to a value other than emergency; and

3>
if the UE has no Access Class, as stored on the USIM, with a value in the range 11..15, which is valid for the UE to use according to TS 22.011 [10] and TS 23.122 [11] :
4>
if eab-PerRSRP is set to thres0:

5> consider access to the cell as barred when in enhanced coverage as specified in TS 36.304 [4]; 
4>
else if eab-PerRSRP is set to thres1:
5>
if the measured RSRP is less than the first entry in rsrp-ThresholdsPrachInfoList:
6>
consider access to the cell as barred;

5>
else:
6>
consider that only the resources indicated for the first CE level are configured;

4>
else if eab-PerRSRP is set to thres2:
5>
if the measured RSRP is less than the second entry in rsrp-ThresholdsPrachInfoList:
6>
consider access to the cell as barred;

5>
else:
6>
consider that only the resources indicated for the first and second CE levels are configured;

4>
else if eab-PerRSRP is set to thres3:
5>
if the measured RSRP is less than the third entry in rsrp-ThresholdsPrachInfoList:
6>
consider access to the cell as barred;

5>
else:
6>
consider that only the resources indicated for the first, second, and third CE levels are configured;

1>
else:

2>
consider access to the cell as not barred due to EAB;
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6.2.2
Message definitions

<<unchanged text skipped>>
–
InterFreqRSTDMeasurementIndication
The InterFreqRSTDMeasurementIndication message is used to indicate that the UE is going to either start or stop OTDOA inter-frequency RSTD measurement which requires measurement gaps as specified in TS 36.133 [16, 8.1.2.6]. The InterFreqRSTDMeasurementIndication message is also used to indicate to the network that the UE is going to start/stop OTDOA intra-frequency RSTD measurements which require measurement gaps.
Signalling radio bearer: SRB1

RLC-SAP: AM

Logical channel: DCCH

Direction: UE to E‑UTRAN

InterFreqRSTDMeasurementIndication message
-- ASN1START
InterFreqRSTDMeasurementIndication-r10 ::=


SEQUENCE {


criticalExtensions




CHOICE {



c1








CHOICE {




interFreqRSTDMeasurementIndication-r10
InterFreqRSTDMeasurementIndication-r10-IEs,




spare3 NULL, spare2 NULL, spare1 NULL



},



criticalExtensionsFuture


SEQUENCE {}


}

}

InterFreqRSTDMeasurementIndication-r10-IEs ::=

SEQUENCE {


rstd-InterFreqIndication-r10

CHOICE {



start







SEQUENCE {




rstd-InterFreqInfoList-r10



RSTD-InterFreqInfoList-r10



},



stop







NULL


},


lateNonCriticalExtension


OCTET STRING





OPTIONAL,


nonCriticalExtension



InterFreqRSTDMeasurementIndication-r15-IEs

OPTIONAL

}

InterFreqRSTDMeasurementIndication-r15-IEs ::=
SEQUENCE {


densePRS-GapPreference-r15


INTEGER (0..20),


nonCriticalExtension



SEQUENCE {}






OPTIONAL

}

RSTD-InterFreqInfoList-r10 ::=
SEQUENCE (SIZE(1..maxRSTD-Freq-r10)) OF RSTD-InterFreqInfo-r10

RSTD-InterFreqInfo-r10 ::=

SEQUENCE {


carrierFreq-r10




ARFCN-ValueEUTRA,


measPRS-Offset-r10



INTEGER (0..39),


...,


[[
carrierFreq-v1090


ARFCN-ValueEUTRA-v9e0



OPTIONAL


]]

}

-- ASN1STOP

	InterFreqRSTDMeasurementIndication field descriptions

	carrierFreq

The EARFCN value of the carrier received from upper layers for which the UE needs to perform the inter-frequency RSTD measurements. If the UE includes carrierFreq-v1090, it shall set carrierFreq-r10 to maxEARFCN. In case the UE starts intra-frequency RSTD measurements the carrierFreq indicates the carrier frequency of the serving cell.

	densePRS-GapPreference
The measurement gap that the category M1 or M2 UE prefers to perform RSTD measurements with dense PRS configuration, as specified in TS 36.133 [16, Table 8.1.2.1-3]. Value 0 corresponds to Gap Pattern Id rstd0, value 1 corresponds to Gap Pattern Id rstd1 and so on.

	measPRS-Offset

Indicates the requested gap offset for performing inter-frequency or intra-frequency RSTD measurements. It is the smallest subframe offset from the beginning of subframe 0 of SFN=0 of the serving cell of the requested gap for measuring PRS positioning occasions in the carrier frequency carrierFreq for which the UE needs to perform the inter-frequency or intra-frequency RSTD measurements. The PRS positioning occasion information is received from upper layers. The value of measPRS-Offset is obtained by mapping the starting subframe of the PRS positioning occasion in the measured cell onto the corresponding subframe in the serving cell and is calculated as the serving cell's number of subframes from SFN=0 mod 40.

The UE shall take into account any additional time required by the UE to start PRS measurements on the other carrier when it does this mapping for determining the measPRS-Offset.

NOTE: Figure 6.2.2-1 illustrates the measPRS-Offset field.

	rstd-InterFreqIndication

Indicates the inter-frequency or intra-frequency RSTD measurement action, i.e. the UE is going to start or stop inter-frequency or intra-frequency RSTD measurement.
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Figure 6.2.2-1 (informative): Exemplary calculation of measPRS-Offset field.

 –
MasterInformationBlock
The MasterInformationBlock includes the system information transmitted on BCH.
Signalling radio bearer: N/A

RLC-SAP: TM

Logical channel: BCCH

Direction: E‑UTRAN to UE

MasterInformationBlock
-- ASN1START
MasterInformationBlock ::=


SEQUENCE {


dl-Bandwidth





ENUMERATED {












n6, n15, n25, n50, n75, n100},


phich-Config





PHICH-Config,


systemFrameNumber




BIT STRING (SIZE (8)),


schedulingInfoSIB1-BR-r13


INTEGER (0..31),


systemInfoUnchanged-BR-r15


BOOLEAN,


spare







BIT STRING (SIZE (4))

}

-- ASN1STOP

	MasterInformationBlock field descriptions

	dl-Bandwidth

Parameter: transmission bandwidth configuration, NRB in downlink, see TS 36.101 [42, table 5.6-1]. n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on.

	phich-Config 

Specifies the PHICH configuration. If the UE is a BL UE or UE in CE, it shall ignore this field.

	schedulingInfoSIB1-BR

This field contains an index to a table that defines SystemInformationBlockType1-BR scheduling information. The table is specified in TS 36.213 [23, Table 7.1.6-1 and Table 7.1.7.2.7-1]. Value 0 means that SystemInformationBlockType1-BR is not scheduled.

	systemFrameNumber

Defines the 8 most significant bits of the SFN. As indicated in TS 36.211 [21, 6.6.1], the 2 least significant bits of the SFN are acquired implicitly in the P-BCH decoding, i.e. timing of 40ms P-BCH TTI indicates 2 least significant bits (within 40ms P-BCH TTI, the first radio frame: 00, the second radio frame: 01, the third radio frame: 10, the last radio frame: 11). One value applies for all serving cells of a Cell Group (i.e. MCG or SCG). The associated functionality is common (i.e. not performed independently for each cell).

	systemInfoUnchanged-BR
Value TRUE indicates that no change has occurred in the SIB1-BR and SI messages at least over the SI validity time. 
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–
SystemInformationBlockType1
SystemInformationBlockType1 contains information relevant when evaluating if a UE is allowed to access a cell and defines the scheduling of other system information. SystemInformationBlockType1-BR uses the same structure as SystemInformationBlockType1.

Signalling radio bearer: N/A

RLC-SAP: TM

Logical channels: BCCH and BR-BCCH

Direction: E‑UTRAN to UE

SystemInformationBlockType1 message
-- ASN1START
SystemInformationBlockType1-BR-r13 ::=
SystemInformationBlockType1

SystemInformationBlockType1 ::=

SEQUENCE {


cellAccessRelatedInfo



SEQUENCE {



plmn-IdentityList




PLMN-IdentityList,



trackingAreaCode




TrackingAreaCode,



cellIdentity





CellIdentity,



cellBarred






ENUMERATED {barred, notBarred},



intraFreqReselection



ENUMERATED {allowed, notAllowed},



csg-Indication





BOOLEAN,



csg-Identity





CSG-Identity


OPTIONAL
-- Need OR


},


cellSelectionInfo




SEQUENCE {



q-RxLevMin






Q-RxLevMin,



q-RxLevMinOffset




INTEGER (1..8)


OPTIONAL
-- Need OP


},


p-Max







P-Max





OPTIONAL,


-- Need OP


freqBandIndicator




FreqBandIndicator,


schedulingInfoList




SchedulingInfoList,


tdd-Config






TDD-Config




OPTIONAL,
-- Cond TDD


si-WindowLength





ENUMERATED {












ms1, ms2, ms5, ms10, ms15, ms20,












ms40},


systemInfoValueTag




INTEGER (0..31),


nonCriticalExtension



SystemInformationBlockType1-v890-IEs
OPTIONAL

}

SystemInformationBlockType1-v890-IEs::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING SystemInformationBlockType1-v8h0-IEs)


OPTIONAL,


nonCriticalExtension



SystemInformationBlockType1-v920-IEs
OPTIONAL

}

-- Late non critical extensions

SystemInformationBlockType1-v8h0-IEs ::=
SEQUENCE {


multiBandInfoList




MultiBandInfoList

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v9e0-IEs
OPTIONAL

}

SystemInformationBlockType1-v9e0-IEs ::= SEQUENCE {


freqBandIndicator-v9e0



FreqBandIndicator-v9e0

OPTIONAL,
-- Cond FBI-max


multiBandInfoList-v9e0



MultiBandInfoList-v9e0

OPTIONAL,
-- Cond mFBI-max


nonCriticalExtension



SystemInformationBlockType1-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType1-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType1-v10l0-IEs




OPTIONAL

}

SystemInformationBlockType1-v10l0-IEs ::= SEQUENCE {


freqBandInfo-v10l0




NS-PmaxList-v10l0


OPTIONAL,
-- Need OR


multiBandInfoList-v10l0



MultiBandInfoList-v10l0

OPTIONAL,
-- Need OR


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

-- Regular non critical extensions

SystemInformationBlockType1-v920-IEs ::=
SEQUENCE {


ims-EmergencySupport-r9



ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfo-v920



CellSelectionInfo-v920

OPTIONAL,
-- Cond RSRQ


nonCriticalExtension



SystemInformationBlockType1-v1130-IEs
OPTIONAL

}

SystemInformationBlockType1-v1130-IEs ::=
SEQUENCE {


tdd-Config-v1130



TDD-Config-v1130


OPTIONAL,
-- Cond TDD-OR


cellSelectionInfo-v1130


CellSelectionInfo-v1130

OPTIONAL,
-- Cond WB-RSRQ


nonCriticalExtension


SystemInformationBlockType1-v1250-IEs
OPTIONAL

}

SystemInformationBlockType1-v1250-IEs ::=
SEQUENCE {


cellAccessRelatedInfo-v1250




SEQUENCE {



category0Allowed-r12





ENUMERATED {true}

OPTIONAL
-- Need OP


},


cellSelectionInfo-v1250




CellSelectionInfo-v1250

OPTIONAL,
-- Cond RSRQ2


freqBandIndicatorPriority-r12


ENUMERATED {true}


OPTIONAL,
-- Cond mFBI


nonCriticalExtension


SystemInformationBlockType1-v1310-IEs
OPTIONAL





}

SystemInformationBlockType1-v1310-IEs ::=
SEQUENCE {


hyperSFN-r13







BIT STRING (SIZE (10))

OPTIONAL,
-- Need OR


eDRX-Allowed-r13






ENUMERATED {true}


OPTIONAL,
-- Need OR


cellSelectionInfoCE-r13




CellSelectionInfoCE-r13
OPTIONAL,
-- Need OP


bandwidthReducedAccessRelatedInfo-r13
SEQUENCE {



si-WindowLength-BR-r13




ENUMERATED {














ms20, ms40, ms60, ms80, ms120,














ms160, ms200, spare},



si-RepetitionPattern-r13



ENUMERATED {everyRF, every2ndRF, every4thRF,
















every8thRF},



schedulingInfoList-BR-r13



SchedulingInfoList-BR-r13
OPTIONAL,
-- Cond SI-BR



fdd-DownlinkOrTddSubframeBitmapBR-r13
CHOICE {




subframePattern10-r13




BIT STRING (SIZE (10)),




subframePattern40-r13




BIT STRING (SIZE (40))



}
















OPTIONAL,
-- Need OP



fdd-UplinkSubframeBitmapBR-r13


BIT STRING (SIZE (10))

OPTIONAL,
-- Need OP



startSymbolBR-r13





INTEGER (1..4),



si-HoppingConfigCommon-r13



ENUMERATED {on,off},



si-ValidityTime-r13





ENUMERATED {true}
OPTIONAL,


-- Need OP



systemInfoValueTagList-r13



SystemInfoValueTagList-r13
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond BW-reduced


nonCriticalExtension





SystemInformationBlockType1-v1320-IEs
OPTIONAL

}

SystemInformationBlockType1-v1320-IEs ::=
SEQUENCE {


freqHoppingParametersDL-r13



SEQUENCE {



mpdcch-pdsch-HoppingNB-r13



ENUMERATED {nb2, nb4}

OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeA-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int1, int2, int4, int8},




interval-TDD-r13




ENUMERATED {int1, int5, int10, int20}



}
















OPTIONAL,
-- Need OR



interval-DLHoppingConfigCommonModeB-r13
CHOICE {




interval-FDD-r13




ENUMERATED {int2, int4, int8, int16},




interval-TDD-r13




ENUMERATED { int5, int10, int20, int40}



}
















OPTIONAL,
-- Need OR



mpdcch-pdsch-HoppingOffset-r13


INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR


}















OPTIONAL,
-- Cond Hopping


nonCriticalExtension





SystemInformationBlockType1-v1350-IEs




OPTIONAL

}

SystemInformationBlockType1-v1350-IEs ::=
SEQUENCE {


cellSelectionInfoCE1-r13



CellSelectionInfoCE1-r13
OPTIONAL,
-- Need OP


nonCriticalExtension




SystemInformationBlockType1-v1360-IEs



OPTIONAL

}

SystemInformationBlockType1-v1360-IEs ::=
SEQUENCE {


cellSelectionInfoCE1-v1360



CellSelectionInfoCE1-v1360
OPTIONAL,
-- Cond QrxlevminCE1


nonCriticalExtension





SystemInformationBlockType1-v1430-IEs

OPTIONAL

}

SystemInformationBlockType1-v1430-IEs ::=
SEQUENCE {


eCallOverIMS-Support-r14



ENUMERATED {true}


OPTIONAL,
-- Need OR


tdd-Config-v1430





TDD-Config-v1430


OPTIONAL,
-- Cond TDD-OR


cellAccessRelatedInfoList-r14


SEQUENCE (SIZE (1..maxPLMN-1-r14)) OF












CellAccessRelatedInfo-r14
OPTIONAL,
-- Need OR


nonCriticalExtension




SystemInformationBlockType1-v1450-IEs



OPTIONAL

}

SystemInformationBlockType1-v1450-IEs ::=
SEQUENCE {


tdd-Config-v1450





TDD-Config-v1450

OPTIONAL,
-- Cond TDD-OR


nonCriticalExtension




SystemInformationBlockType1-v15xy-IEs
OPTIONAL

}

SystemInformationBlockType1-v15xy-IEs
::=
SEQUENCE {


cellSelectionInfoCE-v15xy 



CellSelectionInfoCE-v15xy

OPTIONAL,
-- Need OP

cellBarred-CRS-CE-r15




ENUMERATED {barred, notBarred},

crs-MutingNumPRBs-r15




ENUMERATED {n6, n24}


OPTIONAL,
-- Need OR

nonCriticalExtension




SEQUENCE {}




OPTIONAL

}

PLMN-IdentityList ::=




SEQUENCE (SIZE (1..maxPLMN-r11)) OF PLMN-IdentityInfo

PLMN-IdentityInfo ::=




SEQUENCE {


plmn-Identity






PLMN-Identity,


cellReservedForOperatorUse



ENUMERATED {reserved, notReserved}

}

SchedulingInfoList ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo

SchedulingInfo ::=
SEQUENCE {


si-Periodicity





ENUMERATED {












rf8, rf16, rf32, rf64, rf128, rf256, rf512},


sib-MappingInfo





SIB-MappingInfo

}

SchedulingInfoList-BR-r13 ::= SEQUENCE (SIZE (1..maxSI-Message)) OF SchedulingInfo-BR-r13

SchedulingInfo-BR-r13 ::=
SEQUENCE {


si-Narrowband-r13



INTEGER (1..maxAvailNarrowBands-r13),


si-TBS-r13





ENUMERATED {b152, b208, b256, b328, b408, b504, b600, b712,













b808, b936}

}

SIB-MappingInfo ::= SEQUENCE (SIZE (0..maxSIB-1)) OF SIB-Type

SIB-Type ::=





ENUMERATED {











sibType3, sibType4, sibType5, sibType6,











sibType7, sibType8, sibType9, sibType10,











sibType11, sibType12-v920, sibType13-v920,











sibType14-v1130, sibType15-v1130,











sibType16-v1130, sibType17-v1250, sibType18-v1250,











..., sibType19-v1250, sibType20-v1310, sibType21-v1430}

SystemInfoValueTagList-r13 ::=

SEQUENCE (SIZE (1..maxSI-Message)) OF SystemInfoValueTagSI-r13

SystemInfoValueTagSI-r13 ::=

INTEGER (0..3)

CellSelectionInfo-v920 ::=


SEQUENCE {


q-QualMin-r9





Q-QualMin-r9,


q-QualMinOffset-r9




INTEGER (1..8)





OPTIONAL
-- Need OP

}

CellSelectionInfo-v1130 ::=


SEQUENCE {


q-QualMinWB-r11





Q-QualMin-r9

}

CellSelectionInfo-v1250 ::=


SEQUENCE {


q-QualMinRSRQ-OnAllSymbols-r12





Q-QualMin-r9

}

CellAccessRelatedInfo-r14 ::=
SEQUENCE {


plmn-IdentityList-r14



PLMN-IdentityList,


trackingAreaCode-r14



TrackingAreaCode,


cellIdentity-r14




CellIdentity

}

-- ASN1STOP

	SystemInformationBlockType1 field descriptions

	bandwithReducedAccessRelatedInfo

Access related information for BL UEs and UEs in CE. NOTE 3.

	category0Allowed

The presence of this field indicates category 0 UEs are allowed to access the cell.

	cellAccessRelatedInfoList

This field contains a list allowing signalling of access related information per PLMN. One PLMN can be included in only one entry of this list. NOTE 4.

	cellBarred

barred means the cell is barred, as defined in TS 36.304 [4]. This field is ignored by the BL UEs or UEs in CE supporting ce-CRS-Muting while crs-MutingNumPRBs is included in SystemInformationBlockType1.

	cellBarred-CRS-CE 

barred means the cell is barred for BL UEs or UEs in CE capable of ce-CRS-Muting while crs-MutingNumPRBs is included in SystemInformationBlockType1, as defined in TS 36.304 [4]. This field is ignored by the UE if the UE does not support ce-CRS-Muting.

	cellIdentity

Indicates the cell identity. NOTE 2.

	cellReservedForOperatorUse

As defined in TS 36.304 [4].

	cellSelectionInfoCE

Cell selection information for BL UEs and UEs in CE. If absent, coverage enhancement S criteria is not applicable. NOTE 3.

	cellSelectionInfoCE1

Cell selection information for BL UEs and UEs in CE supporting CE Mode B. E-UTRAN includes this IE only if cellSelectionInfoCE is present in SystemInformationBlockType1-BR. NOTE 3.

	crs-MutingNumPRBs

Indicates number of PRBs, i.e. 6 or 24 PRBs, for CRS transmission in the central cell BW when CRS muting is enabled for BL UEs or UEs in CE supporting ce-CRS-Muting. Presence of this field indicates CRS muting is enabled in the cell, as specified in TS 36.133 [16]. If this field is configured and the cell is not barred for this UE (as specified in TS 36.304 [4]), the behaviour is undefined for UEs not supporting this feature.

	csg-Identity

Identity of the Closed Subscriber Group the cell belongs to.

	csg-Indication

If set to TRUE the UE is only allowed to access the cell if it is a CSG member cell, if selected during manual CSG selection or to obtain limited service, see TS 36.304 [4].

	eCallOverIMS-Support

Indicates whether the cell supports eCall over IMS services for UEs as defined in TS 23.401 [41]. If absent, eCall over IMS is not supported by the network in the cell. NOTE 2.

	eDRX-Allowed

The presence of this field indicates if idle mode extended DRX is allowed in the cell. The UE shall stop using extended DRX in idle mode if eDRX-Allowed is not present.

	fdd-DownlinkOrTddSubframeBitmapBR

The set of valid subframes for FDD downlink or TDD transmissions, see TS 36.213 [23].

If this field is present, SystemInformationBlockType1-BR-r13 is transmitted in RRCConnectionReconfiguration, and if RRCConnectionReconfiguration does not include systemInformationBlockType2Dedicated, UE may assume the valid subframes in fdd-DownlinkOrTddSubframeBitmapBR are not indicated as MBSFN subframes. If this field is not present, the set of valid subframes is the set of non-MBSFN subframes as indicated by mbsfn-SubframeConfigList. If neither this field nor mbsfn-SubframeConfigList is present, all subframes are considered as valid subframes for FDD downlink transmission, all DL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD DL transmission, and all UL subframes according to the uplink-downlink configuration (see TS 36.211 [21]) are considered as valid subframes for TDD UL transmission.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	fdd-UplinkSubframeBitmapBR

The set of valid subframes for FDD uplink transmissions for BL UEs, see TS 36.213 [23].

If the field is not present, then UE considers all uplink subframes as valid subframes for FDD uplink transmissions.

The first/leftmost bit corresponds to the subframe #0 of the radio frame satisfying SFN mod x = 0, where x is the size of the bit string divided by 10. Value 0 in the bitmap indicates that the corresponding subframe is invalid for transmission. Value 1 in the bitmap indicates that the corresponding subframe is valid for transmission.

	freqBandIndicatorPriority

If the field is present and supported by the UE, the UE shall prioritize the frequency bands in the multiBandInfoList field in decreasing priority order. Only if the UE does not support any of the frequency band in multiBandInfoList, the UE shall use the value in freqBandIndicator field. Otherwise, the UE applies frequency band according to the rules defined in multiBandInfoList. NOTE 2.

	freqBandInfo

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs,  for the frequency band in freqBandIndicator. If E-UTRAN includes freqBandInfo-v10l0 it includes the same number of entries, and listed in the same order, as in freqBandInfo-r10.

	freqHoppingParametersDL

Downlink frequency hopping parameters for BR versions of SI messages, MPDCCH/PDSCH of paging, MPDCCH/PDSCH of RAR/Msg4 and unicast MPDCCH/PDSCH. If not present, the UE is not configured downlink frequency hopping.

	hyperSFN

Indicates hyper SFN which increments by one when the SFN wraps around.

	ims-EmergencySupport

Indicates whether the cell supports IMS emergency bearer services for UEs in limited service mode. If absent, IMS emergency call is not supported by the network in the cell for UEs in limited service mode. NOTE 2.

	intraFreqReselection

Used to control cell reselection to intra-frequency cells when the highest ranked cell is barred, or treated as barred by the UE, as specified in TS 36.304 [4]. NOTE 2.

	multiBandInfoList

A list of additional frequency band indicators, as defined in TS 36.101 [42, table 5.5-1] that the cell belongs to. If the UE supports the frequency band in the freqBandIndicator field it shall apply that frequency band. Otherwise, the UE shall apply the first listed band which it supports in the multiBandInfoList field. If E-UTRAN includes multiBandInfoList-v9e0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). See Annex D for more descriptions. The UE shall ignore the rule defined in this field description if freqBandIndicatorPriority is present and supported by the UE.

	multiBandInfoList-v10j0

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, for the frequency bands in multiBandInfoList (i.e. without suffix) and multiBandInfoList-v9e0. If E-UTRAN includes multiBandInfoList-v10j0, it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList-v10j0.

	plmn-IdentityList

List of PLMN identities. The first listed PLMN-Identity is the primary PLMN. NOTE 2.

	p-Max

Value applicable for the cell. If absent the UE applies the maximum power of the default power class for the band the UE is using for transmission, according to TS 36.101 [42]. NOTE 2.

	q-QualMin

Parameter "Qqualmin" in TS 36.304 [4]. If cellSelectionInfo-v920 is not present, the UE applies the (default) value of negative infinity for Qqualmin. NOTE 1.

	q-QualMinRSRQ-OnAllSymbols
If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. NOTE 1.

	q-QualMinOffset

Parameter "Qqualminoffset" in TS 36.304 [4]. Actual value Qqualminoffset = field value [dB]. If cellSelectionInfo-v920 is not present or the field is not present, the UE applies the (default) value of 0 dB for Qqualminoffset. Affects the minimum required quality level in the cell.

	q-QualMinWB

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. NOTE 1.

	q-RxLevMinOffset

Parameter Qrxlevminoffset in TS 36.304 [4]. Actual value Qrxlevminoffset = field value * 2 [dB]. If absent, the UE applies the (default) value of 0 dB for Qrxlevminoffset. Affects the minimum required Rx level in the cell.

	sib-MappingInfo

List of the SIBs mapped to this SystemInformation message. There is no mapping information of SIB2; it is always present in the first SystemInformation message listed in the schedulingInfoList list.

	si-HoppingConfigCommon

Frequency hopping activation/deactivation for BR versions of SI messages and MPDCCH/PDSCH of paging.

	si-Narrowband

This field indicates the index of a narrowband used to broadcast the SI message towards BL UEs and UEs in CE, see TS 36.211 [21, 6.4.1] and TS 36.213 [23, 7.1.6]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	si-RepetitionPattern

Indicates the radio frames within the SI window used for SI message transmission. Value everyRF corresponds to every radio frame, value every2ndRF corresponds to every 2 radio frames, and so on. The first transmission of the SI message is transmitted from the first radio frame of the SI window.

	si-Periodicity

Periodicity of the SI-message in radio frames, such that rf8 denotes 8 radio frames, rf16 denotes 16 radio frames, and so on.

	si-TBS

This field indicates the transport block size information used to broadcast the SI message towards BL UEs and UEs in CE, see TS 36.213 [23, Table 7.1.7.2.1-1] for a 6 PRB bandwidth and a QPSK modulation.

	schedulingInfoList-BR

Indicates additional scheduling information of SI messages for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	si-ValidityTime

Indicates system information validity timer. If set to TRUE, the timer is set to 3h, otherwise the timer is set to 24h.

	si-WindowLength, si-WindowLength-BR

Common SI scheduling window for all SIs. Unit in milliseconds, where ms1 denotes 1 millisecond, ms2 denotes 2 milliseconds and so on. In case si-WindowLength-BR-r13 is present and the UE is a BL UE or a UE in CE, the UE shall use si-WindowLength-BR-r13 and ignore the original field si-WindowLength (without suffix). UEs other than BL UEs or UEs in CE shall ignore the extension field si-WindowLength-BR-r13.

	startSymbolBR

For BL UEs and UEs in CE, indicates the OFDM starting symbol for any MPDCCH, PDSCH scheduled on the same cell except the PDSCH carrying SystemInformationBlockType1-BR, see TS 36.213 [23]. Values 1, 2, and 3 are applicable for dl-Bandwidth greater than 10 resource blocks. Values 2, 3, and 4 are applicable otherwise.

	systemInfoValueTagList

Indicates SI message specific value tags for BL UEs and UEs in CE. It includes the same number of entries, and listed in the same order, as in schedulingInfoList (without suffix).

	systemInfoValueTagSI

SI message specific value tag as specified in subclause 5.2.1.3. Common for all SIBs within the SI message other than MIB, SIB1, SIB10, SIB11, SIB12 and SIB14.

	systemInfoValueTag

Common for all SIBs other than MIB, MIB-MBMS, SIB1, SIB1-MBMS, SIB10, SIB11, SIB12 and SIB14. Change of MIB, MIB-MBMS, SIB1 and SIB1-MBMS is detected by acquisition of the corresponding message.

	tdd-Config

Specifies the TDD specific physical channel configurations. NOTE 2.

	trackingAreaCode

A trackingAreaCode that is common for all the PLMNs listed. NOTE2. NOTE 5.


NOTE 1:
The value the UE applies for parameter "Qqualmin" in TS 36.304 [4] depends on the q-QualMin fields signalled by E-UTRAN and supported by the UE. In case multiple candidate options are available, the UE shall select the highest priority candidate option according to the priority order indicated by the following table (top row is highest priority).

	q-QualMinRSRQ-OnAllSymbols
	q-QualMinWB
	Value of parameter "Qqualmin" in TS 36.304 [4]

	Included
	Included
	q-QualMinRSRQ-OnAllSymbols – (q-QualMin – q-QualMinWB)

	Included
	Not included
	q-QualMinRSRQ-OnAllSymbols

	Not included
	Included
	q-QualMinWB

	Not included
	Not included
	q-QualMin


NOTE 2:
E-UTRAN sets this field to the same value for all instances of SIB1 message that are broadcasted within the same cell.

NOTE 3:
E-UTRAN configures this field only in the BR version of SIB1 message.

NOTE 4:
E-UTRAN configures at most 6 PLMNs in total (i.e. across all the PLMN lists in SIB1).

NOTE 5:
E-UTRAN configures only one value for this parameter per PLMN.

	Conditional presence
	Explanation

	BW-reduced
	The field is optional present, Need OR, if schedulingInfoSIB1-BR in MIB is set to a value greater than 0. Otherwise the field is not present.

	FBI-max
	The field is mandatory present if freqBandIndicator (i.e. without suffix) is set to maxFBI. Otherwise the field is not present.

	mFBI
	The field is optional present, Need OR, if multiBandInfoList is present. Otherwise the field is not present.

	mFBI-max
	The field is mandatory present if one or more entries in multiBandInfoList (i.e. without suffix, introduced in -v8h0) is set to maxFBI. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if SIB3 is being broadcast and threshServingLowQ is present in SIB3; otherwise optionally present, Need OP.

	RSRQ2
	The field is mandatory present if q-QualMinRSRQ-OnAllSymbols is present in SIB3; otherwise it is not present and the UE shall delete any existing value for this field.

	Hopping
	The field is mandatory present if si-HoppingConfigCommon field is broadcasted and set to on. Otherwise the field is optionally present, need OP.

	QrxlevminCE1
	The field is optionally present, Need OR, if q-RxLevMinCE1-r13 is set below -140 dBm. Otherwise the field is not present.

	TDD
	This field is mandatory present for TDD; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD-OR
	The field is optional present for TDD, need OR; it is not present for FDD.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth in systemInformationBlockType3 is 50 resource blocks or larger; otherwise it is not present.

	SI-BR
	The field is mandatory present if schedulingInfoSIB1-BR is included in MIB with a value greater than 0. Otherwise the field is not present.


Next change

6.3.1
System information blocks

–
SystemInformationBlockType3

The IE SystemInformationBlockType3 contains cell re-selection information common for intra-frequency, inter-frequency and/ or inter-RAT cell re-selection (i.e. applicable for more than one type of cell re-selection but not necessarily all) as well as intra-frequency cell re-selection information other than neighbouring cell related.

SystemInformationBlockType3 information element
-- ASN1START
SystemInformationBlockType3 ::=

SEQUENCE {


cellReselectionInfoCommon


SEQUENCE {



q-Hyst







ENUMERATED {













dB0, dB1, dB2, dB3, dB4, dB5, dB6, dB8, dB10,













dB12, dB14, dB16, dB18, dB20, dB22, dB24},



speedStateReselectionPars


SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




q-HystSF





SEQUENCE {





sf-Medium





ENUMERATED {















dB-6, dB-4, dB-2, dB0},





sf-High






ENUMERATED {















dB-6, dB-4, dB-2, dB0}




}



}















OPTIONAL

-- Need OP


},


cellReselectionServingFreqInfo

SEQUENCE {



s-NonIntraSearch




ReselectionThreshold

OPTIONAL,

-- Need OP



threshServingLow




ReselectionThreshold,



cellReselectionPriority



CellReselectionPriority


},


intraFreqCellReselectionInfo

SEQUENCE {



q-RxLevMin






Q-RxLevMin,



p-Max







P-Max





OPTIONAL,

-- Need OP



s-IntraSearch





ReselectionThreshold

OPTIONAL,

-- Need OP



allowedMeasBandwidth



AllowedMeasBandwidth

OPTIONAL,

-- Need OP



presenceAntennaPort1



PresenceAntennaPort1,



neighCellConfig





NeighCellConfig,



t-ReselectionEUTRA




T-Reselection,



t-ReselectionEUTRA-SF



SpeedStateScaleFactors

OPTIONAL

-- Need OP


},


...,


lateNonCriticalExtension



OCTET STRING (CONTAINING SystemInformationBlockType3-v10j0-IEs)
OPTIONAL,


[[
s-IntraSearch-v920




SEQUENCE {




s-IntraSearchP-r9




ReselectionThreshold,




s-IntraSearchQ-r9




ReselectionThresholdQ-r9



}















OPTIONAL,

-- Need OP



s-NonIntraSearch-v920



SEQUENCE {




s-NonIntraSearchP-r9



ReselectionThreshold,




s-NonIntraSearchQ-r9



ReselectionThresholdQ-r9



}















OPTIONAL,

-- Need OP



q-QualMin-r9





Q-QualMin-r9



OPTIONAL,

-- Need OP



threshServingLowQ-r9



ReselectionThresholdQ-r9
OPTIONAL

-- Need OP


]],


[[
q-QualMinWB-r11





Q-QualMin-r9



OPTIONAL
-- Cond WB-RSRQ


]],


[[
q-QualMinRSRQ-OnAllSymbols-r12


Q-QualMin-r9



OPTIONAL


-- Cond RSRQ


]],


[[
cellReselectionServingFreqInfo-v1310 CellReselectionServingFreqInfo-v1310
OPTIONAL,

-- Need OP



redistributionServingInfo-r13


RedistributionServingInfo-r13 OPTIONAL,
--Need OR



cellSelectionInfoCE-r13




CellSelectionInfoCE-r13

OPTIONAL,

-- Need OP



t-ReselectionEUTRA-CE-r13



T-ReselectionEUTRA-CE-r13
OPTIONAL

-- Need OP

]],


[[
cellSelectionInfoCE1-r13



CellSelectionInfoCE1-r13
OPTIONAL
-- Need OP


]],


[[
cellSelectionInfoCE1-v1360


CellSelectionInfoCE1-v1360
OPTIONAL

-- Cond QrxlevminCE1


]],


[[
cellReselectionInfoCommon-v1460

CellReselectionInfoCommon-v1460
OPTIONAL
-- Need OR


]],

[[
cellSelectionInfoCE-v15xy 


CellSelectionInfoCE-v15xy

OPTIONAL

-- Need OP


]]
}

RedistributionServingInfo-r13 ::=

SEQUENCE {


redistributionFactorServing-r13

INTEGER(0..10),


redistributionFactorCell-r13

ENUMERATED{true}



OPTIONAL,
--Need OP


t360-r13






ENUMERATED {min4, min8, min16, min32,infinity,












spare3,spare2,spare1},


redistrOnPagingOnly-r13



ENUMERATED {true}

OPTIONAL
--Need OP

}

CellReselectionServingFreqInfo-v1310 ::=
SEQUENCE {


cellReselectionSubPriority-r13



CellReselectionSubPriority-r13

}

-- Late non critical extensions

SystemInformationBlockType3-v10j0-IEs ::= SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL,
-- Need OR


nonCriticalExtension



SystemInformationBlockType3-v10l0-IEs




OPTIONAL

}

SystemInformationBlockType3-v10l0-IEs ::= SEQUENCE {


freqBandInfo-v10l0




NS-PmaxList-v10l0


OPTIONAL,
-- Need OR


multiBandInfoList-v10l0



MultiBandInfoList-v10l0

OPTIONAL,
-- Need OR


nonCriticalExtension



SEQUENCE {}




OPTIONAL

}

CellReselectionInfoCommon-v1460 ::=
SEQUENCE {


s-SearchDeltaP-r14




ENUMERATED {dB6, dB9, dB12, dB15}

}

-- ASN1STOP

	SystemInformationBlockType3 field descriptions

	allowedMeasBandwidth

If absent, the value corresponding to the downlink bandwidth indicated by the dl-Bandwidth included in MasterInformationBlock applies.

	cellSelectionInfoCE

Parameters included in coverage enhancement S criteria for BL UEs and UEs in CE, applicable for intra-frequency neighbour cells. If absent, coverage enhancement S criteria is not applicable.

	cellSelectionInfoCE1

Parameters included in coverage enhancement S criteria for BL UEs and UEs in CE supporting CE Mode B, applicable for intra-frequency neighbour cells. E-UTRAN includes this IE only if cellSelectionInfoCE in SIB3 is present.

	cellReselectionInfoCommon

Cell re-selection information common for cells.

	cellReselectionServingFreqInfo

Information common for Cell re-selection to inter-frequency and inter-RAT cells.

	freqBandInfo

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, applicable for the intra-frequency neighouring E-UTRA cells if the UE selects the frequency band from freqBandIndicator in SystemInformationBlockType1. If E-UTRAN includes freqBandInfo-v10l0 it includes the same number of entries, and listed in the same order, as in freqBandInfo-r10.

	intraFreqcellReselectionInfo

Cell re-selection information common for intra-frequency cells.

	multiBandInfoList-v10j0

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, applicable for the intra-frequency neighouring E-UTRA cells if the UE selects the frequency bands in multiBandInfoList (i.e. without suffix) or multiBandInfoList-v9e0. If E-UTRAN includes multiBandInfoList-v10j0, it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList-v10j0.

	p-Max

Value applicable for the intra-frequency neighbouring E-UTRA cells. If absent the UE applies the maximum power of the default power class for the intra-frequency band, according to TS 36.101 [42].

	redistrOnPagingOnly

If this field is present and the UE is redistribution capable, the UE shall only wait for the paging message to trigger E-UTRAN inter-frequency redistribution procedure as specified in 5.2.4.10 of TS 36.304 [4].

	q-Hyst

Parameter Qhyst in TS 36.304 [4], Value in dB. Value dB1 corresponds to 1 dB, dB2 corresponds to 2 dB and so on.

	q-HystSF

Parameter "Speed dependent ScalingFactor for Qhyst" in TS 36.304 [4]. The sf-Medium and sf-High concern the additional hysteresis to be applied, in Medium and High Mobility state respectively, to Qhyst as defined in TS 36.304 [4]. In dB. Value dB-6 corresponds to -6dB, dB-4 corresponds to -4dB and so on.

	q-QualMin

Parameter "Qqualmin" in TS 36.304 [4], applicable for intra-frequency neighbour cells. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin. NOTE 1.

	q-QualMinRSRQ-OnAllSymbols

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. NOTE 1.

	q-QualMinWB

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. NOTE 1.

	q-RxLevMin

Parameter "Qrxlevmin" in TS 36.304 [4], applicable for intra-frequency neighbour cells.

	redistributionFactorCell

If redistributionFactorCell is present, redistributionFactorServing is only applicable for the serving cell otherwise it is applicable for serving frequency

	redistributionFactorServing

Parameter redistributionFactorServing in TS 36.304 [4].

	s-IntraSearch

Parameter "SIntraSearchP" in TS 36.304 [4]. If the field s-IntraSearchP is present, the UE applies the value of s-IntraSearchP instead. Otherwise if neither s-IntraSearch nor s-IntraSearchP is present, the UE applies the (default) value of infinity for SIntraSearchP.

	s-IntraSearchP

Parameter "SIntraSearchP" in TS 36.304 [4]. See descriptions under s-IntraSearch.

	s-IntraSearchQ

Parameter "SIntraSearchQ" in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of 0 dB for SIntraSearchQ.

	s-NonIntraSearch

Parameter "SnonIntraSearchP" in TS 36.304 [4]. If the field s-NonIntraSearchP is present, the UE applies the value of s-NonIntraSearchP instead. Otherwise if neither s-NonIntraSearch nor s-NonIntraSearchP is present, the UE applies the (default) value of infinity for SnonIntraSearchP.

	s-NonIntraSearchP

Parameter "SnonIntraSearchP" in TS 36.304 [4]. See descriptions under s-NonIntraSearch.

	s-NonIntraSearchQ

Parameter "SnonIntraSearchQ" in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of 0 dB for SnonIntraSearchQ.

	s-SearchDeltaP

Parameter "SSearchDeltaP" in TS 36.304 [4]. This parameter is only applicable for UEs supporting relaxed monitoring as specified in TS 36.306 [5]. Value dB6 corresponds to 6 dB, dB9 corresponds to 9 dB and so on.

	speedStateReselectionPars

Speed dependent reselection parameters, see TS 36.304 [4]. If this field is absent, i.e, mobilityStateParameters is also not present, UE behaviour is specified in TS 36.304 [4].

	t360

Parameter "T360" in TS 36.304 [4]. Value min4 corresponds to 4 minutes, value min8 corresponds to 8 minutes, and so on.

	threshServingLow

Parameter "ThreshServing, LowP" in TS 36.304 [4].

	threshServingLowQ

Parameter "ThreshServing, LowQ" in TS 36.304 [4].

	t-ReselectionEUTRA

Parameter "TreselectionEUTRA" in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter "Speed dependent ScalingFactor for TreselectionEUTRA" in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


NOTE 1:
The value the UE applies for parameter "Qqualmin" in TS 36.304 [4] depends on the q-QualMin fields signalled by E-UTRAN and supported by the UE. In case multiple candidate options are available, the UE shall select the highest priority candidate option according to the priority order indicated by the following table (top row is highest priority).

	q-QualMinRSRQ-OnAllSymbols
	q-QualMinWB
	Value of parameter "Qqualmin" in TS 36.304 [4]

	Included
	Included
	q-QualMinRSRQ-OnAllSymbols – (q-QualMin – q-QualMinWB)

	Included
	Not included
	q-QualMinRSRQ-OnAllSymbols

	Not included
	Included
	q-QualMinWB

	Not included
	Not included
	q-QualMin


	Conditional presence
	Explanation

	QrxlevminCE1
	The field is optionally present, Need OR, if q-RxLevMinCE1-r13 is set below -140 dBm. Otherwise the field is not present.

	RSRQ
	The field is optionally present, Need OR, if threshServingLowQ is present in SIB3; otherwise it is not present.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present.


Next change

–
SystemInformationBlockType5

The IE SystemInformationBlockType5 contains information relevant only for inter-frequency cell re-selection i.e. information about other E‑UTRA frequencies and inter-frequency neighbouring cells relevant for cell re-selection. The IE includes cell re-selection parameters common for a frequency as well as cell specific re-selection parameters.
SystemInformationBlockType5 information element
-- ASN1START
SystemInformationBlockType5 ::=

SEQUENCE {


interFreqCarrierFreqList


InterFreqCarrierFreqList,


...,


lateNonCriticalExtension



OCTET STRING
(CONTAINING SystemInformationBlockType5-v8h0-IEs)



OPTIONAL,


[[
interFreqCarrierFreqList-v1250
InterFreqCarrierFreqList-v1250

OPTIONAL,
-- Need OR



interFreqCarrierFreqListExt-r12
InterFreqCarrierFreqListExt-r12
OPTIONAL
-- Need OR


]],


[[
interFreqCarrierFreqListExt-v1280
InterFreqCarrierFreqListExt-v1280
OPTIONAL
-- Need OR


]],


[[
interFreqCarrierFreqList-v1310

InterFreqCarrierFreqList-v1310

OPTIONAL,
-- Need OR



interFreqCarrierFreqListExt-v1310
InterFreqCarrierFreqListExt-v1310
OPTIONAL
-- Need OR


]],


[[
interFreqCarrierFreqList-v1350

InterFreqCarrierFreqList-v1350
OPTIONAL,
-- Need OR


interFreqCarrierFreqListExt-v1350
InterFreqCarrierFreqListExt-v1350
OPTIONAL
-- Need OR


]],


[[
interFreqCarrierFreqListExt-v1360
InterFreqCarrierFreqListExt-v1360
OPTIONAL
-- Need OR


]],


[[
scptm-FreqOffset-r14



INTEGER (1..8)




OPTIONAL
-- Need OP


]], 

[[
interFreqCarrierFreqList-v15xy

InterFreqCarrierFreqList-v15xy
OPTIONAL,
-- Need OR


interFreqCarrierFreqListExt-v15xy
InterFreqCarrierFreqListExt-v15xy
OPTIONAL

-- Need OR


]]
}

SystemInformationBlockType5-v8h0-IEs ::=
SEQUENCE {


interFreqCarrierFreqList-v8h0 SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v8h0



OPTIONAL,
-- Need OP


nonCriticalExtension


SystemInformationBlockType5-v9e0-IEs






OPTIONAL

}

SystemInformationBlockType5-v9e0-IEs ::=
SEQUENCE {


interFreqCarrierFreqList-v9e0
SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v9e0



OPTIONAL,
-- Need OR


nonCriticalExtension


SystemInformationBlockType5-v10j0-IEs
OPTIONAL

}

SystemInformationBlockType5-v10j0-IEs ::=
SEQUENCE {


interFreqCarrierFreqList-v10j0
SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v10j0



OPTIONAL,
-- Need OR


nonCriticalExtension


SystemInformationBlockType5-v10l0-IEs





OPTIONAL

}

SystemInformationBlockType5-v10l0-IEs ::=
SEQUENCE {


interFreqCarrierFreqList-v10l0
SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v10l0



OPTIONAL,
-- Need OR


nonCriticalExtension


SEQUENCE {}





OPTIONAL

}

InterFreqCarrierFreqList ::=

SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo

InterFreqCarrierFreqList-v1250 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v1250

InterFreqCarrierFreqList-v1310 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v1310

InterFreqCarrierFreqList-v1350 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v1350

InterFreqCarrierFreqList-v15xy ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v15xy

InterFreqCarrierFreqListExt-r12 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-r12

InterFreqCarrierFreqListExt-v1280 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v10j0

InterFreqCarrierFreqListExt-v1310 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v1310

InterFreqCarrierFreqListExt-v1350 ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v1350

InterFreqCarrierFreqListExt-v1360 ::=
SEQUENCE (SIZE (1..maxFreq)) OF InterFreqCarrierFreqInfo-v1360

InterFreqCarrierFreqListExt-v15xy ::=
SEQUENCE (SIZE (1.. maxFreq)) OF InterFreqCarrierFreqInfo-v15xy

InterFreqCarrierFreqInfo ::=
SEQUENCE {


dl-CarrierFreq





ARFCN-ValueEUTRA,


q-RxLevMin






Q-RxLevMin,


p-Max







P-Max






OPTIONAL,

-- Need OP


t-ReselectionEUTRA




T-Reselection,


t-ReselectionEUTRA-SF



SpeedStateScaleFactors


OPTIONAL,

-- Need OP


threshX-High





ReselectionThreshold,


threshX-Low






ReselectionThreshold,


allowedMeasBandwidth



AllowedMeasBandwidth,


presenceAntennaPort1



PresenceAntennaPort1,


cellReselectionPriority



CellReselectionPriority


OPTIONAL,

-- Need OP


neighCellConfig





NeighCellConfig,


q-OffsetFreq





Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList



InterFreqNeighCellList


OPTIONAL,

-- Need OR


interFreqBlackCellList



InterFreqBlackCellList


OPTIONAL,

-- Need OR


...,


[[
q-QualMin-r9




Q-QualMin-r9




OPTIONAL,

-- Need OP



threshX-Q-r9




SEQUENCE {




threshX-HighQ-r9



ReselectionThresholdQ-r9,




threshX-LowQ-r9




ReselectionThresholdQ-r9



}















OPTIONAL

-- Cond RSRQ


]],


[[
q-QualMinWB-r11




Q-QualMin-r9




OPTIONAL
-- Cond WB-RSRQ


]]

}

InterFreqCarrierFreqInfo-v8h0 ::=

SEQUENCE {


multiBandInfoList




MultiBandInfoList



OPTIONAL
-- Need OR

}

InterFreqCarrierFreqInfo-v9e0 ::=
SEQUENCE {


dl-CarrierFreq-v9e0




ARFCN-ValueEUTRA-v9e0
OPTIONAL,
-- Cond dl-FreqMax


multiBandInfoList-v9e0



MultiBandInfoList-v9e0
OPTIONAL
-- Need OR

}

InterFreqCarrierFreqInfo-v10j0 ::=
SEQUENCE {


freqBandInfo-r10




NS-PmaxList-r10



OPTIONAL,
-- Need OR


multiBandInfoList-v10j0



MultiBandInfoList-v10j0

OPTIONAL
-- Need OR

}

InterFreqCarrierFreqInfo-v10l0 ::=
SEQUENCE {


freqBandInfo-v10l0




NS-PmaxList-v10l0


OPTIONAL,
-- Need OR


multiBandInfoList-v10l0



MultiBandInfoList-v10l0

OPTIONAL
-- Need OR

}

InterFreqCarrierFreqInfo-v1250 ::=

SEQUENCE {


reducedMeasPerformance-r12

ENUMERATED {true}

OPTIONAL,

-- Need OP


q-QualMinRSRQ-OnAllSymbols-r12
Q-QualMin-r9




OPTIONAL
-- Cond RSRQ2

}

InterFreqCarrierFreqInfo-r12 ::=

SEQUENCE {


dl-CarrierFreq-r12




ARFCN-ValueEUTRA-r9,


q-RxLevMin-r12





Q-RxLevMin,


p-Max-r12






P-Max






OPTIONAL,

-- Need OP


t-ReselectionEUTRA-r12



T-Reselection,


t-ReselectionEUTRA-SF-r12


SpeedStateScaleFactors


OPTIONAL,

-- Need OP


threshX-High-r12




ReselectionThreshold,


threshX-Low-r12





ReselectionThreshold,


allowedMeasBandwidth-r12


AllowedMeasBandwidth,


presenceAntennaPort1-r12


PresenceAntennaPort1,


cellReselectionPriority-r12


CellReselectionPriority


OPTIONAL,

-- Need OP


neighCellConfig-r12




NeighCellConfig,


q-OffsetFreq-r12




Q-OffsetRange




DEFAULT dB0,


interFreqNeighCellList-r12


InterFreqNeighCellList


OPTIONAL,

-- Need OR


interFreqBlackCellList-r12


InterFreqBlackCellList


OPTIONAL,

-- Need OR


q-QualMin-r12





Q-QualMin-r9




OPTIONAL,

-- Need OP


threshX-Q-r12





SEQUENCE {



threshX-HighQ-r12




ReselectionThresholdQ-r9,



threshX-LowQ-r12




ReselectionThresholdQ-r9


}
















OPTIONAL,
-- Cond RSRQ


q-QualMinWB-r12





Q-QualMin-r9




OPTIONAL,
-- Cond WB-RSRQ


multiBandInfoList-r12



MultiBandInfoList-r11


OPTIONAL,
-- Need OR


reducedMeasPerformance-r12


ENUMERATED {true}



OPTIONAL,
-- Need OP


q-QualMinRSRQ-OnAllSymbols-r12

Q-QualMin-r9




OPTIONAL,
-- Cond RSRQ2

...

}

InterFreqCarrierFreqInfo-v1310
::=
SEQUENCE {


cellReselectionSubPriority-r13

CellReselectionSubPriority-r13

OPTIONAL,

-- Need OP


redistributionInterFreqInfo-r13

RedistributionInterFreqInfo-r13

OPTIONAL, --Need OP


cellSelectionInfoCE-r13



CellSelectionInfoCE-r13


OPTIONAL,
-- Need OP


t-ReselectionEUTRA-CE-r13


T-ReselectionEUTRA-CE-r13

OPTIONAL
-- Need OP
}

InterFreqCarrierFreqInfo-v1350
::= SEQUENCE {


cellSelectionInfoCE1-r13


CellSelectionInfoCE1-r13


OPTIONAL
-- Need OP

}
InterFreqCarrierFreqInfo-v1360
::= SEQUENCE {


cellSelectionInfoCE1-v1360

CellSelectionInfoCE1-v1360
OPTIONAL
-- Cond QrxlevminCE1

}

InterFreqCarrierFreqInfo-v15xy
::= SEQUENCE {


cellSelectionInfoCE-v15xy

CellSelectionInfoCE-v15xy

OPTIONAL

-- Need OP
}
InterFreqNeighCellList ::=


SEQUENCE (SIZE (1..maxCellInter)) OF InterFreqNeighCellInfo

InterFreqNeighCellInfo ::=


SEQUENCE {


physCellId






PhysCellId,


q-OffsetCell





Q-OffsetRange

}

InterFreqBlackCellList ::=


SEQUENCE (SIZE (1..maxCellBlack)) OF PhysCellIdRange

RedistributionInterFreqInfo-r13 ::=

SEQUENCE {


redistributionFactorFreq-r13


RedistributionFactor-r13
OPTIONAL,
--Need OP


redistributionNeighCellList-r13


RedistributionNeighCellList-r13

OPTIONAL
--Need OP

}

RedistributionNeighCellList-r13 ::=

SEQUENCE (SIZE (1..maxCellInter)) OF RedistributionNeighCell-r13

RedistributionNeighCell-r13 ::=

SEQUENCE {


physCellId-r13








PhysCellId,


redistributionFactorCell-r13




RedistributionFactor-r13

}

RedistributionFactor-r13 ::=
INTEGER(1..10)

-- ASN1STOP

	SystemInformationBlockType5 field descriptions

	cellSelectionInfoCE

Parameters included in coverage enhancement S criteria for BL UEs and UEs in CE, applicable for inter-frequency neighbour cells. If absent, coverage enhancement S criteria is not applicable.  

	cellSelectionInfoCE1

Parameters included in coverage enhancement S criteria for BL UEs and UEs in CE supporting CE Mode B. E-UTRAN includes this IE only in an entry of InterFreqCarrierFreqList-v1350 or InterFreqCarrierFreqListExt-v1350 if cellSelectionInfoCE is present in the corresponding entry of InterFreqCarrierFreqList-v1310 or InterFreqCarrierFreqListExt-v1310 is present.

	freqBandInfo
A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, for the frequency band represented by dl-CarrierFreq for which cell reselection parameters are common. If E-UTRAN includes freqBandInfo-v10l0 it includes the same number of entries, and listed in the same order, as in freqBandInfo-r10.

	interFreqBlackCellList

List of blacklisted inter-frequency neighbouring cells.

	interFreqCarrierFreqList

List of neighbouring inter-frequencies. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the E-ARFCN used to indicate this. If E-UTRAN includes interFreqCarrierFreqList-v8h0, interFreqCarrierFreqList-v9e0, InterFreqCarrierFreqList-v1250 InterFreqCarrierFreqList-v1310, InterFreqCarrierFreqList-v1350 and/or interFreqCarrierFreqList-v15xy, it includes the same number of entries, and listed in the same order, as in interFreqCarrierFreqList (i.e. without suffix). See Annex D for more descriptions.

	interFreqCarrierFreqListExt

List of additional neighbouring inter-frequencies, i.e. extending the size of the inter-frequency carrier list using the general principles specified in 5.1.2. E-UTRAN does not configure more than one entry for the same physical frequency regardless of the E-ARFCN used to indicate this. EUTRAN may include interFreqCarrierFreqListExt even if interFreqCarrierFreqList (i.e without suffix) does not include maxFreq entries. If E-UTRAN includes InterFreqCarrierFreqListExt-v1310, InterFreqCarrierFreqListExt-v1350 and/or interFreqCarrierFreqListExt-v15xy, it includes the same number of entries, and listed in the same order, as in interFreqCarrierFreqListExt-r12.

	interFreqNeighCellList

List of inter-frequency neighbouring cells with specific cell re-selection parameters.

	multiBandInfoList

Indicates the list of frequency bands in addition to the band represented by dl-CarrierFreq for which cell reselection parameters are common. E-UTRAN indicates at most maxMultiBands frequency bands (i.e. the total number of entries across both multiBandInfoList and multiBandInfoList-v9e0 is below this limit).

	multiBandInfoList-v10j0

A list of additionalPmax and additionalSpectrumEmission values, as defined in TS 36.101 [42, table 6.2.4-1] for UEs neither in CE nor BL UEs and TS 36.101 [42, table 6.2.4E-1] for UEs in CE or BL UEs, for the frequency bands in multiBandInfoList (i.e. without suffix) and multiBandInfoList-v9e0. If E-UTRAN includes multiBandInfoList-v10j0, it includes the same number of entries, and listed in the same order, as in multiBandInfoList (i.e. without suffix). If E-UTRAN includes multiBandInfoList-v10l0 it includes the same number of entries, and listed in the same order, as in multiBandInfoList-v10j0.

	p-Max

Value applicable for the neighbouring E-UTRA cells on this carrier frequency. If absent the UE applies the maximum power of the default power class for the band of the carrier frequnecy, according to TS 36.101 [42].

	q-OffsetCell

Parameter "Qoffsets,n" in TS 36.304 [4].

	q-OffsetFreq

Parameter "Qoffsetfrequency" in TS 36.304 [4].

	q-QualMin

Parameter "Qqualmin" in TS 36.304 [4]. If the field is not present, the UE applies the (default) value of negative infinity for Qqualmin. NOTE 1.

	q-QualMinRSRQ-OnAllSymbols

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. NOTE 1.

	q-QualMinWB

If this field is present and supported by the UE, the UE shall, when performing RSRQ measurements, use a wider bandwidth in accordance with TS 36.133 [16]. NOTE 1.

	redistributionFactorFreq

Parameter redistributionFactorFreq in TS 36.304 [4].

	redistributionFactorCell

Parameter redistributionFactorCell in TS 36.304 [4].

	reducedMeasPerformance

Value TRUE indicates that the neighbouring inter-frequency is configured for reduced measurement performance, see TS 36.133 [16]. If the field is not included, the neighbouring inter-frequency is configured for normal measurement performance, see TS 36.133 [16]. 

	scptm-FreqOffset
Parameter QoffsetSCPTM in TS 36.304 [4]. Actual value QoffsetSCPTM = field value * 2 [dB]. If the field is not present, the UE uses infinite dBs for the SC-PTM frequency offset with cell ranking as specified in TS 36.304 [4].

	threshX-High

Parameter "ThreshX, HighP" in TS 36.304 [4].

	threshX-HighQ

Parameter "ThreshX, HighQ" in TS 36.304 [4].

	threshX-Low

Parameter "ThreshX, LowP" in TS 36.304 [4].

	threshX-LowQ

Parameter "ThreshX, LowQ" in TS 36.304 [4].

	t-ReselectionEUTRA

Parameter "TreselectionEUTRA" in TS 36.304 [4].

	t-ReselectionEUTRA-SF

Parameter "Speed dependent ScalingFactor for TreselectionEUTRA" in TS 36.304 [4]. If the field is not present, the UE behaviour is specified in TS 36.304 [4].


NOTE 1:
The value the UE applies for parameter "Qqualmin" in TS 36.304 [4] depends on the q-QualMin fields signalled by E-UTRAN and supported by the UE. In case multiple candidate options are available, the UE shall select the highest priority candidate option according to the priority order indicated by the following table (top row is highest priority).

	q-QualMinRSRQ-OnAllSymbols
	q-QualMinWB
	Value of parameter "Qqualmin" in TS 36.304 [4]

	Included
	Included
	q-QualMinRSRQ-OnAllSymbols – (q-QualMin – q-QualMinWB)

	Included
	Not included
	q-QualMinRSRQ-OnAllSymbols

	Not included
	Included
	q-QualMinWB

	Not included
	Not included
	q-QualMin


	Conditional presence
	Explanation

	dl-FreqMax
	The field is mandatory present if, for the corresponding entry in InterFreqCarrierFreqList (i.e. without suffix), dl-CarrierFreq (i.e. without suffix) is set to maxEARFCN. Otherwise the field is not present.

	QrxlevminCE1
	The field is optionally present, Need OR, if q-RxLevMinCE1-r13 is set below -140 dBm. Otherwise the field is not present.

	RSRQ
	The field is mandatory present if threshServingLowQ is present in systemInformationBlockType3; otherwise it is not present.

	RSRQ2
	The field is mandatory present for all EUTRA carriers listed in SIB5 if q-QualMinRSRQ-OnAllSymbols is present in SIB3; otherwise it is not present and the UE shall delete any existing value for this field.

	WB-RSRQ
	The field is optionally present, need OP if the measurement bandwidth indicated by allowedMeasBandwidth is 50 resource blocks or larger; otherwise it is not present.


Next change

–
SystemInformationBlockType14
The IE SystemInformationBlockType14 contains the EAB parameters.
SystemInformationBlockType14 information element
-- ASN1START
SystemInformationBlockType14-r11 ::=
SEQUENCE {


eab-Param-r11






CHOICE {



eab-Common-r11






EAB-Config-r11,



eab-PerPLMN-List-r11




SEQUENCE (SIZE (1..maxPLMN-r11)) OF EAB-ConfigPLMN-r11


}













OPTIONAL, -- Need OR


lateNonCriticalExtension



OCTET STRING


OPTIONAL,


...,


[[
eab-PerRSRP-r15




ENUMERATED {thres0, thres1, thres2, thres3)
OPTIONAL
-- Need OR


]]
}

EAB-ConfigPLMN-r11 ::=



SEQUENCE {


eab-Config-r11





EAB-Config-r11



OPTIONAL -- Need OR

}

EAB-Config-r11 ::=




SEQUENCE {


eab-Category-r11




ENUMERATED {a, b, c},


eab-BarringBitmap-r11



BIT STRING (SIZE (10))

}

-- ASN1STOP

	SystemInformationBlockType14 field descriptions

	eab-BarringBitmap
Extended access class barring for AC 0-9. The first/ leftmost bit is for AC 0, the second bit is for AC 1, and so on.

	eab-Category
Indicates the category of UEs for which EAB applies. Value a corresponds to all UEs, value b corresponds to the UEs that are neither in their HPLMN nor in a PLMN that is equivalent to it, and value c corresponds to the UEs that are neither in the PLMN listed as most preferred PLMN of the country where the UEs are roaming in the operator-defined PLMN selector list on the USIM, nor in their HPLMN nor in a PLMN that is equivalent to their HPLMN, see TS 22.011 [10].

	eab-Common
The EAB parameters applicable for all PLMN(s).

	eab-PerPLMN-List

The EAB parameters per PLMN, listed in the same order as the PLMN(s) listed across the plmn-IdentityList fields in SystemInformationBlockType1.

	eab-PerRSRP
Access barring per RSRP. Value thres0 means access to the cell is barred when in enhanced coverage as specified in TS 36.304 [4] and does not apply to UEs satisfying S criteria for normal coverage. Value thres1 is compared  to the first entry configured in rsrp-ThresholdsPrachInfoList, value thres2 is compared to the second entry configured in rsrp-ThresholdsPrachInfoList and so on.


Next change

6.3.2
Radio resource control information elements

<Omitted>
–
MAC-MainConfig
The IE MAC-MainConfig is used to specify the MAC main configuration for signalling and data radio bearers. All MAC main configuration parameters can be configured independently per Cell Group (i.e. MCG or SCG), unless explicitly specified otherwise.

MAC-MainConfig information element

-- ASN1START
MAC-MainConfig ::=




SEQUENCE {


ul-SCH-Config





SEQUENCE {



maxHARQ-Tx






ENUMERATED {













n1, n2, n3, n4, n5, n6, n7, n8,













n10, n12, n16, n20, n24, n28,













spare2, spare1}

OPTIONAL,
-- Need ON



periodicBSR-Timer




PeriodicBSR-Timer-r12
OPTIONAL,
-- Need ON



retxBSR-Timer





RetxBSR-Timer-r12,



ttiBundling






BOOLEAN


}















OPTIONAL,
-- Need ON


drx-Config






DRX-Config




OPTIONAL,
-- Need ON


timeAlignmentTimerDedicated


TimeAlignmentTimer,


phr-Config






CHOICE {



release







NULL,



setup







SEQUENCE {




periodicPHR-Timer




ENUMERATED {sf10, sf20, sf50, sf100, sf200,
















sf500, sf1000, infinity},




prohibitPHR-Timer




ENUMERATED {sf0, sf10, sf20, sf50, sf100,

















sf200, sf500, sf1000},




dl-PathlossChange




ENUMERATED {dB1, dB3, dB6, infinity}



}


}















OPTIONAL,
-- Need ON


...,


[[
sr-ProhibitTimer-r9




INTEGER (0..7)


OPTIONAL
-- Need ON


]],


[[
mac-MainConfig-v1020



SEQUENCE {




sCellDeactivationTimer-r10


ENUMERATED {














rf2, rf4, rf8, rf16, rf32, rf64, rf128,














spare}


OPTIONAL,
-- Need OP




extendedBSR-Sizes-r10



ENUMERATED {setup}

OPTIONAL,
-- Need OR




extendedPHR-r10





ENUMERATED {setup}

OPTIONAL
-- Need OR


}














OPTIONAL
-- Need ON


]],


[[
stag-ToReleaseList-r11



STAG-ToReleaseList-r11
OPTIONAL,
-- Need ON



stag-ToAddModList-r11



STAG-ToAddModList-r11
OPTIONAL,
-- Need ON



drx-Config-v1130




DRX-Config-v1130

OPTIONAL
-- Need ON


]],


[[
e-HARQ-Pattern-r12




BOOLEAN




OPTIONAL,
-- Need ON



dualConnectivityPHR




CHOICE {




release







NULL,




setup







SEQUENCE {





phr-ModeOtherCG-r12




ENUMERATED {real, virtual}




}



}













OPTIONAL,
-- Need ON



logicalChannelSR-Config-r12

CHOICE {




release







NULL,




setup







SEQUENCE {





logicalChannelSR-ProhibitTimer-r12

ENUMERATED {sf20, sf40, sf64, sf128, sf512, sf1024, sf2560, spare1}




}



}














OPTIONAL

-- Need ON


]],


[[
drx-Config-v1310




DRX-Config-v1310

OPTIONAL,

-- Need ON



extendedPHR2-r13




BOOLEAN

OPTIONAL,

-- Need ON



eDRX-Config-CycleStartOffset-r13
CHOICE {




release






NULL,




setup












CHOICE {




sf5120








INTEGER(0..1),




sf10240








INTEGER(0..3)




}



}









OPTIONAL
-- Need ON


]],


[[
drx-Config-r13





CHOICE {




release







NULL,




setup







DRX-Config-r13



}














OPTIONAL
-- Need ON


]],


[[
skipUplinkTx-r14




CHOICE {




release







NULL,




setup







SEQUENCE {





skipUplinkTxSPS-r14




ENUMERATED {true}

OPTIONAL,
-- Need OR





skipUplinkTxDynamic-r14



ENUMERATED {true}

OPTIONAL
-- Need OR




}



}














OPTIONAL,
-- Need ON



dataInactivityTimerConfig-r14

CHOICE {




release







NULL,




setup







SEQUENCE {





dataInactivityTimer-r14



DataInactivityTimer-r14




}



}











OPTIONAL
-- Need ON


]],


[[
rai-Activation-r14




ENUMERATED {true}


OPTIONAL
-- Need OR


]],


[[
mpdcch-UL-HARQ-ACK-FeedbackConfig-r15
ENUMERATED {true} 

OPTIONAL
-- Need OR


]]
}

MAC-MainConfigSCell-r11 ::=


SEQUENCE {


stag-Id-r11






STAG-Id-r11

OPTIONAL,
-- Need OP

...

}

DRX-Config ::=





CHOICE {


release







NULL,


setup







SEQUENCE {



onDurationTimer





ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200},



drx-InactivityTimer




ENUMERATED {













psf1, psf2, psf3, psf4, psf5, psf6,













psf8, psf10, psf20, psf30, psf40,













psf50, psf60, psf80, psf100,













psf200, psf300, psf500, psf750,













psf1280, psf1920, psf2560, psf0-v1020,













spare9, spare8, spare7, spare6,













spare5, spare4, spare3, spare2,













spare1},



drx-RetransmissionTimer



ENUMERATED {













psf1, psf2, psf4, psf6, psf8, psf16,













psf24, psf33},



longDRX-CycleStartOffset

CHOICE {




sf10






INTEGER(0..9),




sf20






INTEGER(0..19),




sf32






INTEGER(0..31),




sf40






INTEGER(0..39),




sf64






INTEGER(0..63),




sf80






INTEGER(0..79),




sf128






INTEGER(0..127),




sf160






INTEGER(0..159),




sf256






INTEGER(0..255),




sf320






INTEGER(0..319),




sf512






INTEGER(0..511),




sf640






INTEGER(0..639),




sf1024






INTEGER(0..1023),




sf1280






INTEGER(0..1279),




sf2048






INTEGER(0..2047),




sf2560






INTEGER(0..2559)



},



shortDRX






SEQUENCE {




shortDRX-Cycle





ENUMERATED
{














sf2, sf5, sf8, sf10, sf16, sf20,














sf32, sf40, sf64, sf80, sf128, sf160,














sf256, sf320, sf512, sf640},




drxShortCycleTimer




INTEGER (1..16)



}

OPTIONAL












-- Need OR


}

}

DRX-Config-v1130 ::=




SEQUENCE {


drx-RetransmissionTimer-v1130


ENUMERATED {psf0-v1130}
OPTIONAL,
--Need OR


longDRX-CycleStartOffset-v1130


CHOICE {



sf60-v1130







INTEGER(0..59),



sf70-v1130







INTEGER(0..69)


}















OPTIONAL,
--Need OR


shortDRX-Cycle-v1130




ENUMERATED
{sf4-v1130}
OPTIONAL
--Need OR

}

DRX-Config-v1310 ::=




SEQUENCE {


longDRX-CycleStartOffset-v1310

SEQUENCE {



sf60-v1310







INTEGER(0..59)


}















OPTIONAL
--Need OR


}

DRX-Config-r13 ::=




SEQUENCE {


onDurationTimer-v1310




ENUMERATED {psf300, psf400, psf500, psf600,














psf800, psf1000, psf1200, psf1600}

















OPTIONAL,
--Need OR


drx-RetransmissionTimer-v1310


ENUMERATED {psf40, psf64, psf80, psf96, psf112,














psf128, psf160, psf320}















OPTIONAL,
--Need OR


drx-ULRetransmissionTimer-r13


ENUMERATED {psf0, psf1, psf2, psf4, psf6, psf8, psf16,















psf24, psf33, psf40, psf64, psf80, psf96,















psf112, psf128, psf160, psf320}















OPTIONAL
--Need OR

}

PeriodicBSR-Timer-r12 ::=




ENUMERATED {













sf5, sf10, sf16, sf20, sf32, sf40, sf64, sf80,













sf128, sf160, sf320, sf640, sf1280, sf2560,













infinity, spare1}

RetxBSR-Timer-r12 ::=






ENUMERATED {













sf320, sf640, sf1280, sf2560, sf5120,













sf10240, spare2, spare1}

STAG-ToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxSTAG-r11)) OF STAG-Id-r11

STAG-ToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxSTAG-r11)) OF STAG-ToAddMod-r11

STAG-ToAddMod-r11 ::=

SEQUENCE {


stag-Id-r11




STAG-Id-r11,


timeAlignmentTimerSTAG-r11
TimeAlignmentTimer,


...

}

STAG-Id-r11::=



INTEGER (1..maxSTAG-r11)

-- ASN1STOP

	MAC-MainConfig field descriptions

	dl-PathlossChange

DL Pathloss Change and the change of the required power backoff due to power management (as allowed by P-MPRc [42]) for PHR reporting in TS 36.321 [6]. Value in dB. Value dB1 corresponds to 1 dB, dB3 corresponds to 3 dB and so on. The same value applies for each serving cell (although the associated functionality is performed independently for each cell).

	drx-Config

Used to configure DRX as specified in TS 36.321 [6]. E-UTRAN configures the values in DRX-Config-v1130 only if the UE indicates support for IDC indication. E-UTRAN configures drx-Config-v1130, drx-Config-v1310 and drx-Config-r13 only if drx-Config (without suffix) is configured. E-UTRAN configures drx-Config-r13 only if UE supports CE or if the UE is configured with uplink of an LAA SCell.

	drx-InactivityTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf0 corresponds to 0 PDCCH sub-frame and behaviour as specified in 7.3.2 applies, value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drx-RetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf0 corresponds to 0 PDCCH sub-frame and behaviour as specified in 7.3.2 applies, value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on. In case drx-RetransmissionTimer-v1130 or drx-RetransmissionTimer-v1310 is signalled, the UE shall ignore drx-RetransmissionTimer (i.e. without suffix).

	drx-ULRetransmissionTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf0 correponds to 0 PDCCH sub-frame and behaviour as specified in 7.3.2 applies, value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on.

	drxShortCycleTimer

Timer for DRX in TS 36.321 [6]. Value in multiples of shortDRX-Cycle. A value of 1 corresponds to shortDRX-Cycle, a value of 2 corresponds to 2 * shortDRX-Cycle and so on.

	dualConnectivityPHR
Indicates if power headroom shall be reported using Dual Connectivity Power Headroom Report MAC Control Element defined in TS 36.321 [6] (value setup). If PHR functionality and dual connectivity are configured, E-UTRAN always configures the value setup for this field and configures phr-Config and dualConnectivityPHR for both CGs.

	e-HARQ-Pattern

TRUE indicates that enhanced HARQ pattern for TTI bundling is enabled for FDD. E-UTRAN enables this field only when ttiBundling is set to TRUE.

	eDRX-Config-CycleStartOffset

Indicates longDRX-Cycle and drxStartOffset in TS 36.321 [6]. The value of longDRX-Cycle is in number of sub-frames. The value of drxStartOffset, in number of subframes, is indicated by the value of eDRX-Config-CycleStartOffset multiplied by 2560 plus the offset value configured in longDRX-CycleStartOffset. E-UTRAN only configures value setup when the value in longDRX-CycleStartOffset is sf2560.

	extendedBSR-Sizes

If value setup is configured, the BSR index indicates extended BSR size levels as defined in TS 36.321 [6, Table 6.1.3.1-2].

	extendedPHR

Indicates if power headroom shall be reported using the Extended Power Headroom Report MAC control element defined in TS 36.321 [6] (value setup). E-UTRAN always configures the value setup if more than one and up to eight Serving Cell(s) with uplink is configured and none of the serving cells with uplink configured has a servingCellIndex higher than seven and if PUCCH on SCell is not configured and if dual connectivity is not configured. E-UTRAN configures extendedPHR only if phr-Config is configured. The UE shall release extendedPHR if phr-Config is released.

	extendedPHR2
Indicates if power headroom shall be reported using the Extended Power Headeroom Report MAC Control Element defined in TS 36.321 [6] (value setup). E-UTRAN always configures the value setup if any of the serving cells with uplink configured has a servingCellIndex higher than seven in case dual connectivity is not configured or if PUCCH SCell (with any number of serving cells with uplink configured) is configured. E-UTRAN configures extendedPHR2 only if phr-Config is configured. The UE shall release extendedPHR2 if phr-Config is released.

	logicalChannelSR-ProhibitTimer

Timer used to delay the transmission of an SR for logical channels enabled by logicalChannelSR-Prohibit. Value sf20 corresponds to 20 subframes, sf40 corresponds to 40 subframes, and so on. See TS 36.321 [6].

	longDRX-CycleStartOffset

longDRX-Cycle and drxStartOffset in TS 36.321 [6] unless eDRX-Config-CycleStartOffset is configured. The value of longDRX-Cycle is in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on. If shortDRX-Cycle is configured, the value of longDRX-Cycle shall be a multiple of the shortDRX-Cycle value. The value of drxStartOffset value is in number of sub-frames. In case longDRX-CycleStartOffset-v1130 is signalled, the UE shall ignore longDRX-CycleStartOffset (i.e. without suffix). In case longDRX-CycleStartOffset-v1310 is signalled, the UE shall ignore longDRX-CycleStartOffset (i.e. without suffix).

	maxHARQ-Tx

Maximum number of transmissions for UL HARQ in TS 36.321 [6].

	mpdcch-UL-HARQ-ACK-FeedbackConfig

TRUE indicates E-UTRAN may send UL HARQ-ACK feedback or new UL grant for early termination of PUSCH transmission or positive acknowledgement of completed PUSCH transmissions in RRC_CONNECTED as specified in TS 36.321 [6] and TS 36.212 [22]. In case of acknowledgement of RRC Connection Release, MPDCCH monitoring is terminated.

	onDurationTimer

Timer for DRX in TS 36.321 [6]. Value in number of PDCCH sub-frames. Value psf1 corresponds to 1 PDCCH sub-frame, psf2 corresponds to 2 PDCCH sub-frames and so on. In case onDurationTimer-v1310 is signalled, the UE shall ignore onDurationTimer (i.e. without suffix).

	periodicBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 sub-frames, sf20 corresponds to 20 sub-frames and so on.

	periodicPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf10 corresponds to 10 subframes, sf20 corresponds to 20 subframes and so on.

	phr-ModeOtherCG

Indicates the mode (i.e. real or virtual) used for the PHR of the activated cells that are part of the other Cell Group (i.e. MCG or SCG), when DC is configured.

	prohibitPHR-Timer

Timer for PHR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf0 corresponds to 0 subframes and behaviour as specified in 7.3.2 applies, sf100 corresponds to 100 subframes and so on.

	rai-Activation

Activation of release assistance indication (RAI) in TS 36.321 [6] for BL UEs.

	retxBSR-Timer

Timer for BSR reporting in TS 36.321 [6]. Value in number of sub-frames. Value sf640 corresponds to 640 sub-frames, sf1280 corresponds to 1280 sub-frames and so on.

	sCellDeactivationTimer

SCell deactivation timer in TS 36.321 [6]. Value in number of radio frames. Value rf4 corresponds to 4 radio frames, value rf8 corresponds to 8 radio frames and so on. E-UTRAN only configures the field if the UE is configured with one or more SCells other than the PSCell and PUCCH SCell. If the field is absent, the UE shall delete any existing value for this field and assume the value to be set to infinity. The same value applies for each SCell of a Cell Group (i.e. MCG or SCG) (although the associated functionality is performed independently for each SCell). Field sCellDeactivationTimer does not apply for the PUCCH SCell.

	shortDRX-Cycle

Short DRX cycle in TS 36.321 [6]. Value in number of sub-frames. Value sf2 corresponds to 2 sub-frames, sf5 corresponds to 5 subframes and so on. In case shortDRX-Cycle-v1130 is signalled, the UE shall ignore shortDRX-Cycle (i.e. without suffix). Short DRX cycle is not configured for UEs in CE.

	skipUplinkTxDynamic

If configured, the UE skips UL transmissions for an uplink grant other than a configured uplink grant if no data is available for transmission in the UE buffer as described in TS 36.321 [6].

	skipUplinkTxSPS

If configured, the UE skips UL transmissions for a configured uplink grant if no data is available for transmission in the UE buffer as described in TS 36.321 [6]. E-UTRAN always configures skipUplinkTxSPS when semiPersistSchedIntervalUL is shorter than sf10.

	sr-ProhibitTimer

Timer for SR transmission on PUCCH in TS 36.321 [6]. Value in number of SR period(s) of shortest SR period of any serving cell with PUCCH. Value 0 means that behaviour as specified in 7.3.2 applies. Value 1 corresponds to one SR period, Value 2 corresponds to 2*SR periods and so on. SR period is defined in TS 36.213 [23, table 10.1.5-1].

	stag-Id

Indicates the TAG of an SCell, see TS 36.321 [6]. Uniquely identifies the TAG within the scope of a Cell Group (i.e. MCG or SCG). If the field is not configured for an SCell (e.g. absent in MAC-MainConfigSCell), the SCell is part of the PTAG.

	stag-ToAddModList, stag-ToReleaseList

Used to configure one or more STAGs. E-UTRAN ensures that a STAG contains at least one SCell with configured uplink. If, due to SCell release a reconfiguration would result in an 'empty' TAG, E-UTRAN includes release of the concerned TAG.

	timeAlignmentTimerSTAG

Indicates the value of the time alignment timer for an STAG, see TS 36.321 [6].

	ttiBundling

TRUE indicates that TTI bundling TS 36.321 [6] is enabled while FALSE indicates that TTI bundling is disabled. TTI bundling can be enabled for FDD and for TDD for configurations 0, 1 and 6 and additionally for configurations 2 and 3 when symPUSCH-UpPTS-r14 is configured. The functionality is performed independently per Cell Group (i.e. MCG or SCG), but E-UTRAN does not configure TTI bundling for the SCG. For a TDD PCell, E-UTRAN does not simultaneously enable TTI bundling and semi-persistent scheduling in this release of specification. Furthermore, for a Cell Group, E-UTRAN does not simultaneously configure TTI bundling and SCells with configured uplink, and E-UTRAN does not simultaneously configure TTI bundling and eIMTA.


–
–
PDSCH-Config

The IE PDSCH-ConfigCommon and the IE PDSCH-ConfigDedicated are used to specify the common and the UE specific PDSCH configuration respectively.

PDSCH-Config information element

-- ASN1START

PDSCH-ConfigCommon ::=

SEQUENCE {


referenceSignalPower



INTEGER (-60..50),


p-b








INTEGER (0..3)

}

PDSCH-ConfigCommon-v1310 ::=
SEQUENCE {


pdsch-maxNumRepetitionCEmodeA-r13
ENUMERATED { 












r16, r32 }




OPTIONAL,
-- Need OR


pdsch-maxNumRepetitionCEmodeB-r13
ENUMERATED {












r192, r256, r384, r512, r768, r1024, 












r1536, r2048}




OPTIONAL
-- Need OR

}

PDSCH-ConfigDedicated::=

SEQUENCE {


p-a








ENUMERATED {












dB-6, dB-4dot77, dB-3, dB-1dot77,












dB0, dB1, dB2, dB3}

}

PDSCH-ConfigDedicated-v1130 ::=

SEQUENCE {


dmrs-ConfigPDSCH-r11



DMRS-Config-r11




OPTIONAL,
-- Need ON


qcl-Operation





ENUMERATED {typeA, typeB}


OPTIONAL,
-- Need OR


re-MappingQCLConfigToReleaseList-r11
RE-MappingQCLConfigToReleaseList-r11
OPTIONAL,
-- Need ON


re-MappingQCLConfigToAddModList-r11

RE-MappingQCLConfigToAddModList-r11

OPTIONAL
-- Need ON

}

PDSCH-ConfigDedicated-v1280 ::=

SEQUENCE {


tbsIndexAlt-r12





ENUMERATED {a26, a33}



OPTIONAL
-- Need OR

}

PDSCH-ConfigDedicated-v1310 ::=

SEQUENCE {


dmrs-ConfigPDSCH-v1310



DMRS-Config-v1310




OPTIONAL
-- Need ON

}

PDSCH-ConfigDedicated-v1430 ::=

SEQUENCE {


ce-PDSCH-MaxBandwidth-r14


ENUMERATED {bw5, bw20}



OPTIONAL,
-- Need OP


ce-PDSCH-TenProcesses-r14


ENUMERATED {on}





OPTIONAL,
-- Need OR


ce-HARQ-AckBundling-r14



ENUMERATED {on}





OPTIONAL,
-- Need OR


ce-SchedulingEnhancement-r14

ENUMERATED {range1, range2}


OPTIONAL,
-- Need OR


tbsIndexAlt2-r14





ENUMERATED {b33}



OPTIONAL
-- Need OR

}

PDSCH-ConfigDedicatedSCell-v1430 ::=

SEQUENCE {


tbsIndexAlt2-r14





ENUMERATED {b33}



OPTIONAL
-- Need OR

}

PDSCH-ConfigDedicated-v15xy ::=

SEQUENCE {


ce-CQI-AlternativeTableConfig-r15

ENUMERATED {on}



OPTIONAL,
-- Need OR

ce-PDSCH-64QAM-Config-r15



ENUMERATED {on}



OPTIONAL,
-- Need OR


ce-PDSCH-FlexibleStartPRB-AllocConfig
ENUMERATED {on}



OPTIONAL 
-- Need OR
}

RE-MappingQCLConfigToAddModList-r11 ::=

SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF PDSCH-RE-MappingQCL-Config-r11

RE-MappingQCLConfigToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxRE-MapQCL-r11)) OF PDSCH-RE-MappingQCL-ConfigId-r11

PDSCH-RE-MappingQCL-Config-r11 ::=

SEQUENCE {


pdsch-RE-MappingQCL-ConfigId-r11
PDSCH-RE-MappingQCL-ConfigId-r11,


optionalSetOfFields-r11



SEQUENCE {



crs-PortsCount-r11




ENUMERATED {n1, n2, n4, spare1},



crs-FreqShift-r11




INTEGER (0..5),



mbsfn-SubframeConfigList-r11

CHOICE {




release







NULL,




setup







SEQUENCE {





subframeConfigList




MBSFN-SubframeConfigList




}



}
















OPTIONAL,
-- Need ON



pdsch-Start-r11





ENUMERATED {reserved, n1, n2, n3, n4, assigned}


}

















OPTIONAL,
-- Need OP


csi-RS-ConfigZPId-r11



CSI-RS-ConfigZPId-r11,


qcl-CSI-RS-ConfigNZPId-r11


CSI-RS-ConfigNZPId-r11



OPTIONAL,
-- Need OR


...,


[[
mbsfn-SubframeConfigList-v1430
CHOICE {




release





NULL,




setup





SEQUENCE {





subframeConfigList-v1430
MBSFN-SubframeConfigList-v1430




}



}
















OPTIONAL
-- Need OP


]]

}

-- ASN1STOP

	PDSCH-Config field descriptions

	ce-CQI-AlternativeTableConfig 
Configures the UE supporting alternative CQI table to use the alternative CQI table in CE mode A in RRC_CONNECTED. See TS 36.213 [23].

	ce-HARQ-AckBundling

Activation of PDSCH HARQ-ACK bundling in half duplex FDD in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-PDSCH-64QAM-Config 
Activation of 64 QAM for non-repeated unicast PDSCH in RRC_CONNECTED in CE mode A.

	ce-PDSCH-FlexibleStartPRB-AllocConfig

Activation of flexible starting PRB for PDSCH resource allocation in CE mode A or B in RRC_CONNECTED. 

	ce-PDSCH-MaxBandwidth

Maximum PDSCH channel bandwidth in CE mode A and B, see TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz, and value bw20 corresponds to 20 MHz. If this field is absent, the UE shall release any existing value and set the maximum PDSCH channel bandwidth in CE mode A and B to 1.4 MHz. Parameter: transmission bandwidth configuration, see TS 36.101 [42, table 5.6-1]. The max bandwidth can by configured to 5MHz for BL UEs and 5MHz or 20MHz for UEs in CE.

	ce-PDSCH-TenProcesses 

Configuration of 10 (instead of 8) DL HARQ processes in FDD in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-SchedulingEnhancement

Activation of dynamic HARQ-ACK delay for HD-FDD for PDSCH in CE mode A controlled by the DCI, see TS 36.212 [22] and TS 36.213 [23]. Value range1 corresponds to the first range of HARQ-ACK delays, and value range2 corresponds to second range of HARQ-ACK delays.

	mbsfn-SubframeConfigList

Indicates the MBSFN configuration for the CSI-RS resources. If optionalSetOfFields is absent, the field is released.

	optionalSetOfFields

If absent, the UE releases the configuration provided previously, if any, and applies the values from the serving cell configured on the same frequency.

	p-a

Parameter: 
[image: image3.wmf]A

P

, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	p-b

Parameter: 
[image: image4.wmf]B

P

, see TS 36.213 [23, Table 5.2-1].

	pdsch-maxNumRepetitionCEmodeA 

Maximum value to indicate the set of PDSCH repetition numbers for CE mode A, see TS 36.211 [21] and TS 36.213 [23].

	pdsch-maxNumRepetitionCEmodeB 

Maximum value to indicate the set of PDSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23].

	pdsch-Start

The starting OFDM symbol of PDSCH for the concerned serving cell, see TS 36.213 [23. 7.1.6.4]. Values 1, 2, 3 are applicable when dl-Bandwidth for the concerned serving cell is greater than 10 resource blocks, values 2, 3, 4 are applicable when dl-Bandwidth for the concerned serving cell is less than or equal to 10 resource blocks, see TS 36.211 [21, Table 6.7-1]. Value n1 corresponds to 1, value n2 corresponds to 2 and so on.

	qcl-CSI-RS-ConfigNZPId

Indicates the CSI-RS resource that is quasi co-located with the PDSCH antenna ports, see TS 36.213 [23, 7.1.9]. E-UTRAN configures this field if and only if the UE is configured with qcl-Operation set to typeB.

	qcl-Operation

Indicates the quasi co-location behaviour to be used by the UE, type A and type B, as described in TS 36.213 [23, 7.1.10].

	referenceSignalPower

Parameter: Reference-signal power, which provides the downlink reference-signal EPRE, see TS 36.213 [23, 5.2]. The actual value in dBm.

	re-MappingQCLConfigToAddModList, re-MappingQCLConfigToReleaseList

For a serving frequency E-UTRAN configures at least one PDSCH-RE-MappingQCL-Config when transmission mode 10 is configured for the serving cell on this carrier frequency. Otherwise it does not configure this field.

	tbsIndexAlt

Indicates the applicability of the alternative TBS index for the ITBS 26 and 33 (see TS 36.213 [23, Table 7.1.7.2.1-1]) to all subframes scheduled by DCI format 2C or 2D. Value a26 refers to the alternative TBS index ITBS 26A, and value a33 refers to the alternative TBS index ITBS 33A. If this field is not configured, the UE shall use ITBS 26 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead. If neither this field nor tbsIndexAlt2 configures an alternative TBS index for ITBS 33, the UE shall use ITBS 33 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead.

	tbsIndexAlt2

Indicates the applicability of the alternative TBS index for the ITBS 33 (see TS 36.213 [23, Table 7.1.7.2.1-1]) to all subframes. Value b33 refers to the alternative TBS index ITBS 33B. If neither this field nor tbsIndexAlt configures an alternative TBS index for ITBS 33, the UE shall use ITBS 33 specified in Table 7.1.7.2.1-1 in TS 36.213 [23] for all subframes instead.


Next change

–
PhysicalConfigDedicated
The IE PhysicalConfigDedicated is used to specify the UE specific physical channel configuration.

PhysicalConfigDedicated information element

-- ASN1START

PhysicalConfigDedicated ::=

SEQUENCE {


pdsch-ConfigDedicated



PDSCH-ConfigDedicated


OPTIONAL,

-- Need ON


pucch-ConfigDedicated



PUCCH-ConfigDedicated


OPTIONAL,

-- Need ON


pusch-ConfigDedicated



PUSCH-ConfigDedicated


OPTIONAL,

-- Need ON


uplinkPowerControlDedicated


UplinkPowerControlDedicated

OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUCCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


tpc-PDCCH-ConfigPUSCH



TPC-PDCCH-Config 



OPTIONAL,

-- Need ON


cqi-ReportConfig




CQI-ReportConfig



OPTIONAL,

-- Cond CQI-r8


soundingRS-UL-ConfigDedicated

SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON


antennaInfo






CHOICE {



explicitValue





AntennaInfoDedicated,



defaultValue





NULL


}
















OPTIONAL,
-- Cond AI-r8


schedulingRequestConfig



SchedulingRequestConfig


OPTIONAL,

-- Need ON


...,


[[
cqi-ReportConfig-v920



CQI-ReportConfig-v920

OPTIONAL,

-- Cond CQI-r8



antennaInfo-v920




AntennaInfoDedicated-v920
OPTIONAL

-- Cond AI-r8


]],


[[
antennaInfo-r10




CHOICE {




explicitValue-r10



AntennaInfoDedicated-r10,




defaultValue




NULL



}















OPTIONAL,
-- Cond AI-r10



antennaInfoUL-r10



AntennaInfoUL-r10



OPTIONAL,

-- Need ON



cif-Presence-r10



BOOLEAN






OPTIONAL,

-- Need ON



cqi-ReportConfig-r10


CQI-ReportConfig-r10


OPTIONAL,
-- Cond CQI-r10



csi-RS-Config-r10



CSI-RS-Config-r10



OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1020

PUCCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1020

PUSCH-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



schedulingRequestConfig-v1020
SchedulingRequestConfig-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020









SoundingRS-UL-ConfigDedicated-v1020

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1020











UplinkPowerControlDedicated-v1020
OPTIONAL

-- Need ON


]],


[[
additionalSpectrumEmissionCA-r10 


CHOICE {




release








NULL,




setup








SEQUENCE {





additionalSpectrumEmissionPCell-r10

AdditionalSpectrumEmission



}



}


OPTIONAL
-- Need ON


]],


[[
-- DL configuration as well as configuration applicable for DL and UL



csi-RS-ConfigNZPToReleaseList-r11










CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11










CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11











CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11
CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11



EPDCCH-Config-r11



OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130

PDSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130


CQI-ReportConfig-v1130


OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1130

PUCCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130

PUSCH-ConfigDedicated-v1130

OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1130










UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON


]],


[[
antennaInfo-v1250



AntennaInfoDedicated-v1250

OPTIONAL,
-- Cond AI-r10



eimta-MainConfig-r12


EIMTA-MainConfig-r12


OPTIONAL,

-- Need ON



eimta-MainConfigPCell-r12

EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-v1250

PUCCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON



cqi-ReportConfigPCell-v1250

CQI-ReportConfig-v1250


OPTIONAL,

-- Need ON



uplinkPowerControlDedicated-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1250

PUSCH-ConfigDedicated-v1250

OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



pucch-ConfigDedicated-r13


PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pusch-ConfigDedicated-r13


PUSCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON



pdcch-CandidateReductions-r13











PDCCH-CandidateReductions-r13
OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310




CQI-ReportConfig-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13







SoundingRS-UL-ConfigDedicatedUpPTsExt-r13

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13





SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

OPTIONAL,

-- Need ON



csi-RS-Config-v1310



CSI-RS-Config-v1310



OPTIONAL,

-- Need ON



ce-Mode-r13




CHOICE {




release





NULL,




setup





ENUMERATED {ce-ModeA,ce-ModeB}



}















OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON


]],


[[
cqi-ReportConfig-v1320




CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
typeA-SRS-TPC-PDCCH-Group-r14 
CHOICE {




release






NULL,




setup






SEQUENCE (SIZE (1..32)) OF SRS-TPC-PDCCH-Config-r14



}















OPTIONAL,

-- Need ON



must-Config-r14 





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON



pusch-EnhancementsConfig-r14

PUSCH-EnhancementsConfig-r14

OPTIONAL,
-- Need ON



ce-pdsch-pusch-EnhancementConfig-r14

ENUMERATED {on} 
OPTIONAL,
-- Need OR



antennaInfo-v1430



AntennaInfoDedicated-v1430

OPTIONAL, 
-- Need ON



pucch-ConfigDedicated-v1430

PUCCH-ConfigDedicated-v1430

OPTIONAL,
-- Need ON



pdsch-ConfigDedicated-v1430

PDSCH-ConfigDedicated-v1430

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1430

PUSCH-ConfigDedicated-v1430
OPTIONAL,

-- Need ON



soundingRS-UL-PeriodicConfigDedicatedList-r14


SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Cond PeriodicSRSPCell



soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14
SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Cond PeriodicSRSExt





soundingRS-UL-AperiodicConfigDedicatedList-r14


SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL,

-- Cond AperiodicSRS



soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14
SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Cond AperiodicSRSExt



csi-RS-Config-v1430



CSI-RS-Config-v1430



OPTIONAL,

-- Need ON



csi-RS-ConfigZP-ApList-r14



CSI-RS-ConfigZP-ApList-r14
OPTIONAL,
-- Need ON



cqi-ReportConfig-v1430




CQI-ReportConfig-v1430
OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN




OPTIONAL
-- Need ON


]],


[[
pdsch-ConfigDedicated-v15xy

PDSCH-ConfigDedicated-v15xy

OPTIONAL,
-- Need ON


pusch-ConfigDedicated-v15xy

PUSCH-ConfigDedicated-v15xy

OPTIONAL 
-- Need ON

]]
}

PhysicalConfigDedicated-v1370 ::=
SEQUENCE {


pucch-ConfigDedicated-v1370


PUCCH-ConfigDedicated-v1370

OPTIONAL

-- Cond PUCCH-Format4or5

}

PhysicalConfigDedicatedSCell-r10 ::=

SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



antennaInfo-r10












AntennaInfoDedicated-r10
OPTIONAL,

-- Need ON



crossCarrierSchedulingConfig-r10










CrossCarrierSchedulingConfig-r10
OPTIONAL,

-- Need ON



csi-RS-Config-r10





CSI-RS-Config-r10

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-r10



PDSCH-ConfigDedicated
OPTIONAL

-- Need ON


}
















OPTIONAL,
-- Cond SCellAdd


-- UL configuration


ul-Configuration-r10




SEQUENCE {



antennaInfoUL-r10





AntennaInfoUL-r10

OPTIONAL,

-- Need ON



pusch-ConfigDedicatedSCell-r10









PUSCH-ConfigDedicatedSCell-r10

OPTIONAL,
-- Cond PUSCH-SCell1



uplinkPowerControlDedicatedSCell-r10









UplinkPowerControlDedicatedSCell-r10
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-r10


CQI-ReportConfigSCell-r10
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-r10











SoundingRS-UL-ConfigDedicated
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1020










SoundingRS-UL-ConfigDedicated-v1020
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-r10








SoundingRS-UL-ConfigDedicatedAperiodic-r10
OPTIONAL
-- Need ON


}
















OPTIONAL,
-- Cond CommonUL


...,


[[
-- DL configuration as well as configuration applicable for DL and UL


csi-RS-ConfigNZPToReleaseList-r11










CSI-RS-ConfigNZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModList-r11











CSI-RS-ConfigNZPToAddModList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToReleaseList-r11










CSI-RS-ConfigZPToReleaseList-r11
OPTIONAL,

-- Need ON



csi-RS-ConfigZPToAddModList-r11











CSI-RS-ConfigZPToAddModList-r11
OPTIONAL,

-- Need ON



epdcch-Config-r11




EPDCCH-Config-r11


OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1130


PDSCH-ConfigDedicated-v1130
OPTIONAL,

-- Need ON


-- UL configuration



cqi-ReportConfig-v1130



CQI-ReportConfig-v1130

OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1130










PUSCH-ConfigDedicated-v1130

OPTIONAL,
-- Cond PUSCH-SCell1



uplinkPowerControlDedicatedSCell-v1130










UplinkPowerControlDedicated-v1130
OPTIONAL

-- Need ON


]],


[[
antennaInfo-v1250




AntennaInfoDedicated-v1250
OPTIONAL,

-- Need ON



eimta-MainConfigSCell-r12











EIMTA-MainConfigServCell-r12
OPTIONAL,

-- Need ON



cqi-ReportConfigSCell-v1250


CQI-ReportConfig-v1250

OPTIONAL,

-- Need ON 



uplinkPowerControlDedicatedSCell-v1250










UplinkPowerControlDedicated-v1250
OPTIONAL,

-- Need ON



csi-RS-Config-v1250




CSI-RS-Config-v1250


OPTIONAL

-- Need ON


]],


[[
pdsch-ConfigDedicated-v1280


PDSCH-ConfigDedicated-v1280
OPTIONAL

-- Need ON


]],


[[
pucch-Cell-r13





ENUMERATED {true}

OPTIONAL,
-- Cond PUCCH-SCell1



pucch-SCell






CHOICE{




release







NULL,




setup







SEQUENCE {





pucch-ConfigDedicated-r13












PUCCH-ConfigDedicated-r13
OPTIONAL,

-- Need ON





schedulingRequestConfig-r13













SchedulingRequestConfigSCell-r13
OPTIONAL,

-- Need ON





tpc-PDCCH-ConfigPUCCH-SCell-r13














TPC-PDCCH-ConfigSCell-r13
OPTIONAL,

-- Need ON





pusch-ConfigDedicated-r13













PUSCH-ConfigDedicated-r13
OPTIONAL,
-- Cond PUSCH-SCell





uplinkPowerControlDedicated-r13











UplinkPowerControlDedicatedSCell-v1310
OPTIONAL
-- Need ON




}



}















OPTIONAL,
-- Need ON



crossCarrierSchedulingConfig-r13







CrossCarrierSchedulingConfig-r13
 OPTIONAL,
-- Cond Cross-Carrier-Config



pdcch-ConfigSCell-r13



PDCCH-ConfigSCell-r13

OPTIONAL,

-- Need ON



cqi-ReportConfig-v1310



CQI-ReportConfig-v1310

OPTIONAL,

-- Need ON



pdsch-ConfigDedicated-v1310


PDSCH-ConfigDedicated-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicated-v1310









SoundingRS-UL-ConfigDedicated-v1310

OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedUpPTsExt-r13








SoundingRS-UL-ConfigDedicatedUpPTsExt-r13
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodic-v1310







SoundingRS-UL-ConfigDedicatedAperiodic-v1310
OPTIONAL,

-- Need ON



soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13






SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13
OPTIONAL,

-- Need ON



csi-RS-Config-v1310




CSI-RS-Config-v1310


OPTIONAL,

-- Need ON



laa-SCellConfiguration-r13


LAA-SCellConfiguration-r13
OPTIONAL,

-- Need ON



csi-RS-ConfigNZPToAddModListExt-r13
CSI-RS-ConfigNZPToAddModListExt-r13
OPTIONAL,
-- Need ON



csi-RS-ConfigNZPToReleaseListExt-r13
CSI-RS-ConfigNZPToReleaseListExt-r13
OPTIONAL
-- Need ON


]],


[[
cqi-ReportConfig-v1320



CQI-ReportConfig-v1320
OPTIONAL

-- Need ON


]],


[[
laa-SCellConfiguration-v1430

LAA-SCellConfiguration-v1430



















OPTIONAL,
-- Need ON



typeB-SRS-TPC-PDCCH-Config-r14 

SRS-TPC-PDCCH-Config-r14
OPTIONAL,
-- Need ON



uplinkPUSCH-LessPowerControlDedicated-v1430 

UplinkPUSCH-LessPowerControlDedicated-v1430 OPTIONAL,

-- Need ON



soundingRS-UL-PeriodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-UL-ConfigDedicated





 OPTIONAL,

-- Cond PeriodicSRS



soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-UL-ConfigDedicatedUpPTsExt-r13





 OPTIONAL,

-- Cond PeriodicSRSExt





soundingRS-UL-AperiodicConfigDedicatedList-r14




SEQUENCE (SIZE (1..2)) OF SoundingRS-AperiodicSet-r14





 OPTIONAL,

-- Cond AperiodicSRS



soundingRS-UL-ConfigDedicatedApUpPTsExtList-r14




SEQUENCE (SIZE (1..4)) OF SoundingRS-AperiodicSetUpPTsExt-r14   


 OPTIONAL,

-- Cond AperiodicSRSExt



must-Config-r14 





CHOICE{




release







NULL,




setup







SEQUENCE {





k-max-r14





ENUMERATED {l1, l3},





p-a-must-r14




ENUMERATED {














dB-6, dB-4dot77, dB-3, dB-1dot77,














dB0, dB1, dB2, dB3}
OPTIONAL

-- Need ON




}



}














OPTIONAL,

-- Need ON



pusch-ConfigDedicated-v1430 


PUSCH-ConfigDedicatedSCell-v1430
OPTIONAL,
-- Need ON



csi-RS-Config-v1430





CSI-RS-Config-v1430


OPTIONAL,
-- Need ON



csi-RS-ConfigZP-ApList-r14



CSI-RS-ConfigZP-ApList-r14

OPTIONAL,
-- Need ON



cqi-ReportConfig-v1430




CQI-ReportConfig-v1430
OPTIONAL,
-- Need ON



semiOpenLoop-r14





BOOLEAN





OPTIONAL,
-- Need ON



pdsch-ConfigDedicatedSCell-v1430

PDSCH-ConfigDedicatedSCell-v1430

OPTIONAL

-- Need ON


]]

}

PhysicalConfigDedicatedSCell-v1370 ::=
SEQUENCE {


pucch-SCell-v1370



CHOICE{



release






NULL,



setup






SEQUENCE {




pucch-ConfigDedicated-v1370

PUCCH-ConfigDedicated-v1370

OPTIONAL
-- Cond PUCCH-Format4or5



}


}

}

LAA-SCellConfiguration-r13 ::=


SEQUENCE {


subframeStartPosition-r13



ENUMERATED {s0, s07},


laa-SCellSubframeConfig-r13



BIT STRING (SIZE(8))

}

LAA-SCellConfiguration-v1430 ::=

SEQUENCE {


crossCarrierSchedulingConfig-UL-r14
CHOICE {



release








NULL,



setup








SEQUENCE {




crossCarrierSchedulingConfigLAA-UL-r14

CrossCarrierSchedulingConfigLAA-UL-r14



}


}












OPTIONAL,
-- Cond Cross-Carrier-ConfigUL


lbt-Config-r14







LBT-Config-r14


OPTIONAL,

-- Need ON


pdcch-ConfigLAA-r14






PDCCH-ConfigLAA-r14 
OPTIONAL,

-- Need ON


absenceOfAnyOtherTechnology-r14


ENUMERATED {true}

OPTIONAL,

-- Need OR


soundingRS-UL-ConfigDedicatedAperiodic-v1430







SoundingRS-UL-ConfigDedicatedAperiodic-v1430
OPTIONAL

-- Need ON

}

LBT-Config-r14 ::=

CHOICE{


maxEnergyDetectionThreshold-r14



INTEGER(-85..-52),


energyDetectionThresholdOffset-r14


INTEGER(-13..20)

}

CSI-RS-ConfigNZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToAddModListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZP-r11

CSI-RS-ConfigNZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-r11)) OF CSI-RS-ConfigNZPId-r11

CSI-RS-ConfigNZPToReleaseListExt-r13 ::=
SEQUENCE (SIZE (1..maxCSI-RS-NZP-v1310)) OF CSI-RS-ConfigNZPId-v1310

CSI-RS-ConfigZPToAddModList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZP-r11

CSI-RS-ConfigZPToReleaseList-r11 ::=
SEQUENCE (SIZE (1..maxCSI-RS-ZP-r11)) OF CSI-RS-ConfigZPId-r11

SoundingRS-AperiodicSet-r14 ::= SEQUENCE{


srs-CC-SetIndexList-r14














SEQUENCE (SIZE (1..4)) OF SRS-CC-SetIndex-r14
















 OPTIONAL,
-- Cond SRS-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodic-r14













SoundingRS-UL-ConfigDedicatedAperiodic-r10

}

SoundingRS-AperiodicSetUpPTsExt-r14 ::= SEQUENCE{


srs-CC-SetIndexList-r14









SEQUENCE (SIZE (1..4)) OF SRS-CC-SetIndex-r14 
















OPTIONAL,
-- Cond SRS-Trigger-TypeA


soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r14












SoundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13

}

-- ASN1STOP

	PhysicalConfigDedicated field descriptions

	absenceOfAnyOtherTechnology

Presence of this field indicates absence on a long term basis (e.g. by level of regulation) of any other technology sharing the carrier; absence of this field indicates the potential presence of any other technology sharing the carrier, as specified in TS 36.213 [23]. 

	additionalSpectrumEmissionPCell

E-UTRAN does not configure this field in this release of the specification.

	antennaInfo

A choice is used to indicate whether the antennaInfo is signalled explicitly or set to the default antenna configuration as specified in section 9.2.4.

	ce-Mode

Indicates the CE mode as specified in TS 36.213 [23].

	ce-pdsch-pusch-Enhancement-Config

Activation of new numbers of repetitions for PUSCH and modulation restrictions for PDSCH/PUSCH in CE mode A,  see TS 36.212 [22] and TS 36.213 [23].

	csi-RS-Config

For a serving frequency E-UTRAN does not configure csi-RS-Config (includes zeroTxPowerCSI-RS) when transmission mode 10 is configured for the serving cell on this carrier frequency.

	csi-RS-ConfigNZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigNZP only when transmission mode 9 or 10 is configured for the serving cell on this carrier frequency. For a serving frequency, EUTRAN configures a maximum number of CSI-RS-ConfigNZP in accordance with transmission mode (including CSI processes), eMIMO (including class) and associated UE capabilities (e.g. k-Max, n-MaxList).

	csi-RS-ConfigZP-ApList

The aperiodic ZP CSI-RS for PDSCH rate matching. The field subframeConfig is applicable to semi-persistent CSI RS reporting. In other cases, the UE shall ignore field subframeConfig.

	csi-RS-ConfigZPToAddModList

For a serving frequency E-UTRAN configures one or more CSI-RS-ConfigZP only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	eimta-MainConfigPCell, eimta-MainConfigSCell

If E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for one serving cell in a frequency band, E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell for all serving cells residing on the frequency band. E-UTRAN configures eimta-MainConfigPCell or eimta-MainConfigSCell only if eimta-MainConfig is configured.

	energyDetectionThresholdOffset
Indicates the offset to the default maximum energy detection threshold value. Unit in dB. Value -13 corresponds to -13dB, value -12 corresponds to -12dB, and so on (i.e. in steps of 1dB) as specified in TS 36.213 [23].

	epdcch-Config

indicates the EPDCCH-Config for the cell. E-UTRAN does not configure EPDCCH-Config for an SCell that is configured with value other for schedulingCellInfo in CrossCarrierSchedulingConfig.

	k-max

Indicates the maximum number of interfering spatial layers signaled in the assistance information for MUST. Value l1 corresponds to 1 layer, Value l3 corresponds to 3 layers.

	laa-SCellSubframeConfig

A bit-map indicating LAA SCell subframe configuration, "1" denotes that the corresponding subframe is allocated as MBSFN subframe. The bitmap is interpreted as follows:

Starting from the first/leftmost bit in the bitmap, the allocation applies to subframes #1, #2, #3, #4, #6, #7, #8, and #9.

	maxEnergyDetectionThreshold
Indicates the absolute maximum energy detection threshold value. Unit in dBm. Value -85 corresponds to -85 dBm, value -84 corresponds to -84 dBm, and so on (i.e. in steps of 1dBm) as specified in TS 36.213 [23]. If the field is not configured, the UE shall use a default maximum energy detection threshold value as specified in TS 36.213 [23].

	p-a-must

Parameter: 
[image: image5.wmf]A

P

, see TS 36.213 [23, 5.2]. Value dB-6 corresponds to -6 dB, dB-4dot77 corresponds to -4.77 dB etc.

	pdsch-ConfigDedicated-v1130

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1130 only when transmission mode 10 is configured for the serving cell on this carrier frequency.

	pdsch-ConfigDedicated-v1280

For a serving frequency E-UTRAN configures pdsch-ConfigDedicated-v1280 only when transmission mode 9 or 10 is configured for the serving cell on this carrier frequency.

	pucch-Cell

If present, PUCCH feedback of this SCell is sent on the PUCCH SCell. If absent, PUCCH feedback of this SCell is sent on PCell or PSCell, or if the cell concerns the PUCCH SCell, on the concerned cell. If this field is not modified upon change of PUCCH SCell, the UE shall always send the PUCCH feedback of the concerned SCell using the configured PUCCH SCell.

	pucch-ConfigDedicated

E-UTRAN configures pucch-ConfigDedicated-r13 only if pucch-ConfigDedicated (i.e., without suffix) is not configured. UE shall ignore pucch-ConfigDedicated-v1020 when pucch-ConfigDedicated-r13 is configured.

	pucch-SCell

If present, the concerned SCell is the PUCCH SCell. E-UTRAN only configures this field upon SCell addition i.e. this field is only released when the SCell is released. The field is not applicable for an LAA SCell in this release.

	pusch-ConfigDedicated-r13

E-UTRAN configures pusch-ConfigDedicated-r13 only if pusch-ConfigDedicated is not configured.

	pusch-ConfigDedicated-v1250

E-UTRAN configures pusch-ConfigDedicated-v1250 only if tpc-SubframeSet is configured.

	pusch-EnhancementsConfig

Indicates that the UE shall transmit in the PUSCH enhancement mode if pusch-EnhancementsConfig is set to setup, see TS 36.211 [21] and TS 36.213 [23].

	semiOpenLoop

Value TRUE indicates that semi-open-loop transmission is used for deriving CSI reporting and corresponding PDSCH transmission (DMRS).

	soundingRS-UL-PeriodicConfigDedicatedList

Indicates periodic soundingRS configuration except for the extension sounding symbols of the UpPTs subframe.

	soundingRS-UL-PeriodicConfigDedicatedUpPTsExtList
Indicates periodic soundingRS configuration in extension sounding symbols of the UpPTs subframe.

	soundingRS-UL-AperiodicConfigDedicatedList
Indicates aperiodic soundingRS configuration except for the extension sounding symbols of the UpPTs subframe.

	soundingRS-UL-DedicatedApUpPTsExtList
Indicates aperiodic soundingRS configuration in extension sounding symbols of the UpPTs subframe.

	srs-CC-SetIndexList

Indicates the srs-CC-SetIndex list which the soundingRS-UL-ConfigDedicatedAperiodic and soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt belongs to.

	subframeStartPosition

Indicates possible starting positions of transmission in the first subframe of the DL transmission burst, see TS 36.211 [21]. Value s0 means the starting position is subframe boundary, s07 means the starting position is either subframe boundary or slot boundary.

	tpc-PDCCH-ConfigPUCCH

PDCCH configuration for power control of PUCCH using format 3/3A, see TS 36.212 [22].

	tpc-PDCCH-ConfigPUSCH

PDCCH configuration for power control of PUSCH using format 3/3A, see TS 36.212 [22].

	typeA-SRS-TPC-PDCCH-Group

Indicates Type A trigger configuration for SRS transmission on a PUSCH-less SCell. E-UTRAN configures the UE with either typeA-SRS-TPC-PDCCH-Group or typeB-SRS-TPC-PDCCH-Group, if any.

	uplinkPowerControlDedicated

E-UTRAN configures uplinkPowerControlDedicated-v1130 only if uplinkPowerControlDedicated (without suffix) is configured.

	uplinkPowerControlDedicatedSCell

E-UTRAN configures uplinkPowerControlDedicatedSCell-v1130 only if uplinkPowerControlDedicatedSCell-r10 is configured for this serving cell.


	Conditional presence
	Explanation

	AI-r8
	The field is optionally present, need ON, if antennaInfoDedicated-r10 is absent. Otherwise the field is not present

	AI-r10
	The field is optionally present, need ON, if antennaInfoDedicated is absent. Otherwise the field is not present

	AperiodicSRS
	If soundingRS-UL-ConfigDedicatedAperiodic-r10 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	AperiodicSRSExt
	If soundingRS-UL-ConfigDedicatedAperiodicUpPTsExt-r13 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	CommonUL
	The field is mandatory present if ul-Configuration of RadioResourceConfigCommonSCell-r10 is present; otherwise it is optional, need ON.

	CQI-r8
	The field is optionally present, need ON, if cqi-ReportConfig-r10 is absent. Otherwise the field is not present

	CQI-r10
	The field is optionally present, need ON, if cqi-ReportConfig is absent. Otherwise the field is not present

	Cross-Carrier-Config
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 is absent. Otherwise the field is not present

	Cross-Carrier-ConfigUL
	The field is optionally present, need ON, if crossCarrierSchedulingConfig-r10 and crossCarrierSchedulingConfig-r13 are absent or schedulingCellInfo is set to ‘own’. Otherwise the field is not present.

	PeriodicSRS
	If soundingRS-UL-ConfigDedicated-r10 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PeriodicSRSPCell
	If soundingRS-UL-ConfigDedicated is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PeriodicSRSExt
	If soundingRS-UL-ConfigDedicatedUpPTsExt-r13 is absent, the field is optional, Need ON. Otherwise the field is not present and the UE shall delete any existing value for this field.

	PUCCH-Format4or5
	The field is mandatory present with pucch-Format-v1370 set to setup if pucch-ConfigDedicated-r13 is configured and pucch-ConfigDedicated-r13 indicates PUCCH format 4 or PUCCH format 5; otherwise it is not present and the UE shall delete any existing value for this field.

	PUCCH-SCell1
	The field is optionally present, need OR, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	PUSCH-SCell
	The field is optionally present, need ON, if pusch-ConfigDedicatedSCell-r10 and pusch-ConfigDedicated-v1130 are absent. Otherwise the field is not present

	PUSCH-SCell1
	The field is optionally present, need ON, for SCell not configured with pucch-configDedicated-r13. Otherwise it is not present.

	SCellAdd
	The field is mandatory present if cellIdentification is present; otherwise it is optional, need ON.

	SRS-Trigger-TypeA
	The field is mandatory present if typeA-SRS-TPC-PDCCH-Group-r14 is present. Otherwise the field is not present and the UE shall delete any existing value for this field.


NOTE 1:
During handover, the UE performs a MAC reset, which involves reverting to the default CQI/ SRS/ SR configuration in accordance with subclause 5.3.13 and TS 36.321 [6, 5.9 & 5.2]. Hence, for these parts of the dedicated radio resource configuration, the default configuration (rather than the configuration used in the source PCell) is used as the basis for the delta signalling that is included in the message used to perform handover.

NOTE 2:
Since delta signalling is not supported for the common SCell configuration, E-UTRAN can only add or release the uplink of an SCell by releasing and adding the concerned SCell.
Next change

–
PRACH-Config
The IE PRACH-ConfigSIB and IE PRACH-Config are used to specify the PRACH configuration in the system information and in the mobility control information, respectively.

PRACH-Config information elements

-- ASN1START
PRACH-ConfigSIB ::=



SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo

}

PRACH-ConfigSIB-v1310 ::=


SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13,


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8,













v10},



tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


}

















OPTIONAL,
-- Cond MP


prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13

}

PRACH-Config ::=




SEQUENCE {


rootSequenceIndex




INTEGER (0..837),


prach-ConfigInfo




PRACH-ConfigInfo




OPTIONAL
-- Need ON

}

PRACH-Config-v1310 ::=



SEQUENCE {


rsrp-ThresholdsPrachInfoList-r13

RSRP-ThresholdsPrachInfoList-r13

OPTIONAL,
-- Cond MP


mpdcch-startSF-CSS-RA-r13


CHOICE {



fdd-r13







ENUMERATED {v1, v1dot5, v2, v2dot5, v4, v5, v8,













v10},



tdd-r13







ENUMERATED {v1, v2, v4, v5, v8, v10, v20, spare}


}

















OPTIONAL,
-- Cond MP


prach-HoppingOffset-r13



INTEGER (0..94)





OPTIONAL,
-- Need OR


prach-ParametersListCE-r13


PRACH-ParametersListCE-r13


OPTIONAL,
-- Cond MP


initial-CE-level-r13




INTEGER (0..3)

OPTIONAL
-- Need OR

}

PRACH-Config-v1430 ::=



SEQUENCE {


rootSequenceIndexHighSpeed-r14



INTEGER (0..837),


zeroCorrelationZoneConfigHighSpeed-r14

INTEGER (0..12),


prach-ConfigIndexHighSpeed-r14



INTEGER (0..63),


prach-FreqOffsetHighSpeed-r14



INTEGER (0..94)

}

PRACH-ConfigSCell-r10 ::=



SEQUENCE {


prach-ConfigIndex-r10




INTEGER (0..63)

}

PRACH-ConfigInfo ::=



SEQUENCE {


prach-ConfigIndex




INTEGER (0..63),


highSpeedFlag





BOOLEAN,


zeroCorrelationZoneConfig


INTEGER (0..15),


prach-FreqOffset




INTEGER (0..94)

}

PRACH-ParametersListCE-r13 ::=
SEQUENCE (SIZE(1..maxCE-Level-r13)) OF PRACH-ParametersCE-r13

PRACH-ParametersCE-r13 ::=


SEQUENCE {


prach-ConfigIndex-r13




INTEGER (0..63),


prach-FreqOffset-r13





INTEGER (0..94),


prach-StartingSubframe-r13



ENUMERATED {sf2, sf4, sf8, sf16, sf32, sf64, sf128,















sf256}



OPTIONAL,
-- Need OP


maxNumPreambleAttemptCE-r13









ENUMERATED {n3, n4, n5, n6, n7, n8, n10}
OPTIONAL,
-- Need OP


numRepetitionPerPreambleAttempt-r13

ENUMERATED {n1,n2,n4,n8,n16,n32,n64,n128},


mpdcch-NarrowbandsToMonitor-r13


SEQUENCE (SIZE(1..2)) OF














INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-RA-r13



ENUMERATED {r1, r2, r4, r8, r16,















r32, r64, r128, r256},


prach-HoppingConfig-r13




ENUMERATED {on,off}

}

RSRP-ThresholdsPrachInfoList-r13 ::= SEQUENCE (SIZE(1..3)) OF RSRP-Range

-- ASN1STOP

	PRACH-Config field descriptions

	initial-CE-level

Indicates initial PRACH CE level at random access, see TS 36.321 [6]. If not configured, UE selects PRACH CE level based on measured RSRP level, see TS 36.321 [6].

	highSpeedFlag

Parameter: High-speed-flag, see TS 36.211 [21, 5.7.2]. TRUE corresponds to Restricted set and FALSE to Unrestricted set.

	maxNumPreambleAttemptCE

Maximum number of preamble transmission attempts per CE level. See TS 36.321 [6].

If the field is absent, the UE shall use the default value n3.

	mpdcch-NarrowbandsToMonitor

Narrowbands to monitor for MPDCCH for RAR, see TS 36.213 [23, 6.2]. Field values (1..maxAvailNarrowBands-r13) correspond to narrowband indices (0..[maxAvailNarrowBands-r13-1]) as specified in TS 36.211 [21].

	mpdcch-NumRepetition-RA

Maximum number of repetitions for MPDCCH common search space (CSS) for RAR, Msg3 and Msg4, see TS 36.211 [21].

	mpdcch-startSF-CSS-RA
Starting subframe configuration for MPDCCH common search space (CSS), including RAR, Msg3 retransmission, PDSCH with contention resolution and PDSCH with CCCH MAC SDU, see TS 36.211 [21] and TS 36.213 [23]. Value v1 corresponds to 1, value v1dot5 corresponds to 1.5, and so on.

	numRepetitionPerPreambleAttempt

Number of PRACH repetitions per attempt for each CE level, See TS 36.211 [21].

	prach-ConfigIndex

Parameter: prach-ConfigurationIndex, see TS 36.211 [21, 5.7.1].

	prach-ConfigIndexHighSpeed
Parameter: prach-ConfigurationIndexHighSpeed, see TS 36.211 [21, 5.7.1]. If this field is present, the UE shall ignore prach-ConfigIndex.

	prach-FreqOffset

Parameter: prach-FrequencyOffset, see TS 36.211 [21, 5.7.1]. For TDD the value range is dependent on the value of prach-ConfigIndex.

	prach-FreqOffsetHighSpeed
Parameter: prach-FrequencyOffsetHighSpeed, see TS 36.211 [21, 5.7.1]. For TDD the value range is dependent on the value of prach-ConfigIndexHighSpeed. If this field is present, the UE shall ignore prach-FreqOffset.

	prach-HoppingConfig

Coverage level specific frequency hopping configuration for PRACH. 

	prach-HoppingOffset

Parameter: PRACH frequency hopping offset, expressed as a number of resource blocks, see TS 36.211 [21, 5.7.1]

	prach-ParametersListCE

Configures PRACH parameters for each CE level. The first entry in the list is the PRACH parameters of CE level 0, the second entry in the list is the PRACH parameters of CE level 1, and so on.

	prach-StartingSubframe

PRACH starting subframe periodicity, expressed in number of subframes available for preamble transmission (PRACH opportunities), see TS 36.211 [21]. Value sf2 corresponds to 2 subframes, sf4 corresponds to 4 subframes and so on. EUTRAN configures the PRACH starting subframe periodicity larger than or equal to the number of PRACH repetitions per attempt for each CE level (numRepetitionPerPreambleAttempt).

If the field is absent, the value is determined implicitly in TS 36.211 [21, 5.7.1].

	rootSequenceIndex

Parameter: RACH_ROOT_SEQUENCE, see TS 36.211 [21, 5.7.1].

	rootSequenceIndexHighSpeed

The field indicates starting logical root sequence index used to derive the 64 random access preambles based on restricted set type B in high speed scenario, see TS 36.211 [21, 5.7.2]. If this field is present, the UE shall generate random access preambles based on restricted set type B and ignore rootSequenceIndex.

	rsrp-ThresholdsPrachInfoList

The criterion for BL UEs and UEs in CE to select PRACH resource set. Up to 3 RSRP threshold values are signalled to determine the CE level for PRACH, see TS 36.213 [23]. The first element corresponds to RSRP threshold 1, the second element corresponds to RSRP threshold 2 and so on, see TS 36.321 [6]. The UE shall ignore this field if only one CE level, i.e. CE level 0, is configured in prach-ParametersListCE. The number of RSRP thresholds present in rsrp-ThresholdsPrachInfoList is equal to the number of CE levels configured in prach-ParametersListCE minus one.
A UE that supports powerClass-14dBm shall correct the RSRP threshold values before applying them as follows:

RSRP threshold = Signalled RSRP threshold - min{0, (14-min(23, P-Max)) where P-Max is the value of p-Max field in SystemInformationBlockType1-BR.

	zeroCorrelationZoneConfig

Parameter: NCS configuration, see TS 36.211 [21, 5.7.2: table 5.7.2-2] for preamble format 0..3 and TS 36.211 [21, 5.7.2: table 5.7.2-3] for preamble format 4.

	zeroCorrelationZoneConfigHighSpeed

The field indicates NCS configuration for the restricted set type B in high speed scenario, see TS 36.211 [21, 5.7.2]. If this field is present, the UE shall generate random access preambles based on restricted set type B and ignore zeroCorrelationZoneConfig.


	Conditional presence
	Explanation

	MP
	The field is mandatory present.


Next change

–
PUSCH-Config
The IE PUSCH-ConfigCommon is used to specify the common PUSCH configuration and the reference signal configuration for PUSCH and PUCCH. The IE PUSCH-ConfigDedicated is used to specify the UE specific PUSCH configuration.

PUSCH-Config information element

-- ASN1START

PUSCH-ConfigCommon ::=



SEQUENCE {


pusch-ConfigBasic




SEQUENCE {



n-SB







INTEGER (1..4),



hoppingMode






ENUMERATED {interSubFrame, intraAndInterSubFrame},



pusch-HoppingOffset




INTEGER (0..98),



enable64QAM






BOOLEAN


},


ul-ReferenceSignalsPUSCH


UL-ReferenceSignalsPUSCH

}
PUSCH-ConfigCommon-v1270 ::=

SEQUENCE {


enable64QAM-v1270





ENUMERATED {true}

}

PUSCH-ConfigCommon-v1310 ::=
SEQUENCE {


pusch-maxNumRepetitionCEmodeA-r13
ENUMERATED { 












r8, r16, r32 }




OPTIONAL,
-- Need OR


pusch-maxNumRepetitionCEmodeB-r13
ENUMERATED {












r192, r256, r384, r512, r768, r1024, 












r1536, r2048}




OPTIONAL,
-- Need OR


pusch-HoppingOffset-v1310










INTEGER (1..maxAvailNarrowBands-r13)
OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated ::=


SEQUENCE {


betaOffset-ACK-Index



INTEGER (0..15),


betaOffset-RI-Index




INTEGER (0..15),


betaOffset-CQI-Index



INTEGER (0..15)

}

PUSCH-ConfigDedicated-v1020 ::=

SEQUENCE {


betaOffsetMC-r10




SEQUENCE {




betaOffset-ACK-Index-MC-r10


INTEGER (0..15),



betaOffset-RI-Index-MC-r10


INTEGER (0..15),



betaOffset-CQI-Index-MC-r10


INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r10


ENUMERATED {true}




OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10


ENUMERATED {true}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated-v1130 ::=

SEQUENCE {


pusch-DMRS-r11





CHOICE {



release







NULL,



setup







SEQUENCE {




nPUSCH-Identity-r11




INTEGER (0..509),




nDMRS-CSH-Identity-r11



INTEGER (0..509)



}


}

}

PUSCH-ConfigDedicated-v1250::=

SEQUENCE {


uciOnPUSCH






CHOICE {



release







NULL,



setup








SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffset-RI-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r12


INTEGER (0..15),




betaOffsetMC-r12





SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r12
INTEGER (0..15),





betaOffset-RI-Index-MC-SubframeSet2-r12

INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r12
INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

}

PUSCH-ConfigDedicated-r13 ::=


SEQUENCE {


betaOffset-ACK-Index-r13



INTEGER (0..15),


betaOffset2-ACK-Index-r13



INTEGER (0..15)




OPTIONAL,
-- Need OR


betaOffset-RI-Index-r13




INTEGER (0..15),


betaOffset-CQI-Index-r13



INTEGER (0..15),


betaOffsetMC-r13





SEQUENCE {




betaOffset-ACK-Index-MC-r13



INTEGER (0..15),



betaOffset2-ACK-Index-MC-r13


INTEGER (0..15)



OPTIONAL,
-- Need OR



betaOffset-RI-Index-MC-r13



INTEGER (0..15),



betaOffset-CQI-Index-MC-r13



INTEGER (0..15)


}

















OPTIONAL,
-- Need OR


groupHoppingDisabled-r13



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r13



ENUMERATED {true}



OPTIONAL,
-- Need OR


pusch-DMRS-r11






CHOICE {



release








NULL,



setup








SEQUENCE {




nPUSCH-Identity-r13





INTEGER (0..509),




nDMRS-CSH-Identity-r13




INTEGER (0..509)



}


}

















OPTIONAL,
-- Need ON


uciOnPUSCH







CHOICE {



release








NULL,



setup








SEQUENCE {




betaOffset-ACK-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffset2-ACK-Index-SubframeSet2-r13


INTEGER (0..15)
OPTIONAL,
-- Need OR




betaOffset-RI-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffset-CQI-Index-SubframeSet2-r13


INTEGER (0..15),




betaOffsetMC-r12





SEQUENCE {






betaOffset-ACK-Index-MC-SubframeSet2-r13
INTEGER (0..15),





betaOffset2-ACK-Index-MC-SubframeSet2-r13
INTEGER (0..15)
OPTIONAL,
-- Need OR





betaOffset-RI-Index-MC-SubframeSet2-r13

INTEGER (0..15),





betaOffset-CQI-Index-MC-SubframeSet2-r13
INTEGER (0..15)




}















OPTIONAL
-- Need OR



}


}

















OPTIONAL,
-- Need ON


pusch-HoppingConfig-r13




ENUMERATED {on}




OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicated-v1430 ::=


SEQUENCE {


ce-PUSCH-NB-MaxTBS-r14




ENUMERATED {on}




OPTIONAL,
-- Need OR


ce-PUSCH-MaxBandwidth-r14



ENUMERATED {bw5}



OPTIONAL,
-- Need OP

tdd-PUSCH-UpPTS-r14





TDD-PUSCH-UpPTS-r14



OPTIONAL,
-- Need ON


ul-DMRS-IFDMA-r14





BOOLEAN,


enable256QAM-r14





Enable256QAM-r14



OPTIONAL
-- Need ON

}

PUSCH-ConfigDedicated-v15xy ::=


SEQUENCE {


ce-PUSCH-FlexibleStartPRB-AllocConfig-r15
CHOICE {



release



NULL,



setup



SEQUENCE {




offsetCE-ModeB-r15


INTEGER (-1..3) 
OPTIONAL
-- Cond CE-ModeB



}


}

OPTIONAL, -- Need OP

ce-PUSCH-SubPRB-Config-r15
CHOICE {



release



NULL,



setup



SEQUENCE {




locationCE-ModeB-r15

INTEGER (0..5)

OPTIONAL,
-- Cond CE-ModeB



sixToneCyclicShift-r15

INTEGER (0..3),




threeToneCyclicShift-r15
INTEGER (0..2)


}


}
OPTIONAL -- Need OP
}

PUSCH-ConfigDedicatedSCell-r10 ::=

SEQUENCE {


groupHoppingDisabled-r10



ENUMERATED {true}



OPTIONAL,
-- Need OR


dmrs-WithOCC-Activated-r10



ENUMERATED {true}



OPTIONAL
-- Need OR

}

PUSCH-ConfigDedicatedSCell-v1430 ::=


SEQUENCE {


enable256QAM-r14





Enable256QAM-r14



OPTIONAL
-- Need OR

}

TDD-PUSCH-UpPTS-r14 ::=




CHOICE {


release








NULL,


setup








SEQUENCE {



symPUSCH-UpPTS-r14





ENUMERATED {sym1, sym2, sym3, sym4, sym5, sym6}




















OPTIONAL,
-- Need ON



dmrs-LessUpPTS-Config-r14



ENUMERATED {true}


OPTIONAL
-- Need OR


}

}

Enable256QAM-r14 ::=




CHOICE {



release







NULL,



setup







CHOICE {




tpc-SubframeSet-Configured-r14

SEQUENCE {






subframeSet1-DCI-Format0-r14









BOOLEAN,






subframeSet1-DCI-Format4-r14









BOOLEAN,






subframeSet2-DCI-Format0-r14









BOOLEAN,






subframeSet2-DCI-Format4-r14









BOOLEAN




},




tpc-SubframeSet-NotConfigured-r14
SEQUENCE {






dci-Format0-r14

BOOLEAN,






dci-Format4-r14

BOOLEAN




}



}

}

PUSCH-EnhancementsConfig-r14 ::=

CHOICE {


release






NULL,


setup






SEQUENCE {



pusch-HoppingOffsetPUSCH-Enh-r14


INTEGER (1..100)

OPTIONAL,
-- Need ON



interval-ULHoppingPUSCH-Enh-r14


CHOICE {




interval-FDD-PUSCH-Enh-r14



ENUMERATED {int1, int2, int4, int8},




interval-TDD-PUSCH-Enh-r14



ENUMERATED {int1, int5, int10, int20}



}
















OPTIONAL
-- Need ON


}

}
UL-ReferenceSignalsPUSCH ::=

SEQUENCE {


groupHoppingEnabled




BOOLEAN,


groupAssignmentPUSCH



INTEGER (0..29),


sequenceHoppingEnabled



BOOLEAN,


cyclicShift






INTEGER (0..7)

}

-- ASN1STOP

	PUSCH-Config field descriptions

	betaOffset-ACK-Index, betaOffset2-ACK-Index, betaOffset-ACK-Index-MC, betaOffset2-ACK-Index-MC
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-1]. betaOffset-ACK-Index and betaOffset2-ACK-Index are used for single-codeword and betaOffset-ACK-Index-MC and betaOffset2-ACK-Index-MC are used for multiple-codeword. If betaOffset2-ACK-Index is configured; betaOffset-ACK-Index is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index is used. If betaOffset-ACK2-Index-MC is configured; betaOffset-ACK-Index-MC is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-MC is used. One value applies for all serving cells with an uplink and not configured with uplink power control subframe sets. The same value also applies for subframe set 1 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell).

	betaOffset-ACK-Index-SubframeSet2, betaOffset2-ACK-Index-SubframeSet2, betaOffset-ACK-Index-MC-SubframeSet2, betaOffset2-ACK-Index-MC-SubframeSet2
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respectively, see TS 36.213 [23, Table 8.6.3-1]. betaOffset-ACK-Index-SubframeSet2 and betaOffset2-ACK-Index-SubframeSet2 are used for single-codeword, betaOffset-ACK-Index-MC-SubframeSet2, betaOffset2-ACK-Index-MC-SubframeSet2 are used for multiple-codeword. If betaOffset2-ACK-Index-SubframeSet2 is configured; betaOffset-ACK-Index-SubframeSet2 is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-SubframeSet2 is used. If betaOffset2-ACK-Index-MC-SubframeSet2 is configured; betaOffset-ACK-Index-MC-SubframeSet2 is used when up to 22 HARQ-ACK bits are transmitted otherwise betaOffset2-ACK-Index-MC-SubframeSet2 is used. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	betaOffset-CQI-Index, betaOffset-CQI-Index-MC
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	betaOffset-RI-Index, betaOffset-RI-Index-MC
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	betaOffset-RI-Index-SubframeSet2, betaOffset-RI-Index-MC-SubframeSet2
Parameter: 
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, for single- and multiple-codeword respectively, see TS 36.213 [23, Table 8.6.3-2]. One value applies for subframe set 2 of all serving cells with an uplink and configured with uplink power control subframe sets (the associated functionality is common i.e. not performed independently for each cell configured with uplink power control subframe sets).

	ce-PUSCH-FlexibleStartPRB-AllocConfig

Activation of flexible starting PRB for PUSCH resource allocation in CE mode A or B in RRC_CONNECTED. offsetCE-ModeB indicates starting PRB offset when flexible starting PRB for PUSCH resource allocation in CE mode B in RRC_CONNECTED is enabled. See TS 36.212 [22] and TS 36.213 [23].

	ce-PUSCH-MaxBandwidth

Maximum PUSCH channel bandwidth in CE mode A, see TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz. If this field is not configured, the maximum PUSCH channel bandwidth in CE mode A set to 1.4 MHz. The maximum PUSCH channel bandwidth in CE mode B is 1.4 MHz regardless of the setting of this parameter. Parameter: transmission bandwidth configuration, see TS 36.101 [42, table 5.6-1].

	ce-PUSCH-NB-MaxTBS

Activation of 2984 bits maximum PUSCH TBS in 1.4 MHz in CE mode A, see TS 36.212 [22] and TS 36.213 [23].

	ce-PUSCH-SubPRB-Config
Activation of PUSCH sub-PRB allocation in CE mode A or B, see TS 36.211 [21], TS 36.212 [22]  and TS 36.213 [23].

	cyclicShift

Parameters: cyclicShift, see TS 36.211 [21, Table 5.5.2.1.1-2].

	dmrs-LessUpPTS-Config

Indicates the UE not to transmit DMRS for PUSCH in UpPTS, see TS36.211 [21, 5.5.2.1.2].

	dmrs-WithOCC-Activated

Parameter: Activate-DMRS-with OCC, see TS 36.211 [21, 5.5.2.1].

	enable256QAM

See TS 36.213 [23, 8.6.1]. If enable256QAM is included and if uplink power control subframe sets are configured by tpc-SubframeSet, the field indicates (if set to TRUE) per uplink power control subframe set and DCI format 0 and 4 that 256QAM is allowed for UE UL categories 16 to 20 indicated in ue-CategoryUL-v1430, while FALSE indicates that 256 QAM is not allowed. If enable256QAM is included and if uplink power control subframe sets are not configured by tpc-SubframeSet, the field indicates (if set to TRUE) per uplink power control subframe set and DCI format 0 and 4 that 256QAM is allowed for UE UL categories 16 to 20 indicated in ue-CategoryUL-v1430, while FALSE indicates that 256 QAM is not allowed.

	enable64QAM

See TS 36.213 [23, 8.6.1]. If enable64QAM (without suffix) is set to TRUE, it indicates that 64QAM is allowed for UE categories 5 and 8 indicated in ue-Category and UL categories indicated in ue-CategoryUL which support UL 64QAM and can fallback to category 5 or 8, see TS 36.306 [5, Table 4.1A-2 and Table 4.1A-6], while FALSE indicates that 64QAM is not allowed. If enable64QAM-v1270 is set to TRUE, it indicates that 64QAM is allowed for UL categories indicated in ue-CategoryUL which support UL 64QAM but cannot fallback category 5 or 8, see TS 36.306 [5, Table 4.1A-2 and Table 4.1A-6]. E-UTRAN configures enable64QAM-v1270 only when enable64QAM (without suffix) is set to TRUE.

	interval-ULHoppingPUSCH-Enh
Number of consecutive absolute subframes over which PUSCH stays at the same PRBs before hopping to other PRBs. For interval-FDD-PUSCH-Enh, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD-PUSCH-Enh, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on. See TS 36.211 [21, 5.3.4].

	groupAssignmentPUSCH

Parameter: (SS See TS 36.211 [21, 5.5.1.3].

	groupHoppingDisabled

Parameter: Disable-sequence-group-hopping, see TS 36.211 [21, 5.5.1.3].

	groupHoppingEnabled

Parameter: Group-hopping-enabled, see TS 36.211 [21, 5.5.1.3].

	hoppingMode

Parameter: Hopping-mode, see TS 36.211 [21, 5.3.4].

	locationCE-ModeB

PRB location within the narrowband when PUSCH sub-PRB allocation is enabled in CE mode B in RRC_CONNECTED.

	nDMRS-CSH-Identity 
Parameter: 
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	nPUSCH-Identity
Parameter: 
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	n-SB

Parameter: Nsb see TS 36.211 [21, 5.3.4].

	pusch-HoppingConfig

For BL UEs and UEs in CE, frequency hopping activation/deactivation for unicast PUSCH, see TS 36.211 [21]

	pusch-hoppingOffset

Except for BL UEs and UEs in CE, parameter: 
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, see TS 36.211 [21, 5.3.4]. . In case pusch-hoppingOffset-v1310 is signalled, the BL UEs and UEs in CE shall ignore pusch-hoppingOffset (i.e. without suffix).

	pusch-HoppingOffsetPUSCH-Enh

Indicates the freqeuncy domain hopping offset between PRBs for PUSCH in frequency hopping, see TS 36.211 [21, 5.3.4]. Value 1 corresponds to 1 PRB, value 2 corresponds to 2 PRBs, and so on.

	pusch-maxNumRepetitionCEmodeA
Maximum value to indicate the set of PUSCH repetition numbers for CE mode A, see TS 36.211 [21] and TS 36.213 [23]. E-UTRAN does not configure value r8. If the field is not configured, the UE shall apply the default value as defined in TS 36.213 [23, 8.0].

	pusch-maxNumRepetitionCEmodeB 

Maximum value to indicate the set of PUSCH repetition numbers for CE mode B, see TS 36.211 [21] and TS 36.213 [23].

	sequenceHoppingEnabled

Parameter: Sequence-hopping-enabled, see TS 36.211 [21, 5.5.1.4].

	sixToneCyclicShift, threeToneCyclicShift
Cyclic shift for PUSCH reference signal sequence of six/three subcarriers in CE mode A or B in RRC_CONNECTED.

	symPUSCH-UpPTS

Indicates the number of data symbols that configured for PUSCH transmission in UpPTS. Values sym2, sym3, sym4, sym5 and sym6 can be used for normal cyclic prefix and values sym1, sym2, sym3, sym4 and sym5 can be used for extended cyclic prefix, see TS 36.213 [23, 8.6.2] and TS 36.211 [21, 5.3.4].

	ul-DMRS-IFDMA

Value TRUE indicates that the UE is configured with enhanced UL DMRS.

	ul-ReferenceSignalsPUSCH

Used to specify parameters needed for the transmission on PUSCH (or PUCCH).


	Conditional presence
	Explanation

	CE-ModeB
	The field is optionally present, need ON, for CE Mode B. Otherwise, the field is not present.


Next change

–
RadioResourceConfigCommon
The IE RadioResourceConfigCommonSIB and IE RadioResourceConfigCommon are used to specify common radio resource configurations in the system information and in the mobility control information, respectively, e.g., the random access parameters and the static physical layer parameters.

RadioResourceConfigCommon information element

-- ASN1START

RadioResourceConfigCommonSIB ::=
SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon,


bcch-Config





BCCH-Config,


pcch-Config





PCCH-Config,


prach-Config





PRACH-ConfigSIB,


pdsch-ConfigCommon




PDSCH-ConfigCommon,


pusch-ConfigCommon




PUSCH-ConfigCommon,


pucch-ConfigCommon




PUCCH-ConfigCommon,


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon,


uplinkPowerControlCommon


UplinkPowerControlCommon,


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need OR


]],


[[
rach-ConfigCommon-v1250


RACH-ConfigCommon-v1250



OPTIONAL
-- Need OR


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
bcch-Config-v1310



BCCH-Config-v1310




OPTIONAL,
-- Need OR



pcch-Config-v1310



PCCH-Config-v1310




OPTIONAL,
-- Need OR



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need OR



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need OR



prach-ConfigCommon-v1310

PRACH-ConfigSIB-v1310



OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL
-- Need OR


]],


[[
highSpeedConfig-r14



HighSpeedConfig-r14




OPTIONAL,
-- Need OR



prach-Config-v1430



PRACH-Config-v1430




OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1430

PUCCH-ConfigCommon-v1430


OPTIONAL
-- Need OR


]],


[[
ce-RSS-Config-r15



RSS-Config-r15




OPTIONAL,

-- Need OR


wus-Config-r15 




WUS-Config-r15




OPTIONAL

-- Need OR


]]
}

RadioResourceConfigCommon ::=

SEQUENCE {


rach-ConfigCommon




RACH-ConfigCommon




OPTIONAL,
-- Need ON


prach-Config





PRACH-Config,


pdsch-ConfigCommon




PDSCH-ConfigCommon




OPTIONAL,
-- Need ON


pusch-ConfigCommon




PUSCH-ConfigCommon,


phich-Config





PHICH-Config





OPTIONAL,
-- Need ON


pucch-ConfigCommon




PUCCH-ConfigCommon




OPTIONAL,
-- Need ON


soundingRS-UL-ConfigCommon


SoundingRS-UL-ConfigCommon


OPTIONAL,
-- Need ON


uplinkPowerControlCommon


UplinkPowerControlCommon


OPTIONAL,
-- Need ON


antennaInfoCommon




AntennaInfoCommon




OPTIONAL,
-- Need ON


p-Max







P-Max







OPTIONAL,
-- Need OP


tdd-Config






TDD-Config






OPTIONAL,
-- Cond TDD


ul-CyclicPrefixLength



UL-CyclicPrefixLength,


...,


[[
uplinkPowerControlCommon-v1020
UplinkPowerControlCommon-v1020

OPTIONAL
-- Need ON


]],


[[
tdd-Config-v1130



TDD-Config-v1130




OPTIONAL
-- Cond TDD3


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[




prach-Config-v1310



PRACH-Config-v1310




OPTIONAL,
-- Need ON



freqHoppingParameters-r13

FreqHoppingParameters-r13


OPTIONAL,
-- Need ON



pdsch-ConfigCommon-v1310

PDSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pucch-ConfigCommon-v1310

PUCCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



pusch-ConfigCommon-v1310

PUSCH-ConfigCommon-v1310


OPTIONAL,
-- Need ON



uplinkPowerControlCommon-v1310
UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]],


[[
highSpeedConfig-r14



HighSpeedConfig-r14




OPTIONAL,
-- Need OR



prach-Config-v1430



PRACH-Config-v1430




OPTIONAL,
-- Need OR



pucch-ConfigCommon-v1430

PUCCH-ConfigCommon-v1430


OPTIONAL,
-- Need OR



tdd-Config-v1430



TDD-Config-v1430




OPTIONAL
-- Cond TDD3


]],


[[



tdd-Config-v1450



TDD-Config-v1450




OPTIONAL
-- Cond TDD3


]],


[[ 
highSpeedConfig-v15xy


HighSpeedConfig-v15xy



OPTIONAL,
-- Need OR

]]
}

RadioResourceConfigCommonPSCell-r12 ::=
SEQUENCE {


basicFields-r12





RadioResourceConfigCommonSCell-r10,


pucch-ConfigCommon-r12



PUCCH-ConfigCommon,


rach-ConfigCommon-r12



RACH-ConfigCommon,


uplinkPowerControlCommonPSCell-r12
UplinkPowerControlCommonPSCell-r12,


...,


[[
uplinkPowerControlCommonPSCell-v1310










UplinkPowerControlCommon-v1310

OPTIONAL
-- Need ON


]]

}

RadioResourceConfigCommonPSCell-v12f0 ::=
SEQUENCE {


basicFields-v12f0




RadioResourceConfigCommonSCell-v10l0

}

RadioResourceConfigCommonPSCell-v1440 ::=
SEQUENCE {


basicFields-v1440




RadioResourceConfigCommonSCell-v1440

}

RadioResourceConfigCommonSCell-r10 ::=
SEQUENCE {


-- DL configuration as well as configuration applicable for DL and UL


nonUL-Configuration-r10




SEQUENCE {



-- 1: Cell characteristics



dl-Bandwidth-r10





ENUMERATED {n6, n15, n25, n50, n75, n100},



-- 2: Physical configuration, general



antennaInfoCommon-r10




AntennaInfoCommon,



mbsfn-SubframeConfigList-r10


MBSFN-SubframeConfigList
OPTIONAL,
-- Need OR



-- 3: Physical configuration, control



phich-Config-r10





PHICH-Config,



-- 4: Physical configuration, physical channels



pdsch-ConfigCommon-r10




PDSCH-ConfigCommon,



tdd-Config-r10






TDD-Config




OPTIONAL
-- Cond TDDSCell


},


-- UL configuration


ul-Configuration-r10



SEQUENCE {



ul-FreqInfo-r10





SEQUENCE {




ul-CarrierFreq-r10




ARFCN-ValueEUTRA


OPTIONAL,
-- Need OP




ul-Bandwidth-r10




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r10

AdditionalSpectrumEmission



},



p-Max-r10






P-Max






OPTIONAL,
-- Need OP



uplinkPowerControlCommonSCell-r10

UplinkPowerControlCommonSCell-r10,



-- A special version of IE UplinkPowerControlCommon may be introduced



-- 3: Physical configuration, control



soundingRS-UL-ConfigCommon-r10

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r10


UL-CyclicPrefixLength,



-- 4: Physical configuration, physical channels



prach-ConfigSCell-r10




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11



pusch-ConfigCommon-r10



PUSCH-ConfigCommon


}

















OPTIONAL,
-- Need OR


...,


[[
ul-CarrierFreq-v1090



ARFCN-ValueEUTRA-v9e0


OPTIONAL
-- Need OP


]],


[[
rach-ConfigCommonSCell-r11


RACH-ConfigCommonSCell-r11

OPTIONAL,
-- Cond ULSCell



prach-ConfigSCell-r11



PRACH-Config




OPTIONAL,
-- Cond UL



tdd-Config-v1130




TDD-Config-v1130



OPTIONAL,
-- Cond TDD2



uplinkPowerControlCommonSCell-v1130









UplinkPowerControlCommonSCell-v1130


OPTIONAL
-- Cond UL


]],


[[
pusch-ConfigCommon-v1270

PUSCH-ConfigCommon-v1270


OPTIONAL
-- Need OR


]],


[[
pucch-ConfigCommon-r13



PUCCH-ConfigCommon

OPTIONAL,
-- Cond UL



uplinkPowerControlCommonSCell-v1310









UplinkPowerControlCommonSCell-v1310
OPTIONAL
-- Cond UL


]],


[[
highSpeedConfigSCell-r14

HighSpeedConfigSCell-r14


OPTIONAL,
-- Need OR



prach-Config-v1430



PRACH-Config-v1430




OPTIONAL,
-- Cond UL


ul-Configuration-r14



SEQUENCE {



ul-FreqInfo-r14





SEQUENCE {




ul-CarrierFreq-r14




ARFCN-ValueEUTRA-r9


OPTIONAL,
-- Need OP




ul-Bandwidth-r14




ENUMERATED {n6, n15,














n25, n50, n75, n100}
OPTIONAL,
-- Need OP




additionalSpectrumEmissionSCell-r14

AdditionalSpectrumEmission



},



p-Max-r14






P-Max






OPTIONAL,
-- Need OP



soundingRS-UL-ConfigCommon-r14

SoundingRS-UL-ConfigCommon,



ul-CyclicPrefixLength-r14


UL-CyclicPrefixLength,



prach-ConfigSCell-r14




PRACH-ConfigSCell-r10

OPTIONAL,
-- Cond TDD-OR-NoR11





uplinkPowerControlCommonPUSCH-LessCell-v1430











UplinkPowerControlCommonPUSCH-LessCell-v1430
OPTIONAL
-- Need OR

}
















OPTIONAL,
-- Cond ULSRS


harq-ReferenceConfig-r14




ENUMERATED {sa2,sa4,sa5}
OPTIONAL,

-- Need OR


soundingRS-FlexibleTiming-r14   


ENUMERATED {true}


OPTIONAL

-- Need OR


]],


[[
mbsfn-SubframeConfigList-v1430

MBSFN-SubframeConfigList-v1430

OPTIONAL-- Need ON


]]

}

RadioResourceConfigCommonSCell-v10l0 ::=
SEQUENCE {


-- UL configuration


ul-Configuration-v10l0



SEQUENCE {



additionalSpectrumEmissionSCell-v10l0

AdditionalSpectrumEmission-v10l0


}

}

RadioResourceConfigCommonSCell-v1440 ::=
SEQUENCE {


ul-Configuration-v1440



SEQUENCE {



ul-FreqInfo-v1440





SEQUENCE {




additionalSpectrumEmissionSCell-v1440

AdditionalSpectrumEmission-v10l0



}


}

}

BCCH-Config ::=





SEQUENCE {


modificationPeriodCoeff



ENUMERATED {n2, n4, n8, n16}

}

BCCH-Config-v1310 ::=



SEQUENCE {


modificationPeriodCoeff-v1310

ENUMERATED {n64}

}

FreqHoppingParameters-r13 ::=

SEQUENCE {


dummy


ENUMERATED {nb2, nb4}



OPTIONAL,


dummy2


CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


}

















OPTIONAL,


dummy3


CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


}























OPTIONAL,


interval-ULHoppingConfigCommonModeA-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int1, int2, int4, int8},



interval-TDD-r13





ENUMERATED {int1, int5, int10, int20}


}

















OPTIONAL,
-- Cond MP-A


interval-ULHoppingConfigCommonModeB-r13
CHOICE {



interval-FDD-r13





ENUMERATED {int2, int4, int8, int16},



interval-TDD-r13





ENUMERATED { int5, int10, int20, int40}


}

















OPTIONAL,
-- Cond MP-B


dummy4



INTEGER (1..maxAvailNarrowBands-r13)


OPTIONAL

}

PCCH-Config ::=





SEQUENCE {


defaultPagingCycle




ENUMERATED {












rf32, rf64, rf128, rf256},


nB








ENUMERATED {












fourT, twoT, oneT, halfT, quarterT, oneEighthT,












oneSixteenthT, oneThirtySecondT}

}

PCCH-Config-v1310 ::=



SEQUENCE {


paging-narrowBands-r13



INTEGER (1..maxAvailNarrowBands-r13),


mpdcch-NumRepetition-Paging-r13

ENUMERATED {r1, r2, r4, r8, r16, r32, r64, r128, r256},


nB-v1310






ENUMERATED {one64thT, one128thT, one256thT}




















OPTIONAL
-- Need OR

}

UL-CyclicPrefixLength ::=


ENUMERATED {len1, len2}

HighSpeedConfig-r14 ::=


SEQUENCE {


highSpeedEnhancedMeasFlag-r14


ENUMERATED {true}



OPTIONAL,
-- Need OR


highSpeedEnhancedDemodulationFlag-r14
ENUMERATED {true}



OPTIONAL
-- Need OR

}
HighSpeedConfig-v15xy ::=

SEQUENCE {


highSpeedMeasGapCE-ModeA-r15


ENUMERATED {true}

}
HighSpeedConfigSCell-r14 ::=

SEQUENCE {


highSpeedEnhancedDemodulationFlag-r14
ENUMERATED {true}



OPTIONAL
-- Need OR

}

-- ASN1STOP

	RadioResourceConfigCommon field descriptions

	additionalSpectrumEmissionSCell

The UE requirements related to additionalSpectrumEmissionSCell are defined in TS 36.101 [42]. E-UTRAN configures the same value in additionalSpectrumEmissionSCell for all SCell(s) of the same band with UL configured. The additionalSpectrumEmissionSCell is applicable for all serving cells (including PCell) of the same band with UL configured.

	defaultPagingCycle

Default paging cycle, used to derive 'T' in TS 36.304 [4]. Value rf32 corresponds to 32 radio frames, rf64 corresponds to 64 radio frames and so on.

	dummy

This field is not used in the specification. If received it shall be ignored by the UE.

	harq-ReferenceConfig

Indicates UL/ DL configuration used as the DL HARQ reference configuration for this serving cell. Value sa2 corresponds to Configuration2, sa4 to Configuration4 etc, as specified in TS 36.211 [21, table 4.2-2]. E-UTRAN configures the same value for all serving cells residing on same frequency band.

	highSpeedEnhancedMeasFlag

If the field is present, the UE shall apply the high speed measurement enhancements as specified in TS 36.133 [16].

	highSpeedMeasGapCE-ModeA
If the field is present, the UE operating in CE mode A shall apply the measurement gap sharing table in RRC CONNECTED mode associated with high-velocity scenario for measurements, as specified in TS 36.133 [16].

	highSpeedEnhancedDemodulationFlag

If the field is present, the UE shall apply the advanced receiver in SFN scenario as specified in TS 36.101 [6].

	interval-DLHoppingConfigCommonModeX

Number of consecutive absolute subframes over which MPDCCH or PDSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	interval-ULHoppingConfigCommonModeX

Number of consecutive absolute subframes over which PUCCH or PUSCH for CE mode X stays at the same narrowband before hopping to another narrowband. For interval-FDD, int1 corresponds to 1 subframe, int2 corresponds to 2 subframes, and so on. For interval-TDD, int1 corresponds to 1 subframe, int5 corresponds to 5 subframes, and so on.

	modificationPeriodCoeff

Actual modification period, expressed in number of radio frames= modificationPeriodCoeff * defaultPagingCycle. n2 corresponds to value 2, n4 corresponds to value 4, n8 corresponds to value 8, n16 corresponds to value 16, and n64 corresponds to value 64.

	mpdcch-NumRepetition-Paging

Maximum number of repetitions for MPDCCH common search space (CSS) for paging, see TS 36.211 [21].

	mpdcch-pdsch-HoppingOffset

Parameter: [image: image22.png]DL
S3mp



, see TS 36.211 [21, 6.4.1].

	mpdcch-pdsch-HoppingNB

The number of narrowbands for MPDCCH/PDSCH frequency hopping. Value nb2 corresponds to 2 narrowbands and value nb4 corresponds to 4 narrowbands.

	nB

Parameter: nB is used as one of parameters to derive the Paging Frame and Paging Occasion according to TS 36.304 [4]. Value in multiples of 'T' as defined in TS 36.304 [4]. A value of fourT corresponds to 4 * T, a value of twoT corresponds to 2 * T and so on. In case nB-v1310 is signalled, the UE shall ignore nB (i.e. without suffix). EUTRAN configures nB-v1310 only in the BR version of SI message.

	paging-narrowBands
Number of narrowbands used for paging, see TS 36.304 [4], TS 36.212 [22] and TS 36.213 [23].

	p-Max

Pmax to be used in the target cell. If absent the UE applies the maximum power of the default power class for the band used in the target cell, defined according to 36.101 [42].

	prach-ConfigSCell

Indicates a PRACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	rach-ConfigCommonSCell

Indicates a RACH configuration for an SCell. The field is not applicable for an LAA SCell in this release.

	soundingRS-FlexibleTiming

Indicates the SRS flexible timing (if configured) for aperiodic SRS triggered by DL grant. If the SRS transmission is collided with ACK/NACK, postpone once to the next configured SRS transmission opportunity.

	ul-Bandwidth

Parameter: transmission bandwidth configuration, NRB, in uplink, see TS 36.101 [42, table 5.6-1]. Value n6 corresponds to 6 resource blocks, n15 to 15 resource blocks and so on. If for FDD this parameter is absent, the uplink bandwidth is equal to the downlink bandwidth. For TDD this parameter is absent and it is equal to the downlink bandwidth.

	ul-CarrierFreq

For FDD: If absent, the (default) value determined from the default TX-RX frequency separation defined in TS 36.101 [42, table 5.7.3-1] applies.

For TDD: This parameter is absent and it is equal to the downlink frequency.

	ul-CyclicPrefixLength

Parameter: Uplink cyclic prefix length see TS 36.211 [21, 5.2.1] where len1 corresponds to normal cyclic prefix and len2 corresponds to extended cyclic prefix.


	Conditional presence
	Explanation

	MP-A
	The field is mandatory present for CE mode A. Otherwise the field is optional, Need OR.

	MP-B
	The field is mandatory present for CE mode B. Otherwise the field is optional, Need OR.

	TDD
	The field is optional for TDD, Need ON; it is not present for FDD and the UE shall delete any existing value for this field.

	TDD2
	If tdd-Config-r10 is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD3
	If tdd-Config is present, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDD-OR-NoR11
	If prach-ConfigSCell-r11 is absent, the field is optional for TDD, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	TDDSCell
	This field is mandatory present for TDD; it is not present for FDD and LAA SCell, and the UE shall delete any existing value for this field.

	UL
	If the SCell is part of the STAG or concerns the PSCell or PUCCH SCell and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSCell
	For the PSCell (IE is included in RadioResourceConfigCommonPSCell) the field is absent. Otherwise, if the SCell is part of the STAG and if ul-Configuration is included, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.

	ULSRS
	If ul-Configuration-r10 is absent, the field is optional, Need OR. Otherwise the field is not present and the UE shall delete any existing value for this field.


Next change

–
RSS-Config
The IE RSS-Config is used to specify the RSS configuration, see TS 36.211 [21]. 

RSS-Config information element
-- ASN1START

RSS-Config-r15 ::=



SEQUENCE {


duration-r15




ENUMERATED {sf8, sf16, sf32, sf40},


freqLocation-r15





INTEGER (0..98),


periodicity-r15




ENUMERATED {ms160, ms320, ms640, ms1280},

powerBoost-r15




ENUMERATED {dB0, dB3, dB4dot8, dB6},

timeOffset-r15




INTEGER (0..31)

}

-- ASN1STOP

	RSS-Config field descriptions

	duration
Duration of RSS in subframes. Value sf8 corresponds to 8 subframes, value sf16 corresponds to 16 subframes and so on. 

	freqLocation
Frequency location (lowest PRB number) of RSS. 

	periodicity
Periodicity of RSS. Value ms160 corresponds to 160 ms, value ms320 corresponds to 320 ms and so on.

	powerBoost
Power offset of RSS relative to CRS in dB. Value dB0 corresponds to 0 dB, value dB3 corresponds to 3 dB, value dB4dot8 corresponds to 4.8 dB and so on.

	timeOffset

Time offset of RSS in frames. The actual value of time offset is based on the value of duration, as follows:
For duration 160 ms, only value range 0 to 15 are applicable. Actual value = timeOffset * 1 frames.

For duration 320 ms, actual value = timeOffset * 1 frames. 
For duration 640 ms, actual value = timeOffset * 2 frames.

For duration 1280 ms, actual value = timeOffset * 4 frames.


–
WUS-Config
The IE WUS-Config is used to specify the WUS configuration. For the UEs supporting WUS, E-UTRAN uses WUS to indicate that the UE shall attempt to receive paging in that cell, see TS 36.304 [4]. 

WUS-Config information element
-- ASN1START

WUS-Config-r15 ::=



SEQUENCE {


maxDuration-r15





ENUMERATED {one32th, one16th, one8th, one4th},


numPOs-r15






ENUMERATED {n1, n2, n4, spare1}

DEFAULT n1,


freqLocation-r15




ENUMERATED {n0, n2, n4, spare1},



timeOffsetDRX-r15




ENUMERATED {ms40, ms80, ms160, ms240},

timeOffset-eDRX-Short-r15


ENUMERATED {ms40, ms80, ms160, ms240},


timeOffset-eDRX-Long-r15


ENUMERATED {s1, s2}

OPTIONAL
-- Need OP
}

-- ASN1STOP

	WUS-Config field descriptions

	freqLocation

Frequency location of WUS within paging narrowband for BL UEs and UEs in CE. Value n0 corresponds to WUS in the 1st and 2nd PRB, value n2 represents the 3rd and 4th PRB, and value n4 represents the 5th and 6th PRB.

	maxDuration
Maximum duration of WUS, expressed as a ratio of Rmax associated with Type 1-CSS, see TS 36.211 [21]. Value one32th corresponds to Rmax * 1/32, value one16th corresponds to Rmax * 1/16 and so on. 

	numPOs

Number of consecutive Paging Occasions (PO) mapped to one WUS, applicable to UEs configured to use extended DRX, see TS 36.304 [4]. Value n1 corresponds to 1 PO, value n2 corresponds to 2 POs and so on. If the field is not present, the UE applies the (default) value of n1.

	timeOffsetDRX
Minimum time gap in milliseconds from the end of the configured maximum duration of WUS to the first associated PO, see TS 36.211 [21]. Value ms40 corresponds to 40 ms, value ms80 corresponds to 80 ms and so on.

	timeOffset-eDRX-Short

When eDRX is used, the short non-zero gap in milliseconds from the end of the configured maximum WUS duration to the associated PO, see  TS 36.211 [21]. Value ms40 corresponds to 40 ms, value ms80 corresponds to 80 ms and so on.

E-UTRAN configures timeOffset-eDRX-Short to a value longer than or equal to timeOffsetDRX.

	timeOffset-eDRX-Long

When eDRX is used, the long non-zero gap in seconds from the end of the configured maximum WUS duration to the associated PO, see  TS 36.211 [21]. Value s1 corresponds to 1 s and value s2 corresponds to 2 s.

If the field is absent, UE uses timeOffset-eDRX-Short for monitoring WUS.


Next change

6.3.4
Mobility control information elements

–
CellSelectionInfoCE

The IE CellSelectionInfoCE contains cell selection information for CE. The q-RxLevMinCE corresponds to parameter Qrxlevmin_CE in TS 36.304 [4]. The q-QualMinRSRQ-CE corresponds to parameter Qqualmin_CE in TS 36.304 [4]. If q-QualMinRSRQ-CE is not present, the UE applies the (default) value of negative infinity for Qqualmin.
CellSelectionInfoCE information element
-- ASN1START
CellSelectionInfoCE-r13 ::=

SEQUENCE {


q-RxLevMinCE-r13



Q-RxLevMin,


q-QualMinRSRQ-CE-r13


Q-QualMin-r9





OPTIONAL
-- Need OR

}

CellSelectionInfoCE-v15xy ::=

SEQUENCE {

powerClass14dBm-Offset-r15


ENUMERATED {dB-6, dB-3, dB3, dB6, dB9, dB12}
}
-- ASN1STOP

	CellSelectionInfoCE field descriptions

	powerClass14dBm-Offset
Parameter "Poffset" in TS 36.304 [4], only applicable for UE supporting powerClass-14dBm. Value in dB. Value dB-6 corresponds to -6 dB, dB-3 corresponds to -3 dB and so on. If the field is absent, the UE applies the (default) value of 0 dB for "Poffset" in TS 36.304 [4].


Next change

6.3.5
Measurement information elements

–
MeasConfig
The IE MeasConfig specifies measurements to be performed by the UE, and covers intra-frequency, inter-frequency and inter-RAT mobility as well as configuration of measurement gaps.

MeasConfig information element

-- ASN1START
MeasConfig ::=





SEQUENCE {


-- Measurement objects


measObjectToRemoveList



MeasObjectToRemoveList



OPTIONAL,
-- Need ON


measObjectToAddModList



MeasObjectToAddModList



OPTIONAL,
-- Need ON


-- Reporting configurations


reportConfigToRemoveList


ReportConfigToRemoveList


OPTIONAL,
-- Need ON


reportConfigToAddModList


ReportConfigToAddModList


OPTIONAL,
-- Need ON


-- Measurement identities


measIdToRemoveList




MeasIdToRemoveList




OPTIONAL,
-- Need ON


measIdToAddModList




MeasIdToAddModList




OPTIONAL,
-- Need ON


-- Other parameters


quantityConfig





QuantityConfig





OPTIONAL,
-- Need ON


measGapConfig





MeasGapConfig





OPTIONAL,
-- Need ON


s-Measure






RSRP-Range






OPTIONAL,
-- Need ON


preRegistrationInfoHRPD



PreRegistrationInfoHRPD



OPTIONAL,
-- Need OP


speedStatePars


CHOICE {



release







NULL,



setup







SEQUENCE {




mobilityStateParameters



MobilityStateParameters,




timeToTrigger-SF




SpeedStateScaleFactors



}


}

















OPTIONAL,
-- Need ON


...,


[[
measObjectToAddModList-v9e0


MeasObjectToAddModList-v9e0

OPTIONAL
-- Need ON


]],


[[
allowInterruptions-r11



BOOLEAN






OPTIONAL
-- Need ON


]],


[[
measScaleFactor-r12


CHOICE {




release





NULL,




setup





MeasScaleFactor-r12



}















OPTIONAL,
-- Need ON



measIdToRemoveListExt-r12


MeasIdToRemoveListExt-r12

OPTIONAL,
-- Need ON



measIdToAddModListExt-r12


MeasIdToAddModListExt-r12

OPTIONAL,
-- Need ON



measRSRQ-OnAllSymbols-r12

BOOLEAN






OPTIONAL
-- Need ON


]],


[[



measObjectToRemoveListExt-r13

MeasObjectToRemoveListExt-r13
OPTIONAL,
-- Need ON



measObjectToAddModListExt-r13

MeasObjectToAddModListExt-r13
OPTIONAL,
-- Need ON



measIdToAddModList-v1310


MeasIdToAddModList-v1310

OPTIONAL,
-- Need ON



measIdToAddModListExt-v1310


MeasIdToAddModListExt-v1310

OPTIONAL
-- Need ON


]],


[[
measGapConfigPerCC-List-r14


MeasGapConfigPerCC-List-r14

OPTIONAL,
-- Need ON



measGapSharingConfig-r14


MeasGapSharingConfig-r14

OPTIONAL
-- Need ON


]],


[[
fr1-Gap








ENUMERATED {true}

OPTIONAL
-- Need OR


]],

    [[  measGapConfigDensePRS-r15          MeasGapConfigDensePRS-r15      OPTIONAL    -- Need ON

    ]]
}

MeasIdToRemoveList ::=



SEQUENCE (SIZE (1..maxMeasId)) OF MeasId

MeasIdToRemoveListExt-r12 ::=

SEQUENCE (SIZE (1..maxMeasId)) OF MeasId-v1250

MeasObjectToRemoveList ::=


SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId

MeasObjectToRemoveListExt-r13 ::=
SEQUENCE (SIZE (1..maxObjectId)) OF MeasObjectId-v1310

ReportConfigToRemoveList ::=

SEQUENCE (SIZE (1..maxReportConfigId)) OF ReportConfigId

-- ASN1STOP

	MeasConfig field descriptions

	allowInterruptions

Value TRUE indicates that the UE is allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16]. E-UTRAN enables this field only when an SCell is configured.

	fr1-Gap

Indicates whether the gap is only applicable for measurements on FR1. E-UTRAN includes this field only when the UE is configured with EN-DC. 

	measGapConfig

Used to setup and release measurement gaps. E-UTRAN includes either measGapConfig or measGapConfigPerCC-List, if any. 

	measGapConfigDensePRS
Used to setup and release additional measurement gap pattern with dense PRS configuration as specified in TS 36.133 [16, Table 8.1.2.1-3].
Editor’s note: Based on RAN4 agreements for RRM measurements during RSTD measurements with dense PRS configuration, further clarification may be needed whether legacy RRM gap ptterns and new RSTD gap patterns can be configured simultaneously or not.

	measGapConfigPerCC-List

Used to setup and release serving cell sepecific measurement gaps. E-UTRAN includes either measGapConfig or measGapConfigPerCC-List, if any.

	measGapSharingConfig

Used to setup and release measurement gap sharing for intra- and inter-frequency measurement for BL UEs.

	measIdToAddModList

List of measurement identities. Field measIdToAddModListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2. If E-UTRAN includes measIdToAddModList-v1310 it includes the same number of entries, and listed in the same order, as in measIdToAddModList (i.e. without suffix). If E-UTRAN includes measIdToAddModListExt-v1310, it includes the same number of entries, and listed in the same order, as in measIdToAddModListExt-r12.

	measIdToRemoveList

List of measurement identities to remove. Field measIdToRemoveListExt includes additional measurement identities i.e. extends the size of the measurement identity list using the general principles specified in 5.1.2.

	measObjectToAddModList

If E-UTRAN includes measObjectToAddModList-v9e0 it includes the same number of entries, and listed in the same order, as in measObjectToAddModList (i.e. without suffix). Field measObjectToAddModListExt includes additional measurement object identities i.e. extends the size of the measurement object identity list using the general principles specified in 5.1.2.

	measObjectToRemoveList

List of measurement objects to remove. Field measObjectToRemoveListExt includes additional measurement object identities i.e. extends the size of the measurement object identity list using the general principles specified in 5.1.2.

	measRSRQ-OnAllSymbols

Value TRUE indicates that the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols in accordance with TS 36.214 [48]. If widebandRSRQ-Meas is enabled for the frequency in MeasObjectEUTRA, the UE shall, when performing RSRQ measurements, perform RSRQ measurement on all OFDM symbols with wider bandwidth for concerned frequency in accordance with TS 36.214 [48].

	measScaleFactor

Even if reducedMeasPerformance is not included in any measObjectEUTRA or measObjectUTRA, E-UTRAN may configure this field. The UE behavior is specified in TS 36.133 [16].

	preRegistrationInfoHRPD
The CDMA2000 HRPD Pre-Registration Information tells the UE if it should pre-register with the CDMA2000 HRPD network and identifies the Pre-registration zone to the UE.

	reportConfigToRemoveList

List of measurement reporting configurations to remove.

	s-Measure

PCell quality threshold controlling whether or not the UE is required to perform measurements of intra-frequency, inter-frequency and inter-RAT neighbouring cells. Value "0" indicates to disable s-Measure.

	timeToTrigger-SF

The timeToTrigger in ReportConfigEUTRA and in ReportConfigInterRAT are multiplied with the scaling factor applicable for the UE's speed state.


–
MeasGapConfigDensePRS
The IE MeasGapConfigDensePRS specifies the additional additional measurement gap pattern configuration for RSTD measurements with dense PRS configuration, see TS 36.133 [16, Table 8.1.2.1-3]. Measurement gaps are configured according to applicability rules specified in Table 8.1.2.1-3 in 36.133 [16].
Editor’s Note: Changes may be required in 5.5.2.9.
MeasGapConfigDensePRS information element

-- ASN1START

MeasGapConfigDensePRS-r15 ::= 
CHOICE {


release






NULL,


setup






SEQUENCE {



gapOffsetDensePRS-r15


CHOICE {




rstd0-r15





INTEGER (0..79),




rstd1-r15





INTEGER (0..159),




rstd2-r15





INTEGER (0..319),




rstd3-r15





INTEGER (0..639),




rstd4-r15





INTEGER (0..1279),




rstd5-r15





INTEGER (0..159),




rstd6-r15





INTEGER (0..319),




rstd7-r15





INTEGER (0..639),




rstd8-r15





INTEGER (0..1279),




rstd9-r15





INTEGER (0..319),




rstd10-r15





INTEGER (0..639),




rstd11-r15





INTEGER (0..1279),




rstd12-r15





INTEGER (0..319),




rstd13-r15





INTEGER (0..639),




rstd14-r15





INTEGER (0..1279),




rstd15-r15





INTEGER (0..639),




rstd16-r15





INTEGER (0..1279),




rstd17-r15





INTEGER (0..639),




rstd18-r15





INTEGER (0..1279),



rstd19-r15





INTEGER (0..639),




rstd20-r15





INTEGER (0..1279),




...


}

}

}

-- ASN1STOP

	MeasGapConfig field descriptions

	gapOffsetDensePRS

Indicates the gap offset for performing RSTD measurements with dense PRS configurations. 
Editor’s note: Further details of the field is required.


6.3.6
Other information elements

–
UE-EUTRA-Capability
The IE UE-EUTRA-Capability is used to convey the E-UTRA UE Radio Access Capability Parameters, see TS 36.306 [5], and the Feature Group Indicators for mandatory features (defined in Annexes B.1 and C.1) to the network. The IE UE-EUTRA-Capability is transferred in E-UTRA or in another RAT.

NOTE 0:
For (UE capability specific) guidelines on the use of keyword OPTIONAL, see Annex A.3.5.

UE-EUTRA-Capability information element

-- ASN1START
UE-EUTRA-Capability ::=


SEQUENCE {


accessStratumRelease



AccessStratumRelease,


ue-Category






INTEGER (1..5),


pdcp-Parameters





PDCP-Parameters,


phyLayerParameters




PhyLayerParameters,


rf-Parameters





RF-Parameters,


measParameters





MeasParameters,


featureGroupIndicators



BIT STRING (SIZE (32))



OPTIONAL,


interRAT-Parameters



SEQUENCE {



utraFDD







IRAT-ParametersUTRA-FDD



OPTIONAL,



utraTDD128






IRAT-ParametersUTRA-TDD128



OPTIONAL,



utraTDD384






IRAT-ParametersUTRA-TDD384



OPTIONAL,



utraTDD768






IRAT-ParametersUTRA-TDD768



OPTIONAL,



geran







IRAT-ParametersGERAN




OPTIONAL,



cdma2000-HRPD





IRAT-ParametersCDMA2000-HRPD


OPTIONAL,



cdma2000-1xRTT





IRAT-ParametersCDMA2000-1XRTT


OPTIONAL


},


nonCriticalExtension



UE-EUTRA-Capability-v920-IEs

OPTIONAL

}

-- Late non critical extensions

UE-EUTRA-Capability-v9a0-IEs ::=
SEQUENCE {


featureGroupIndRel9Add-r9


BIT STRING (SIZE (32))



OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-r9
UE-EUTRA-CapabilityAddXDD-Mode-r9
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9c0-IEs

OPTIONAL

}

UE-EUTRA-Capability-v9c0-IEs ::=

SEQUENCE {


interRAT-ParametersUTRA-v9c0

IRAT-ParametersUTRA-v9c0

OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9d0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v9d0-IEs ::=

SEQUENCE {


phyLayerParameters-v9d0



PhyLayerParameters-v9d0


OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9e0-IEs
OPTIONAL

}

UE-EUTRA-Capability-v9e0-IEs ::=
SEQUENCE {


rf-Parameters-v9e0




RF-Parameters-v9e0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v9h0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v9h0-IEs ::=
SEQUENCE {


interRAT-ParametersUTRA-v9h0

IRAT-ParametersUTRA-v9h0


OPTIONAL,


-- Following field is only to be used for late REL-9 extensions


lateNonCriticalExtension


OCTET STRING






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10c0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10c0-IEs ::=
SEQUENCE {


otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10

OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10f0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10f0-IEs ::=
SEQUENCE {


rf-Parameters-v10f0




RF-Parameters-v10f0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v10i0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10i0-IEs ::=
SEQUENCE {


rf-Parameters-v10i0




RF-Parameters-v10i0





OPTIONAL,


-- Following field is only to be used for late REL-10 extensions


lateNonCriticalExtension


OCTET STRING (CONTAINING UE-EUTRA-Capability-v10j0-IEs)
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11d0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v10j0-IEs ::=
SEQUENCE {


rf-Parameters-v10j0




RF-Parameters-v10j0





OPTIONAL,


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

UE-EUTRA-Capability-v11d0-IEs ::=
SEQUENCE {


rf-Parameters-v11d0




RF-Parameters-v11d0





OPTIONAL,


otherParameters-v11d0



Other-Parameters-v11d0




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11x0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v11x0-IEs ::=
SEQUENCE {



-- Following field is only to be used for late REL-11 extensions


lateNonCriticalExtension


OCTET STRING







OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v12b0-IEs



OPTIONAL

}

UE-EUTRA-Capability-v12b0-IEs ::= SEQUENCE {


rf-Parameters-v12b0




RF-Parameters-v12b0





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v12x0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v12x0-IEs ::= SEQUENCE {


-- Following field is only to be used for late REL-12 extensions


lateNonCriticalExtension


OCTET STRING






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1370-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1370-IEs ::= SEQUENCE {


ce-Parameters-v1370




CE-Parameters-v1370





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1370
UE-EUTRA-CapabilityAddXDD-Mode-v1370
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1370
UE-EUTRA-CapabilityAddXDD-Mode-v1370
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1380-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1380-IEs ::= SEQUENCE {


rf-Parameters-v1380




RF-Parameters-v1380





OPTIONAL,


ce-Parameters-v1380




CE-Parameters-v1380,


fdd-Add-UE-EUTRA-Capabilities-v1380
UE-EUTRA-CapabilityAddXDD-Mode-v1380,


tdd-Add-UE-EUTRA-Capabilities-v1380
UE-EUTRA-CapabilityAddXDD-Mode-v1380,


nonCriticalExtension



UE-EUTRA-Capability-v1390-IEs







OPTIONAL

}

UE-EUTRA-Capability-v1390-IEs ::= SEQUENCE {


rf-Parameters-v1390




RF-Parameters-v1390





OPTIONAL,


-- Following field is only to be used for late REL-13 extensions


nonCriticalExtension



SEQUENCE {}







OPTIONAL

}

-- Regular non critical extensions

UE-EUTRA-Capability-v920-IEs ::=

SEQUENCE {


phyLayerParameters-v920



PhyLayerParameters-v920,


interRAT-ParametersGERAN-v920


IRAT-ParametersGERAN-v920,


interRAT-ParametersUTRA-v920


IRAT-ParametersUTRA-v920


OPTIONAL,


interRAT-ParametersCDMA2000-v920

IRAT-ParametersCDMA2000-1XRTT-v920
OPTIONAL,


deviceType-r9






ENUMERATED {noBenFromBatConsumpOpt}
OPTIONAL,


csg-ProximityIndicationParameters-r9
CSG-ProximityIndicationParameters-r9,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9,


son-Parameters-r9





SON-Parameters-r9,


nonCriticalExtension




UE-EUTRA-Capability-v940-IEs

OPTIONAL

}

UE-EUTRA-Capability-v940-IEs ::=
SEQUENCE {


lateNonCriticalExtension


OCTET STRING (CONTAINING UE-EUTRA-Capability-v9a0-IEs)




















OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1020-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1020-IEs ::=
SEQUENCE {


ue-Category-v1020




INTEGER (6..8)






OPTIONAL,


phyLayerParameters-v1020


PhyLayerParameters-v1020



OPTIONAL,


rf-Parameters-v1020




RF-Parameters-v1020





OPTIONAL,


measParameters-v1020



MeasParameters-v1020




OPTIONAL,


featureGroupIndRel10-r10


BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersCDMA2000-v1020
IRAT-ParametersCDMA2000-1XRTT-v1020

OPTIONAL,


ue-BasedNetwPerfMeasParameters-r10
UE-BasedNetwPerfMeasParameters-r10

OPTIONAL,


interRAT-ParametersUTRA-TDD-v1020
IRAT-ParametersUTRA-TDD-v1020


OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1060-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1060-IEs ::=
SEQUENCE {


fdd-Add-UE-EUTRA-Capabilities-v1060
UE-EUTRA-CapabilityAddXDD-Mode-v1060
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1060
UE-EUTRA-CapabilityAddXDD-Mode-v1060
OPTIONAL,


rf-Parameters-v1060




RF-Parameters-v1060





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1090-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1090-IEs ::=
SEQUENCE {


rf-Parameters-v1090




RF-Parameters-v1090





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1130-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1130-IEs ::=
SEQUENCE {


pdcp-Parameters-v1130



PDCP-Parameters-v1130,


phyLayerParameters-v1130


PhyLayerParameters-v1130



OPTIONAL,


rf-Parameters-v1130




RF-Parameters-v1130,


measParameters-v1130



MeasParameters-v1130,


interRAT-ParametersCDMA2000-v1130
IRAT-ParametersCDMA2000-v1130,


otherParameters-r11




Other-Parameters-r11,


fdd-Add-UE-EUTRA-Capabilities-v1130
UE-EUTRA-CapabilityAddXDD-Mode-v1130
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1130
UE-EUTRA-CapabilityAddXDD-Mode-v1130
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1170-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1170-IEs ::=
SEQUENCE {


phyLayerParameters-v1170


PhyLayerParameters-v1170



OPTIONAL,


ue-Category-v1170




INTEGER (9..10)






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1180-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1180-IEs ::=
SEQUENCE {


rf-Parameters-v1180




RF-Parameters-v1180





OPTIONAL,


mbms-Parameters-r11




MBMS-Parameters-r11





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1180
UE-EUTRA-CapabilityAddXDD-Mode-v1180
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1180
UE-EUTRA-CapabilityAddXDD-Mode-v1180
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v11a0-IEs


OPTIONAL

}

UE-EUTRA-Capability-v11a0-IEs ::=
SEQUENCE {


ue-Category-v11a0




INTEGER (11..12)





OPTIONAL,


measParameters-v11a0



MeasParameters-v11a0




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1250-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1250-IEs ::=
SEQUENCE {


phyLayerParameters-v1250


PhyLayerParameters-v1250



OPTIONAL,


rf-Parameters-v1250




RF-Parameters-v1250





OPTIONAL,

rlc-Parameters-r12




RLC-Parameters-r12





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1250
UE-BasedNetwPerfMeasParameters-v1250
OPTIONAL,


ue-CategoryDL-r12




INTEGER (0..14)






OPTIONAL,


ue-CategoryUL-r12




INTEGER (0..13)






OPTIONAL,


wlan-IW-Parameters-r12



WLAN-IW-Parameters-r12




OPTIONAL,


measParameters-v1250



MeasParameters-v1250




OPTIONAL,


dc-Parameters-r12




DC-Parameters-r12





OPTIONAL,


mbms-Parameters-v1250



MBMS-Parameters-v1250




OPTIONAL,


mac-Parameters-r12




MAC-Parameters-r12





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1250
UE-EUTRA-CapabilityAddXDD-Mode-v1250
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1250
UE-EUTRA-CapabilityAddXDD-Mode-v1250
OPTIONAL,


sl-Parameters-r12



SL-Parameters-r12




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1260-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1260-IEs ::=
SEQUENCE {


ue-CategoryDL-v1260




INTEGER (15..16)





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1270-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1270-IEs ::= SEQUENCE {


rf-Parameters-v1270




RF-Parameters-v1270





OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1280-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1280-IEs ::= SEQUENCE {


phyLayerParameters-v1280


PhyLayerParameters-v1280



OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1310-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1310-IEs ::= SEQUENCE {


ue-CategoryDL-v1310



ENUMERATED {n17, m1}




OPTIONAL,


ue-CategoryUL-v1310



ENUMERATED {n14, m1}




OPTIONAL,


pdcp-Parameters-v1310



PDCP-Parameters-v1310,


rlc-Parameters-v1310



RLC-Parameters-v1310,


mac-Parameters-v1310



MAC-Parameters-v1310




OPTIONAL,


phyLayerParameters-v1310


PhyLayerParameters-v1310



OPTIONAL,


rf-Parameters-v1310




RF-Parameters-v1310





OPTIONAL,


measParameters-v1310



MeasParameters-v1310




OPTIONAL,


dc-Parameters-v1310




DC-Parameters-v1310





OPTIONAL,


sl-Parameters-v1310




SL-Parameters-v1310





OPTIONAL,


scptm-Parameters-r13



SCPTM-Parameters-r13




OPTIONAL,


ce-Parameters-r13




CE-Parameters-r13





OPTIONAL,


interRAT-ParametersWLAN-r13


IRAT-ParametersWLAN-r13,


laa-Parameters-r13




LAA-Parameters-r13





OPTIONAL,


lwa-Parameters-r13




LWA-Parameters-r13





OPTIONAL,


wlan-IW-Parameters-v1310



WLAN-IW-Parameters-v1310,


lwip-Parameters-r13




LWIP-Parameters-r13,


fdd-Add-UE-EUTRA-Capabilities-v1310
UE-EUTRA-CapabilityAddXDD-Mode-v1310
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1310
UE-EUTRA-CapabilityAddXDD-Mode-v1310
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1320-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1320-IEs ::= SEQUENCE {


ce-Parameters-v1320




CE-Parameters-v1320





OPTIONAL,


phyLayerParameters-v1320


PhyLayerParameters-v1320



OPTIONAL,


rf-Parameters-v1320




RF-Parameters-v1320





OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1320
UE-EUTRA-CapabilityAddXDD-Mode-v1320
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1320
UE-EUTRA-CapabilityAddXDD-Mode-v1320
OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1330-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1330-IEs ::= SEQUENCE {


ue-CategoryDL-v1330




INTEGER (18..19)





OPTIONAL,


phyLayerParameters-v1330


PhyLayerParameters-v1330



OPTIONAL,


ue-CE-NeedULGaps-r13



ENUMERATED {true}




OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1340-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1340-IEs ::= SEQUENCE {


ue-CategoryUL-v1340



INTEGER (15)






OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1350-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1350-IEs ::= SEQUENCE {


ue-CategoryDL-v1350



ENUMERATED {oneBis}





OPTIONAL,


ue-CategoryUL-v1350



ENUMERATED {oneBis}




OPTIONAL,


ce-Parameters-v1350



CE-Parameters-v1350,


nonCriticalExtension


UE-EUTRA-Capability-v1360-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1360-IEs ::= SEQUENCE {


other-Parameters-v1360

Other-Parameters-v1360




OPTIONAL,


nonCriticalExtension

UE-EUTRA-Capability-v1430-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1430-IEs ::= SEQUENCE {


phyLayerParameters-v1430


PhyLayerParameters-v1430,


ue-CategoryDL-v1430




ENUMERATED {m2}






OPTIONAL,


ue-CategoryUL-v1430




ENUMERATED {n16, n17, n18, n19, n20, m2}
OPTIONAL,


ue-CategoryUL-v1430b



ENUMERATED {n21}





OPTIONAL,


mac-Parameters-v1430



MAC-Parameters-v1430




OPTIONAL,


measParameters-v1430



MeasParameters-v1430




OPTIONAL,


pdcp-Parameters-v1430



PDCP-Parameters-v1430




OPTIONAL,


rlc-Parameters-v1430



RLC-Parameters-v1430,


rf-Parameters-v1430




RF-Parameters-v1430





OPTIONAL,


laa-Parameters-v1430



LAA-Parameters-v1430




OPTIONAL,


lwa-Parameters-v1430



LWA-Parameters-v1430




OPTIONAL,


lwip-Parameters-v1430



LWIP-Parameters-v1430




OPTIONAL,


otherParameters-v1430



Other-Parameters-v1430,


mmtel-Parameters-r14



MMTEL-Parameters-r14




OPTIONAL,


mobilityParameters-r14



MobilityParameters-r14




OPTIONAL,


ce-Parameters-v1430




CE-Parameters-v1430,


fdd-Add-UE-EUTRA-Capabilities-v1430
UE-EUTRA-CapabilityAddXDD-Mode-v1430
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1430
UE-EUTRA-CapabilityAddXDD-Mode-v1430
OPTIONAL,


mbms-Parameters-v1430



MBMS-Parameters-v1430




OPTIONAL,


sl-Parameters-v1430




SL-Parameters-v1430





OPTIONAL,


ue-BasedNetwPerfMeasParameters-v1430
UE-BasedNetwPerfMeasParameters-v1430

OPTIONAL,


highSpeedEnhParameters-r14


HighSpeedEnhParameters-r14



OPTIONAL,


nonCriticalExtension



UE-EUTRA-Capability-v1440-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1440-IEs ::= SEQUENCE {


lwa-Parameters-v1440



LWA-Parameters-v1440,


mac-Parameters-v1440



MAC-Parameters-v1440,


nonCriticalExtension



UE-EUTRA-Capability-v1450-IEs


OPTIONAL

}

UE-EUTRA-Capability-v1450-IEs ::= SEQUENCE {


phyLayerParameters-v1450


PhyLayerParameters-v1450

OPTIONAL,


rf-Parameters-v1450




RF-Parameters-v1450


OPTIONAL,


otherParameters-v1450



OtherParameters-v1450,


ue-CategoryDL-v1450




INTEGER (20)




OPTIONAL,


nonCriticalExtension




UE-EUTRA-Capability-v1460-IEs
OPTIONAL

}

UE-EUTRA-Capability-v1460-IEs ::= SEQUENCE {


ue-CategoryDL-v1460



INTEGER (21)






OPTIONAL,


otherParameters-v1460



Other-Parameters-v1460,


nonCriticalExtension



UE-EUTRA-Capability-v1510-IEs

OPTIONAL

}

UE-EUTRA-Capability-v1510-IEs ::= SEQUENCE {


irat-ParametersNR-r15




IRAT-ParametersNR-r15




OPTIONAL,


basebandParameters-r15




BasebandParameters-r15




OPTIONAL,


pdcp-ParametersNR-r15




PDCP-ParametersNR-r15




OPTIONAL,


fdd-Add-UE-EUTRA-Capabilities-v1510

UE-EUTRA-CapabilityAddXDD-Mode-v1510
OPTIONAL,


tdd-Add-UE-EUTRA-Capabilities-v1510

UE-EUTRA-CapabilityAddXDD-Mode-v1510
OPTIONAL,


nonCriticalExtension




UE-EUTRA-Capability-v15xy-IEs 
OPTIONAL

}

UE-EUTRA-Capability-v15xy-IEs ::= SEQUENCE {


mac-Parameters-v15xy




MAC-Parameters-v15xy,

phyLayerParameters-v15xy



PhyLayerParameters-v15xy



OPTIONAL,

rf-Parameters-v15xy





RF-Parameters-v15xy,

nonCriticalExtension




SEQUENCE {}







OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-r9 ::=
SEQUENCE {


phyLayerParameters-r9




PhyLayerParameters





OPTIONAL,


featureGroupIndicators-r9



BIT STRING (SIZE (32))




OPTIONAL,


featureGroupIndRel9Add-r9



BIT STRING (SIZE (32))




OPTIONAL,


interRAT-ParametersGERAN-r9



IRAT-ParametersGERAN




OPTIONAL,


interRAT-ParametersUTRA-r9



IRAT-ParametersUTRA-v920



OPTIONAL,


interRAT-ParametersCDMA2000-r9


IRAT-ParametersCDMA2000-1XRTT-v920

OPTIONAL,


neighCellSI-AcquisitionParameters-r9
NeighCellSI-AcquisitionParameters-r9
OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1060 ::=
SEQUENCE {


phyLayerParameters-v1060


PhyLayerParameters-v1020


OPTIONAL,


featureGroupIndRel10-v1060


BIT STRING (SIZE (32))



OPTIONAL,


interRAT-ParametersCDMA2000-v1060
IRAT-ParametersCDMA2000-1XRTT-v1020
OPTIONAL,


interRAT-ParametersUTRA-TDD-v1060
IRAT-ParametersUTRA-TDD-v1020

OPTIONAL,


...,


[[
otdoa-PositioningCapabilities-r10
OTDOA-PositioningCapabilities-r10
OPTIONAL


]]

}

UE-EUTRA-CapabilityAddXDD-Mode-v1130 ::=
SEQUENCE {


phyLayerParameters-v1130


PhyLayerParameters-v1130


OPTIONAL,


measParameters-v1130



MeasParameters-v1130



OPTIONAL,


otherParameters-r11




Other-Parameters-r11



OPTIONAL,


...

}

UE-EUTRA-CapabilityAddXDD-Mode-v1180 ::=
SEQUENCE {


mbms-Parameters-r11




MBMS-Parameters-r11

}

UE-EUTRA-CapabilityAddXDD-Mode-v1250 ::=
SEQUENCE {


phyLayerParameters-v1250


PhyLayerParameters-v1250


OPTIONAL,


measParameters-v1250



MeasParameters-v1250



OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1310 ::=
SEQUENCE {


phyLayerParameters-v1310


PhyLayerParameters-v1310


OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1320 ::=
SEQUENCE {


phyLayerParameters-v1320


PhyLayerParameters-v1320


OPTIONAL,


scptm-Parameters-r13



SCPTM-Parameters-r13



OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1370 ::=
SEQUENCE {


ce-Parameters-v1370




CE-Parameters-v1370




OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1380 ::=
SEQUENCE {


ce-Parameters-v1380




CE-Parameters-v1380

}

UE-EUTRA-CapabilityAddXDD-Mode-v1430 ::=
SEQUENCE {


phyLayerParameters-v1430


PhyLayerParameters-v1430


OPTIONAL,


mmtel-Parameters-r14



MMTEL-Parameters-r14



OPTIONAL

}

UE-EUTRA-CapabilityAddXDD-Mode-v1510 ::=
SEQUENCE {


pdcp-ParametersNR-r15




PDCP-ParametersNR-r15

OPTIONAL

}

AccessStratumRelease ::=


ENUMERATED {











rel8, rel9, rel10, rel11, rel12, rel13,











rel14, rel15, ...}

BasebandParameters-r15 ::=



SEQUENCE {


basebandProcessingCombList-r15

BasebandProcessingCombList-r15


















OPTIONAL,


...

}

BasebandProcessingCombList-r15 ::= SEQUENCE (SIZE (1..maxBPC-r15)) OF BasebandProcessingComb-r15

BasebandProcessingComb-r15 ::= SEQUENCE {


bpc-InfoPerBandList


BPC-InfoPerBandList-r15,


supportedNAICS-2CRS-AP-PerBPC-Carriers-r15
BIT STRING (SIZE(1..maxNAICS-Entries-r12))
OPTIONAL,


-- FFS whether to have per CC signalling for NAICS

mimo-CA-ParametersPerBPC-r15



MIMO-CA-ParametersPerBPC-r15

OPTIONAL


-- FFS whether to have per CC signalling for FD-MIMO
}
BPC-InfoPerBandList-r15 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BPC-InfoPerBand-r15

BPC-InfoPerBand-r15 ::= SEQUENCE {


ca-BandwidthClassDL-r15


CA-BandwidthClass-r10,


ca-BandwidthClassUL-r15


CA-BandwidthClass-r10,


bpc-InfoPerCC-List-r15


SEQUENCE (SIZE (1..maxServCell-r13)) OF BPC-InfoPerCC-r15,


bpc-InfoDefault-r15



BPC-InfoPerCC-r15


-- Default value for parameters not provided per CC


-- FFS whether supportedBW-PerCC is needed (i.e. ca-BandwidthClass may be sufficient)


-- FFS whether to include additional parameters

}

BPC-InfoPerCC-r15 ::= SEQUENCE {


supportedCSI-Proc-r15



ENUMERATED {n1, n3, n4}



OPTIONAL,


supportedBandwidthPerCC-r15


BW-PerCC-r15,

supportedMIMO-CapabilityDL-r15

MIMO-CapabilityDL-r10



OPTIONAL,


supportedMIMO-CapabilityUL-r15

MIMO-CapabilityUL-r10



OPTIONAL,


modulationOrderDL-r15



ModulationOrderDL-r15



OPTIONAL,


modulationOrderUL-r15



ModulationOrderUL-r15



OPTIONAL


-- FFS if modulationOrder is per Band or per CC


-- FFS whether to include additional parameters

}

ModulationOrderDL-r15 ::= ENUMERATED {qam64, qam256, qam1024, spare3, spare2, spare1}
ModulationOrderUL-r15 ::= ENUMERATED {qam16, qam64, qam256, spare3, spare2, spare1}
BW-PerCC-r15 ::= SEQUENCE {


-- Actual details FFS

}

MobilityParameters-r14 ::=


SEQUENCE {


makeBeforeBreak-r14




ENUMERATED {supported}




OPTIONAL,


rach-Less-r14





ENUMERATED {supported}




OPTIONAL

}

DC-Parameters-r12 ::=


SEQUENCE {


drb-TypeSplit-r12





ENUMERATED {supported}


OPTIONAL,


drb-TypeSCG-r12






ENUMERATED {supported}


OPTIONAL

}

DC-Parameters-v1310 ::=


SEQUENCE {


pdcp-TransferSplitUL-r13



ENUMERATED {supported}


OPTIONAL,


ue-SSTD-Meas-r13





ENUMERATED {supported}


OPTIONAL

}

MAC-Parameters-r12 ::=



SEQUENCE {


logicalChannelSR-ProhibitTimer-r12
ENUMERATED {supported}



OPTIONAL,


longDRX-Command-r12



ENUMERATED {supported}




OPTIONAL

}

MAC-Parameters-v1310 ::=



SEQUENCE {


extendedMAC-LengthField-r13

ENUMERATED {supported}



OPTIONAL,


extendedLongDRX-r13



ENUMERATED {supported}



OPTIONAL

}

MAC-Parameters-v1430 ::=



SEQUENCE {


shortSPS-IntervalFDD-r14


ENUMERATED {supported}



OPTIONAL,


shortSPS-IntervalTDD-r14


ENUMERATED {supported}



OPTIONAL,


skipUplinkDynamic-r14



ENUMERATED {supported}



OPTIONAL,


skipUplinkSPS-r14




ENUMERATED {supported}



OPTIONAL,


multipleUplinkSPS-r14



ENUMERATED {supported}



OPTIONAL,


dataInactMon-r14




ENUMERATED {supported}



OPTIONAL

}

MAC-Parameters-v1440 ::=



SEQUENCE {


rai-Support-r14




ENUMERATED {supported}


OPTIONAL

}

MAC-Parameters-v15xy ::=

SEQUENCE {


earlyData-UP-r15




ENUMERATED {supported}


OPTIONAL

}

RLC-Parameters-r12 ::=



SEQUENCE {


extended-RLC-LI-Field-r12


ENUMERATED {supported}

}

RLC-Parameters-v1310 ::=



SEQUENCE {


extendedRLC-SN-SO-Field-r13



ENUMERATED {supported}


OPTIONAL

}

RLC-Parameters-v1430 ::=



SEQUENCE {


extendedPollByte-r14





ENUMERATED {supported}


OPTIONAL

}

PDCP-Parameters ::=



SEQUENCE {


supportedROHC-Profiles



ROHC-ProfileSupportList-r15,


maxNumberROHC-ContextSessions

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16,


...

}

PDCP-Parameters-v1130 ::=

SEQUENCE {


pdcp-SN-Extension-r11




ENUMERATED {supported}


OPTIONAL,


supportRohcContextContinue-r11


ENUMERATED {supported}


OPTIONAL

}

PDCP-Parameters-v1310 ::=



SEQUENCE {


pdcp-SN-Extension-18bits-r13


ENUMERATED {supported}
OPTIONAL

}

PDCP-Parameters-v1430 ::=



SEQUENCE {


supportedUplinkOnlyROHC-Profiles-r14

SEQUENCE {



profile0x0006-r14





BOOLEAN


},


maxNumberROHC-ContextSessions-r14

ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}



DEFAULT cs16

}

PhyLayerParameters ::=



SEQUENCE {


ue-TxAntennaSelectionSupported

BOOLEAN,


ue-SpecificRefSigsSupported

BOOLEAN

}

PhyLayerParameters-v920 ::=

SEQUENCE {


enhancedDualLayerFDD-r9


ENUMERATED {supported}


OPTIONAL,


enhancedDualLayerTDD-r9


ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v9d0 ::=


SEQUENCE {


tm5-FDD-r9





ENUMERATED {supported}


OPTIONAL,


tm5-TDD-r9





ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1020 ::=


SEQUENCE {


twoAntennaPortsForPUCCH-r10



ENUMERATED {supported}




OPTIONAL,


tm9-With-8Tx-FDD-r10




ENUMERATED {supported}




OPTIONAL,


pmi-Disabling-r10





ENUMERATED {supported}




OPTIONAL,


crossCarrierScheduling-r10



ENUMERATED {supported}




OPTIONAL,


simultaneousPUCCH-PUSCH-r10



ENUMERATED {supported}




OPTIONAL,


multiClusterPUSCH-WithinCC-r10


ENUMERATED {supported}




OPTIONAL,


nonContiguousUL-RA-WithinCC-List-r10
NonContiguousUL-RA-WithinCC-List-r10
OPTIONAL

}

PhyLayerParameters-v1130 ::=


SEQUENCE {


crs-InterfHandl-r11





ENUMERATED {supported}




OPTIONAL,


ePDCCH-r11







ENUMERATED {supported}




OPTIONAL,


multiACK-CSI-Reporting-r11



ENUMERATED {supported}




OPTIONAL,


ss-CCH-InterfHandl-r11




ENUMERATED {supported}




OPTIONAL,


tdd-SpecialSubframe-r11




ENUMERATED {supported}




OPTIONAL,


txDiv-PUCCH1b-ChSelect-r11



ENUMERATED {supported}




OPTIONAL,


ul-CoMP-r11







ENUMERATED {supported}




OPTIONAL

}

PhyLayerParameters-v1170 ::=


SEQUENCE {


interBandTDD-CA-WithDifferentConfig-r11
BIT STRING (SIZE (2))


OPTIONAL

}

PhyLayerParameters-v1250 ::=


SEQUENCE {


e-HARQ-Pattern-FDD-r12




ENUMERATED {supported}


OPTIONAL,


enhanced-4TxCodebook-r12



ENUMERATED {supported}


OPTIONAL,


tdd-FDD-CA-PCellDuplex-r12



BIT STRING (SIZE (2))


OPTIONAL,


phy-TDD-ReConfig-TDD-PCell-r12


ENUMERATED {supported}


OPTIONAL,


phy-TDD-ReConfig-FDD-PCell-r12


ENUMERATED {supported}


OPTIONAL,


pusch-FeedbackMode-r12




ENUMERATED {supported}


OPTIONAL,


pusch-SRS-PowerControl-SubframeSet-r12
ENUMERATED {supported}


OPTIONAL,


csi-SubframeSet-r12





ENUMERATED {supported}


OPTIONAL,

noResourceRestrictionForTTIBundling-r12
ENUMERATED {supported}


OPTIONAL,


discoverySignalsInDeactSCell-r12

ENUMERATED {supported}


OPTIONAL,


naics-Capability-List-r12



NAICS-Capability-List-r12

OPTIONAL
}

PhyLayerParameters-v1280 ::=


SEQUENCE {


alternativeTBS-Indices-r12



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1310 ::=


SEQUENCE {


aperiodicCSI-Reporting-r13



BIT STRING (SIZE (2))


OPTIONAL,


codebook-HARQ-ACK-r13




BIT STRING (SIZE (2))


OPTIONAL,


crossCarrierScheduling-B5C-r13


ENUMERATED {supported}


OPTIONAL,


fdd-HARQ-TimingTDD-r13




ENUMERATED {supported}


OPTIONAL,


maxNumberUpdatedCSI-Proc-r13


INTEGER(5..32)




OPTIONAL,


pucch-Format4-r13





ENUMERATED {supported}


OPTIONAL,


pucch-Format5-r13





ENUMERATED {supported}


OPTIONAL,


pucch-SCell-r13






ENUMERATED {supported}


OPTIONAL,


spatialBundling-HARQ-ACK-r13


ENUMERATED {supported}


OPTIONAL,


supportedBlindDecoding-r13



SEQUENCE {



maxNumberDecoding-r13




INTEGER(1..32)




OPTIONAL,



pdcch-CandidateReductions-r13


ENUMERATED {supported}


OPTIONAL,



skipMonitoringDCI-Format0-1A-r13

ENUMERATED {supported}


OPTIONAL


}

















OPTIONAL,


uci-PUSCH-Ext-r13





ENUMERATED {supported}


OPTIONAL,


crs-InterfMitigationTM10-r13


ENUMERATED {supported}


OPTIONAL,


pdsch-CollisionHandling-r13



ENUMERATED {supported}


OPTIONAL

}

PhyLayerParameters-v1320 ::=


SEQUENCE {


mimo-UE-Parameters-r13




MIMO-UE-Parameters-r13


OPTIONAL

}

PhyLayerParameters-v1330 ::=


SEQUENCE {


cch-InterfMitigation-RefRecTypeA-r13
ENUMERATED {supported}


OPTIONAL,


cch-InterfMitigation-RefRecTypeB-r13
ENUMERATED {supported}


OPTIONAL,


cch-InterfMitigation-MaxNumCCs-r13

INTEGER (1.. maxServCell-r13)
OPTIONAL,


crs-InterfMitigationTM1toTM9-r13

INTEGER (1.. maxServCell-r13)
OPTIONAL

}

PhyLayerParameters-v1430 ::=


SEQUENCE {


ce-PUSCH-NB-MaxTBS-r14




ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-PUSCH-MaxBandwidth-r14


ENUMERATED {bw5, bw20}


OPTIONAL,


ce-HARQ-AckBundling-r14




ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-TenProcesses-r14



ENUMERATED {supported}


OPTIONAL,


ce-RetuningSymbols-r14




ENUMERATED {n0, n1}



OPTIONAL,


ce-PDSCH-PUSCH-Enhancement-r14


ENUMERATED {supported}


OPTIONAL,


ce-SchedulingEnhancement-r14


ENUMERATED {supported}


OPTIONAL,


ce-SRS-Enhancement-r14




ENUMERATED {supported}


OPTIONAL,


ce-PUCCH-Enhancement-r14



ENUMERATED {supported}


OPTIONAL,


ce-ClosedLoopTxAntennaSelection-r14

ENUMERATED {supported}


OPTIONAL,


tdd-SpecialSubframe-r14




ENUMERATED {supported}


OPTIONAL,


tdd-TTI-Bundling-r14




ENUMERATED {supported}


OPTIONAL,


dmrs-LessUpPTS-r14





ENUMERATED {supported}


OPTIONAL,


mimo-UE-Parameters-v1430



MIMO-UE-Parameters-v1430

OPTIONAL,


alternativeTBS-Index-r14



ENUMERATED {supported}


OPTIONAL,


feMBMS-Unicast-Parameters-r14


FeMBMS-Unicast-Parameters-r14
OPTIONAL

}

PhyLayerParameters-v1450 ::=


SEQUENCE {


ce-SRS-EnhancementWithoutComb4-r14

ENUMERATED {supported}


OPTIONAL,


crs-LessDwPTS-r14





ENUMERATED {supported}


OPTIONAL}

PhyLayerParameters-v15xy ::=



SEQUENCE {


ce-CRS-Muting-r15





ENUMERATED {supported}


OPTIONAL,

ce-CQI-AlternativeTable-r15



ENUMERATED {supported}


OPTIONAL,

ce-PDSCH-FlexibleStartPRB-CE-ModeA-r15
ENUMERATED {supported}


OPTIONAL,

ce-PDSCH-FlexibleStartPRB-CE-ModeB-r15
ENUMERATED {supported}


OPTIONAL,


ce-PDSCH-64QAM-r15





ENUMERATED {supported}


OPTIONAL,


ce-PUSCH-FlexibleStartPRB-CE-ModeA-r15
ENUMERATED {supported}


OPTIONAL,


ce-PUSCH-FlexibleStartPRB-CE-ModeB-r15
ENUMERATED {supported}


OPTIONAL,

ce-PUSCH-SubPRB-Allocation-r15


ENUMERATED {supported}


OPTIONAL,

ce-UL-HARQ-ACK-Feedback-r15



ENUMERATED {supported}


OPTIONAL,

wakeUpSignal-r15





ENUMERATED {supported}


OPTIONAL,

wakeUpSignalMinGap-eDRX-r15



ENUMERATED {ms40, ms240, ms1000, ms2000}


OPTIONAL
}

MIMO-UE-Parameters-r13 ::=



SEQUENCE {


parametersTM9-r13





MIMO-UE-ParametersPerTM-r13

OPTIONAL,


parametersTM10-r13





MIMO-UE-ParametersPerTM-r13

OPTIONAL,


srs-EnhancementsTDD-r13




ENUMERATED {supported}


OPTIONAL,


srs-Enhancements-r13




ENUMERATED {supported}


OPTIONAL,


interferenceMeasRestriction-r13


ENUMERATED {supported}


OPTIONAL

}

MIMO-UE-Parameters-v1430 ::=


SEQUENCE {


parametersTM9-v1430





MIMO-UE-ParametersPerTM-v1430
OPTIONAL,


parametersTM10-v1430




MIMO-UE-ParametersPerTM-v1430
OPTIONAL

}

MIMO-UE-ParametersPerTM-r13 ::=


SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-UE-BeamformedCapabilities-r13
OPTIONAL,


channelMeasRestriction-r13



ENUMERATED {supported}



OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {supported}



OPTIONAL,


csi-RS-EnhancementsTDD-r13



ENUMERATED {supported}



OPTIONAL

}

MIMO-UE-ParametersPerTM-v1430 ::=

SEQUENCE {


nzp-CSI-RS-AperiodicInfo-r14


SEQUENCE {



nMaxProc-r14






INTEGER(5..32),



nMaxResource-r14





ENUMERATED {ffs1, ffs2, ffs3, ffs4}


}


















OPTIONAL,


nzp-CSI-RS-PeriodicInfo-r14



SEQUENCE {



nMaxResource-r14





ENUMERATED {ffs1, ffs2, ffs3, ffs4}


}


















OPTIONAL,


zp-CSI-RS-AperiodicInfo-r14




ENUMERATED {supported}


OPTIONAL,


ul-dmrs-Enhancements-r14



ENUMERATED {supported}



OPTIONAL,


densityReductionNP-r14




ENUMERATED {supported}



OPTIONAL,


densityReductionBF-r14




ENUMERATED {supported}



OPTIONAL,


hybridCSI-r14






ENUMERATED {supported}



OPTIONAL,


semiOL-r14







ENUMERATED {supported}



OPTIONAL,


csi-ReportingNP-r14





ENUMERATED {supported}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {supported}



OPTIONAL

}

MIMO-CA-ParametersPerBoBC-r13 ::=

SEQUENCE {


parametersTM9-r13





MIMO-CA-ParametersPerBoBCPerTM-r13

OPTIONAL,


parametersTM10-r13





MIMO-CA-ParametersPerBoBCPerTM-r13

OPTIONAL

}

MIMO-CA-ParametersPerBPC-r15 ::=

SEQUENCE {


parametersTM9-r15





MIMO-CA-ParametersPerBPCPerTM-r15
OPTIONAL,


parametersTM10-r15





MIMO-CA-ParametersPerBPCPerTM-r15
OPTIONAL

}

MIMO-CA-ParametersPerBoBC-v1430 ::=

SEQUENCE {


parametersTM9-v1430





MIMO-CA-ParametersPerBoBCPerTM-v1430
OPTIONAL,


parametersTM10-v1430




MIMO-CA-ParametersPerBoBCPerTM-v1430
OPTIONAL

}

MIMO-CA-ParametersPerBoBCPerTM-r13 ::=
SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-BeamformedCapabilityList-r13
OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {different}



OPTIONAL

}

MIMO-CA-ParametersPerBoBCPerTM-v1430 ::=
SEQUENCE {


csi-ReportingNP-r14





ENUMERATED {different}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {different}



OPTIONAL

}

MIMO-CA-ParametersPerBPCPerTM-r15 ::=
SEQUENCE {


nonPrecoded-r13






MIMO-NonPrecodedCapabilities-r13
OPTIONAL,


beamformed-r13






MIMO-BeamformedCapabilityList-r13
OPTIONAL,


dmrs-Enhancements-r13




ENUMERATED {different}



OPTIONAL,


csi-ReportingNP-r14





ENUMERATED {different}



OPTIONAL,


csi-ReportingAdvanced-r14



ENUMERATED {different}



OPTIONAL

}

MIMO-NonPrecodedCapabilities-r13 ::=
SEQUENCE {


config1-r13







ENUMERATED {supported}


OPTIONAL,


config2-r13







ENUMERATED {supported}


OPTIONAL,


config3-r13







ENUMERATED {supported}


OPTIONAL,


config4-r13







ENUMERATED {supported}


OPTIONAL

}

MIMO-UE-BeamformedCapabilities-r13 ::=

SEQUENCE {


altCodebook-r13






ENUMERATED {supported}


OPTIONAL,


mimo-BeamformedCapabilities-r13


MIMO-BeamformedCapabilityList-r13

}

MIMO-BeamformedCapabilityList-r13 ::=

SEQUENCE (SIZE (1..maxCSI-Proc-r11)) OF MIMO-BeamformedCapabilities-r13

MIMO-BeamformedCapabilities-r13 ::=

SEQUENCE {


k-Max-r13







INTEGER (1..8),


n-MaxList-r13






BIT STRING (SIZE (1..7))

OPTIONAL

 }

NonContiguousUL-RA-WithinCC-List-r10 ::= SEQUENCE (SIZE (1..maxBands)) OF NonContiguousUL-RA-WithinCC-r10

NonContiguousUL-RA-WithinCC-r10 ::=

SEQUENCE {


nonContiguousUL-RA-WithinCC-Info-r10
ENUMERATED {supported}




OPTIONAL

}

RF-Parameters ::=




SEQUENCE {


supportedBandListEUTRA



SupportedBandListEUTRA

}

RF-Parameters-v9e0 ::=




SEQUENCE {


supportedBandListEUTRA-v9e0



SupportedBandListEUTRA-v9e0



OPTIONAL

}

RF-Parameters-v1020 ::=



SEQUENCE {


supportedBandCombination-r10


SupportedBandCombination-r10

}

RF-Parameters-v1060 ::=



SEQUENCE {


supportedBandCombinationExt-r10


SupportedBandCombinationExt-r10

}

RF-Parameters-v1090 ::=




SEQUENCE {


supportedBandCombination-v1090


SupportedBandCombination-v1090


OPTIONAL

}

RF-Parameters-v10f0 ::=




SEQUENCE {


modifiedMPR-Behavior-r10




BIT STRING (SIZE (32))



OPTIONAL

}

RF-Parameters-v10i0 ::=




SEQUENCE {


supportedBandCombination-v10i0


SupportedBandCombination-v10i0


OPTIONAL

}

RF-Parameters-v10j0 ::=




SEQUENCE {


multiNS-Pmax-r10





ENUMERATED {supported}




OPTIONAL

}

RF-Parameters-v1130 ::=



SEQUENCE {


supportedBandCombination-v1130


SupportedBandCombination-v1130


OPTIONAL

}

RF-Parameters-v1180 ::=



SEQUENCE {


freqBandRetrieval-r11




ENUMERATED {supported}


OPTIONAL,


requestedBands-r11





SEQUENCE (SIZE (1.. maxBands)) OF FreqBandIndicator-r11





OPTIONAL,


supportedBandCombinationAdd-r11


SupportedBandCombinationAdd-r11

OPTIONAL

}

RF-Parameters-v11d0 ::=




SEQUENCE {


supportedBandCombinationAdd-v11d0

SupportedBandCombinationAdd-v11d0

OPTIONAL

}

RF-Parameters-v1250 ::=



SEQUENCE {


supportedBandListEUTRA-v1250



SupportedBandListEUTRA-v1250


OPTIONAL,

supportedBandCombination-v1250


SupportedBandCombination-v1250


OPTIONAL,


supportedBandCombinationAdd-v1250

SupportedBandCombinationAdd-v1250

OPTIONAL,


freqBandPriorityAdjustment-r12


ENUMERATED {supported}




OPTIONAL
}

RF-Parameters-v1270 ::=



SEQUENCE {


supportedBandCombination-v1270


SupportedBandCombination-v1270


OPTIONAL,


supportedBandCombinationAdd-v1270

SupportedBandCombinationAdd-v1270

OPTIONAL

}

RF-Parameters-v1310 ::=



SEQUENCE {


eNB-RequestedParameters-r13


SEQUENCE {



reducedIntNonContCombRequested-r13
ENUMERATED {true}





OPTIONAL,



requestedCCsDL-r13




INTEGER (2..32)






OPTIONAL,



requestedCCsUL-r13




INTEGER (2..32)






OPTIONAL,



skipFallbackCombRequested-r13

ENUMERATED {true}





OPTIONAL


}



















OPTIONAL,


maximumCCsRetrieval-r13




ENUMERATED {supported}




OPTIONAL,


skipFallbackCombinations-r13


ENUMERATED {supported}




OPTIONAL,


reducedIntNonContComb-r13



ENUMERATED {supported}




OPTIONAL,


supportedBandListEUTRA-v1310


SupportedBandListEUTRA-v1310


OPTIONAL,


supportedBandCombinationReduced-r13

SupportedBandCombinationReduced-r13

OPTIONAL

}

RF-Parameters-v1320 ::=



SEQUENCE {


supportedBandListEUTRA-v1320


SupportedBandListEUTRA-v1320


OPTIONAL,


supportedBandCombination-v1320


SupportedBandCombination-v1320


OPTIONAL,


supportedBandCombinationAdd-v1320

SupportedBandCombinationAdd-v1320

OPTIONAL,


supportedBandCombinationReduced-v1320
SupportedBandCombinationReduced-v1320
OPTIONAL

}

RF-Parameters-v1380 ::=



SEQUENCE {


supportedBandCombination-v1380


SupportedBandCombination-v1380


OPTIONAL,


supportedBandCombinationAdd-v1380

SupportedBandCombinationAdd-v1380

OPTIONAL,


supportedBandCombinationReduced-v1380
SupportedBandCombinationReduced-v1380
OPTIONAL

}

RF-Parameters-v1390 ::=



SEQUENCE {


supportedBandCombination-v1390


SupportedBandCombination-v1390


OPTIONAL,


supportedBandCombinationAdd-v1390

SupportedBandCombinationAdd-v1390

OPTIONAL,


supportedBandCombinationReduced-v1390
SupportedBandCombinationReduced-v1390
OPTIONAL

}

RF-Parameters-v12b0 ::=



SEQUENCE {


maxLayersMIMO-Indication-r12


ENUMERATED {supported}




OPTIONAL

}

RF-Parameters-v1430 ::=



SEQUENCE {


supportedBandCombination-v1430


SupportedBandCombination-v1430


OPTIONAL,


supportedBandCombinationAdd-v1430

SupportedBandCombinationAdd-v1430

OPTIONAL,


supportedBandCombinationReduced-v1430
SupportedBandCombinationReduced-v1430
OPTIONAL,


eNB-RequestedParameters-v1430


SEQUENCE {



requestedDiffFallbackCombList-r14

BandCombinationList-r14


}



















OPTIONAL,


diffFallbackCombReport-r14



ENUMERATED {supported}




OPTIONAL

}

RF-Parameters-v1450 ::=



SEQUENCE {


supportedBandCombination-v1450


SupportedBandCombination-v1450


OPTIONAL,


supportedBandCombinationAdd-v1450

SupportedBandCombinationAdd-v1450

OPTIONAL,


supportedBandCombinationReduced-v1450
SupportedBandCombinationReduced-v1450
OPTIONAL

}

RF-Parameters-v15xy ::=



SEQUENCE {


powerClass-14dBm-r15





ENUMERATED {supported}




OPTIONAL
}

SupportedBandCombination-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-r10

SupportedBandCombinationExt-r10 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParametersExt-r10

SupportedBandCombination-v1090 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1090

SupportedBandCombination-v10i0 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v10i0

SupportedBandCombination-v1130 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1130

SupportedBandCombination-v1250 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1250

SupportedBandCombination-v1270 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1270

SupportedBandCombination-v1320 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1320

SupportedBandCombination-v1380 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1380

SupportedBandCombination-v1390 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1390

SupportedBandCombination-v1430 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1430

SupportedBandCombination-v1450 ::= SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandCombinationParameters-v1450

SupportedBandCombinationAdd-r11 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-r11

SupportedBandCombinationAdd-v11d0 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v10i0

SupportedBandCombinationAdd-v1250 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1250

SupportedBandCombinationAdd-v1270 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1270

SupportedBandCombinationAdd-v1320 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1320

SupportedBandCombinationAdd-v1380 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1380

SupportedBandCombinationAdd-v1390 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1390

SupportedBandCombinationAdd-v1430 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1430

SupportedBandCombinationAdd-v1450 ::= SEQUENCE (SIZE (1..maxBandComb-r11)) OF BandCombinationParameters-v1450

SupportedBandCombinationReduced-r13 ::=
SEQUENCE (SIZE (1..maxBandComb-r13)) OF BandCombinationParameters-r13

SupportedBandCombinationReduced-v1320 ::=
SEQUENCE (SIZE (1..maxBandComb-r13)) OF BandCombinationParameters-v1320

SupportedBandCombinationReduced-v1380 ::=
SEQUENCE (SIZE (1..maxBandComb-r13)) OF BandCombinationParameters-v1380

SupportedBandCombinationReduced-v1390 ::=
SEQUENCE (SIZE (1..maxBandComb-r13)) OF BandCombinationParameters-v1390

SupportedBandCombinationReduced-v1430 ::=
SEQUENCE (SIZE (1..maxBandComb-r13)) OF BandCombinationParameters-v1430

SupportedBandCombinationReduced-v1450 ::=
SEQUENCE (SIZE (1..maxBandComb-r13)) OF BandCombinationParameters-v1450

BandCombinationParameters-r10 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r10

BandCombinationParametersExt-r10 ::= SEQUENCE {


supportedBandwidthCombinationSet-r10
SupportedBandwidthCombinationSet-r10
OPTIONAL

}

BandCombinationParameters-v1090 ::= SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-v1090

BandCombinationParameters-v10i0::= SEQUENCE {


bandParameterList-v10i0


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-v10i0
OPTIONAL

}

BandCombinationParameters-v1130 ::=
SEQUENCE {


multipleTimingAdvance-r11

ENUMERATED {supported}




OPTIONAL,


simultaneousRx-Tx-r11


ENUMERATED {supported}




OPTIONAL,


bandParameterList-r11


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-v1130
OPTIONAL,


...

}

BandCombinationParameters-r11 ::=
SEQUENCE {


bandParameterList-r11


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-r11,


supportedBandwidthCombinationSet-r11
SupportedBandwidthCombinationSet-r10
OPTIONAL,


multipleTimingAdvance-r11

ENUMERATED {supported}




OPTIONAL,


simultaneousRx-Tx-r11


ENUMERATED {supported}




OPTIONAL,


bandInfoEUTRA-r11



BandInfoEUTRA,


...

}

BandCombinationParameters-v1250::= SEQUENCE {


dc-Support-r12




SEQUENCE {



asynchronous-r12



ENUMERATED {supported}


OPTIONAL,



supportedCellGrouping-r12

CHOICE {





threeEntries-r12



BIT STRING (SIZE(3)),





fourEntries-r12




BIT STRING (SIZE(7)),





fiveEntries-r12




BIT STRING (SIZE(15))



}















OPTIONAL


}
















OPTIONAL,


supportedNAICS-2CRS-AP-r12

BIT STRING (SIZE (1..maxNAICS-Entries-r12))

OPTIONAL,

commSupportedBandsPerBC-r12



BIT STRING (SIZE (1.. maxBands))

OPTIONAL,


...

}

BandCombinationParameters-v1270 ::= SEQUENCE {


bandParameterList-v1270


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-v1270

OPTIONAL

}

BandCombinationParameters-r13 ::=
SEQUENCE {


differentFallbackSupported-r13
ENUMERATED {true}



OPTIONAL,


bandParameterList-r13


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF BandParameters-r13,


supportedBandwidthCombinationSet-r13
SupportedBandwidthCombinationSet-r10
OPTIONAL,


multipleTimingAdvance-r13

ENUMERATED {supported}



OPTIONAL,


simultaneousRx-Tx-r13


ENUMERATED {supported}



OPTIONAL,


bandInfoEUTRA-r13



BandInfoEUTRA,


dc-Support-r13




SEQUENCE {



asynchronous-r13


ENUMERATED {supported}



OPTIONAL,



supportedCellGrouping-r13

CHOICE {





threeEntries-r13



BIT STRING (SIZE(3)),





fourEntries-r13




BIT STRING (SIZE(7)),





fiveEntries-r13




BIT STRING (SIZE(15))



}















OPTIONAL


}
















OPTIONAL,


supportedNAICS-2CRS-AP-r13

BIT STRING (SIZE (1..maxNAICS-Entries-r12))
OPTIONAL,


commSupportedBandsPerBC-r13

BIT STRING (SIZE (1.. maxBands))

OPTIONAL

}

BandCombinationParameters-v1320 ::= SEQUENCE {


bandParameterList-v1320


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-v1320

OPTIONAL,


additionalRx-Tx-PerformanceReq-r13

ENUMERATED {supported}




OPTIONAL

}

BandCombinationParameters-v1380 ::= SEQUENCE {


bandParameterList-v1380

SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-v1380

OPTIONAL

}

BandCombinationParameters-v1390 ::= SEQUENCE {


ue-CA-PowerClass-N-r13


ENUMERATED {class2}



OPTIONAL

}

BandCombinationParameters-v1430 ::= SEQUENCE {


bandParameterList-v1430


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-v1430

OPTIONAL,


v2x-SupportedTxBandCombListPerBC-r14


BIT STRING (SIZE (1.. maxBandComb-r13))

OPTIONAL,


v2x-SupportedRxBandCombListPerBC-r14


BIT STRING (SIZE (1.. maxBandComb-r13))

OPTIONAL

}

BandCombinationParameters-v1450 ::= SEQUENCE {


bandParameterList-v1450


SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




BandParameters-v1450

OPTIONAL

}

SupportedBandwidthCombinationSet-r10 ::=
BIT STRING (SIZE (1..maxBandwidthCombSet-r10))

BandParameters-r10 ::= SEQUENCE {


bandEUTRA-r10




FreqBandIndicator,


bandParametersUL-r10


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r10


BandParametersDL-r10




OPTIONAL

}

BandParameters-v1090 ::= SEQUENCE {


bandEUTRA-v1090




FreqBandIndicator-v9e0




OPTIONAL,


...

}

BandParameters-v10i0::= SEQUENCE {


bandParametersDL-v10i0

SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-v10i0

}

BandParameters-v1130 ::= SEQUENCE {


supportedCSI-Proc-r11


ENUMERATED {n1, n3, n4}

}

BandParameters-r11 ::= SEQUENCE {


bandEUTRA-r11




FreqBandIndicator-r11,


bandParametersUL-r11


BandParametersUL-r10




OPTIONAL,


bandParametersDL-r11


BandParametersDL-r10




OPTIONAL,


supportedCSI-Proc-r11


ENUMERATED {n1, n3, n4}




OPTIONAL

}

BandParameters-v1270 ::= SEQUENCE {


bandParametersDL-v1270


SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-v1270

}

BandParameters-r13 ::= SEQUENCE {


bandEUTRA-r13




FreqBandIndicator-r11,


bandParametersUL-r13



BandParametersUL-r13



OPTIONAL,


bandParametersDL-r13



BandParametersDL-r13



OPTIONAL,


supportedCSI-Proc-r13


ENUMERATED {n1, n3, n4}


OPTIONAL

}

BandParameters-v1320 ::= SEQUENCE {


bandParametersDL-v1320


MIMO-CA-ParametersPerBoBC-r13

}

BandParameters-v1380 ::=
SEQUENCE {


txAntennaSwitchDL-r13


INTEGER (1..32)




OPTIONAL,


txAntennaSwitchUL-r13


INTEGER (1..32)




OPTIONAL

}

BandParameters-v1430 ::= SEQUENCE {


bandParametersDL-v1430


MIMO-CA-ParametersPerBoBC-v1430
OPTIONAL,


ul-256QAM-r14





ENUMERATED {supported}

OPTIONAL,


ul-256QAM-perCC-InfoList-r14

SEQUENCE (SIZE (2..maxServCell-r13)) OF UL-256QAM-perCC-Info-r14

OPTIONAL,


retuningTimeInfoBandList-r14

SEQUENCE (SIZE (1..maxSimultaneousBands-r10)) OF




RetuningTimeInfo-r14
OPTIONAL

}

BandParameters-v1450 ::= SEQUENCE {


must-CapabilityPerBand-r14

MUST-Parameters-r14

OPTIONAL

}

V2X-BandParameters-r14 ::= SEQUENCE {


v2x-FreqBandEUTRA-r14


FreqBandIndicator-r11,


bandParametersTxSL-r14


BandParametersTxSL-r14



OPTIONAL,


bandParametersRxSL-r14


BandParametersRxSL-r14



OPTIONAL

}

BandParametersTxSL-r14 ::= SEQUENCE {


v2x-BandwidthClassTxSL-r14

V2X-BandwidthClassSL-r14,


v2x-eNB-Scheduled-r14


ENUMERATED {supported}



OPTIONAL,


v2x-HighPower-r14



ENUMERATED {supported}



OPTIONAL

}

BandParametersRxSL-r14 ::= SEQUENCE {


v2x-BandwidthClassRxSL-r14

V2X-BandwidthClassSL-r14,


v2x-HighReception-r14


ENUMERATED {supported}



OPTIONAL

}

V2X-BandwidthClassSL-r14 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF V2X-BandwidthClass-r14

UL-256QAM-perCC-Info-r14 ::= SEQUENCE {


ul-256QAM-perCC-r14


ENUMERATED {supported}



OPTIONAL

}

BandParametersUL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersUL-r10

BandParametersUL-r13 ::= CA-MIMO-ParametersUL-r10

CA-MIMO-ParametersUL-r10 ::= SEQUENCE {


ca-BandwidthClassUL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityUL-r10

MIMO-CapabilityUL-r10



OPTIONAL

}

BandParametersDL-r10 ::= SEQUENCE (SIZE (1..maxBandwidthClass-r10)) OF CA-MIMO-ParametersDL-r10

BandParametersDL-r13 ::= CA-MIMO-ParametersDL-r13

CA-MIMO-ParametersDL-r10 ::= SEQUENCE {


ca-BandwidthClassDL-r10



CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r10

MIMO-CapabilityDL-r10



OPTIONAL

}

CA-MIMO-ParametersDL-v10i0 ::= SEQUENCE {


fourLayerTM3-TM4-r10



ENUMERATED {supported}



OPTIONAL

}

CA-MIMO-ParametersDL-v1270 ::= SEQUENCE {


intraBandContiguousCC-InfoList-r12


SEQUENCE (SIZE (1..maxServCell-r10)) OF IntraBandContiguousCC-Info-r12

}

CA-MIMO-ParametersDL-r13 ::= SEQUENCE {


ca-BandwidthClassDL-r13




CA-BandwidthClass-r10,


supportedMIMO-CapabilityDL-r13


MIMO-CapabilityDL-r10



OPTIONAL,


fourLayerTM3-TM4-r13





ENUMERATED {supported}



OPTIONAL,


intraBandContiguousCC-InfoList-r13

SEQUENCE (SIZE (1..maxServCell-r13)) OF IntraBandContiguousCC-Info-r12

}

IntraBandContiguousCC-Info-r12 ::= SEQUENCE {


fourLayerTM3-TM4-perCC-r12


ENUMERATED {supported}



OPTIONAL,


supportedMIMO-CapabilityDL-r12

MIMO-CapabilityDL-r10



OPTIONAL,


supportedCSI-Proc-r12



ENUMERATED {n1, n3, n4}



OPTIONAL

}

CA-BandwidthClass-r10 ::= ENUMERATED {a, b, c, d, e, f, ...}

V2X-BandwidthClass-r14 ::= ENUMERATED {a, b, c, d, e, f, ...}

MIMO-CapabilityUL-r10 ::= ENUMERATED {twoLayers, fourLayers}

MIMO-CapabilityDL-r10 ::= ENUMERATED {twoLayers, fourLayers, eightLayers}

MUST-Parameters-r14 ::= SEQUENCE {


must-TM234-UpTo2Tx-r14





ENUMERATED {supported}

OPTIONAL,


must-TM89-UpToOneInterferingLayer-r14

ENUMERATED {supported}

OPTIONAL,


must-TM10-UpToOneInterferingLayer-r14

ENUMERATED {supported}

OPTIONAL,


must-TM89-UpToThreeInterferingLayers-r14
ENUMERATED {supported}

OPTIONAL,


must-TM10-UpToThreeInterferingLayers-r14
ENUMERATED {supported}

OPTIONAL

}

SupportedBandListEUTRA ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA

SupportedBandListEUTRA-v9e0::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v9e0

SupportedBandListEUTRA-v1250 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v1250
SupportedBandListEUTRA-v1310 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v1310

SupportedBandListEUTRA-v1320 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandEUTRA-v1320

SupportedBandEUTRA ::=



SEQUENCE {


bandEUTRA






FreqBandIndicator,


halfDuplex






BOOLEAN

}

SupportedBandEUTRA-v9e0 ::=

SEQUENCE {


bandEUTRA-v9e0





FreqBandIndicator-v9e0

OPTIONAL

}

SupportedBandEUTRA-v1250 ::=

SEQUENCE {

dl-256QAM-r12





ENUMERATED {supported}

OPTIONAL,


ul-64QAM-r12





ENUMERATED {supported}

OPTIONAL

}

SupportedBandEUTRA-v1310 ::=

SEQUENCE {


ue-PowerClass-5-r13


ENUMERATED {supported}

OPTIONAL

}

SupportedBandEUTRA-v1320 ::=

SEQUENCE {


intraFreq-CE-NeedForGaps-r13



ENUMERATED {supported}



OPTIONAL,


ue-PowerClass-N-r13


ENUMERATED {class1, class2, class4}

OPTIONAL

}

MeasParameters ::=




SEQUENCE {


bandListEUTRA





BandListEUTRA

}

MeasParameters-v1020 ::=


SEQUENCE {


bandCombinationListEUTRA-r10


BandCombinationListEUTRA-r10

}

MeasParameters-v1130 ::=


SEQUENCE {


rsrqMeasWideband-r11


ENUMERATED {supported}




OPTIONAL

}

MeasParameters-v11a0 ::=


SEQUENCE {


benefitsFromInterruption-r11


ENUMERATED {true}



OPTIONAL

}

MeasParameters-v1250 ::=


SEQUENCE {



timerT312-r12





ENUMERATED {supported}

OPTIONAL,


alternativeTimeToTrigger-r12

ENUMERATED {supported}

OPTIONAL,


incMonEUTRA-r12





ENUMERATED {supported}

OPTIONAL,


incMonUTRA-r12





ENUMERATED {supported}

OPTIONAL,


extendedMaxMeasId-r12



ENUMERATED {supported}

OPTIONAL,


extendedRSRQ-LowerRange-r12


ENUMERATED {supported}

OPTIONAL,


rsrq-OnAllSymbols-r12



ENUMERATED {supported}

OPTIONAL,


crs-DiscoverySignalsMeas-r12

ENUMERATED {supported}

OPTIONAL,


csi-RS-DiscoverySignalsMeas-r12

ENUMERATED {supported}

OPTIONAL

}

MeasParameters-v1310 ::=


SEQUENCE {


rs-SINR-Meas-r13





ENUMERATED {supported}

OPTIONAL,


whiteCellList-r13





ENUMERATED {supported}

OPTIONAL,


extendedMaxObjectId-r13




ENUMERATED {supported}

OPTIONAL,


ul-PDCP-Delay-r13





ENUMERATED {supported}

OPTIONAL,


extendedFreqPriorities-r13



ENUMERATED {supported}

OPTIONAL,


multiBandInfoReport-r13




ENUMERATED {supported}

OPTIONAL,


rssi-AndChannelOccupancyReporting-r13
ENUMERATED {supported}

OPTIONAL

}

MeasParameters-v1430 ::=


SEQUENCE {


ceMeasurements-r14





ENUMERATED {supported}

OPTIONAL,


ncsg-r14







ENUMERATED {supported}



OPTIONAL,


shortMeasurementGap-r14




ENUMERATED {supported}



OPTIONAL,


perServingCellMeasurementGap-r14

ENUMERATED {supported}



OPTIONAL,


nonUniformGap-r14





ENUMERATED {supported}



OPTIONAL

}

BandListEUTRA ::=




SEQUENCE (SIZE (1..maxBands)) OF BandInfoEUTRA

BandCombinationListEUTRA-r10 ::=
SEQUENCE (SIZE (1..maxBandComb-r10)) OF BandInfoEUTRA

BandInfoEUTRA ::=




SEQUENCE {


interFreqBandList




InterFreqBandList,


interRAT-BandList




InterRAT-BandList

OPTIONAL

}

InterFreqBandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterFreqBandInfo

InterFreqBandInfo ::=



SEQUENCE {


interFreqNeedForGaps



BOOLEAN

}

InterRAT-BandList ::=



SEQUENCE (SIZE (1..maxBands)) OF InterRAT-BandInfo

InterRAT-BandInfo ::=



SEQUENCE {


interRAT-NeedForGaps



BOOLEAN

}

IRAT-ParametersNR-r15 ::=

SEQUENCE {


en-DC-r15





ENUMERATED {supported}





OPTIONAL,


supportedBandListNR-r15


SupportedBandListNR-r15





OPTIONAL

}

PDCP-ParametersNR-r15 ::=

SEQUENCE {


rohc-Profiles-r15




ROHC-ProfileSupportList-r15,


rohc-ContextMaxSessions-r15


ENUMERATED {












cs2, cs4, cs8, cs12, cs16, cs24, cs32,












cs48, cs64, cs128, cs256, cs512, cs1024,












cs16384, spare2, spare1}


DEFAULT cs16,


rohc-ProfilesUL-Only-r15



SEQUENCE {



profile0x0006-r15





BOOLEAN


},


rohc-ContextContinue-r15


ENUMERATED {supported}



OPTIONAL,


outOfOrderDelivery-r15



ENUMERATED {supported}



OPTIONAL,


sn-SizeLo-r15





ENUMERATED {supported}



OPTIONAL,


ims-VoiceOverNR-PDCP-MCG-Bearer-r15
ENUMERATED {supported}



OPTIONAL,


ims-VoiceOverNR-PDCP-SCG-Bearer-r15
ENUMERATED {supported}



OPTIONAL

}

ROHC-ProfileSupportList-r15 ::=
SEQUENCE {


profile0x0001-r15




BOOLEAN,


profile0x0002-r15




BOOLEAN,


profile0x0003-r15




BOOLEAN,


profile0x0004-r15




BOOLEAN,


profile0x0006-r15




BOOLEAN,


profile0x0101-r15




BOOLEAN,


profile0x0102-r15




BOOLEAN,


profile0x0103-r15




BOOLEAN,


profile0x0104-r15




BOOLEAN

}

SupportedBandListNR-r15 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandNR-r15

SupportedBandNR-r15 ::=


SEQUENCE {


bandNR-r15






FreqBandIndicatorNR-r15

}

FreqBandIndicatorNR-r15 ::=


INTEGER (1.. maxFBI-NR-r15)

IRAT-ParametersUTRA-FDD ::=

SEQUENCE {


supportedBandListUTRA-FDD


SupportedBandListUTRA-FDD

}

IRAT-ParametersUTRA-v920 ::=

SEQUENCE {


e-RedirectionUTRA-r9



ENUMERATED {supported}

}

IRAT-ParametersUTRA-v9c0 ::=

SEQUENCE {


voiceOverPS-HS-UTRA-FDD-r9





ENUMERATED {supported}

OPTIONAL,


voiceOverPS-HS-UTRA-TDD128-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToUTRA-FDD-r9



ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-FDD-ToGERAN-r9




ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToUTRA-TDD128-r9


ENUMERATED {supported}

OPTIONAL,


srvcc-FromUTRA-TDD128-ToGERAN-r9



ENUMERATED {supported}

OPTIONAL

}

IRAT-ParametersUTRA-v9h0 ::=

SEQUENCE {


mfbi-UTRA-r9





ENUMERATED {supported}

}

SupportedBandListUTRA-FDD ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-FDD

SupportedBandUTRA-FDD ::=


ENUMERATED {











bandI, bandII, bandIII, bandIV, bandV, bandVI,











bandVII, bandVIII, bandIX, bandX, bandXI,











bandXII, bandXIII, bandXIV, bandXV, bandXVI, ...,











bandXVII-8a0, bandXVIII-8a0, bandXIX-8a0, bandXX-8a0,











bandXXI-8a0, bandXXII-8a0, bandXXIII-8a0, bandXXIV-8a0,











bandXXV-8a0, bandXXVI-8a0, bandXXVII-8a0, bandXXVIII-8a0,











bandXXIX-8a0, bandXXX-8a0, bandXXXI-8a0, bandXXXII-8a0}

IRAT-ParametersUTRA-TDD128 ::=

SEQUENCE {


supportedBandListUTRA-TDD128

SupportedBandListUTRA-TDD128

}

SupportedBandListUTRA-TDD128 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD128

SupportedBandUTRA-TDD128 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD384 ::=

SEQUENCE {


supportedBandListUTRA-TDD384

SupportedBandListUTRA-TDD384

}

SupportedBandListUTRA-TDD384 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD384

SupportedBandUTRA-TDD384 ::=

ENUMERATED {












a, b, c, d, e, f, g, h, i, j, k, l, m, n,












o, p, ...}

IRAT-ParametersUTRA-TDD768 ::=

SEQUENCE {


supportedBandListUTRA-TDD768

SupportedBandListUTRA-TDD768

}

SupportedBandListUTRA-TDD768 ::=
SEQUENCE (SIZE (1..maxBands)) OF SupportedBandUTRA-TDD768

SupportedBandUTRA-TDD768 ::=

ENUMERATED {











a, b, c, d, e, f, g, h, i, j, k, l, m, n,











o, p, ...}

IRAT-ParametersUTRA-TDD-v1020 ::=

SEQUENCE {


e-RedirectionUTRA-TDD-r10



ENUMERATED {supported}

}

IRAT-ParametersGERAN ::=


SEQUENCE {


supportedBandListGERAN



SupportedBandListGERAN,


interRAT-PS-HO-ToGERAN



BOOLEAN

}

IRAT-ParametersGERAN-v920 ::=

SEQUENCE {


dtm-r9







ENUMERATED {supported}


OPTIONAL,


e-RedirectionGERAN-r9



ENUMERATED {supported}


OPTIONAL

}

SupportedBandListGERAN ::=


SEQUENCE (SIZE (1..maxBands)) OF SupportedBandGERAN

SupportedBandGERAN ::=



ENUMERATED {











gsm450, gsm480, gsm710, gsm750, gsm810, gsm850,











gsm900P, gsm900E, gsm900R, gsm1800, gsm1900,











spare5, spare4, spare3, spare2, spare1, ...}

IRAT-ParametersCDMA2000-HRPD ::=
SEQUENCE {


supportedBandListHRPD



SupportedBandListHRPD,


tx-ConfigHRPD





ENUMERATED {single, dual},


rx-ConfigHRPD





ENUMERATED {single, dual}

}

SupportedBandListHRPD ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersCDMA2000-1XRTT ::=
SEQUENCE {


supportedBandList1XRTT



SupportedBandList1XRTT,


tx-Config1XRTT





ENUMERATED {single, dual},


rx-Config1XRTT





ENUMERATED {single, dual}

}

IRAT-ParametersCDMA2000-1XRTT-v920 ::=
SEQUENCE {


e-CSFB-1XRTT-r9





ENUMERATED {supported},


e-CSFB-ConcPS-Mob1XRTT-r9


ENUMERATED {supported}


OPTIONAL

}

IRAT-ParametersCDMA2000-1XRTT-v1020 ::=
SEQUENCE {


e-CSFB-dual-1XRTT-r10



ENUMERATED {supported}

}

IRAT-ParametersCDMA2000-v1130 ::=

SEQUENCE {


cdma2000-NW-Sharing-r11




ENUMERATED {supported}

OPTIONAL

}

SupportedBandList1XRTT ::=


SEQUENCE (SIZE (1..maxCDMA-BandClass)) OF BandclassCDMA2000

IRAT-ParametersWLAN-r13 ::=

SEQUENCE {


supportedBandListWLAN-r13

SEQUENCE (SIZE (1..maxWLAN-Bands-r13)) OF WLAN-BandIndicator-r13




OPTIONAL

}

CSG-ProximityIndicationParameters-r9 ::=
SEQUENCE {


intraFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


interFreqProximityIndication-r9
ENUMERATED {supported}


OPTIONAL,


utran-ProximityIndication-r9

ENUMERATED {supported}


OPTIONAL

}

NeighCellSI-AcquisitionParameters-r9 ::=
SEQUENCE {


intraFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


interFreqSI-AcquisitionForHO-r9
ENUMERATED {supported}


OPTIONAL,


utran-SI-AcquisitionForHO-r9

ENUMERATED {supported}


OPTIONAL

}

SON-Parameters-r9 ::=



SEQUENCE {


rach-Report-r9





ENUMERATED {supported}


OPTIONAL

}

UE-BasedNetwPerfMeasParameters-r10 ::=
SEQUENCE {


loggedMeasurementsIdle-r10



ENUMERATED {supported}

OPTIONAL,


standaloneGNSS-Location-r10



ENUMERATED {supported}

OPTIONAL

}

UE-BasedNetwPerfMeasParameters-v1250 ::=
SEQUENCE {


loggedMBSFNMeasurements-r12



ENUMERATED {supported}

}

UE-BasedNetwPerfMeasParameters-v1430 ::=
SEQUENCE {


locationReport-r14





ENUMERATED {supported}

OPTIONAL

}

OTDOA-PositioningCapabilities-r10 ::=
SEQUENCE {


otdoa-UE-Assisted-r10




ENUMERATED {supported},


interFreqRSTD-Measurement-r10


ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-r11 ::=



SEQUENCE {


inDeviceCoexInd-r11





ENUMERATED {supported}

OPTIONAL,


powerPrefInd-r11





ENUMERATED {supported}

OPTIONAL,


ue-Rx-TxTimeDiffMeasurements-r11

ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v11d0 ::=



SEQUENCE {


inDeviceCoexInd-UL-CA-r11



ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v1360 ::=
SEQUENCE {


inDeviceCoexInd-HardwareSharingInd-r13

ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v1430 ::=


SEQUENCE {


bwPrefInd-r14




ENUMERATED {supported}

OPTIONAL,


rlm-ReportSupport-r14


ENUMERATED {supported}

OPTIONAL

}

OtherParameters-v1450 ::=
SEQUENCE {


overheatingInd-r14



ENUMERATED {supported}

OPTIONAL

}

Other-Parameters-v1460 ::=
SEQUENCE {


nonCSG-SI-Reporting-r14


ENUMERATED {supported}

OPTIONAL

}

MBMS-Parameters-r11 ::=



SEQUENCE {


mbms-SCell-r11






ENUMERATED {supported}

OPTIONAL,


mbms-NonServingCell-r11




ENUMERATED {supported}

OPTIONAL

}

MBMS-Parameters-v1250 ::=



SEQUENCE {


mbms-AsyncDC-r12





ENUMERATED {supported}

OPTIONAL

}

MBMS-Parameters-v1430 ::=



SEQUENCE {


fembmsDedicatedCell-r14



ENUMERATED {supported}

OPTIONAL,


fembmsMixedCell-r14




ENUMERATED {supported}

OPTIONAL,


subcarrierSpacingMBMS-khz7dot5-r14
ENUMERATED {supported}

OPTIONAL,


subcarrierSpacingMBMS-khz1dot25-r14
ENUMERATED {supported}

OPTIONAL

}

FeMBMS-Unicast-Parameters-r14 ::=

SEQUENCE {


unicast-fembmsMixedSCell-r14


ENUMERATED {supported}

OPTIONAL,


emptyUnicastRegion-r14




ENUMERATED {supported}

OPTIONAL

}

SCPTM-Parameters-r13 ::=



SEQUENCE {


scptm-ParallelReception-r13




ENUMERATED {supported}

OPTIONAL,


scptm-SCell-r13







ENUMERATED {supported}

OPTIONAL,


scptm-NonServingCell-r13




ENUMERATED {supported}

OPTIONAL,


scptm-AsyncDC-r13






ENUMERATED {supported}

OPTIONAL

}

CE-Parameters-r13 ::=

SEQUENCE {


ce-ModeA-r13





ENUMERATED {supported}



OPTIONAL,


ce-ModeB-r13





ENUMERATED {supported}



OPTIONAL

}

CE-Parameters-v1320 ::=

SEQUENCE {


intraFreqA3-CE-ModeA-r13



ENUMERATED {supported}



OPTIONAL,


intraFreqA3-CE-ModeB-r13



ENUMERATED {supported}



OPTIONAL,


intraFreqHO-CE-ModeA-r13



ENUMERATED {supported}



OPTIONAL,


intraFreqHO-CE-ModeB-r13



ENUMERATED {supported}



OPTIONAL

}

CE-Parameters-v1350 ::=

SEQUENCE {


unicastFrequencyHopping-r13



ENUMERATED {supported}



OPTIONAL

}

CE-Parameters-v1370 ::=

SEQUENCE {


tm9-CE-ModeA-r13





ENUMERATED {supported}


OPTIONAL,


tm9-CE-ModeB-r13





ENUMERATED {supported}


OPTIONAL

}

CE-Parameters-v1380 ::=

SEQUENCE {


tm6-CE-ModeA-r13





ENUMERATED {supported}


OPTIONAL

}

CE-Parameters-v1430 ::=

SEQUENCE {


ce-SwitchWithoutHO-r14




ENUMERATED {supported}



OPTIONAL

}

LAA-Parameters-r13 ::=



SEQUENCE {


crossCarrierSchedulingLAA-DL-r13


ENUMERATED {supported}

OPTIONAL,


csi-RS-DRS-RRM-MeasurementsLAA-r13


ENUMERATED {supported}

OPTIONAL,


downlinkLAA-r13







ENUMERATED {supported}

OPTIONAL,


endingDwPTS-r13







ENUMERATED {supported}

OPTIONAL,


secondSlotStartingPosition-r13



ENUMERATED {supported}

OPTIONAL,


tm9-LAA-r13








ENUMERATED {supported}

OPTIONAL,


tm10-LAA-r13







ENUMERATED {supported}

OPTIONAL

}

LAA-Parameters-v1430 ::=



SEQUENCE {


crossCarrierSchedulingLAA-UL-r14


ENUMERATED {supported}

OPTIONAL,


uplinkLAA-r14







ENUMERATED {supported}

OPTIONAL,


twoStepSchedulingTimingInfo-r14



ENUMERATED {nPlus1, nPlus2, nPlus3}
OPTIONAL,


uss-BlindDecodingAdjustment-r14



ENUMERATED {supported}

OPTIONAL,


uss-BlindDecodingReduction-r14



ENUMERATED {supported}

OPTIONAL,


outOfSequenceGrantHandling-r14



ENUMERATED {supported}

OPTIONAL

}

WLAN-IW-Parameters-r12 ::=
SEQUENCE {


wlan-IW-RAN-Rules-r12




ENUMERATED {supported}

OPTIONAL,


wlan-IW-ANDSF-Policies-r12





ENUMERATED {supported}

OPTIONAL

}

LWA-Parameters-r13 ::=

SEQUENCE {


lwa-r13





ENUMERATED {supported}

OPTIONAL,


lwa-SplitBearer-r13


ENUMERATED {supported}

OPTIONAL,


wlan-MAC-Address-r13

OCTET STRING (SIZE (6))

OPTIONAL,


lwa-BufferSize-r13


ENUMERATED {supported}

OPTIONAL

}

LWA-Parameters-v1430 ::=

SEQUENCE {


lwa-HO-WithoutWT-Change-r14


ENUMERATED {supported}

OPTIONAL,


lwa-UL-r14






ENUMERATED {supported}

OPTIONAL,


wlan-PeriodicMeas-r14



ENUMERATED {supported}

OPTIONAL,


wlan-ReportAnyWLAN-r14



ENUMERATED {supported}

OPTIONAL,


wlan-SupportedDataRate-r14


INTEGER (1..2048)


OPTIONAL

}

LWA-Parameters-v1440 ::=

SEQUENCE {


lwa-RLC-UM-r14





ENUMERATED {supported}

OPTIONAL

}

WLAN-IW-Parameters-v1310 ::=
SEQUENCE {


rclwi-r13









ENUMERATED {supported}

OPTIONAL

}

LWIP-Parameters-r13 ::=

SEQUENCE {


lwip-r13




ENUMERATED {supported}



OPTIONAL

}

LWIP-Parameters-v1430 ::=

SEQUENCE {


lwip-Aggregation-DL-r14




ENUMERATED {supported}



OPTIONAL,


lwip-Aggregation-UL-r14




ENUMERATED {supported}



OPTIONAL

}

NAICS-Capability-List-r12 ::= SEQUENCE (SIZE (1..maxNAICS-Entries-r12)) OF NAICS-Capability-Entry-r12

NAICS-Capability-Entry-r12
::=
SEQUENCE {


numberOfNAICS-CapableCC-r12



INTEGER(1..5),


numberOfAggregatedPRB-r12



ENUMERATED {













n50, n75, n100, n125, n150, n175,













n200, n225, n250, n275, n300, n350,













n400, n450, n500, spare},


...

}

SL-Parameters-r12 ::=



SEQUENCE {


commSimultaneousTx-r12




ENUMERATED {supported}

OPTIONAL,


commSupportedBands-r12




FreqBandIndicatorListEUTRA-r12
OPTIONAL,


discSupportedBands-r12




SupportedBandInfoList-r12
OPTIONAL,


discScheduledResourceAlloc-r12


ENUMERATED {supported}

OPTIONAL,


disc-UE-SelectedResourceAlloc-r12

ENUMERATED {supported}

OPTIONAL,


disc-SLSS-r12






ENUMERATED {supported}

OPTIONAL,


discSupportedProc-r12




ENUMERATED {n50, n400}

OPTIONAL

}

SL-Parameters-v1310 ::=



SEQUENCE {


discSysInfoReporting-r13




ENUMERATED {supported}

OPTIONAL,


commMultipleTx-r13






ENUMERATED {supported}

OPTIONAL,


discInterFreqTx-r13






ENUMERATED {supported}

OPTIONAL,


discPeriodicSLSS-r13





ENUMERATED {supported}

OPTIONAL

}

SL-Parameters-v1430 ::=



SEQUENCE {


zoneBasedPoolSelection-r14



ENUMERATED {supported}



OPTIONAL,


ue-AutonomousWithFullSensing-r14

ENUMERATED {supported}



OPTIONAL,


ue-AutonomousWithPartialSensing-r14

ENUMERATED {supported}



OPTIONAL,


sl-CongestionControl-r14



ENUMERATED {supported}



OPTIONAL,


v2x-TxWithShortResvInterval-r14


ENUMERATED {supported}



OPTIONAL,


v2x-numberTxRxTiming-r14



INTEGER(1..16)





OPTIONAL,


v2x-nonAdjacentPSCCH-PSSCH-r14


ENUMERATED {supported}



OPTIONAL,


slss-TxRx-r14






ENUMERATED {supported}



OPTIONAL,


v2x-SupportedBandCombinationList-r14
V2X-SupportedBandCombination-r14
OPTIONAL

}

V2X-SupportedBandCombination-r14 ::=

SEQUENCE (SIZE (1..maxBandComb-r13)) OF V2X-BandCombinationParameters-r14

V2X-BandCombinationParameters-r14 ::=
SEQUENCE (SIZE (1.. maxSimultaneousBands-r10)) OF V2X-BandParameters-r14

SupportedBandInfoList-r12 ::=

SEQUENCE (SIZE (1..maxBands)) OF SupportedBandInfo-r12

SupportedBandInfo-r12 ::=


SEQUENCE {


support-r12







ENUMERATED {supported}
OPTIONAL

}

FreqBandIndicatorListEUTRA-r12 ::=

SEQUENCE (SIZE (1..maxBands)) OF FreqBandIndicator-r11

MMTEL-Parameters-r14 ::=


SEQUENCE {


delayBudgetReporting-r14




ENUMERATED {supported}

OPTIONAL,


pusch-Enhancements-r14





ENUMERATED {supported}

OPTIONAL,


recommendedBitRate-r14





ENUMERATED {supported}

OPTIONAL,


recommendedBitRateQuery-r14




ENUMERATED {supported}

OPTIONAL

}

RetuningTimeInfo-r14 ::= SEQUENCE {


retuningInfo



SEQUENCE {



rf-RetuningTimeDL-r14


ENUMERATED {n0, n0dot5, n1, n1dot5, n2, n2dot5, n3,














n3dot5, n4, n4dot5, n5, n5dot5, n6, n6dot5,














n7, spare1}

OPTIONAL,



rf-RetuningTimeUL-r14


ENUMERATED {n0, n0dot5, n1, n1dot5, n2, n2dot5, n3,














n3dot5, n4, n4dot5, n5, n5dot5, n6, n6dot5,














n7, spare1}

OPTIONAL


}

}

HighSpeedEnhParameters-r14 ::= SEQUENCE {


measurementEnhancements-r14

ENUMERATED {supported}

OPTIONAL,


demodulationEnhancements-r14
ENUMERATED {supported}

OPTIONAL,


prach-Enhancements-r14


ENUMERATED {supported}

OPTIONAL

}

-- ASN1STOP

	UE-EUTRA-Capability field descriptions
	FDD/ TDD diff

	accessStratumRelease

Set to rel14 in this version of the specification. NOTE 7.
	-

	additionalRx-Tx-PerformanceReq

Indicates whether the UE supports the additional Rx and Tx performance requirement for a given band combination as specified in TS 36.101 [42].
	-

	alternativeTBS-Indices

Indicates whether the UE supports alternative TBS indices ITBS 26A and 33B as specified in TS 36.213 [23].
	-

	alternativeTBS-Index

Indicates whether the UE supports alternative TBS index ITBS 33B as specified in TS 36.213 [23].
	-

	alternativeTimeToTrigger

Indicates whether the UE supports alternativeTimeToTrigger.
	No

	aperiodicCSI-Reporting

Indicates whether the UE supports aperiodic CSI reporting with 3 bits of the CSI request field size as specified in TS 36.213 [23, 7.2.1] and/or aperiodic CSI reporting mode 1-0 and mode 1-1 as specified in TS 36.213 [23, 7.2.1]. The first bit is set to "1" if the UE supports the aperiodic CSI reporting with 3 bits of the CSI request field size. The second bit is set to "1" if the UE supports the aperiodic CSI reporting mode 1-0 and mode 1-1.
	No

	bandCombinationListEUTRA

One entry corresponding to each supported band combination listed in the same order as in supportedBandCombination. 
	-

	BandCombinationParameters-v1090, BandCombinationParameters-v10i0, BandCombinationParameters-v1270

If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	BandCombinationParameters-v1130

The field is applicable to each supported CA bandwidth class combination (i.e. CA configuration in TS 36.101 [42, Section 5.6A.1]) indicated in the corresponding band combination. If included, the UE shall include the same number of entries, and listed in the same order, as in BandCombinationParameters-r10.
	-

	bandEUTRA

E‑UTRA band as defined in TS 36.101 [42]. In case the UE includes bandEUTRA-v9e0 or bandEUTRA-v1090, the UE shall set the corresponding entry of bandEUTRA (i.e. without suffix) or bandEUTRA-r10 respectively to maxFBI.
	-

	bandListEUTRA

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	bandParameterList-v1380

If included, the UE shall include the same number of entries listed in the same order as the band entries in the corresponding band combination.
	-

	bandParametersUL, bandParametersDL

Indicates the supported parameters for the band.  Each of CA-MIMO-ParametersUL and CA-MIMO-ParametersDL can be included only once for one band in a single band combination entry.
	-

	beamformed (in MIMO-CA-ParametersPerBoBCPerTM)
If signalled, the field indicates for a particular transmission mode, the UE capabilities concerning beamformed EBF/ FD-MIMO operation (class B) applicable for the concerned band combination.
	-

	beamformed (in MIMO-UE-ParametersPerTM)
Indicates for a particular transmission mode, the UE capabilities concerning beamformed EBF/ FD-MIMO operation (class B) applicable for band combinations for which the concerned capabilities are not signalled.
	TBD

	benefitsFromInterruption
Indicates whether the UE power consumption would benefit from being allowed to cause interruptions to serving cells when performing measurements of deactivated SCell carriers for measCycleSCell of less than 640ms, as specified in TS 36.133 [16].
	No

	bwPrefInd

Indicates whether the UE supports maximum PDSCH/PUSCH bandwidth preference indication.
	-

	ca-BandwidthClass

The CA bandwidth class supported by the UE as defined in TS 36.101 [42, Table 5.6A-1].
The UE explicitly includes all the supported CA bandwidth class combinations in the band combination signalling. Support for one CA bandwidth class does not implicitly indicate support for another CA bandwidth class.
	-

	cch-InterfMitigation-RefRecTypeA, cch-InterfMitigation-RefRecTypeB, cch-InterfMitigation-MaxNumCCs

The field cch-InterfMitigation-RefRecTypeA defines whether the UE supports Type A downlink control channel interference mitigation (CCH-IM) receiver "LMMSE-IRC + CRS-IC" for PDCCH/PCFICH/PHICH/EPDCCH receive processing (Enhanced downlink control channel performance requirements Type A in the TS 36.101 [6]). The field cch-InterfMitigation-RefRecTypeB defines whether the UE supports Type B downlink CCH-IM receiver "E-LMMSE-IRC + CRS-IC" for PDCCH/PCFICH/PHICH receive processing in synchronous networks (Enhanced downlink control channel performance requirements Type B in the TS 36.101 [6]). The UE supporting the capability defined by cch-InterfMitigation-RefRecTypeB-r13 shall also support the capability defined by cch-InterfMitigation-RefRecTypeA-r13.

If the UE sets one or more of the fields cch-InterfMitigation-RefRecTypeA and cch-InterfMitigation-RefRecTypeB to "supported", the UE shall include the parameter cch-InterfMitigation-MaxNumCCs to indicate that the UE supports CCH-IM on at least one arbitrary downlink CC for up to cch-InterfMitigation-MaxNumCCs downlink CC CA configuration. The UE shall not include the parameter cch-InterfMitigation-MaxNumCCs if neither cch-InterfMitigation-RefRecTypeA nor cch-InterfMitigation-RefRecTypeB is present. The UE may not perform CCH-IM on more than 1 DL CCs. For example, the UE sets "cch-InterfMitigation-MaxNumCCs = 3" to indicate that UE supports CCH-IM on at least one DL CC for supported non-CA, 2DL CA and 3DL CA configurations. For CA scenarios, the CCH-IM is guaranteed to be supported on at least one arbitrary component carrier.
	-

	cdma2000-NW-Sharing

Indicates whether the UE supports network sharing for CDMA2000.
	-

	ce-ClosedLoopTxAntennaSelection

Indicates whether the UE supports UL closed-loop Tx antenna selection in CE mode A, as specified in TS 36.212 [22].
	Yes

	ce-CQI-AlternativeTable

Indicates whether the UE supports alternative CQI table in CE mode A in RRC_CONNECTED. See TS 36.213 [22].
	-

	ce-CRS-Muting
Indicates whether UE supports CRS Muting, i.e., value supported indicates UE does not rely on the CRS outside certain PRBs and subframes as defined in TS 36.133 [16] and TS 36.213 [23] when operating in coverage enhancement mode.
	-

	ce-HARQ-AckBundling

Indicates whether the UE supports HARQ-ACK bundling in half duplex FDD in CE mode A, as specified in TS 36.212 [22] and TS 36.213 [23].
	-

	ce-ModeA, ce-ModeB

Indicates whether the UE supports operation in CE mode A and/or B, as specified in TS 36.211 [21] and TS 36.213 [23].
	-

	ceMeasurements

Indicates whether the UE supports intra-frequency RSRQ measurements and inter-frequency RSRP and RSRQ measurements in RRC_CONNECTED, as specified in TS 36.133 [16] and TS 36.304 [4].
	-

	ce-PDSCH-64QAM
Indicates whether the UE supports 64QAM for non-repeated unicast PDSCH in RRC_CONNECTED in CE mode A.
	-

	ce-PDSCH-FlexibleStartPRB-CE-ModeA, ce-PDSCH-FlexibleStartPRB-CE-ModeB, 
ce-PUSCH-FlexibleStartPRB-CE-ModeA, ce-PUSCH-FlexibleStartPRB-CE-ModeB 
This field indicates whether UE supports flexible starting PRB for PDSCH/PUSCH in RRC_CONNECTED when operating in coverage enhancement mode A/B, as specified in TS 36.211 [21] and TS 36.213 [22].
	-

	ce-PDSCH-PUSCH-Enhancement

Indicates whether the UE supports new numbers of repetitions for PUSCH and modulation restrictions for PDSCH/PUSCH in CE mode A as specified in TS 36.212 [22] and TS 36.213 [23].
	No

	ce-PDSCH-PUSCH-MaxBandwidth

Indicates the maximum supported PDSCH/PUSCH channel bandwidth in CE mode A and B, as specified in TS 36.212 [22] and TS 36.213 [23]. Value bw5 corresponds to 5 MHz and value bw20 corresponds to 20 MHz.  If the field is absent the maximum PDSCH/PUSCH channel bandwidth in CE mode A and B is 1.4 MHz. If the setting of this parameter is 20 MHz, the max supported PUSCH channel bandwidth in CE mode A is 5 MHz. The maximum PUSCH channel bandwidth in CE mode B is 1.4 MHz regardless of the setting of this parameter. Parameter: transmission bandwidth configuration, see TS 36.101 [42, table 5.6-1].
	Yes

	ce-PDSCH-TenProcesses

Indicates whether the UE supports 10 DL HARQ processes in FDD in CE mode A.
	-

	ec-PUCCH-Enhancement

Indicates whether the UE supports repetition levels 64 and 128 for PUCCH in CE Mode B, as specified in TS 36.211 [21] and in TS 36.213 [23].
	No

	ce-PUSCH-NB-MaxTBS

Indicates whether the UE supports 2984 bits max UL TBS in 1.4 MHz in CE mode A operation, as specified in TS 36.212 [22] and TS 36.213 [23].
	Yes

	ce-PUSCH-SubPRB-Allocation
Indicates whether the UE supports sub-PRB resource allocation for PUSCH in CE mode A or B, as specified in TS 36.211 [21], TS 36.212 [22] and TS 36.213 [23].
	-

	ce-RetuningSymbols

Indicates the number of retuning symbols in CE mode A and B as specified in TS 36.211 [21]. Value n0 corresponds to 0 retuning symbols and value n1 corresponds to 1 retuning symbol. If the field is absent the number of retuning symbols in CE mode A and B is 2.
	No

	ce-SchedulingEnhancement

Indicates whether the UE supports dynamic HARQ-ACK delay for HD-FDD in CE mode A as specified in TS 36.212 [22] and TS 36.213 [23].
	No

	ce-SRS-Enhancement

Indicates whether the UE supports SRS coverage enhancement in TDD with support of SRS combs 2 and 4 as specified in TS 36.213 [23]. This field can be included only if ce-SRS-EnhancementWithoutComb4 is not included.
	-

	ce-SRS-EnhancementWithoutComb4

Indicates whether the UE supports SRS coverage enhancement in TDD with support of SRS comb 2 but without support of SRS comb 4 as specified in TS 36.213 [23]. This field can be included only if ce-SRS-Enhancement is not included.
	-

	ce-SwitchWithoutHO

Indicates whether the UE supports switching between normal mode and enhanced coverage mode without handover.
	-

	ce-UL-HARQ-ACK-Feedback
This field indicates whether UE supports uplink HARQ ACK Feedback in RRC_CONNECTED when operating in coverage enhancement, as specified in TS36.213 [22].
	-

	channelMeasRestriction

Indicates for a particular transmission mode whether the UE supports channel measurement restriction.
	TBD

	codebook-HARQ-ACK

Indicates whether the UE supports determining HARQ ACK codebook size based on the DAI-ased solution and/or the number of configured CCs. The first bit is set to "1" if the UE supports the DAI-based codebook size determination. The second bit is set to "1" if the UE supports the codebook determination based on the number of configured CCs.
	No

	commMultipleTx
Indicates whether the UE supports multiple transmissions of sidelink communication to different destinations in one SC period. If commMultipleTx-r13 is set to supported then the UE support 8 transmitting sidelink processes.
	-

	commSimultaneousTx

Indicates whether the UE supports simultaneous transmission of EUTRA and sidelink communication (on different carriers) in all bands for which the UE indicated sidelink support in a band combination (using commSupportedBandsPerBC).
	-

	commSupportedBands

Indicates the bands on which the UE supports sidelink communication, by an independent list of bands i.e. separate from the list of supported E-UTRA band, as indicated in supportedBandListEUTRA.
	-

	commSupportedBandsPerBC

Indicates, for a particular band combination, the bands on which the UE supports simultaneous reception of EUTRA and sidelink communication. If the UE indicates support simultaneous transmission (using commSimultaneousTx), it also indicates, for a particular band combination, the bands on which the UE supports simultaneous transmission of EUTRA and sidelink communication. The first bit refers to the first band included in commSupportedBands, with value 1 indicating sidelink is supported.
	-

	configN (in MIMO-CA-ParametersPerBoBCPerTM)

If signalled, the field indicates for a particular transmission mode whether the UE supports non-precoded EBF/ FD-MIMO (class A) related configuration N for the concerned band combination.
	-

	configN (in MIMO-UE-ParametersPerTM)

Indicates for a particular transmission mode whether the UE supports non-precoded EBF/ FD-MIMO (class A) related configuration N for band combinations for which the concerned capabilities are not signalled.
	TBD

	crossCarrierScheduling
	Yes

	crossCarrierScheduling-B5C

Indicates whether the UE supports cross carrier scheduling beyond 5 DL CCs.
	No

	crossCarrierSchedulingLAA-DL
Indicates whether the UE supports cross-carrier scheduling from a licensed carrier for LAA cell(s) for downlink. This field can be included only if downlinkLAA is included.
	-

	crossCarrierSchedulingLAA-UL
Indicates whether the UE supports cross-carrier scheduling from a licensed carrier for LAA cell(s) for uplink. This field can be included only if uplinkLAA is included.
	-

	crs-DiscoverySignalsMeas

Indicates whether the UE supports CRS based discovery signals measurement, and PDSCH/EPDCCH RE mapping with zero power CSI-RS configured for discovery signals.
	FFS

	crs-InterfHandl

Indicates whether the UE supports CRS interference handling.
	No

	crs-InterfMitigationTM10

The field defines whether the UE supports CRS interference mitigation in transmission mode 10. The UE supporting the crs-InterfMitigationTM10 capability shall also support the crs-InterfHandl capability.
	-

	crs-InterfMitigationTM1toTM9

Indicates whether the UE supports CRS interference mitigation (IM) while operating in the following transmission modes (TM): TM 1, TM 2, …, TM 8 and TM 9. The UE shall not include the field if it does not support CRS IM in TMs 1-9. If the field is present, the UE supports CRS-IM on at least one arbitrary downlink CC for up to crs-InterfMitigationTM1toTM9-r13 downlink CC CA configuration. The UE signals crs-InterfMitigationTM1toTM9-r13 value to indicate the maximum crs-InterfMitigationTM1toTM9-r13 downlink CC CA configuration where UE may apply CRS IM. For example, the UE sets "crs-InterfMitigationTM1toTM9-r13 = 3" to indicate that the UE supports CRS-IM on at least one DL CC for supported non-CA, 2DL CA and 3DL CA configurations. The UE supporting the crs-InterfMitigationTM1toTM9-r13 capability shall also support the crs-InterfHandl-r11 capability.
	-

	crs-LessDwPTS

Indicates whether the UE supports TDD special subframe configuration 10 without CRS transmission on the 5th symbol of DwPTS, i.e. ssp10-CRS-LessDwPTS, as specified in TS 36.211 [17]. 
	-

	csi-RS-DiscoverySignalsMeas

Indicates whether the UE supports CSI-RS based discovery signals measurement. If this field is included, the UE shall also include crs-DiscoverySignalsMeas.
	FFS

	csi-RS-DRS-RRM-MeasurementsLAA

Indicates whether the UE supports performing RRM measurements on LAA cell(s) based on CSI-RS-based DRS. This field can be included only if downlinkLAA is included.
	-

	csi-RS-EnhancementsTDD

Indicates for a particular transmission mode whether the UE supports CSI-RS enhancements applicable for TDD.
	No

	csi-SubframeSet
Indicates whether the UE supports REL-12 DL CSI subframe set configuration, REL-12 DL CSI subframe set dependent CSI measurement/feedback, configuration of up to 2 CSI-IM resources for a CSI process with no more than 4 CSI-IM resources for all CSI processes of one frequency if the UE supports tm10, configuration of two ZP-CSI-RS for tm1 to tm9, PDSCH RE mapping with two ZP-CSI-RS configurations, and EPDCCH RE mapping with two ZP-CSI-RS configurations if the UE supports EPDCCH. This field is only applicable for UEs supporting TDD. 
	-

	dataInactMon
Indicates whether the UE supports the data inactivity monitoring as specified in TS 36.321 [6].
	-

	dc-Support

Including this field indicates that the UE supports synchronous DC and power control mode 1. Including this field for a band combination entry comprising of single band entry indicates that the UE supports intra-band contiguous DC. Including this field for a band combination entry comprising of two or more band entries, indicates that the UE supports DC for these bands and that the serving cells corresponding to a band entry shall belong to one cell group (i.e. MCG or SCG). Including field asynchronous indicates that the UE supports asynchronous DC and power control mode 2. Including this field for a TDD/FDD band combination indicates that the UE supports TDD/FDD DC for this band combination.
	-

	delayBudgetReporting

Indicates whether the UE supports delay budget reporting.
	No

	demodulationEnhancements

This field defines whether the UE supports advanced receiver in SFN scenario as specified in TS 36.101 [42].
	-

	deviceType

UE may set the value to "noBenFromBatConsumpOpt" when it does not foresee to particularly benefit from NW-based battery consumption optimisation. Absence of this value means that the device does benefit from NW-based battery consumption optimisation.
	-

	diffFallbackCombReport

Indicates that the UE supports reporting of UE radio access capabilities for the CA band combinations asked by the eNB as well as, if any, reporting of different UE radio access capabilities for their fallback band combination as specified in TS 36.331 [5]. The UE does not report fallback combinations if their UE radio access capabilities are the same as the ones for the CA band combination asked by the eNB.
	-

	differentFallbackSupported
Indicates that the UE supports different capabilities for at least one fallback case of this band combination.
	-

	discInterFreqTx

Indicates whether the UE support sidelink discovery announcements either a) on the primary frequency only or b) on other frequencies also, regardless of the UE configuration (e.g. CA, DC). The UE may set discInterFreqTx to supported when having a separate transmitter or if it can request sidelink discovery transmission gaps.
	-

	discoverySignalsInDeactSCell

Indicates whether the UE supports the behaviour on DL signals and physical channels when SCell is deactivated and discovery signals measurement is configured as specified in TS 36.211 [21, 6.11A]. This field is included only if UE supports carrier aggregation and includes crs-DiscoverySignalsMeas.
	FFS

	discPeriodicSLSS

Indicates whether the UE supports periodic (i.e. not just one time before sidelink discovery announcement) Sidelink Synchronization Signal (SLSS) transmission and reception for sidelink discovery.
	-

	discScheduledResourceAlloc

Indicates whether the UE supports transmission of discovery announcements based on network scheduled resource allocation.
	-

	disc-UE-SelectedResourceAlloc

Indicates whether the UE supports transmission of discovery announcements based on UE autonomous resource selection.
	-

	disc-SLSS

Indicates whether the UE supports Sidelink Synchronization Signal (SLSS) transmission and reception for sidelink discovery.
	-

	discSupportedBands

Indicates the bands on which the UE supports sidelink discovery. One entry corresponding to each supported E-UTRA band, listed in the same order as in supportedBandListEUTRA.
	-

	discSupportedProc

Indicates the number of processes supported by the UE for sidelink discovery.
	-

	discSysInfoReporting

Indicates whether the UE supports reporting of system information for inter-frequency/PLMN sidelink discovery.
	-

	dl-256QAM

Indicates whether the UE supports 256QAM in DL on the band.
	-

	dmrs-Enhancements (in MIMO-CA-ParametersPerBoBCPerTM)

If signalled, the field indicates for a particular transmission mode, that for the concerned band combination the DMRS enhancements are different than the value indicated by field dmrs-Enhancements in MIMO-UE-ParametersPerTM.
	-

	dmrs-Enhancements (in MIMO-UE-ParametersPerTM)
Indicates for a particular transmission mode whether the UE supports DMRS enhancements for the indicated transmission mode.
	TBD

	dmrs-LessUpPTS

Indicates whether the UE supports not to transmit DMRS for PUSCH in UpPTS.
	No

	downlinkLAA

Presence of the field indicates that the UE supports downlink LAA operation including identification of downlink transmissions on LAA cell(s) for full downlink subframes, decoding of common downlink control signalling on LAA cell(s), CSI feedback for LAA cell(s), RRM measurements on LAA cell(s) based on CRS-based DRS.
	-

	drb-TypeSCG

Indicates whether the UE supports SCG bearer.
	-

	drb-TypeSplit

Indicates whether the UE supports split bearer except for PDCP data transfer in UL. 
	-

	dtm

Indicates whether the UE supports DTM in GERAN.
	-

	earlyData-UP
Indicates whether the UE supports UP-EDT.
	-

	e-CSFB-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT or not.
	Yes

	e-CSFB-ConcPS-Mob1XRTT
Indicates whether the UE supports concurrent enhanced CS fallback to CDMA2000 1xRTT and PS handover/ redirection to CDMA2000 HRPD.
	Yes

	e-CSFB-dual-1XRTT

Indicates whether the UE supports enhanced CS fallback to CDMA2000 1xRTT for dual Rx/Tx configuration. This bit can only be set to supported if tx-Config1XRTT and rx-Config1XRTT are both set to dual.
	Yes

	e-HARQ-Pattern-FDD

Indicates whether the UE supports enhanced HARQ pattern for TTI bundling operation for FDD.
	-

	emptyUnicastRegion

Indicates whether the UE supports unicast reception in subframes with empty unicast control region as described in TS 36.213 [23] Section 12. This field can be included only if unicast-fembmsMixedSCell and crossCarrierScheduling are included.
	-

	en-DC

Indicates whether the UE supports EN-DC.
	No

	endingDwPTS

Indicates whether the UE supports reception ending with a subframe occupied for a DwPTS-duration as described in TS 36.211 [21] and TS 36.213 [23]. This field can be included only if downlinkLAA is included.
	-

	Enhanced-4TxCodebook

Indicates whether the UE supports enhanced 4Tx codebook.
	No

	enhancedDualLayerTDD

Indicates whether the UE supports enhanced dual layer (PDSCH transmission mode 8) for TDD or not.
	-

	ePDCCH

Indicates whether the UE can receive DCI on UE specific search space on Enhanced PDCCH.
	Yes

	e-RedirectionUTRA
	Yes

	e-RedirectionUTRA-TDD

Indicates whether the UE supports enhanced redirection to UTRA TDD to multiple carrier frequencies both with and without using related SIB provided by RRCConnectionRelease or not.
	Yes

	extendedFreqPriorities

Indicates whether the UE supports extended E-UTRA frequency priorities indicated by cellReselectionSubPriority field.
	-

	extendedLongDRX

Indicates whether the UE supports extended long DRX cycle values of 5.12s and 10.24s in RRC_CONNECTED.
	-

	extendedMAC-LengthField

Indicates whether the UE supports the MAC header with L field of size 16 bits as specified in TS 36.321 [6, 6.2.1].
	-

	extendedMaxMeasId

Indicates whether the UE supports extended number of measurement identies as defined by maxMeasId-r12.
	No

	extendedMaxObjectId

Indicates whether the UE supports extended number of measurement object identies as defined by maxObjectId-r13.
	No

	extendedPollByte

Indicates whether the UE supports extended pollByte values as defined by pollByte-r14.
	-

	extended-RLC-LI-Field

Indicates whether the UE supports 15 bit RLC length indicator.
	-

	extendedRLC-SN-SO-Field

Indicates whether the UE supports 16 bits of RLC sequence number and segmentation offset.
	-

	extendedRSRQ-LowerRange

Indicates whether the UE supports the extended RSRQ lower value range from -34dB to -19.5dB in measurement configuration and reporting as specified in TS 36.133 [16].
	No

	fdd-HARQ-TimingTDD

Indicates whether UE supports FDD HARQ timing for TDD SCell when configured with TDD PCell.
	-

	featureGroupIndicators, featureGroupIndRel9Add, featureGroupIndRel10

The definitions of the bits in the bit string are described in Annex B.1 (for featureGroupIndicators and featureGroupIndRel9Add) and in Annex C.1 (for featureGroupIndRel10).
	Yes

	fembmsMixedCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception with 15 kHz subcarrier spacings via MBSFN from FeMBMS/Unicast mixed cells on a frequency indicated in an MBMSInterestIndication message.
	

	fembmsDedicatedCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception with 15 kHz subcarrier spacings via MBSFN from MBMS-dedicated cells on a frequency indicated in an MBMSInterestIndication message.
	

	fourLayerTM3-TM4

Indicates whether the UE supports 4-layer spatial multiplexing for TM3 and TM4.
	-

	fourLayerTM3-TM4-perCC

Indicates whether the UE supports 4-layer spatial multiplexing for TM3 and TM4 for the component carrier.
	-

	freqBandPriorityAdjustment

Indicates whether the UE supports the prioritization of frequency bands in multiBandInfoList over the band in freqBandIndicator as defined by freqBandIndicatorPriority-r12.
	-

	freqBandRetrieval

Indicates whether the UE supports reception of requestedFrequencyBands.
	-

	halfDuplex

If halfDuplex is set to true, only half duplex operation is supported for the band, otherwise full duplex operation is supported.
	-

	incMonEUTRA

Indicates whether the UE supports increased number of E-UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED, as specified in TS 36.133 [16].
	No

	incMonUTRA

Indicates whether the UE supports increased number of UTRA carrier monitoring in RRC_IDLE and RRC_CONNECTED, as specified in TS 36.133 [16].
	No

	inDeviceCoexInd

Indicates whether the UE supports in-device coexistence indication as well as autonomous denial functionality.
	Yes

	inDeviceCoexInd-HardwareSharingInd

Indicates whether the UE supports indicating hardware sharing problems when sending the InDeviceCoexIndication, as well as omitting the TDM assistance information. A UE that supports hardware sharing indication shall also indicate support of LAA operation.
	-

	inDeviceCoexInd-UL-CA

Indicates whether the UE supports UL CA related in-device coexistence indication. This field can be included only if inDeviceCoexInd is included. The UE supports inDeviceCoexInd-UL-CA in the same duplexing modes as it supports inDeviceCoexInd.
	-

	interBandTDD-CA-WithDifferentConfig
Indicates whether the UE supports inter-band TDD carrier aggregation with different UL/DL configuration combinations. The first bit indicates UE supports the configuration combination of SCell DL subframes are a subset of PCell and PSCell by SIB1 configuration and the configuration combination of SCell DL subframes are a superset of PCell and PSCell by SIB1 configuration; the second bit indicates UE supports the configuration combination of SCell DL subframes are neither superset nor subset of PCell and PSCell by SIB1 configuration. This field is included only if UE supports inter-band TDD carrier aggregation.
	-

	interferenceMeasRestriction

Indicates whether the UE supports interference measurement restriction.
	TBD

	interFreqBandList

One entry corresponding to each supported E‑UTRA band listed in the same order as in supportedBandListEUTRA.
	-

	interFreqNeedForGaps

Indicates need for measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the E‑UTRA band given by the entry in interFreqBandList.
	-

	interFreqProximityIndication

Indicates whether the UE supports proximity indication for inter-frequency E-UTRAN CSG member cells.
	-

	interFreqRSTD-Measurement

Indicates whether the UE supports inter-frequency RSTD measurements for OTDOA positioning [54].
	Yes

	interFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring inter-frequency cell.
	Yes

	interRAT-BandList

One entry corresponding to each supported band of another RAT listed in the same order as in the interRAT-Parameters.
	-

	interRAT-NeedForGaps

Indicates need for DL measurement gaps when operating on the E‑UTRA band given by the entry in bandListEUTRA or on the E-UTRA band combination given by the entry in bandCombinationListEUTRA and measuring on the inter-RAT band given by the entry in the interRAT-BandList.
	-

	interRAT-ParametersWLAN

Indicates whether the UE supports WLAN measurements configured by MeasObjectWLAN with corresponding quantity and report configuration in the supported WLAN bands.
	-

	interRAT-PS-HO-ToGERAN

Indicates whether the UE supports inter-RAT PS handover to GERAN or not.
	Yes

	intraBandContiguousCC-InfoList
Indicates, per serving carrier of which the corresponding bandwidth class includes multiple serving carriers (i.e. bandwidth class B, C, D and so on), the maximum number of supported layers for spatial multiplexing in DL and the maximum number of CSI processes supported. The number of entries is equal to the number of component carriers in the corresponding bandwidth class. The UE shall support the setting indicated in each entry of the list regardless of the order of entries in the list.The UE shall include the field only if it supports 4-layer spatial multiplexing in transmission mode3/4 for a subset of component carriers in the corresponding bandwidth class, or if the maximum number of supported layers for at least one component carrier is higher than supportedMIMO-CapabilityDL-r10 in the corresponding bandwidth class, or if the number of CSI processes for at least one component carrier is higher than supportedCSI-Proc-r11 in the corresponding band.

This field may also be included for bandwidth class A but in such a case without including any sub-fields in IntraBandContiguousCC-Info-r12 (see NOTE 6).
	-

	intraFreqA3-CE-ModeA

Indicates whether the UE when operating in CE Mode A supports eventA3 for intra-frequency neighbouring cells.
	-

	intraFreqA3-CE-ModeB

Indicates whether the UE when operating in CE Mode B supports eventA3 for intra-frequency neighbouring cells.
	-

	intraFreq-CE-NeedForGaps

Indicates need for measurement gaps when operating in CE on the E‑UTRA band given by the entry in supportedBandListEUTRA.
	

	intraFreqHO-CE-ModeA

Indicates whether the UE when operating in CE Mode A supports intra-frequency handover.
	-

	intraFreqHO-CE-ModeB

Indicates whether the UE when operating in CE Mode B supports intra-frequency handover.
	-

	intraFreqProximityIndication

Indicates whether the UE supports proximity indication for intra-frequency E-UTRAN CSG member cells.
	-

	intraFreqSI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring intra-frequency cell.
	Yes

	k-Max (in MIMO-CA-ParametersPerBoBCPerTM)

If signalled, the field indicates for a particular transmission mode the maximum number of NZP CSI RS resource configurations supported within a CSI process applicable for the concerned band combination.
	-

	k-Max (in MIMO-UE-ParametersPerTM)

Indicates for a particular transmission mode the maximum number of NZP CSI RS resource configurations supported within a CSI process applicable for band combinations for which the concerned capabilities are not signalled.
	TBD

	locationReport

Indicates whether the UE supports reporting of its geographical location information to eNB.
	-

	loggedMBSFNMeasurements

Indicates whether the UE supports logged measurements for MBSFN. A UE indicating support for logged measurements for MBSFN shall also indicate support for logged measurements in Idle mode.
	-

	loggedMeasurementsIdle

Indicates whether the UE supports logged measurements in Idle mode.
	-

	logicalChannelSR-ProhibitTimer

Indicates whether the UE supports the logicalChannelSR-ProhibitTimer as defined in TS 36.321 [6].
	-

	longDRX-Command

Indicates whether the UE supports Long DRX Command MAC Control Element.
	-

	lwa

Indicates whether the UE supports LTE-WLAN Aggregation (LWA). The UE which supports LWA shall also indicate support of interRAT-ParametersWLAN-r13.
	-

	lwa-BufferSize

Indicates whether the UE supports the layer 2 buffer sizes for "with support for split bearers" as defined in Table 4.1-3 and 4.1A-3 of TS 36.306 [5] for LWA.
	-

	lwa-HO-WithoutWT-Change

Indicates whether the UE supports handover where LWA configuration is retained without WT change and using LWA end-marker for PDCP key change indication for LWA operation.
	-

	lwa-RLC-UM

Indicates whether the UE supports RLC UM for LWA bearer.
	-

	lwa-SplitBearer

Indicates whether the UE supports the split LWA bearer (as defined in TS 36.300 [9]).
	-

	lwa-UL

Indicates whether the UE supports UL transmission over WLAN for LWA bearer.
	-

	lwip

Indicates whether the UE supports LTE/WLAN Radio Level Integration with IPsec Tunnel (LWIP). The UE which supports LWIP shall also indicate support of interRAT-ParametersWLAN-r13.
	-

	lwip-Aggregation-DL, lwip-Aggregation-UL

Indicates whether the UE supports aggregation of LTE and WLAN over DL/UL LWIP. The UE that indicates support of LWIP aggregation over DL or UL shall also indicate support of lwip.
	-

	makeBeforeBreak

Indicates whether the UE supports intra-frequency Make-Before-Break handover, and whether the UE which indicates dc-Parameters supports intra-frequency Make-Before-Break SeNB change, as defined in TS 36.300 [9].
	-

	maximumCCsRetrieval

Indicates whether UE supports reception of requestedMaxCCsDL and requestedMaxCCsUL.
	-

	maxLayersMIMO-Indication

Indicates whether the UE supports the network configuration of maxLayersMIMO. If the UE supports fourLayerTM3-TM4 or intraBandContiguousCC-InfoList, UE supports the configuration of maxLayersMIMO for these two cases regardless of indicating maxLayersMIMO-Indication.
	-

	maxNumberDecoding
Indicates the maximum number of blind decodes in UE-specific search space per UE in one subframe for CA with more than 5 CCs as defined in TS 36.213 [23] which is supported by the UE. The number of blind decodes supported by the UE is the field value * 32. Only values 5 to 32 can be used in this version of the specification.
	No

	maxNumberROHC-ContextSessions

Set to the maximum number of concurrently active ROHC contexts supported by the UE, excluding context sessions that leave all headers uncompressed. cs2 corresponds with 2 (context sessions), cs4 corresponds with 4 and so on. The network ignores this field if the UE supports none of the ROHC profiles in supportedROHC-Profiles. If the UE indicates both maxNumberROHC-ContextSessions and maxNumberROHC-ContextSessions-r14, same value shall be indicated.
	-

	maxNumberUpdatedCSI-Proc
Indicates the maximum number of CSI processes to be updated across CCs.
	No

	mbms-AsyncDC

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via MRB on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination) the carriers that are or can be configured as serving cells in the MCG and the SCG are not synchronized. If this field is included, the UE shall also include mbms-SCell and mbms-NonServingCell. The field indicates that the UE supports the feature for xDD if mbms-SCell and mbms-NonServingCell are supported for xDD.
	-

	mbms-NonServingCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via MRB on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination and to network synchronization properties) a serving cell may be additionally configured. If this field is included, the UE shall also include the mbms-SCell field.
	Yes

	mbms-SCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via MRB on a frequency indicated in an MBMSInterestIndication message, when an SCell is configured on that frequency (regardless of whether the SCell is activated or deactivated).
	Yes

	measurementEnhancements

This field defines whether UE supports measurement enhancements in high speed scenario as specified in TS 36.133 [16].
	-

	mfbi-UTRA

It indicates if the UE supports the signalling requirements of multiple radio frequency bands in a UTRA FDD cell, as defined in TS 25.307 [65].
	-

	MIMO-BeamformedCapabilityList

A list of pairs of {k-Max, n-MaxList} values with the nth entry indicating the values that the UE supports for each CSI process in case n CSI processes would be configured.
	-

	MIMO-CapabilityDL

The number of supported layers for spatial multiplexing in DL. The field may be absent for category 0 and category 1 UE in which case the number of supported layers is 1.
	-

	MIMO-CapabilityUL

The number of supported layers for spatial multiplexing in UL. Absence of the field means that the number of supported layers is 1.
	-

	MIMO-CA-ParametersPerBoBC

A set of MIMO parameters provided per band of a band combination. In case a subfield is absent, the concerned capabilities are the same as indicated at the per UE level (i.e. by MIMO-UE-ParametersPerTM).
	-

	modifiedMPR-Behavior

Field encoded as a bit map, where at least one bit N is set to "1" if UE supports modified MPR/A-MPR behaviour N, see TS 36.101 [42]. All remaining bits of the field are set to "0". The leading / leftmost bit (bit 0) corresponds to modified MPR/A-MPR behaviour 0, the next bit corresponds to modified MPR/A-MPR behaviour 1 and so on.

Absence of this field means that UE does not support any modified MPR/A-MPR behaviour.
	-

	multiACK-CSIreporting

Indicates whether the UE supports multi-cell HARQ ACK and periodic CSI reporting and SR on PUCCH format 3.
	Yes

	multiBandInfoReport

Indicates whether the UE supports the acquisition and reporting of multi band information for reportCGI.
	-

	multiClusterPUSCH-WithinCC
	Yes

	multiNS-Pmax

Indicates whether the UE supports the mechanisms defined for cells broadcasting NS-PmaxList.
	-

	multipleTimingAdvance

Indicates whether the UE supports multiple timing advances for each band combination listed in supportedBandCombination. If the band combination comprised of more than one band entry (i.e., inter-band or intra-band non-contiguous band combination), the field indicates that the same or different timing advances on different band entries are supported. If the band combination comprised of one band entry (i.e., intra-band contiguous band combination), the field indicates that the same or different timing advances across component carriers of the band entry are supported.
	-

	multipleUplinkSPS

Indicates whether the UE supports multiple uplink SPS and reporting SPS assistance information. A UE indicating multipleUplinkSPS shall also support V2X communication via Uu, as defined in TS 36.300 [9].
	-

	must-CapabilityPerBand

Indicates that UE supports MUST as specified in 36.212 [22 5.3.3.1] on the band in the band combination. 
	-

	must-TM234-UpTo2Tx-r14

Indicates that the UE supports MUST operation for TM2/3/4 using up to 2Tx.
	-

	must-TM89-UpToOneInterferingLayer-r14

Indicates that the UE supports MUST operation for TM8/9 with assistance information for up to 1 interfering layer.
	-

	must-TM89-UpToThreeInterferingLayers-r14

Indicates that the UE supports MUST operation for TM8/9 with assistance information for up to 3 interfering layers.
	-

	must-TM10-UpToOneInterferingLayer-r14

Indicates that the UE supports MUST operation for TM10 with assistance information for up to 1 interfering layer.
	-

	must-TM10-UpToThreeInterferingLayers-r14

Indicates that the UE supports MUST operation for TM10 with assistance information for up to 3 interfering layers.
	-

	naics-Capability-List
Indicates that UE supports NAICS, i.e. receiving assistance information from serving cell and using it to cancel or suppress interference of neighbouring cell(s) for at least one band combination. If not present, UE does not support NAICS for any band combination. The field numberOfNAICS-CapableCC indicates the number of component carriers where the NAICS processing is supported and the field numberOfAggregatedPRB indicates the maximum aggregated bandwidth across these of component carriers (expressed as a number of PRBs) with the restriction that NAICS is only supported over the full carrier bandwidth. The UE shall indicate the combination of {numberOfNAICS-CapableCC, numberOfNAICS-CapableCC} for every supported numberOfNAICS-CapableCC, e.g. if a UE supports {x CC, y PRBs} and {x-n CC, y-m PRBs} where n>=1 and m>=0, the UE shall indicate both.

-
For numberOfNAICS-CapableCC = 1, UE signals one value for numberOfAggregatedPRB from the range {50, 75, 100};

-
For numberOfNAICS-CapableCC = 2, UE signals one value for numberOfAggregatedPRB from the range {50, 75, 100, 125, 150, 175, 200};

-
For numberOfNAICS-CapableCC = 3, UE signals one value for numberOfAggregatedPRB from the range {50, 75, 100, 125, 150, 175, 200, 225, 250, 275, 300};

-
For numberOfNAICS-CapableCC = 4, UE signals one value for numberOfAggregatedPRB from the range {50, 100, 150, 200, 250, 300, 350, 400};

-
For numberOfNAICS-CapableCC = 5, UE signals one value for numberOfAggregatedPRB from the range {50, 100, 150, 200, 250, 300, 350, 400, 450, 500}.
	-

	ncsg
Indicates whether the UE supports measurement NCSG Pattern Id 0, 1, 2 and 3, as specified in TS 36.133 [16]. If this field is included and the UE supports asynchronous DC, the UE shall support NCSG Pattern Id 0, 1, 2 and 3. If this field is included but the UE does not support asynchronous DC, only NCSG Pattern Id 0 and 1 shall be supported
	No

	n-MaxList (in MIMO-UE-ParametersPerTM)
Indicates for a particular transmission mode the maximum number of NZP CSI RS ports supported within a CSI process applicable for band combinations for which the concerned capabilities are not signalled. For k-Max values exceeding 1, the UE shall include the field and signal k-Max minus 1 bits. The first bit indicates n-Max2, with value 0 indicating 8 and value 1 indicating 16. The second bit indicates n-Max3, with value 0 indicating 8 and value 1 indicating 16. The third bit indicates n-Max4, with value 0 indicating 8 and value 1 indicating 32. The fourth bit indicates n-Max5, with value 0 indicating 16 and value 1 indicating 32. The fifth bit indicates n-Max6, with value 0 indicating 16 and value 1 indicating 32. The sixt bit indicates n-Max7, with value 0 indicating 16 and value 1 indicating 32. The seventh bit indicates n-Max8, with value 0 indicating 16 and value 1 indicating 64.
	TBD

	n-MaxList (in MIMO-CA-ParametersPerBoBCPerTM)
If signalled, the field indicates for a particular transmission mode the maximum number of NZP CSI RS ports supported within a CSI process applicable for band the concerned combination. Further details are as indicated for n-MaxList in MIMO-UE-ParametersPerTM.
	-

	NonContiguousUL-RA-WithinCC-List
One entry corresponding to each supported E-UTRA band listed in the same order as in supportedBandListEUTRA.
	No

	nonPrecoded (in MIMO-UE-ParametersPerTM)

Indicates for a particular transmission mode the UE capabilities concerning non-precoded EBF/ FD-MIMO operation (class A) for band combinations for which the concerned capabilities are not signalled.
	TBD

	nonPrecoded (in MIMO-CA-ParametersPerBoBCPerTM)

If signalled, the field indicates for a particular transmission mode, the UE capabilities concerning non-precoded EBF/ FD-MIMO operation (class A) applicable for the concerned band combination.
	-

	nonUniformGap
Indicates whether the UE supports measurement non uniform Pattern Id 1, 2, 3 and 4 as specified in TS 36.133 [16].
	No

	noResourceRestrictionForTTIBundling

Indicate wheter the UE supports TTI bundling operation without resource allocation restriction.
	-

	nonCSG-SI-Reporting

Indicates whether UE will report PLMN list from non-CSG cells.
	-

	outOfOrderDelivery

Same as "outOfOrderDelivery" defined in TS 38.306 [87].
	

	otdoa-UE-Assisted

Indicates whether the UE supports UE-assisted OTDOA positioning [54].
	Yes

	outOfSequenceGrantHandling

Indicates whether the UE supports PUSCH transmissions with out of sequence UL grants as defined in TS 36.213 [22]. This field can be included only if uplinkLAA is included.
	-

	overheatingInd

Indicates whether the UE supports overheating assistance information.
	No

	pdcch-CandidateReductions

Indicates whether the UE supports PDCCH candidate reduction on UE specific search space as specified in TS 36.213 [23, 9.1.1].
	No

	pdcp-SN-Extension

Indicates whether the UE supports 15 bit length of PDCP sequence number.
	-

	pdcp-SN-Extension-18bits

Indicates whether the UE supports 18 bit length of PDCP sequence number.
	-

	pdcp-TransferSplitUL

Indicates whether the UE supports PDCP data transfer split in UL for the drb-TypeSplit as specified in TS 36.323 [8].
	-

	pdsch-CollisionHandling
Indicates whether the UE supports PDSCH collision handling as specified in TS 36.213 [23]. 
	-

	perServingCellMeasurementGap

Indicates whether the UE supports per serving cell measurement gap indication, as specified in TS 36.133 [16].
	-

	phy-TDD-ReConfig-FDD-PCell
Indicates whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a FDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations. This bit can only be set to supported only if the UE supports FDD PCell and phy-TDD-ReConfig-TDD-PCell is set to supported.
	-

	phy-TDD-ReConfig-TDD-PCell
Indicates whether the UE supports TDD UL/DL reconfiguration for TDD serving cell(s) via monitoring PDCCH with eIMTA-RNTI on a TDD PCell, and HARQ feedback according to UL and DL HARQ reference configurations, and PUCCH format 3.
	-

	pmi-Disabling
	Yes

	powerClass-14dBm
Indicates whether the UE supports power class 14 dBm when operating in CE mode A or B for all the bands that are supported by the UE, as specified in TS 36.101 [42].
	-

	powerPrefInd

Indicates whether the UE supports power preference indication.
	No

	prach-Enhancements
This field defines whether the UE supports random access preambles generated from restricted set type B in high speed scenoario as specified in TS 36.211 [21].
	-

	pucch-Format4

Indicates whether the UE supports PUCCH format 4.
	Yes

	pucch-Format5

Indicates whether the UE supports PUCCH format 5.
	Yes

	pucch-SCell

Indicates whether the UE supports PUCCH on SCell.
	No

	pusch-Enhancements

Indicates whether the UE supports the PUSCH enhancement mode as specified in TS 36.211 [21] and TS 36.213 [23].
	Yes

	pusch-FeedbackMode

Indicates whether the UE supports PUSCH feedback mode 3-2.
	No

	pusch-SRS-PowerControl-SubframeSet
Indicates whether the UE supports subframe set dependent UL power control for PUSCH and SRS. This field is only applicable for UEs supporting TDD.
	-

	rach-Less

Indicates whether the UE supports RACH-less handover, and whether the UE which indicates dc-Parameters supports RACH-less SeNB change, as defined in TS 36.300 [9].
	-

	rach-Report

Indicates whether the UE supports delivery of rachReport.
	-

	rai-Support

Defines whether the UE supports release assistance indication (RAI) as specified in TS 36.321 [6] for BL UEs.
	No

	rclwi

Indicates whether the UE supports RCLWI, i.e. reception of rclwi-Configuration. The UE which supports RLCWI shall also indicate support of interRAT-ParametersWLAN-r13. The UE which supports RCLWI and wlan-IW-RAN-Rules shall also support applying WLAN identifiers received in rclwi-Configuration for the access network selection and traffic steering rules when in RRC_IDLE.
	-

	recommendedBitRate

Indicates whether the UE supports the bit rate recommendation message from the eNB to the UE as specified in TS 36.321 [6, 6.1.3.13].
	No

	recommendedBitRateQuery

Indicates whether the UE supports the bit rate recommendation query message from the UE to the eNB as specified in TS 36.321 [6, 6.1.3.13]. If this field is included, the UE shall also include the recommendedBitRate field.
	No

	reducedIntNonContComb

Indicates whether the UE supports receiving requestReducedIntNonContComb that requests the UE to exclude supported intra-band non-contiguous CA band combinations other than included in capability signalling as specified in TS 36.306 [5, 4.3.5.21].
	-

	reducedIntNonContCombRequested

Indicates that the UE excluded supported intra-band non-contiguous CA band combinations other than included in capability signalling as specified in TS 36.306 [5, 4.3.5.21].
	-

	retuningTimeInfoBandList

Indicates, for a particular pair of bands, the RF retuning time when switching between the band pair to transmit SRS on a PUSCH-less SCell as specified in 36.212 [22] and 36.213 [23]. If included, the UE shall include a number of entries as indicated in the following, and listed in the same order, as in bandParameterList for the concerned band combination:

-
For the first band, the UE shall include the same number of entries as in bandParameterList i.e. first entry corresponds to first band in bandParameterList and so on,

-
For the second band, the UE shall include one entry less i.e. first entry corresponds to the second band in bandParameterList and so on

-
And so on
	-

	requestedBands

Indicates the frequency bands requested by E-UTRAN.
	-

	requestedCCsDL, requestedCCsUL
Indicates the maximum number of CCs requested by E-UTRAN.
	-

	requestedDiffFallbackCombList

Indicates the CA band combinations for which report of different UE capabilities is requested by E-UTRAN.
	-

	rf-RetuningTimeDL

Indicates the interruption time on DL reception within a band pair during the RF retuning for switching between the band pair to transmit SRS on a PUSCH-less SCell. n0 represents 0 OFDM symbols, n0dot5 represents 0.5 OFDM symbols, n1 represents 1 OFDM symbol and so on. This field is mandatory present if switching between the band pair is supported.
	-

	rf-RetuningTimeUL
Indicates the interruption time on UL transmission within a band pair during the RF retuning for switching between the band pair to transmit SRS on a PUSCH-less SCell. n0 represents 0 OFDM symbols, n0dot5 represents 0.5 OFDM symbols, n1 represents 1 OFDM symbol and so on. This field is mandatory present if switching between the band pair is supported.
	-

	rlm-ReportSupport

Indicates whether the UE supports RLM event and information reporting. 
	-

	rohc-ContextContinue

Same as "continueROHC-Context" defined in TS 38.306 [87].
	

	rohc-ContextMaxSessions

Same as "maxNumberROHC-ContextSessions" defined in TS 38.306 [87]. 
	

	rohc-Profiles

Same as "supportedROHC-Profiles" defined in TS 38.306 [87].
	

	rohc-ProfilesUL-Only

Same as "uplinkOnlyROHC-Profiles" defined in TS 38.306 [87].
	

	rsrqMeasWideband

Indicates whether the UE can perform RSRQ measurements with wider bandwidth.
	Yes

	rsrq-OnAllSymbols

Indicates whether the UE can perform RSRQ measurement on all OFDM symbols and also support the extended RSRQ upper value range from -3dB to 2.5dB in measurement configuration and reporting as specified in TS 36.133 [16].
	No

	rs-SINR-Meas
Indicates whether the UE can perform RS-SINR measurements in RRC_CONNECTED as specified in TS 36.214 [48].
	-

	rssi-AndChannelOccupancyReporting
Indicates whether the UE supports performing measurements and reporting of RSSI and channel occupancy. This field can be included only if downlinkLAA is included.
	-

	scptm-AsyncDC

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via SC-MRB on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination) the carriers that are or can be configured as serving cells in the MCG and the SCG are not synchronized. If this field is included, the UE shall also include scptm-SCell and scptm-NonServingCell.
	Yes

	scptm-NonServingCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via SC-MRB on a frequency indicated in an MBMSInterestIndication message, where (according to supportedBandCombination and to network synchronization properties) a serving cell may be additionally configured. If this field is included, the UE shall also include the scptm-SCell field.
	Yes

	scptm-Parameters

Presence of the field indicates that the UE supports SC-PTM reception as specified in TS 36.306 [5].
	Yes

	scptm-SCell

Indicates whether the UE in RRC_CONNECTED supports MBMS reception via SC-MRB on a frequency indicated in an MBMSInterestIndication message, when an SCell is configured on that frequency (regardless of whether the SCell is activated or deactivated).
	Yes

	scptm-ParallelReception

Indicates whether the UE in RRC_CONNECTED supports parallel reception in the same subframe of DL-SCH transport blocks transmitted using C-RNTI/Semi-Persistent Scheduling C-RNTI and using SC-RNTI/G-RNTI as specified in TS 36.306 [5].
	Yes

	secondSlotStartingPosition

Indicates whether the UE supports reception of subframes with second slot starting position as described in TS 36.211 [21] and TS 36.213 [23]. This field can be included only if downlinkLAA is included.
	-

	shortMeasurementGap
Indicates whether the UE supports 3ms measurement gap lengths as specified in TS 36.133 [16].
	No

	shortSPS-IntervalFDD

Indicates whether the UE supports uplink SPS intervals shorter than 10 subframes in FDD mode.
	-

	shortSPS-IntervalTDD

Indicates whether the UE supports uplink SPS intervals shorter than 10 subframes in TDD mode.
	-

	simultaneousPUCCH-PUSCH
	Yes

	simultaneousRx-Tx

Indicates whether the UE supports simultaneous reception and transmission on different bands for each band combination listed in supportedBandCombination. This field is only applicable for inter-band TDD band combinations. A UE indicating support of simultaneousRx-Tx and dc-Support-r12 shall support different UL/DL configurations between PCell and PSCell.
	-

	skipFallbackCombinations

Indicates whether UE supports receiving reception of requestSkipFallbackComb that requests UE to exclude fallback band combinations from capability signalling.
	-

	skipFallbackCombRequested
Indicates whether requestSkipFallbackComb is requested by E-UTRAN.
	-

	skipMonitoringDCI-Format0-1A

Indicates whether UE supports blind decoding reduction on UE specific search space by not monitoring DCI Format 0 and 1A as specified in TS 36.213 [23, 9.1.1].
	No

	skipUplinkDynamic
Indicates whether the UE supports skipping of UL transmission for an uplink grant indicated on PDCCH if no data is available for transmission as described in TS 36.321 [6].
	-

	skipUplinkSPS

Indicates whether the UE supports skipping of UL transmission for a configured uplink grant if no data is available for transmission as described in TS 36.321 [6].
	-

	sl-CongestionControl

Indicates whether the UE supports Channel Busy Ratio measurement and reporting of Channel Busy Ratio measurement results to eNB for V2X sidelink communication.
	-

	slss-TxRx

Indicates whether the UE supports SLSS/PSBCH transmission and reception in UE autonomous resource selection mode and eNB scheduled mode in a band for V2X sidelink communication.
	-

	sn-SizeLo

Same as "shortSN" defined in TS 38.306 [87].
	

	spatialBundling-HARQ-ACK

Indicates whether UE supports HARQ-ACK spatial bundling on PUCCH or PUSCH as specified in TS 36.213 [23, 7.3.1 and 7.3.2].
	No

	srs-Enhancements

Indicates whether the UE supports SRS enhancements.
	TBD

	srs-EnhancementsTDD

Indicates whether the UE supports TDD specific SRS enhancements.
	No

	srvcc-FromUTRA-FDD-ToGERAN

Indicates whether UE supports SRVCC handover from UTRA FDD PS HS to GERAN CS.
	-

	srvcc-FromUTRA-FDD-ToUTRA-FDD

Indicates whether UE supports SRVCC handover from UTRA FDD PS HS to UTRA FDD CS.
	-

	srvcc-FromUTRA-TDD128-ToGERAN

Indicates whether UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to GERAN CS.
	-

	srvcc-FromUTRA-TDD128-ToUTRA-TDD128

Indicates whether UE supports SRVCC handover from UTRA TDD 1.28Mcps PS HS to UTRA TDD 1.28Mcps CS.
	-

	ss-CCH-InterfHandl

Indicates whether the UE supports synchronisation signal and common channel interference handling.
	Yes

	standaloneGNSS-Location

Indicates whether the UE is equipped with a standalone GNSS receiver that may be used to provide detailed location information in RRC measurement report and logged measurements.
	-

	subcarrierSpacingMBMS-khz7dot5, subcarrierSpacingMBMS-khz1dot25
Indicates the supported subcarrier spacings for MBSFN subframes in addition to 15 kHz subcarrier spacing. subcarrierSpacingMBMS-khz1dot25 and subcarrierSpacingMBMS-khz7dot5 indicates that the UE supports 1.25 and 7.5 kHz respectively for MBSFN subframes as described in TS36.211 [21, 6.12]. This field is included only if fembmsMixedCell or fembmsDedicatedCell is included.
	-

	supportedBandCombination

Includes the supported CA band combinations, if any, and may include all the supported non-CA bands.
	-

	supportedBandCombinationAdd-r11
Includes additional supported CA band combinations in case maximum number of CA band combinations of supportedBandCombination is exceeded.
	-

	SupportedBandCombinationAdd-v11d0, SupportedBandCombinationAdd-v1250, SupportedBandCombinationAdd-v1270, SupportedBandCombinationAdd-v1320, SupportedBandCombinationAdd-v1380, SupportedBandCombinationAdd-v1390, SupportedBandCombinationAdd-v1430, SupportedBandCombinationAdd-v1450
If included, the UE shall include the same number of entries, and listed in the same order, as in SupportedBandCombinationAdd-r11.
	-

	SupportedBandCombinationExt, SupportedBandCombination-v1090, SupportedBandCombination-v10i0, SupportedBandCombination-v1130, SupportedBandCombination-v1250, SupportedBandCombination-v1270, SupportedBandCombination-v1320, SupportedBandCombination-v1380, SupportedBandCombination-v1390, SupportedBandCombination-v1430, SupportedBandCombination-v1450
If included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandCombination-r10.
	-

	supportedBandCombinationReduced

Includes the supported CA band combinations, and may include the fallback CA combinations specified in TS 36.101 [42, 4.3A]. This field also indicates whether the UE supports reception of requestReducedFormat.
	-

	SupportedBandCombinationReduced-v1320, SupportedBandCombinationReduced-v1380, SupportedBandCombinationReduced-v1390, SupportedBandCombinationReduced-v1430, SupportedBandCombinationReduced-v1450

If included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandCombinationReduced-r13.
	-

	SupportedBandGERAN

GERAN band as defined in TS 45.005 [20].
	No

	SupportedBandList1XRTT

One entry corresponding to each supported CDMA2000 1xRTT band class.
	-

	SupportedBandListEUTRA
Includes the supported E-UTRA bands. This field shall include all bands which are indicated in BandCombinationParameters.
	-

	SupportedBandListEUTRA-v9e0, SupportedBandListEUTRA-v1250, SupportedBandListEUTRA-v1310, SupportedBandListEUTRA-v1320

If included, the UE shall include the same number of entries, and listed in the same order, as in supportedBandListEUTRA (i.e. without suffix).
	-

	SupportedBandListGERAN
	No

	SupportedBandListHRPD

One entry corresponding to each supported CDMA2000 HRPD band class.
	-

	SupportedBandListNR
Includes the NR bands supported by the UE.
	No

	supportedBandListWLAN

Indicates the supported WLAN bands by the UE.
	-

	SupportedBandUTRA-FDD

UTRA band as defined in TS 25.101 [17].
	-

	SupportedBandUTRA-TDD128

UTRA band as defined in TS 25.102 [18].
	-

	SupportedBandUTRA-TDD384

UTRA band as defined in TS 25.102 [18].
	-

	SupportedBandUTRA-TDD768

UTRA band as defined in TS 25.102 [18].
	-

	supportedBandwidthCombinationSet

The supportedBandwidthCombinationSet indicated for a band combination is applicable to all bandwidth classes indicated by the UE in this band combination.

Field encoded as a bit map, where bit N is set to "1" if UE support Bandwidth Combination Set N for this band combination, see 36.101 [42]. The leading / leftmost bit (bit 0) corresponds to the Bandwidth Combination Set 0, the next bit corresponds to the Bandwidth Combination Set 1 and so on. The UE shall neither include the field for a non-CA band combination, nor for a CA band combination for which the UE only supports Bandwidth Combination Set 0.
	-

	supportedCellGrouping

This field indicates for which mapping of serving cells to cell groups (i.e. MCG or SCG) the UE supports asynchronous DC. This field is only present for a band combination with more than two but less than six band entries where the UE supports asynchronous DC. If this field is not present but asynchronous operation is supported, the UE supports all possible mappings of serving cells to cell groups for the band combination. The bitmap size is selected based on the number of entries in the combinations, i.e., in case of three entries, the bitmap corresponding to threeEntries is selected and so on.

A bit in the bit string set to 1 indicates that the UE supports asynchronous DC for the cell grouping option represented by the concerned bit position. Each bit position represents a different cell grouping option, as illustrated by a table, see NOTE 5. A cell grouping option is represented by a number of bits, each representing a particular band entry in the band combination with the left-most bit referring to the band listed first in the band combination, etc. Value 0 indicates that the carriers of the corresponding band entry are mapped to a first cell group, while value 1 indicates that the carriers of the corresponding band entry are mapped to a second cell group.

 It is noted that the mapping table does not include entries with all bits set to the same value (0 or 1) as this does not represent a DC scenario (i.e. indicating that the UE supports that all carriers of the corresponding band entry are in one cell group).
	-

	supportedCSI-Proc

Indicates the maximum number of CSI processes supported on a component carrier within a band. Value n1 corresponds to 1 CSI process, value n3 corresponds to 3 CSI processes, and value n4 corresponds to 4 CSI processes. If this field is included, the UE shall include the same number of entries listed in the same order as in BandParameters. If the UE supports at least 1 CSI process on any component carrier, then the UE shall include this field in all bands in all band combinations.
	-

	supportedNAICS-2CRS-AP

If included, the UE supports NAICS for the band combination. The UE shall include a bitmap of the same length, and in the same order, as in naics-Capability-List, to indicate 2 CRS AP NAICS capability of the band combination. The first/ leftmost bit points to the first entry of naics-Capability-List, the second bit points to the second entry of naics-Capability-List, and so on.

For band combinations with a single component carrier, UE is only allowed to indicate {numberOfNAICS-CapableCC, numberOfAggregatedPRB} = {1, 100} if NAICS is supported.
	-

	supportRohcContextContinue

Indicates whether the UE supports ROHC context continuation operation where the UE does not reset the current ROHC context upon handover.
	-

	supportedROHC-Profiles

Indicates the ROHC profiles that UE supports in both uplink and downlink.
	-

	supportedUplinkOnlyROHC-Profiles

Indicates the ROHC profiles that UE supports in uplink and not in downlink, see TS 36.323 [8]
	-

	tdd-SpecialSubframe

Indicates whether the UE supports TDD special subframe defined in TS 36.211 [21]. A UE shall indicate tdd-SpecialSubframe-r11 if it supports the TDD special subframes ssp7 and ssp9. A UE shall indicate tdd-SpecialSubframe-r14 if it supports the TDD special subframe ssp10.
	No

	tdd-FDD-CA-PCellDuplex
The presence of this field indicates that the UE supports TDD/FDD CA in any supported band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. The first bit is set to "1" if UE supports the TDD PCell. The second bit is set to "1" if UE supports FDD PCell. This field is included only if the UE supports band combination including at least one FDD band with bandParametersUL and at least one TDD band with bandParametersUL. If this field is included, the UE shall set at least one of the bits as "1". If this field is included with DC, then it is applicable within a CG, and the presence of this field indicates the capability of the UE to support TDD/FDD CA with at least one FDD band and at least one TDD band in the same CG, with the value indicating the support for TDD/FDD PCell (PSCell).
	-

	tdd-TTI-Bundling
The presence of this field indicates whether the UE supporting TDD special subframe configuration 10 also supports TTI bundling for TDD configuration 2 and 3 when PUSCH transimission in UpPTS is configured, see TS 36.213 [23, 8.0]. If this field is present, the tdd-SpecialSubframe-r14 shall be present.
	No

	timerT312
Indicates whether the UE supports T312.
	No

	tm5-FDD

Indicates whether the UE supports the PDSCH transmission mode 5 in FDD.
	-

	tm5-TDD

Indicates whether the UE supports the PDSCH transmission mode 5 in TDD.
	-

	tm6-CE-ModeA

Indicates whether the UE supports tm6 operation in CE mode A, see TS 36.213 [23, 7.2.3]. This field can be included only if ce-ModeA is included.
	Yes

	tm9-CE-ModeA

Indicates whether the UE supports tm9 operation in CE mode A, see TS 36.213 [23, 7.2.3]. This field can be included only if ce-ModeA is included.
	Yes

	tm9-CE-ModeB

Indicates whether the UE supports tm9 operation in CE mode B, see TS 36.213 [23, 7.2.3]. This field can be included only if ce-ModeB is included.
	Yes

	tm9-LAA

Indicates whether the UE supports tm9 operation on LAA cell(s). This field can be included only if downlinkLAA is included.
	-

	tm9-With-8Tx-FDD

Indicates whether the UE supports PDSCH transmission mode 9 with 8 CSI reference signal ports for FDD when not operating in CE mode.
	No

	tm10-LAA

Indicates whether the UE supports tm10 operation on LAA cell(s). This field can be included only if downlinkLAA is included.
	-

	twoAntennaPortsForPUCCH
	No

	twoStepSchedulingTimingInfo

Presence of this field indicates that the UE supports uplink scheduling using PUSCH trigger A and PUSCH trigger B (as defined in TS 36.213 [23]).

This field also indicates the timing between the PUSCH trigger B and the earliest time the UE supports performing the associated UL transmission. For reception of PUSCH trigger B in subframe N, value nPlus1 indicates that the UE supports performing the UL transmission in subframe N+1, value nPlus2 indicates that the UE supports performing the UL transmission in subframe N+2, and so on.

This field can be included only if uplinkLAA is included.
	-

	txAntennaSwitchDL, txAntennaSwitchUL

The presence of txAntennaSwitchUL indicates the UE supports transmit antenna selection for this UL band in the band combination as described in TS 36.213 [23, 8.2 and 8.7].

The field txAntennaSwitchDL indicates the entry number of the first-listed band with UL in the band combination that affects this DL. The field txAntennaSwitchUL indicates the entry number of the first-listed band with UL in the band combination that switches together with this UL. Value 1 means first entry, value 2 means second entry and so on. All DL and UL that switch together indicate the same entry number.
	-

	txDiv-PUCCH1b-ChSelect

Indicates whether the UE supports transmit diversity for PUCCH format 1b with channel selection.
	Yes

	uci-PUSCH-Ext

Indicates whether the UE supports an extension of UCI delivering more than 22 HARQ-ACK bits on PUSCH as specified in TS 36.212 [22, 5.2.2.6] and TS 36.213 [23, 8.6.3].
	No

	ue-AutonomousWithFullSensing

Indicates whether the UE supports transmitting PSCCH/PSSCH using UE autonomous resource selection mode with full sensing (i.e., continuous channel monitoring) for V2X sidelink communication and the UE supports maximum transmit power associated with Power class 3 V2X UE, see TS 36.101 [42].
	-

	ue-AutonomousWithPartialSensing

Indicates whether the UE supports transmitting PSCCH/PSSCH using UE autonomous resource selection mode with partial sensing (i.e., channel monitoring in a limited set of subframes) for V2X sidelink communication and the UE supports maximum transmit power associated with Power class 3 V2X UE, see TS 36.101 [42].
	-

	ue-Category

UE category as defined in TS 36.306 [5]. Set to values 1 to 12 in this version of the specification.
	-

	ue-CategoryDL

UE DL category as defined in TS 36.306 [5]. Value n17 corresponds to UE category 17, value m1 corresponds to UE category M1, value oneBis corresponds to UE category 1bis, value m2 corresponds to UE category M2. For ASN.1 compatibility, a UE indicating DL category 0, m1 or m2 shall also indicate any of the categories (1..5) in ue-Category (without suffix), which is ignored by the eNB, a UE indicating UE category oneBis shall also indicate UE category 1 in ue-Category (without suffix), and a UE indicating UE category m2 shall also indicate UE category m1. The field ue-CategoryDL is set to values 0, m1, oneBis, m2, 4, 6, 7, 9 to 16, n17, 18, 19, 20, 21 in this version of the specification.
	-

	ue-CategoryUL

UE UL category as defined in TS 36.306 [5]. Value n14 corresponds to UE category 14, value m1 corresponds to UE category M1, value oneBis corresponds to UE category 1bis. The field ue-CategoryUL is set to values m1, 0, oneBis, 3, 5, 7, 8, 13, n14 or 15 to 20 in this version of the specification. Value n21 corresponds to UE category 21.
	-

	ue-CA-PowerClass-N

Indicates whether the UE supports UE power class N in the E-UTRA band combination, see TS 36.101 [42] and TS 36.307 [78]. If ue-CA-PowerClass-N is not included, UE supports the default UE power class in the E-UTRA band combination, see TS 36.101 [42].
	-

	ue-CE-NeedULGaps

Indicates whether the UE needs uplink gaps during continuous uplink transmission in FDD as specified in TS 36.211 [21] and TS 36.306 [5].
	-

	ue-PowerClass-N, ue-PowerClass-5

Indicates whether the UE supports UE power class 1, 2, 4 or 5 in the E-UTRA band, see TS 36.101 [42] and TS 36.307 [79]. UE includes either ue-PowerClass-N or ue-PowerClass-5. If neither ue-PowerClass-N nor ue-PowerClass-5 is included, UE supports the default UE power class in the E-UTRA band, see TS 36.101 [42].
	-

	ue-Rx-TxTimeDiffMeasurements

Indicates whether the UE supports Rx - Tx time difference measurements.
	No

	ue-SpecificRefSigsSupported
	No

	ue-SSTD-Meas

Indicates whether the UE supports SSTD measurements between the PCell and the PSCell as specified in TS 36.214 [48] and TS 36.133 [16].
	-

	ue-TxAntennaSelectionSupported

TRUE indicates that the UE is capable of supporting UE transmit antenna selection such that all the supported bands are affected by transmit antenna switching, as described in TS 36.213 [23, 8.7]. E-UTRAN ignores this field if bandParameterList-v1380 is included.
	Yes

	ul-CoMP

Indicates whether the UE supports UL Coordinated Multi-Point operation.
	No

	ul-64QAM

Indicates whether the UE supports 64QAM in UL on the band. This field is only present when the field ue-CategoryUL indicates UL UE category that supports UL 64QAM, see TS 36.306 [5, Table 4.1A-2]. If the field is present for one band, the field shall be present for all bands including downlink only bands.
	-

	ul-256QAM

Indicates whether the UE supports 256QAM in UL on the band in the band combination. This field is only present when the field ue-CategoryUL indicates UL UE category that supports 256QAM in UL, see TS 36.306 [5, Table 4.1A-2]. The UE includes this field only if the field ul-256QAM-perCC-InfoList is not included.
	-

	ul-256QAM-perCC-InfoList

Indicates, per serving carrier of which the corresponding bandwidth class includes multiple serving carriers (i.e. bandwidth class B, C, D and so on), whether the UE supports 256QAM in the band combination. The number of entries is equal to the number of component carriers in the corresponding bandwidth class. The UE shall support the setting indicated in each entry of the list regardless of the order of entries in the list. This field is only present when the field ue-CategoryUL indicates UL UE category that supports 256QAM in UL, see TS 36.306 [5, Table 4.1A-2]. The UE includes this field only if the field ul-256QAM is not included.
	-

	ul-PDCP-Delay

Indicates whether the UE supports UL PDCP Packet Delay per QCI measurement as specified in TS 36.314 [71].
	-

	uplinkLAA

Presence of the field indicates that the UE supports uplink LAA operation.
	-

	uss-BlindDecodingAdjustment

Indicates whether the UE supports blind decoding adjustment on UE specific search space as defined in TS 36.213 [22]. This field can be included only if uplinkLAA is included.
	-

	uss-BlindDecodingReduction
Indicates whether the UE supports blind decoding reduction on UE specific search space by not monitoring DCI format 0A/0B/4A/4B as defined in TS 36.213 [22]. This field can be included only if uplinkLAA is included.
	-

	unicastFrequencyHopping

Indicates whether the UE supports frequency hopping for unicast MPDCCH/PDSCH (configured by mpdcch-pdsch-HoppingConfig) and unicast PUSCH (configured by pusch-HoppingConfig).
	-

	unicast-fembmsMixedSCell

Indicates whether the UE supports unicast reception from FeMBMS/Unicast mixed cell. This field is included only if UE supports carrier aggregation.
	-

	utran-ProximityIndication

Indicates whether the UE supports proximity indication for UTRAN CSG member cells.
	-

	utran-SI-AcquisitionForHO

Indicates whether the UE supports, upon configuration of si-RequestForHO by the network, acquisition and reporting of relevant information using autonomous gaps by reading the SI from a neighbouring UMTS cell.
	Yes

	v2x-BandwidthClass

The bandwidth class for V2X sidelink transmission supported by the UE as defined in TS 36.101 [42, Table 5.6G.1-3].
The UE explicitly includes all the supported bandwidth class combinations for V2X sidelink transmission or reception in the band combination signalling. Support for one bandwidth class does not implicitly indicate support for another bandwidth class.
	-

	v2x-eNB-Scheduled

Indicates whether the UE supports transmitting PSCCH/PSSCH using dynamic scheduling, SPS in eNB scheduled mode for V2X sidelink communication, reporting SPS assistance information and the UE supports maximum transmit power associated with Power class 3 V2X UE, see TS 36.101 [42] in a band.
	-

	v2x-HighPower

Indicates whether the UE supports maximum transmit power associated with Power class 2 V2X UE for V2X sidelink transmission in a band, see TS 36.101 [42].
	-

	v2x-HighReception

Indicates whether the UE supports reception of 20 PSCCH in a subframe and decoding of 136 RBs per subframe counting both PSCCH and PSSCH in a band for V2X sidelink communication.
	-

	v2x-nonAdjacentPSCCH-PSSCH

Indicates whether the UE supports transmission and reception in the configuration of non-adjacent PSCCH and PSSCH for V2X sidelink communication.
	-

	v2x-numberTxRxTiming

Indicates the number of multiple reference TX/RX timings counted over all the configured sidelink carriers for V2X sidelink communication.
	-

	v2x-SupportedBandCombinationList

Indicates the supported band combination list on which the UE supports simultaneous transmission and/or reception of V2X sidelink communication.
	

	v2x-SupportedTxBandCombListPerBC, v2x-SupportedRxBandCombListPerBC

Indicates, for a particular band combination of EUTRA, the supported band combination list among v2x-SupportedBandCombinationList on which the UE supports simultaneous transmission or reception of EUTRA and V2X sidelink communication respectively. The first bit refers to the first entry of v2x-SupportedBandCombinationList, with value 1 indicating V2X sidelink transmission/reception is supported.
	-

	v2x-TxWithShortResvInterval

Indicates whether the UE supports 20 ms and 50 ms resource reservation periods for UE autonomous resource selection and eNB scheduled resource allocation for V2X sidelink communication.
	-

	voiceOverPS-HS-UTRA-FDD

Indicates whether UE supports IMS voice according to GSMA IR.58 profile in UTRA FDD.
	-

	voiceOverPS-HS-UTRA-TDD128

Indicates whether UE supports IMS voice in UTRA TDD 1.28Mcps.
	-

	ims-VoiceOverNR-PDCP-MCG-Bearer

Indicates whether the UE supports IMS voice over NR PDCP with only MCG RLC bearer.
	Yes

	ims-VoiceOverNR-PDCP-SCG-Bearer

Indicates whether the UE supports IMS voice over NR PDCP with only SCG RLC bearer.
	Yes

	wakeUpSignal
Indicates whether the UE supports WUS for paging, as specified in TS 36.213 [22] and TS 36.304 [4]. If this field is included, the minimum gap between WUS and associated PO for DRX is fixed as 40 ms.
	-

	wakeUpSignalMinGap-eDRX
Indicates the minimum gap between WUS and associated PO for eDRX as specified in TS 36.213 [22] and TS 36.304 [4]. Value ms40 corresponds to 40 ms, ms240 corresponds to 240 ms and so on. The presence of this field implicitly indicates the UE supports WUS. If this field is included, the minimum gap between WUS and associated PO for DRX is fixed as 40 ms.
	-

	whiteCellList

Indicates whether the UE supports EUTRA white cell listing to limit the set of cells applicable for measurements.
	-

	wlan-IW-RAN-Rules

Indicates whether the UE supports RAN-assisted WLAN interworking based on access network selection and traffic steering rules.
	-

	wlan-IW-ANDSF-Policies

Indicates whether the UE supports RAN-assisted WLAN interworking based on ANDSF policies.
	-

	wlan-MAC-Address

Indicates the WLAN MAC address of this UE.
	-

	wlan-PeriodicMeas

Indicates whether the UE supports periodic reporting of WLAN measurements.
	-

	wlan-ReportAnyWLAN

Indicates whether the UE supports reporting of WLANs not listed in the measObjectWLAN.
	-

	wlan-SupportedDataRate

Indicates the maximum WLAN data rate supported by the UE over all LWA bearers. Actual value of supported data rate is field value * 10 Mbps (i.e., value 1 corresponds to 10 Mbps, value 2 corresponds to 20 Mbps and so on). 
	-


NOTE 1:
The IE UE-EUTRA-Capability does not include AS security capability information, since these are the same as the security capabilities that are signalled by NAS. Consequently, AS need not provide "man-in-the-middle" protection for the security capabilities.

NOTE 2:
The column FDD/ TDD diff indicates if the UE is allowed to signal, as part of the additional capabilities for an XDD mode i.e. within UE-EUTRA-CapabilityAddXDD-Mode-xNM, a different value compared to the value signalled elsewhere within UE-EUTRA-Capability (i.e. the common value, supported for both XDD modes). A '-' is used to indicate that it is not possible to signal different values (used for fields for which the field description is provided for other reasons). Annex E specifies for which TDD and FDD serving cells a UE supporting TDD/FDD CA shall support a capability for which it indicates support within the capability signalling.

NOTE 2a:
From REL-15 onwards, the UE is not allowed to signal different values for FDD and TDD unless yes is indicated in column FDD/ TDD diff (i.e. no need to introduce field description solely for the purpose of indicate no).
NOTE 3:
The BandCombinationParameters for the same band combination can be included more than once.

NOTE 4:
UE CA and measurement capabilities indicate the combinations of frequencies that can be configured as serving frequencies.

NOTE 5:
The grouping of the cells to the first and second cell group, as indicated by supportedCellGrouping, is shown in the table below. The leading / leftmost bit of supportedCellGrouping corresponds to the Bit String Position 1.
	Nr of Band Entries:
	5
	4
	3

	Length of Bit-String:
	15
	7
	3

	Bit String Position
	Cell grouping option (0= first cell group, 1= second cell group)

	1
	00001
	0001
	001

	2
	00010
	0010
	010

	3
	00011
	0011
	011

	4
	00100
	0100
	

	5
	00101
	0101
	

	6
	00110
	0110
	

	7
	00111
	0111
	

	8
	01000
	
	

	9
	01001
	
	

	10
	01010
	
	

	11
	01011
	
	

	12
	01100
	
	

	13
	01101
	
	

	14
	01110
	
	

	15
	01111
	
	


NOTE 6:
UE includes the intraBandContiguousCC-InfoList-r12 also for bandwidth class A because of the presence conditions in BandCombinationParameters-v1270. For example, if UE supports CA_1A_41D band combination, if UE includes the field intraBandContiguousCC-InfoList-r12 for band 41, the UE includes intraBandContiguousCC-InfoList-r12 also for band 1.

NOTE 7:
For a UE that indicates release X in field accessStratumRelease but supports a feature specified in release X+ N (i.e. early UE implementation), the ASN.1 comprehension requirement are specified in Annex F.

–
UE-RadioPagingInfo
The UE-RadioPagingInfo IE contains UE capability information needed for paging.

UE-RadioPagingInfo information element

-- ASN1START

UE-RadioPagingInfo-r12 ::=



SEQUENCE {


ue-Category-v1250




INTEGER (0)


OPTIONAL,


...,


[[
ue-CategoryDL-v1310





ENUMERATED {m1}

OPTIONAL,



ce-ModeA-r13






ENUMERATED {true}
OPTIONAL,



ce-ModeB-r13






ENUMERATED {true}
OPTIONAL


]],


[[
wakeUpSignal-r15





ENUMERATED {true}
OPTIONAL,


wakeUpSignalMinGap-eDRX-r15


ENUMERATED {ms40, ms240, ms1000, ms2000}

OPTIONAL


]]
}

-- ASN1STOP

	UE-RadioPagingInfo field descriptions

	ce-ModeA, ce-ModeB

Indicates whether the UE supports operation in CE mode A and/or B, as specified in TS 36.211 [21] and TS 36.213 [23].

	ue-Category, ue-CategoryDL

UE category as defined in TS 36.306 [5]. A category M2 UE shall always include the field ue-CategoryDL-v1310 in this version of the specification.

	wakeUpSignal
Indicates whether the UE supports WUS for paging, as specified in TS 36.213 [22] and TS 36.304 [4]. If this field is included, the minimum gap between WUS and associated PO for DRX is fixed as 40 ms.

	wakeUpSignalMinGap-eDRX
Indicates the minimum gap between WUS and associated PO for eDRX as specified in TS 36.213 [22] and TS 36.304 [4]. Value ms40 corresponds to 40 ms, ms240 corresponds to 240 ms and so on. The presence of this field implicitly indicates the UE supports WUS. If this field is included, the minimum gap between WUS and associated PO for DRX is fixed as 40 ms.


<<unchanged text skipped>>
_1586508021.unknown

_1586508026.unknown

_1586508030.unknown

_1586508032.unknown

_1589205452.doc
[image: image1.emf]Seving Cell 


on F


1


SFN #16


SFN #16


Gaps: - - - - - - - - - - -


- -


- - - - - - - -


G G G G G G


measPRS-Offset= 7


SFN #0


SFN #0


Measured Cell 


on F2


-


SFN #1


SFN #1


Map onto serving cell 


timing


SFN #16


SFN #0


SFN #0


SFN #1


SFN #1


SFN #17


SFN #17


SFN #17


SFN #17


- - - - - - -


Map onto serving cell 


timing


G G G G G G


PRS Subframe in measured cell


Additional Time


Required by the UE




� EMBED Visio.Drawing.11  ���











[image: image2.emf]Seving Cell 


on F


1


SFN #16


SFN #16


Gaps: - - - - - - - - - - -


- -


- - - - - - - -


G G G G G G


measPRS-Offset= 7


SFN #0


SFN #0


Measured Cell 


on F2


-


SFN #1


SFN #1


Map onto serving cell 


timing


SFN #16


SFN #0


SFN #0


SFN #1


SFN #1


SFN #17


SFN #17


SFN #17


SFN #17


- - - - - - -


Map onto serving cell 


timing


G G G G G G


PRS Subframe in measured cell


Additional Time


Required by the UE


_1445784859.vsd

SFN #17



Seving Cell on F1



Measured Cell on F2






_1586508033.unknown

_1586508031.unknown

_1586508028.unknown

_1586508029.unknown

_1586508027.unknown

_1586508023.unknown

_1586508024.unknown

_1586508022.unknown

_1265552116.unknown

_1586508020.unknown

_1256466064.doc
		


		DOCUMENTTYPE

		

		1 (1)



		

		

		

		



		TypeUnitOrDepartmentHere

		

		

		



		TypeYourNameHere

		TypeDateHere

		

		









Updated information







Change notification







BCCH modification period (n+1)







BCCH modification period (n)











_935227290.doc







_1265551737.unknown

