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1. Overall Description: 
RAN1 agreed the CR1075 for Introduction of SRS antenna switching for four ports in TS36.213 in R1-1807504. For support of this feature, the following UE-specific RRC parameters are needed (per serving cell):

· SRS-Antenna-Switching-1T4R: SRS antenna switching with 1T4R is enabled in a given serving cell.
· SRS-Antenna-Switching-2T4R: SRS antenna switching with 2T4R is enabled in a given serving cell.
· For the case where a serving cell is configured with SRS-Antenna-Switching-2T4R, the eNB has to additionally configure SRS-Antenna-Switching-2T4R-NrofPairs, with value range of {2, 3}, where 
· SRS-Antenna-Switching-2T4R-NrofPairs: Number of antenna pairs (Λ in TS 36.213, Clause 8.2).
The UE cannot be simultaneously configured with SRS-Antenna-Switching-1T4R and SRS-Antenna-Switching-2T4R in a given serving cell. The UE cannot be simultaneously configured with SRS-Antenna-Switching-2T4R and legacy parameter ue-TransmitAntennaSelection.
Additionally, RAN1 reached the following agreements regarding UE capability:
· Consider the configuration parameters that were introduced in CR1075 and introduce the following independent UE capabilities for SRS antenna switching per BoBC.

· Support of SRS-Antenna-Switching-1T4R: Indicates the UE supports 1T4R in the corresponding band of combination.

· Support of SRS-Antenna-Switching-2T4R with SRS-Antenna-Switching-2T4R-NrofPairs = 2: Indicates the UE supports 2T4R with two antenna pairs (Λ=2 in TS 36.213, Clause 8.2) for the corresponding band of band combination.

· Support of SRS-Antenna-Switching-2T4R with SRS-Antenna-Switching-2T4R-NrofPairs = 3: Indicates the UE supports 2T4R with three antenna pairs (Λ=3 in TS 36.213, Clause 8.2) for the corresponding band of band combination.

2. Actions to RAN2:
RAN1 respectfully requests RAN2 to take the above information into account and implement the aforementioned capability and configuration signaling.
3. Date of Next TSG-RAN WG1 Meetings:
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