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1. Overall Description:

For Rel-15 eV2X, RAN4 has introduced a new channel bandwidth class C1 for Band 47 PC5 interface as 10MHz+10MHz+10MHz as below:
Table 5.6G.1-3: V2X bandwidth classes and corresponding nominal guard bands

	V2X Bandwidth Class
	Aggregated Transmission Bandwidth Configuration
	Number of contiguous CC
	Nominal Guard Band BWGB

	A
	NRB,agg ≤ 100
	1
	0.05BWChannel(1) - 0.5f1

	B
	25 < NRB,agg ≤ 100
	2
	[0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1]

	C
	100 < NRB,agg ≤ 200
	2
	[0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1]

	C1
	100 < NRB,agg ≤ 200
	3
	[0.05 max(BWChannel(1),BWChannel(2))

 - 0.5f1]

	D
	200 < NRB,agg ≤ 300
	3
	NOTE 3

	E
	300 < NRB,agg ≤ 400
	4
	NOTE 3

	F
	400 < NRB,agg ≤ 500
	5
	NOTE 3

	I
	700 < NRB,agg ≤ 800
	8
	NOTE 3

	NOTE 1:
BWChannel(j), j = 1, 2, 3, 4 is the channel bandwidth of an E-UTRA component carrier according to Table 5.6-1 and f1 = f for the downlink with f the subcarrier spacing while f1 = 0 for the uplink.

NOTE 2:
Void

NOTE 3:
Applicable for later releases.


RAN4 kindly asks RAN2 to implement above new channel bandwidth class in the corresponding RAN2 specification.
2. Actions:

To RAN2: RAN4 kindly ask RAN2 to implement above new channel bandwidth class in the corresponding RAN2 specification.
4. Date of Next TSG-RAN4 Meetings:

TSG-RAN4 Meeting #88


20th – 24th Aug 2018, Gothenburg, Sweden
TSG-RAN4 Meeting #89


12th – 16th Nov 2018, US
