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	Reason for change:
	1) It is not clear from the name “barring alleviation” what are the triggers for the procedure
2) In case of T302 expiry, it seems the UE will randomely pick one Access Category for which the associated timer [T30x] is not running and consider barring to be alleviated only for this category, while there might be other Access Categories for which the corresponding timer [T30x] is not running

3) Wording seems to imply that there could be timers [T30x] not associated to any Access Category



	
	

	Summary of change:
	1) Change the titme to “Expiry of stop of T302 or of a [T30x]
2) Upon T302, alleviation is triggered for each Access Category for which the corresponding [T30x] is not running. Upon alleviation of barring for multiple Access Categories, there is an indication to upper layer for each Access Category which was requested by upper layers
3) Correct the wording for the trigger based on [T30x] stop or expiry

	
	

	Consequences if not approved:
	Unclear UE behaviour may result in different implementations for alleviation of access barring when multiple access categories were barred
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	Other comments:
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5.3.14.4
Expiry or stop of T302 or of a [T30x]
The UE shall:
1>
if timer T302 expires or is stopped: 
2>
for each Access Category for which the corresponding timer [T30x] is not running:
3>
consider the barring for the Access Category to be alleviated;

1>
if a timer [T30x] expires or is stopped:

2>
if timer T302 is not running:

3>
consider the barring for the Access Category corresponding to this timer [T30x] to be alleviated;

1>
for each Access Category for which barring is considered being alleviated:

2>
if the Access Category was provided upon access barring check requested by upper layers:

3>
inform upper layers about barring alleviation for the Access Category;

